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1.0 INTRODUCTION 

The Whittaker Corporation, Bermite Division (Whittaker) facility (site) is located at 22116 West 
Soledad Canyon Road in Santa Clarita, California (Figure 1). At the time operations were 
terminated in April 1987, Whittaker had interim status permits for 14 Resource Conservation 
and Recovery Act (RCRA) Hazardous Waste Management Units (HWMUs) at the site. A 
document entitled "Whittaker Corporation, Bermite Division, Santa Clarita, CA CAD064573108, 
Facility Closure Plan Modifications" (Closure Plan), was prepared by Whittaker and approved 
by the California Environmental Protection Agency, Department of Toxic Substances Control 
(Cal-EPA) and U.S. Environmental Protection Agency (U.S. EPA) on December, 28, 1987. 
Outlined in the Closure Plan are procedures for obtaining approval by Cal-EPA and U.S. EPA 
of clean closure certification for the different HWMUs, including the 317 Surface Impoundment 
(Area 317). 

Required in the Closure Plan is the implementation of a ground water monitoring system at 
Area 317 capable of detecting and assessing the impact of the HWMU on the uppermost aquifer 
at the site. Implementation of a ground water monitoring system is described in the document 
entitled "Specific Plan for a Ground Water Quality Assessment Program for the 317 Surface 
Impoundment Area," dated September 12, 1991 (Area 317 Plan). 

A total of six ground water monitoring wells (MW-1, MW-3, MW-4, MW-5, MW-6, and 
MW-10) have been installed around Area 317 (Figure 2). Several reports detailing the location 
and construction of monitoring wells, sampling and analysis plan for collecting and analyzing 
ground water samples from the ground water monitoring wells, abandonment of monitoring well 
MW-4, and quarterly sampling results which have been submitted to Cal-EPA and U.S. EPA 
are listed in Appendix A of this report. 

Quarterly ground water sampling activities were initiated on October 3, 1988, for monitoring 
wells MW-1, MW-3, and MW-4. The ground water monitoring program includes analyses of 
water samples for volatile organic compounds (VOCs). Laboratory analytical results from the 
third quarterly sampling event reported trichloroethene (TCE) at 4, 800 micrograms per liter 
(µg/l) in the ground water sample collected from monitoring well MW-4. As a result of this 
detection of TCE in the sample from monitoring well MW-4, two additional monitoring wells 
were installed in Area 317 (MW-5 and MW-6). 
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The fourth quarterly monitoring event included sampling of the ground water from monitoring 
wells MW-1, MW-3, and MW-4. Monitoring wells MW-5 and MW-6 were not equipped for 
sampling during the fourth quarterly sampling event. Analytical results from the fourth quarter 
were similar to those reported in the third quarterly sampling event. The concentrations of 
VOCs reported in samples collected from monitoring wells MW-1 and MW-3 were below 
laboratory reporting limits; however, analysis of the ground water sample collected from 
monitoring well MW-4 reported TCE at 7,200 µg/l. Analysis of ground water samples collected 
from monitoring well MW-4 during the fifth through twelfth quarterly sampling events reported 
a steady decline in TCE concentration. Based on the results of the initial four sampling events, 
a reduced list of chemical parameters was approved by Cal-EPA for the fifth and subsequent 
quarterly sampling events. 

Five ground water monitoring wells (MW-1, MW-3, MW-5, MW-6, and MW-10) are currently 
located around Area 317 (Figure 2). The abandonment of monitoring well MW-4, which took 
place on May 26 through May 28, 1992, was documented in the report entitled "Area 317 
RCRA Quarterly Ground Water Quality Monitoring Report No. 14." Also documented in the 
above-referenced report is the installation of monitoring well MW-10, which serves as a 
replacement for monitoring well MW-4. Ground water samples for the eighteenth quarterly 
sampling event from the Area 317 monitoring wells were collected on January 27, 1993. 

Statistical analysis of indicator parameters was also initiated during the fifth quarterly sampling 
event. The ground water samples collected and analyzed for indicator parameters from 
monitoring wells MW-1, MW-3 and MW-4 for the initial year of monitoring were evaluated to 
assess whether statistically significant changes to the ground water had occurred as a result of 
site activities. 

A Comprehensive Ground Water Monitoring Evaluation (CME) was conducted by Cal-EPA on 
January 24 and 25, 1990, during the sixth quarterly monitoring event. Personnel from Cal-EPA 
were present during all phases of the sixth quarterly monitoring event, from the taking of initial 
potentiometric surface elevation measurements to the sealing of the coolers containing the 
quarterly ground water samples. 

The results of the eighteenth quarterly sampling and analysis event are presented in this report, 
together with recommendations for future quarterly sampling events. 

2.0 GROUND WATER LEVEL MEASUREMENTS 

Water level measurements were collected on January 25, 1993, prior to well evacuation and 
sampling activities. Monitoring well locations with respect to Area 317 are shown on Figure 2. 
Water levels were measured to the nearest 0.01 foot. 
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Water level elevations have decreased 63.02, 63.90, 48.80, and 49.51 feet in monitoring wells 
MW-1, MW-3, MW-5, and MW-6, respectively, since the initiation of RCRA ground water 
monitoring activities at Area 317. Water level elevations have decreased 6.28 feet in monitoring 
well MW-10 since it was installed. Water level elevations increased 0.92, 1.03, 2.17, 1.51, and 
1.52 feet in monitoring wells MW-1, MW-3, MW-5, MW-6, and MW-10, respectively, between 
the seventeenth and eighteenth quarters. Table 1 summarizes potentiometric elevation data for 
monitoring wells in Area 317. Figure 3 graphically illustrates potentiometric surface elevations 
in monitoring wells MW-1, MW-3, MW-5, MW-6, and MW-10. 

A local ground water flow direction for January 25, 1993, has been estimated utilizing the 
potentiometric elevation data collected that day. Figure 2 illustrates the estimated potentiometric 
surface contours and the resultant estimated flow direction for January 25, 1993, which is toward 
the north. Based upon this data, monitoring wells MW-5, MW-6, and MW-10 are estimated to 
be located hydraulically downgradient from the former Area 317, and monitoring wells MW-1 
and MW-3 are estimated to be located hydraulically upgradient from the former Area 317. The 
ground water flow direction estimated for January 25, 1993, is generally similar to the flow 
direction estimate presented for the previous sampling event. 

3.0 SAMPLE COLLECTION AND ANALYSES 

Ground water evacuation, stabilization, and sampling t- ,xedures are outlined in Appendix B. 

3.1 Required Ground Water Analyses 

A reduced analytical parameter testing list was approved by Cal-EPA after submittal of 
"Quarterly Sampling Report No. 4." As of the fifth quarter, ground water samples from 
monitoring wells MW-1 and MW-3 were analyzed for the following: sulfates, chlorides, total 
phosphate, pH, specific conductance, total organic carbon (TOC), total organic halogens (TOX), 
and dissolved metals (antimony, arsenic, barium, cadmium, chromium, copper, lead, mercury, 
selenium, and thallium) by EPA-approved methods. Ground water samples collected from 
monitoring wells MW-5, MW-6, and MW-10 were analyzed for pH, specific conductance, TOC, 
TOX, and VOCs by EPA-approved methods. 

For the January - March 1993 sampling event, the following analytical parameters were tested: 

• Indicator Parameters: pH, specific conductance, TOC, and TOX. 
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• Ground Water Quality Parameters: phenols, pesticides (endrin, lindane, 
methoxychlor, toxaphene, 2,4-D, and 2,4,5-TP), radium, gross alpha, gross beta, 
coliform bacteria, nitrate, sulfate, phosphate, sodium, chloride, fluoride, and 
dissolved metals (arsenic, barium, cadmium, chromium, copper, iron, lead, 
manganese, mercury, selenium, and silver). Samples from monitoring wells MW-1 
and MW-3 were not analyzed for nitrate, sodium, iron, and manganese. 

• Hazardous Constituent Parameters: VOCs, semivolatile organic compounds 
(SVOCs), formaldehyde, and dissolved metals (antimony, copper, and thallium). 

All ground water samples collected as part of the eighteenth sampling event were submitted to 
FGL in Santa Paula, California. FGL is certified by Cal-EPA to perform the ground water 
analyses outlined in the Closure Plan. Chain-of-custody and sample analysis request forms are 
included in Appendices C and D, respectively. 

A description of FGL's Quality Assurance/Quality Control (QA/QC) program is provided in 
Appendix E. Copies of the laboratory analytical reports for all trip, field, and method blanks, 
and duplicate and spiked samples analyzed by FGL are provided in Appendix F. 

3.2 Approved Analytical Methods 

Indicator, ground water quality, and hazardous constituent parameters were analyzed by EPA 
or other approved methodologies. Analytical methodologies were presented in the "Ground 
Water Sampling and Analysis Plan," dated August 1988. Modifications to this plan were 
approved by Cal-EPA prior to the fifth quarterly sampling event. Copies of the laboratory test 
method protocol were included in Appendix B of "Quarterly Sampling Report No. 1," dated 
December 1988. 

A summary of sample volumes, sample containers, and laboratory analytical methods utilized 
during the eighteenth sampling event is presented in Table B-3, Appendix B. Procedures 
regarding sample containers, sample labeling, sample collection, and field QA/QC are outlined 
in Appendix B. 

4.0 GROUND WATER SAMPLE ANALYTICAL RESULTS 

4.1 Indicator Parameters 

Four replicate ground water samples from each monitoring well were analyzed for pH, specific 
conductance, TOC, and TOX to serve as indicator parameters. Table 2 summarizes the results 
of the indicator parameter analyses. Copies of the original laboratory data sheets are presented 
in Appendix G. 
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Laboratory pH measurements of 7.6 to 7.7, 7.6, 7.8 to 7.9, and 8.0 were recorded for samples 
collected from monitoring wells MW-1, MW-3, MW-5, MW-6, and MW-10, respectively, for 
the eighteenth sampling event. The laboratory pH measurements recorded for samples collected 
from the monitoring wells during the eighteenth sampling event were generally consistent with 
the measurements recorded during previous sampling events. 

Specific conductance measurements of 706 to 708, 637 to 643, 532 to 537, 542 to 546, and 631 
to 635 micromhos per centimeter (µmhos/cm) were recorded for samples collected from 
monitoring wells MW-1, MW-3, MW-5, MW-6, and MW-10, respectively, for the eighteenth 
sampling event. The specific conductance measurements recorded during the eighteenth 
sampling event were consistent with measurements recorded during previous sampling events. 

Total organic carbon was reported at < 0.5 milligrams per liter (mg/l) in all samples collected 
from Area 317 monitoring wells during the eighteenth sampling event. The TOC measurements 
recorded during the eighteenth sampling event were consistent with measurements recorded 
during previous sampling events. 

Total organic halogens were reported at < 5. 0 µgll in all but three samples collected from the 
Area 317 monitoring wells; one sample each from monitoring wells MW-1 (8.0 µg/l, MW-5 (5 
µg/l), and MW-6 (6 µg/l). The TOX measurements recorded for samples collected from 
monitoring wells MW-1, MW-3, MW-5, MW-6, and MW-10 during the eighteenth sampling 
event were consistent with measurements recorded during previous sampling events. 

Copies of the laboratory analytical reports for the indicator parameters are included m 
Appendix G. 

4.2 Ground Water Quality Parameters 

Laboratory analysis reported dissolved metals (arsenic, barium, cadmium, copper, iron, lead, 
manganese, mercury, selenium, and silver), phenols, pesticides, and coliform bacteria at less 
than the respective detection limits in samples from the five monitoring wells. The January -
March 1993 analytical results for dissolved metals for monitoring wells MW-1 and MW-3 were 
consistent with previous sampling events and are presented in Table 3. Beginning with the fifth 
sampling event, monitoring wells MW-1 and MW-3 were the only two monitoring wells from 
which samples had been analyzed for dissolved metals. 

Chloride concentrations ranged from 30 mg/I in the sample from monitoring well MW-3 to 
137 mg/I in the sample from monitoring well MW-1. Sulfate concentrations ranged from 6 mg/l 
in the sample from monitoring well MW-1 to 69 mg/l in the sample from monitoring well 
MW-3. Phosphorus was reported at < 0.1 mg/l in the samples from all five monitoring wells. 
The chloride, sulfate, and phosphorus results were consistent with the results reported from 
previous sampling events (Table 4). Fluoride concentrations ranged from 0.2 to 0.3 mg/l in the 
samples from the five monitoring wells. 
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Samples from monitoring wells MW-5, MW-6, and MW-10 were analyzed for nitrate, sodium, 
iron, and manganese. Nitrate concentrations ranged from 0.5 mg/l in the sample from 
monitoring well MW-10 to 2.4 mg/l in the sample from monitoring well MW-6. Sodium 
concentrations ranged from 45 mg/l in the sample from monitoring well MW-6 to 82 mg/l in 
the sample from monitoring well MW-10. Iron and manganese were reported at <0.05 and 
<0.03 mg/l, respectively, in the samples from MW-5, MW-6, and MW-10. Samples from 
monitoring wells MW-1 and MW-3 were not analyzed for nitrate, sodium, iron, and manganese 
during the eighteenth sampling event. 

Gross alpha in samples from the five monitoring wells ranged from 0 + 1 picocuries per liter 
(pC/l) (monitoring well MW-1) to 0.8 ± 1 pC/l (monitoring well MW-3). Gross beta in 
samples from the five monitoring wells ranged from 0.7 ± 2 pC/l (monitoring well MW-5) to 
4 + 2 pC/1 (monitoring well MW-1). Total radium in samples from the five monitoring wells 
ranged from 0 + 1 pC/l (monitoring well MW-10) to 0.7 pC/l (monitoring well MW-1). 

Copies of the laboratory analytical reports for the ground water quality parameters are included 
in Appendix G. 

4.3 Hazardous Constituent Parameters 

Antimony, copper, and thallium were reported at less than the respective detection limit in 
samples collected from all five monitoring wells. The results of the dissolved metals analysis 
for the samples from monitoring wells MW-1 and MW-3 are presented in Table 3, and are 
rnn<;i<;tent with the results reported during previous sampling events. Samples from the other 
monitoring wells had not been tested for these dissolved metals since the fourth sampling event. 
In addition, formaldehyde was reported at less than the detection limit in samples from all five 
monitoring wells. 

All VOCs and SVOCs were reported at less than the respective detection limits in samples from 
all five monitoring wells. These results for samples from monitoring wells MW-5, MW-6, and 
MW-10 were consistent with previous sampling events. Samples from monitoring wells MW-1 
and MW-3 had not been analyzed for VOCs and SVOCs since the fourth sampling event. · 

Copies of the laboratory analytical reports for the hazardous constituent parameters are included 
in Appendix G. 

5.0 STATISTICAL ANALYSIS OF RESULTS TO DATE 

As indicated in the "Ground Water Sampling and Analysis Plan," dated August 1988, and as 
required in 40 CFR Part 265.92, statistical analyses of the indicator parameters have been 
performed to determine whether there is a statistically significant difference in the water quality 
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between the individual downgradient monitoring wells and the upgradient or background 
monitoring wells. Monitoring wells MW-1 and MW-3 are considered upgradient monitoring 
wells in relation to Area 317, and monitoring wells MW-5, MW-6, and MW-10 are considered 
downgradient monitoring wells in relation to Area 317. 

After four quarters of sampling and analysis of the monitoring system, the mean, standard 
deviation, variance, and coefficient of variance of the four indicator parameters were calculated. 
These values were reported to Cal-EPA in correspondence to Alan Sorsher from Wenck, dated 
October 25, 1989. The statistical analysis, presented in the fifth through tenth quarterly 
sampling reports, indicated only one statistically significant difference in water quality as 
determined by the indicator parameters. This was interpreted by Wenck to be caused by 
erroneous TOC results from the sixth quarter. The indicator parameter statistics from 
background monitoring wells MW-1 and MW-3 have been updated to include the eighteenth 
quarter sampling results. These statistics were then compared to the indicator parameter 
statistics from the eighteenth quarter for downgradient monitoring wells MW-5, MW-6, and 
MW-10. 

The comparison is the calculation of the averaged-replicate t-test which determines that either 
"no," there is no statistically significant increase (or decrease for pH) in the indicator parameters 
from each downgradient monitoring well compared to the upgradient monitoring wells, or that 
"yes," a statistically significant increase (or decrease for pH) has occurred. 

The eighteenth quarter calculated replicate statistics are included in Table H-1, presented in 
Appendix H. A summary of the quarterly replicate statistics for each monitoring well and the 
t-test calculations for TOC, TOX, specific conductance, and hydrogen ion concentration (pH) 
are shown in Appendix H, Tables H-2, H-3, H-4, and H-5, respectively. 

5.1 Assumptions Used in the Statistical Analysis 

As recommended in the "RCRA Ground Water Monitoring Technical Enforcement Guidance 
Document," the data points that are less than the detection limit have been given a value equal 
to one-half the detection limit of the analyte. 

Calculation of the comparison test statistic (U was determined by following the procedure 
presented in 40 CFR 264, Appendix IV. The test statistic for the hydrogen ion concentration 
was calculated using a 0.05 level of significance for a two-tailed distribution, and the test 
statistics for the other parameters were calculated using a 0. 05 level of significance for a one­
tailed distribution. It was assumed that the data are distributed normally. 
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The ground water sample analytical results from the two background or upgradient monitoring 
wells (MW-1 and MW-3) for all 18 quarters of ground water sampling to date and the four 
downgradient monitoring wells (MW-4, MW-5, MW-6, and MW-10) for the eighteenth quarter 
of ground water sampling have been tabulated and prepared for statistical analysis. Four 
analytes have been used in the statistical analysis: pH, specific conductance, TOC, and TOX. 

In accordance with the averaged replicate Students' t-test methodology used for this statistical 
analysis, the four indicator parameter analytical results, which are sampled and analyzed in 
quadruplicate each quarter (four replicates), are summarized by quarter and by monitoring well. 
Four summary statistics have been calculated: arithmetic mean, standard deviation, variance, 
and coefficient of variance. These quarterly replicate statistics have been calculated such that 
less than detection limit values are considered to have a value of one-half the detection limit and 
are presented in Table H-1. 

The statistical analysis for the indicator parameters involves testing the null hypotheses regarding 
the ground water quality downgradient of Area 317, i.e., that there is no statistical difference 
between the average of all the quarterly statistics for each of the four indicator parameters for 
background monitoring wells MW-1 and MW-3 compared to the seventeenth quarter statistics 
for each of the downgradient monitoring wells MW-4, MW-5, MW-6, and MW-10. 

The calculations of the average quarterly statistics were performed in the same manner as were 
the quarterly statistics. The t-statistics (t* and tc) were calculated as shown in 40 CFR 264, 
Appendix IV. The values of ~1 and tb were taken from the table included in 40 CFR 264, 
Appendix IV. An example calculation is included in Appendix H. 

Note that the pH values have been transformed into their resulting hydrogen ion concentrations 
and that the values of ~1 and tb for the analysis of pH come from the two-tailed probability table. 

5.3 Results 

The averaged eighteenth quarter replicate results for each indicator parameter at each 
downgradient monitoring well were compared to the average first through eighteenth quarter 
replicate results for background monitoring wells MW-1 and MW-3. The statistical analyses 
indicate that there are no statistically significant differences in hydrogen ion concentration, 
specific conductance, TOC, or TOX between downgradient and background ground water 
quality, except for specific conductance in samples from monitoring well MW-10. 

Although the specific conductance of the sample obtained during the eighteenth quarterly 
sampling event from monitoring well MW-10 was statistically higher than the average first 
through eighteenth quarter background ground water levels, the reported specific conductance 
(634.00 µmhos/cm) was lower than the two background samples obtained this quarter (706.75 
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and 639.75 µmhos/cm from monitoring wells MW-1 and MW-3, respectively). Even though 
the reported specific conductance was statistically higher than background levels, it is unlikely 
the specific conductance is elevated because the level was lower than the background specific 
conductance samples collected during the eighteenth quarter. 

6.0 SUMMARY 

6.1 Ground Water Level Measurements 

Based upon the January 25, 1993 data, the estimated direction of ground water flow is toward 
the north, which is generally consistent with the ground water flow direction estimated during 
the previous sampling event. Utilizing this data, monitoring wells MW-5, MW-6 and MW-10 
are estimated to be located hydraulically down gradient form the former Area 317, and 
monitoring wells MW-1 and MW-3 are estimated to be located hydraulically upgradient from 
the former Area 317. 

6.2 Indicator Parameters 

The pH reported for samples from tile nvc monitoring wells ranged from 7.6 (monitoring wells 
MW-1 and MW-3) to 8.0 (monitoring well MW-10). The specific conductance of samples from 
the five monitoring wells ranged from 532 µg/l (monitoring well MW-6) to 708 µg/l (monitoring 
well MW-1). Total organic carbon was reported at <0.5 mg/l in samples from all five 
monitoring wells. Total organic halogens were reported at less than 5 µg/l in all but three of 
the samples from the five monitoring wells; one sample each from monitoring wells MW-1 
(8.0 µg/l), MW-5 (5 µg/l), and MW-6 (6 µg/l). 

The pH, specific conductance, TOC, and TOX results reported for the eighteenth sampling event 
were consistent with the results reported for the previous sampling event. 

6.3 Ground Water Quality Parameters 

Laboratory analysis reported dissolved metals (arsenic, barium, cadmium, copper, iron, lead, 
manganese, mercury, selenium, and silver), phenols, pesticides, and coliform bacteria at less 
than the respective detection limits in samples from the five monitoring wells. These results for 
the samples collected from monitoring wells MW-1 and MW-3 were consistent with the results 
from previous sampling events. Samples from monitoring wells MW-5, MW-6, and MW-10 
had not been analyzed for these dissolved metals since the fourth sampling event. 

Chloride, sulfate, and phosphorus concentrations ranged from 30 to 137 mg/l, 6 to 69 mg/l, and 
< 0.01 mg/l, respectively, in samples from the five monitoring wells. These results were 
consistent with the results from previous sampling events. 
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Nitrate, sodium, iron, and manganese concentrations ranged from 0.5 to 2.4 mg/l, 45 to 
82 mg/l, < 0.05 to 0.05 mg/l, and < 0.03 mg/l, respectively, in samples from monitoring wells 
MW-5, MW-6, and MW-10. Samples from monitoring wells MW-1 and MW-3 were not 
analyzed for these constituents. 

Gross alpha, gross beta, and total radium concentrations ranged from 0 ± 1 to 0.8 ± 1 pC/l, 
0.7 ± to 4 + 2 pC/1, and 0 + 1 pC/l to 0.7 pC/l, respectively, in samples from the five 
monitoring wells. 

6.4 Hazardous Constituent Parameters 

All hazardous constituent parameters, including antimony, copper, thallium, formaldehyde, 
VOCs, and SVOCs were reported at less than the respective detection limits for the current 
sampling period. These results were consistent with the results reported during the previous 
sampling event. 

6.5 Statistical Analysis 

The statistical analyses indicate that there are no statistically significant differences in hydrogen 
ion concentration, specific conductance, TOC, or TOX between downgradient and background 
ground water quality, except for specific conductance in samples from monitoring well MW-10. 
Even though the reported specific conductance was statistically higher than background levels, 
it is unlikely the specific conductance is elevated because the level was lower than the 
background specific conductance samples collected during the eighteenth quarter. 

7.0 RECOl\fMENDATIONS 

Based upon the data collected, current regulatory guidelines, and the professional judgment of 
AMV, the following recommendation is presented: 

• Conduct future sampling events in accordance with the procedures set forth in the 
document entitled "Water Quality Monitoring and Response Plan for the Interim 
Status Area 317 Surface Impoundment." 

8.0 REMARKS 

The recommendations contained in this report represent our professional opinions. These 
opinions are based on currently available information and were developed in accordance with 
currently accepted hydrogeologic and engineering practices at this time and location. Other than 
this, no warranty is implied or intended. 



TABLE 1 

POTENTIOMETRIC SURF ACE ELEV A TIO NS 
RCRA GROUND WATER MONITORING WELLS 

WHITTAKER CORPORATION, BERMITE DIVISION 

•· ><we1fNa.········ 

.·<±~1:Ja;~~f •·•. 
··•.:••·Date·· .::.. · 

12/23/87 1, 107 .81 --b 

01127/88 1,108.03 1, 109.51 
02/03/88 1,108.32 1,109.88 
02/04/88 1,108.36 1, 109.14 
02/05/88 1,108.36 1,109.17 
02/09/88 1,108.24 1, 109.13 
02/10/88 1,108.28 1, 109.27 
02/12/88 1,108.28 1,109.27 
02/19/88 1,108.11 1,108.86 
03/28/88 1,107.69 1, 108.23 
04/05/88 1,107.76 1, 108.23 
04/12/88 1,107.66 1, 108.23 
04/19/88 1,107.56 1,108.23 
04/26/88 1,107.61 1,108.23 
05/02/88 1,107.86 1,108.23 
07/27/88 1, 103.58 1,104.19 
10/03/88 1,101.75 1, 102.11 
01/23/89 1,099.82 1,100.25 
04/17/89 1,097 .37 1,097 .62 
07/27/89 1,094.67 1,094.85 
08/10/89 1,093.93 1,094.09 
08/18/89 1,093.62 1,093.76 
10/30/89 1,092.07 1,092.16 
01124/90 1,090.56 1,090.54 
04/16/90 1,088.66 1,088.78 
07/16/90 1,083.56 1,083.53 
10/17/90 1,079.91 1,079.78 
01128/91 1,076.52 1,076.54 
04/22/91 1,071.22 1,071.29 
07/17/91 1,063.63 1,063.79 
10/08/91 1,055.22 1,055.41 
01/29/92 1,051.88 1,052.29 
04/20/92 1,050.47 1,050.88 
07/28/92 1,046.84 1,047.40 
10/19/92 1,043.87 1,044.58 
01125/93 1,044.79 1,045.61 

•NGVD = National Geodetic Vertical Datum. 
hMeasurement not recorded. 
<Monitoring well abandoned 05/28/92. 

1, 102.61 
1, 100. 77 
1,098.92 
1,096.05 
1,093.53 1,093.02 
1,092.89 1,092.32 
1,092.64 1,092.03 
1,091.08 1,090.62 
1,089.68 1,089.17 
1,087.83 1,087.23 
1,082.29 1,081.41 
1,078.86 1,078.25 
1,075.46 1,074.64 
1,069.75 1,068.90 
1,061.66 1,060.53 
1,053.28 1,052.12 
1,050.63 1,049.76 
1,049.33 1,048.78 

--c 1,045.14 
--c 1,042.05 
--c 1,044.22 

1,093.15 
1,092.49 
1,092.19 
1,090.64 
1,089.50 
1,087.32 
1,081.85 
1,078.56 
1,074.91 
1,069.25 
1,061.14 
1,052.69 
1,050.06 1,050.57 
1,048.92 1,049.37 
1,045.20 1,045.77 
1,042.13 1,042.77 
1,043.64 1,044.29 



TABLE2 

AREA 317 HISTORY OF INDICATOR PARAMETERS IN GROUND WATER MONITORING WELLS 
BERMITE DIVISION, WHITTAKER CORPORATION 

··················~ell•••············•• 
.. ........... < > k/.· . .· .•.•.. Hydrogenlo1l. .·.·.··•·co11diicU1nce •.. (k~h) •• > <···· 

TOX 
Date .···.• <Qtlai1l:r .. · ... •· ····•PH·•····. < Concentratiort I· ··.·.·.. (Uinhostclll) · .. < ..... .... ·· ... . •••• ·> ····<tigtl) . 

Detection Limit (Quarter 18) 
1· /< >/7 (}.5 . < 5.0 

MW-1 10/04/88 1 7.5 3.16E-08 579 <3 <100 
10/04/88 1 7.5 3.16E-08 617 <3 <100 
10/04/88 1 7.5 3 .16E-08 599 <3 <JOO 
10/04/88 1 7.5 3.16E-08 595 <3 <JOO 
11/03/88 1 <JOO 
11/03/88 1 <JOO 
01125/89 2 7.5 3.J6E-08 567 5 <JOO 
OJ/25/89 2 7.5 3.16E-08 585 <3 <100 
01/25/89 2 7.4 3.98E-08 576 <3 <100 
01125/89 2 7.5 3.16E-08 559 <3 <JOO 
04/17/89 3 7.2 6.3 JE-08 <3 <100 
04/17/89 3 7.2 6.3JE-08 <3 <JOO 
04/17/89 3 7.2 6.31E-08 <3 <100 
04/17/89 3 7.2 6.3JE-08 <3 <JOO 
07/27/89 4 7.5 3.16E-08 502 5 <100 
07127/89 4 7.5 3.J6E-08 495 <3 <JOO 
07/27/89 4 7.4 3 .98E-08 502 <3 <JOO 
07/27/89 4 7.5 3.16E-08 502 <3 <JOO 
10/3 J/89 5 7.6 2.51 E-08 525 "'-.3 <100 
10/31/89 5 7.6 2.5 J E-08 539 <3 < 100 
10/31189 5 7.6 2.5 JE-08 525 <3 <JOO 
10/31/89 5 7.6 2.5 lE-08 508 <3 <JOO 
01/25/90 6 7.4 3.98E-08 580 <3 <JOO 
OJ/25/90 6 7.4 3.98E-08 571 <3 <JOO 
OJ/25/90 6 7.4 3.98E-08 566 <3 <JOO 
01125190 6 7.4 3.98E-08 564 <3 <JOO 
04/17/90 7 7.6 2.5JE-08 501 <4 <20 
04/17/90 7 7.5 3.J6E-08 506 <4 <20 
04/17/90 7 7.5 3.16E-08 506 <4 <20 
04/J7/90 7 7.6 2.5JE-08 501 <4 <20 
07/17/90 8 8.3 5.0JE-09 560 <4 <20 
07117/90 8 8.2 6.3JE-09 560 <4 <20 
07/J 7/90 8 8.3 5.0IE-09 499 <4 <20 
07/J 7/90 8 8.3 5.0JE-09 499 <4 <20 
J0/18/90 9 7.3 5.0JE-08 544 <I <JOO 
J0/18/90 9 7.5 3.16E-08 544 <J < 100 
10/J8/90 9 7.5 3.16E-08 544 <l <JOO 
10/18/90 9 7.3 5.0JE-08 544 <I J50 
01/29/91 10 7.5 3.16E-08 583 1.4 <5 
01129/91 10 7.5 3.16E-08 561 J .4 <5 
01/29/91 10 7.5 3.16E-08 565 1.3 <5 
01/29/91 10 7.5 3.16E-08 581 1.3 <5 
04/23/91 11 7.7 2.00E-08 559 3.4 <5 
04/23/91 11 7.7 2.00E-08 558 1.3 <5 
04/23/91 11 7.7 2.00E-08 559 1.4 <5 
04123/91 1 J 7.6 2.5JE-08 558 1.2 <5 
07/19/91 12 7.2 6.3 IE-08 575 1.2 <5 
07/19/91 12 7.3 5.0JE-08 576 1.3 <5 
07/J9/9J 12 7.4 3.98E-08 574 1.3 <5 
07/19/91 12 7.4 3.98E-08 574 1.1 <5 
10/08/91' -- -- -- - -- --



TABLE 2 (continued) 

AREA 317 HISTORY OF INDICATOR PARAMETERS IN GROUND WATER MONITORING WELLS 
BERMITE DMSION, WHITTAKER CORPORATION 

.. . .. \ > Condu~tllnce • < ·.· <Hydr!lgenton. . 
·· · CoricentratiO!l > • {µffifidiiciii) / 

. . . . ...... 

Detection Limit (Quarter 18) 

MW-I 03/13/92 14 7.5 3.16E-08 640 0.67 
03/13/92 14 7.5 3.16E-08 638 <0.5 
03/13/92 14 7.5 3.16E-08 637 <0.5 
03/13/92 14 7.5 3.16E-08 640 <0.5 
04/21/92 15 7.5 3.16E-08 643 <0.5 
04/21192 15 7.5 3.16E-08 643 <0.5 
04/21/92 15 7.5 3 .16E-08 642 <0.5 
04/21192 15 7.5 2.5!E-08 645 <0.5 
07129/92 16 7.5 3.16E-08 660 <0.5 
07/29/92 16 7.5 3.16E-08 660 <0.5 
07/29/92 16 7.6 2.5 IE-08 660 <0.5 
07/29/92 16 7.6 2.5!E-08 660 <0.5 
10/10/92 17 7.5 3.16E-08 677 <0.5 
10120/92 17 7.5 3.16E-08 677 <0.5 
10/20/92 17 7.5 3.16E-08 677 <0.5 
10/20/92 17 7.5 3.16E-08 674 <0.5 
01/27193 18 7.6 2.5 IE-08 706 <0.5 
01127/93 18 7.7 2.00E-08 708 <0.5 
01127/93 18 7.7 2.00E-08 706 <0.5 
01127/93 18 7.7 2.00E-08 707 <0.5 

<5.0 
<5.0 
<5.0 
<5.0 

5.6 
<5.0 
<5.0 
<5.0 
17.0 

<5.0 
5.6 

<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 

8.0 



TABLE 2 - continued 

AREA 317 HISTORY OF INDICATOR PARAMETERS IN GROUND WATER MONITORING WELLS 
BERMITE DIVISION, WHITTAKER CORPORATION 

:/ .. : ·•• . .... · 
< >·•· ) 1< 

~··':. 

· · ·.•• Hydrog~n 1oll ·:··-:>:..::.:·.- ·"::·:.::.:::::: . .::·:.::>.::::::: 

····!··· +•••• 

1'82 ;------- : ~ ·\ 
(.· > 1·.· .• . condiictiince ·:·.· · ••••• 

...... 
. . ...... 

I>···\:.•: 
: :: ........ 

Concentration • > ... : (umhoslc!llf / ·····::.. .·:: ... ::.·.••·· (ugll) , .·Wen··:>• Date ·• I.··· ·:· HIHrll"'I ·::. : pH. I .. : :.i.:::: •• - 11 .•• ·: .··: - \: 

Detection Limit (Quarter 18) 0.5 5.0 

MW-3 10104188 1 7.4 3.98E-08 697 <3 485 
10104188 1 7.5 3.16E-08 677 <3 410 
10/04/88 1 7.5 3.16E-08 730 <3 500 
10/04/88 1 7.5 3.16E-08 691 <3 <100 
11103188 1 <100 
11/03188 1 <100 
01/25189 2 7.8 l .58E-08 681 <3 <100 
01/25/89 2 7.6 2.51E-08 681 <3 <100 
01125/89 2 7.6 2.51E-08 669 <3 <100 
01/25/89 2 7.9 l.26E-08 624 <3 <100 
04/17/89 3 7.3 5.0IE-08 <3 <100 
04/17/89 3 7.3 5.0IE-08 <3 <100 
04117189 3 7.3 5.0lE-08 <3 <100 
04117189 3 7.3 5.0lE-08 <3 <100 
07127189 4 7.5 3.16E-08 661 <3 <100 
07127189 4 7.5 3.16E-08 661 <3 <JOO 
07127/89 4 7.5 3.16E-08 661 <3 <!'}IJ 
07/27189 4 7.5 3.16E-08 661 <3 < 100 
10131/89 5 7.5 3.16E-08 617 <3 < 100 
10/31/89 5 7.5 3.16E-08 615 <3 <100 
10/31/89 5 7.5 3.16E-08 617 <3 <100 
10131189 5 7.6 2.5 IE-08 620 <3 <100 
01125/90 6 7.1 7 .94E-08 641 8 <JOO 
01125190 6 7.2 6.3 lE-08 645 <3 <JOO 
01125190 6 7.2 6.31E-08 645 8 < 100 
0112590 6 7.2 6.3JE-08 634 Jl < 100 
04117190 7 7.3 5.0lE-08 588 <4 <20 
04117/90 7 7.3 5.0lE-08 596 <4 <20 
04117/90 7 7.3 5.0JE-08 590 <4 <20 
04/17190 7 7.4 3.98E-08 586 <4 <20 
07/J 7/90 8 8.3 5.0lE-09 6J4 <4 <20 
07117190 8 8.3 5.0JE-09 580 <4 <20 
07/J7/90 8 8.2 6.3JE-09 580 <4 <20 
07/J 7/90 8 8.1 7.94E-09 580 <4 <20 
l 0/18190 9 7.6 2.5JE-08 642 <l <JOO 
10118/90 9 7.6 2.51E-08 642 1.2 < 100 
10/18/90 9 7.6 2.5JE-08 642 <l <100 
10/18/90 9 7.7 2.00E-08 642 <l <100 
01/29/91 10 7.2 6.31E-08 655 2.4 <5 
01129/91 10 7.3 5.0JE-08 660 2.3 <5 
01129/91 10 7.3 5.0JE-08 655 2.2 <5 
01/29/91 10 7.3 5.0JE-08 655 1.8 <5 
04/23/91 11 7.6 2.51E-08 630 1.4 <5 
04/23/91 11 7.5 3.J6E-08 630 1.5 <5 
04/23/91 11 7.5 3.16E-08 629 3.6 <5 
04/23/91 11 7.6 2.51E-08 628 1.6 <5 
07/J9/91 12 7.1 7.94E-08 636 1.3 <5 
07119/91 12 7.2 6.3JE-08 630 1.3 <5 
07119/91 12 7.3 5.0lE-08 635 1.1 <5 
07119191 12 7.3 5.0IE-08 631 1.4 <5 
10/09/91 13 7.6 2.51E-08 642 <0.5 <5 
10/09191 13 7.6 2.5JE-08 643 <0.5 <5 
10/09/91 13 7.7 2.00E-08 640 <0.5 <5 
10/09/9 J 13 7.7 2.00E-08 642 <0.5 <5 



TABLE 2 - continued 

AREA 317 HISTORY OF INDICATOR PARAMETERS IN GROUND WATER MONITORING WELLS 
BERMITE DIVISION, WHITTAKER CORPORATION 

Hydrogetilon < .. ······.····• 2ondu~~~<;~············ . · .'toe 
Con~ntraiion·••·•.•···••·• .·· ··.\·•>cli~BS1ctt1)•• \ • < (iri~il) •... 

Detection Limit (Quarter 18) 0.5 

MW-3 01/30/92 14 7.5 3.16E-08 651 0.6 
01/30/92 14 7.4 3.98E-08 648 0.6 
01/30/92 14 7.4 3.98E-08 647 0.6 
01/30/92 14 7.5 3.16E-08 644 0.6 
04/21/92 15 7.5 3.16E-08 643 <0.5 
04/21/92 15 7.5 3.16E-08 644 <0.5 
04/21/92 15 7.5 3.16E-08 644 <0.5 
04/21/92 15 7.5 3.16E-08 643 <0.5 
07/29/92 16 7.6 2.51E-08 640 <0.5 
07/29/92 16 7.5 3.16E-08 640 <0.5 
07/29/92 16 7.5 3.16E-08 650 0.62 
07/29/92 16 7.6 2.51E-08 640 <0.5 
10/20/92 17 7.5 3.16E-08 642 <0.5 
10/20/92 17 7.5 3.16E-08 641 <0.5 
10/20/92 17 7.6 2.51E-08 640 <0.5 
10/20/92 17 7.6 2.5 IE-08 640 <0.5 
01/27/93 18 7.6 2.51E-08 637 <0.5 
01/27/93 18 7.6 2.51E-08 640 <0.5 
01/27/93 18 7.6 2.5 IE-08 643 <0.5 
01/27/93 18 7.6 2.51E-08 639 <0.5 

5.0 

<5.0 
<5.0 

5.8 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 



TABLE 2 - continued 

AREA 317 HISTORY OF INDICATOR PARAMETERS IN GROUND WATER MONITORING WELLS 
BERMITE DIVISION, WHITTAKER CORPORATION 

l•••••••••••••••we11••••••••••••··· 

··. 

•··••·· Jlydrogenlon.. •••· 

·· .. ... ····::. · . .:··· ' . . . . .. · ::::·::::·:::.:· ... \:<· ··<· .•. • • 
• •.. · · Collductaiice • • ··••· >1-oC ..... ··•·•····TOX . .. j .· . ·. ·. ·.·. 1•· ·.· .. · •.•. 

·· Concentfl1ti()if < ,(umhos/fm)i @g/1)/··· .•.•• '(\lg/l) I·•• Date· . Quarter .pH \ .. 
Detection Limit (Quarter 18) 0.5 5.0 

MW-5 10/31/89 5 7.7 2.00E-08 544 <3 < 100 
10/31/89 5 7.6 2.51E-08 541 <3 <100 
10/31/89 5 7.6 2.51E-08 544 <3 < 100 
10/31/89 5 7.6 2.51E-08 544 <3 < 100 
01/25/90 6 7.5 3.16E-08 585 8 < 100 
01/25/90 6 7.5 3.16E-08 583 9 < 100 
01/25/90 6 7.5 3.16E-08 571 9 <100 
01125/90 6 7.5 3.16E-08 574 <3 < 100 
04/17/90 7 7.6 2.51E-08 509 <4 <20 
04/17/90 7 7.6 2.51E-08 508 <4 <20 
04/17/90 7 7.6 2.51E-08 516 <4 <20 
04/17/90 7 7.6 2.51E-08 514 <4 <20 
07/19/90 8 8.0 l.OOE-08 572 <4 <20 
07/19/90 8 8.0 l.OOE-08 560 <4 <20 
07/19/90 8 8.0 l.OOE-08 542 <4 <20 
07/19/90 8 8.0 l.OOE-08 566 <4 <20 
10/18/90 9 7.6 2.51E-08 544 <1 < 100 
10/18/90 9 7.7 2.00E-08 544 <1 <100 
10/18/90 9 7.7 2.00E-08 544 <1 < 100 
10/18/90 9 7.8 l.58E-08 544 <1 < 100 
01/29/91 10 7.6 2.51E-08 545 2.3 <5 
01/29/91 10 7.6 2.51E-08 554 2.3 <5 
01/29/91 10 7.6 2.51E-08 552 2.5 <5 
01/29/91 10 7.6 2.51E-08 556 2.0 <5 
04/23/91 11 7.8 1.58E-08 542 1.4 <5 
04/23/91 11 7.8 l.58E-08 543 1.6 <5 
04/23/91 11 8.1 7.94E-09 544 1.4 <5 
04/23/91 11 8.0 l.OOE-08 543 2.0 <5 
07/19/91 12 7.7 2.00E-08 546 1.5 <5 
07/19/91 12 7.7 2.00E-08 548 1.4 <5 
07/19/91 12 7.7 2.00E-08 541 1.3 <5 
07/19/91 12 7.7 2.00E-08 542 1.4 <5 
10/09/91 13 7.9 l.26E-08 547 <0.5 <5 
10/09/91 13 7.9 l.26E-08 550 <0.5 <5 
10/09/91 13 7.9 l.26E-08 547 <0.5 <5 
10/09/91 13 7.9 l.26E-08 548 <0.5 <5 



TABLE 2 - continued 

AREA 317 HISTORY OF INDICATOR PARAMETERS IN GROUND WATER MONITORING WELLS 
BERMITE DIVISION, WHITTAKER CORPORATION 

Detection Limit (Quarter 18) 

MW-5 03/26/92 
03/26/92 
03/26/92 
03/26/92 
04/21192 
04/21/92 
04/21/92 
04/21192 
07/29/92 
07/29/92 
07/29/92 
07/29/92 
10/21192 
10/21192 
10/21/92 
10/21192 
01127/93 
01/27/93 
01/27/93 
01/27/93 

14 
14 
14 
14 
15 
15 
15 
15 
16 
16 
16 
16 
17 
17 
17 
17 
18 
18 
18 
18 

7.8 
7.8 
7.8 
7.8 
7.7 
7.7 
7.7 
7.7 
7.7 
7.7 
7.7 
7.7 
7.8 
7.8 
7.7 
7.7 
7.9 
7.8 
7.8 
7.9 

. .. . . . .. 

< lly·. drogehion < .coriclii6tlih6~ .. · .. · 'foe . .· .. ············.·.Tox 
.· •·<c• .o .. n. c·e· •·n···t·ra· .·:· •. t··.·1;0: ·n· •• .. ••.·.·.·.•.·•.•.· . . . . . . . . . . . . . . . . . .. < (utrih9!>icmY .· • / {ffi.gll) . < {ug/1) 

1.58E-08 
1.58E-08 
l.58E-08 
1.58E-08 
2.00E-08 
2.00E-08 
2.00E-08 
2.00E-08 
2.00E-08 
2.00E-08 
2.00E-08 
2.00E-08 
1.58E-08 
1.58E-08 
2.00E-08 
2.00E-08 
i .26E-08 
1.58E-08 
1.58E-08 
1.26E-08 

539 
538 
539 
539 
538 
538 
538 
538 
540 
540 
540 
540 
535 
536 
535 
535 
532 
534 
536 
537 

0.5 

<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
0.54 

<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 

5.0 

<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 
<5.0 

7.3 
<5.0 
<5.0 
5! II 

<:>.O 
<5.0 

5 
<5.0 
<5.0 



TABLE 2 - continued 

AREA 317 HISTORY OF INDICATOR PARAMETERS IN GROUND WATER MONITORING WELLS 
BERMITE DIVISION, WHITTAKER CORPORATION 

I <""· ... it ..... i. i•••· 
. ·.<·. :·.·. -:.:::-: 

Hydrogen Ioµ'C . Conductari.C:~ · .· . . '!'()¢. > --,, ... L . 
.·· ·.·.· TOX 
Quarter· 

.. 
1 ..• :•······~·'"'"··· •· 

< Date.. } pH Concentrati.oll . . (umhosfc1Il) ... /(illg/l) .. (ug/l) 

Detection Limit (Quarter 18) 0.5 5.0 

MW-6 10/31/89 5 7.7 2.00E-08 532 <3 <100 
10/31/89 5 7.7 2.00E-08 521 <3 <100 
10/31/89 5 7.7 2.00E-08 522 <3 <100 
10/31/89 5 7.7 2.00E-08 536 <3 < 100 
01125/90 6 7.6 2.51E-08 575 <3 <100 
01/25/90 6 7.8 l.58E-08 575 <3 <100 
01125190 6 7.7 2.00E-08 585 <3 < 100 
01/25/90 6 7.6 2.51E-08 575 <3 < 100 
04/17/90 7 7.7 2.00E-08 506 <4 <20 
04/17/90 7 7.6 2.51E-08 501 <4 <20 
04/17 /90 7 7.6 2.51E-08 497 <4 <20 
04/17/90 7 7.6 2.51E-08 509 <4 <20 
07/19/90 8 7.9 1.26E-08 537 <4 <20 
07 /19/90 8 7.9 1.26E-08 538 <4 <20 
07/19/90 8 7.9 1.26E-08 535 <4 <20 
07/19/90 8 8.0 l.OOE-08 535 <~ <20 
10/18/90 9 7.8 1.58E-08 541 <1 < 100 
10/18/90 9 7.7 2.00E-08 541 <1 <100 
10/18/90 9 7.7 2.00E-08 541 <1 < 100 
10/18/90 9 7.7 2.00E-08 541 <1 < 100 
01/29/91 10 7.6 2.51E-08 530 2.2 <5 
01/29/91 10 7.6 2.51E-08 532 1.9 <5 
01129/91 10 7.6 2.5 lE-08 513 2.4 <5 
01/29/91 10 7.6 2.51E-08 538 1.9 <5 
04/23/91 11 7.9 l .26E-08 518 1.8 <5 
04/23/91 11 7.9 1.26E-08 518 1.5 <5 
04/23/91 11 8.1 7.94E-09 519 1.3 <5 
04/23/91 11 8.1 7.94E-09 518 1.3 <5 
07/19/91 12 7.7 2.00E-08 516 1.5 <5 
07/19/91 12 7.7 2.00E-08 519 1.5 <5 
07/19/91 12 7.7 2.00E-08 522 1.6 <5 
07/19/91 12 7.7 2.00E-08 520 1.5 <5 
10/09/91 13 7.9 1.26E-08 528 <0.5 <5 
10/09/91 13 7.9 1.26E-08 528 <0.5 <5 
10/09/91 13 8.0 1.00E-08 525 <0.5 <5 
10/09/91 13 7.9 1.26E-08 528 <0.5 <5 



TABLE 2 - continued 

AREA 317 HISTORY OF INDICATOR PARAMETERS IN GROUND WATER MONITORING WELLS 
BERMITE DIVISION, WHITT AKER CORPORATION 

. · ~~11 i 
.... 

····· 
.... 

. f•·.· 
... 

·.... . ... ······· ..... ·······Ccnicluc~c~.········· ·.·· <.foe · .. 

TOX ·.· HydrogenJol'I./.· 
I 

··••··• (nigllf 
I .. ·. (ug/l) .pate ./ Quarter pH .... ConcentratiOri<< · >(umhoslcni) / > 

Detection Limit (Quarter 18) 0.5 5.0 

MW-6 01/30/92 14 7.6 2.51E-08 534 <0.5 9.8 
01130/92 14 7.6 2.51E-08 534 0.9 8.1 
01/30/92 14 7.6 2.51E-08 535 <0.5 11.1 
01/30/92 14 7.6 2.51E-08 537 <0.5 12.9 
04/21192 15 7.7 2.00E-08 532 <0.5 <5.0 
04/21192 15 7.7 2.00E-08 531 <0.5 <5.0 
04/21192 15 7.7 2.00E-08 532 <0.5 <5.0 
04/21192 15 7.7 2.00E-08 531 <0.5 <5.0 
07/29/92 16 7.7 2.00E-08 540 <0.5 <5.0 
07/29/92 16 7.8 l.58E-08 540 <0.5 <5.0 
07/29/92 16 7.8 l.58E-08 540 <0.5 <5.0 
07/29/92 16 7.8 l .58E-08 540 <0.5 <5.0 
10/30/92 17 7.7 2.00E-08 542 <0.5 <5.0 
10/30/92 17 7.7 2.00E-08 542 <0.5 <5.0 
10/30/92 17 7.7 2.00E-08 541 <0.5 <5.0 
10/30/92 17 7.7 2.00E-08 540 <0.5 <5.0 
01/27/93 18 7.8 l .58E-08 542 <0.5 <5.0 
01/27/93 18 7.8 l .58E-08 545 <0.5 <5.0 
01127/93 18 7.9 l.26E-08 544 <0.5 6 
01/27 /93 18 7.8 l.58E-08 546 <0.5 <5.0 



TABLE 2 - continued 

AREA 317 HISTORY OF INDICATOR PARAMETERS IN GROUND WATER MONITORING WELLS 
BERMITE DIVISION, WHITTAKER CORPORATION 

1

········•••••••••we11•••••·········· 

. .•·. .. ·:.. ·.·.·. ·:.·-·, .·..-·.·.: . . 
Hydrogenlon \ .. • Condiictarice .· .••. TOC .TOX 

Date ••· QuaI'ttif. pH ConcentriitiOn ·.·. /(\li1'.lhos/crn) ·. . (Ilig/l) ········ .. <(ug/l) . ·<·.. . . ..:• 1 .•.•••• 
. 

Detection Limit (Quarter 18) 0.5 5.0 

MW-10 01/30/92 14 7.8 l.58E-08 624 <0.5 <5.0 
01130/92 14 7.8 l.58E-08 623 <0.5 <5.0 
01/30/92 14 7.7 2.00E-08 627 <0.5 <5.0 
01130/92 14 7.8 l.58E-08 627 <0.5 <5.0 
04/21192 15 7.8 l.58E-08 635 <0.5 <5.0 
04/21/92 15 7.8 l.58E-08 636 <0.5 <5.0 
04/21/92 15 7.8 l .58E-08 636 <0.5 <5.0 
04/21/92 15 7.8 l.58E-08 636 <0.5 <5.0 
07/29/92 16 7.8 l.58E-08 640 <0.5 <5.0 
07/29/92 16 7.8 l.58E-08 640 <0.5 <5.0 
07/29/92 16 7.8 l.58E-08 640 <0.5 <5.0 
07/29/92 16 7.8 l.58E-08 640 <0.5 <5.0 
10/21192 17 7.8 l.58E-08 627 <0.5 <5.0 
10/21/92 17 7.9 l.26E-08 627 <0.5 <5.0 
1Ji2L ~.: 17 7.9 l.26E-08 625 <0.5 19 
10/21/92 17 7.9 l.26E-08 626 <0.5 <5.0 
01127/93 18 8.0 l.OOE-08 631 <0.5 

I 
<5.0 

01127/93 18 8.0 l .OOE-08 635 <0.5 <5.0 
01127/93 18 8.0 l.OOE-08 635 <0.5 

I 
<5.0 I 01/27 /93 18 8.0 l.OOE-08 

I 635 <0.5 <5.0 

"Not sampled because water elevation dropped below elevation of sampling pump intake. 

Legend: µmhos/cm = micromhos per centimeter 
TOC = total organic carbon 
mg/I = milligrams per liter 
TOX = total organic halogens 
ug/l = micrograms per liter 



TABLE 3 

AREA 317 DISSOLVED METALS WATER QUALITY HISTORY--BERMITE DIVISION, WHITTAKER CORPORATION 
Concentrations in micrograms per liter (µgll) 

.·· •· 
Monitoring ... I 

• cl!l'P¢~\ Well Date ~ 

······ 

Antimony .•.•. Arsenic ·.··· ... · < · .. · Biirlufu ·.. > .•.••. cadiiiium •· 
.. Gbromil!ltl·· · .. 

MCL' 50 1,000 10 50 

MW-I IC/04/88 1 <100 <10 <100 <l < 10 <50 
01/25/89 2 <100 < 10 <100 <l <10 <50 
04/17/89 3 <100 <10 <100 <I <10 <SO 
07127/89 4 <100 <10 <100 <l <10 <50 
10/31/89 5 <100 <10 <100 <I <10 <50 
01/25/90 6 <l,000 <I,000 <100 <100 <200 <100 
04/17/90 7 < 1,000 <1,000 <100 <100 <200 <100 
07/17/90 8 <I,000 <1,000 <100 <100 <200 <100 
10/18/90 9 <100 <10 <100 <l <10 100 
01/29/91 IO <100 <50 <100 <IO <50 < 100 
04/23/91 11 < 100 <50 <100 <10 <50 <100 
07/19/91 12 <100 <50 <JOO <10 <50 < 100 
10/09/91 13• -- -- -- -- -- --
03/13/92 14 <100 <50 70 <10 <50 <100 
04/21192 15 <100 <50 70 < 10 <50 <100 
07/29/92 16 <JOO <50 60 < 10 <50 <100 
10/21192 17 <100 <50 60 < 10 <50 <100 
01/27/93 18 <100 <50 <100 <10 <50 <100 

MW-3 10/04/88 1 <100 <10 <100 <I <10 <50 
01/25/89 2 <100 <10 <100 <l <IO <50 
04/17/89 3 <100 <10 < 100 <I <10 <50 
07/27189 4 <100 <10 < 100 <I <10 <50 
10/31/89 5 <100 <IO <100 <l < 10 <50 
01125190 6 <l,000 <1,000 < 100 <100 <200 <JOO 
04111190 7 <1,000 <l,000 < 100 <100 <200 < 100 
07/17/90 8 <1,000 <l,000 <100 <100 <200 < 100 
10/18/90 9 < 100 <10 <100 <l <10 100 
01/29/91 10 < 100 <50 <100 <10 <50 <100 
04/23/91 11 <100 <50 <JOO < 10 <50 <100 
07/19/91 12 <100 <50 <100 < 10 <50 <100 
10/09/91 13 <100 <50 <100 < 10 <50 <100 
01130/92 14 < 100 <50 320 <10 <50 < 100 
04/21/92 15 <100 <50 60 <JO <50 <100 
07/29/92 16 < 100 <.50 60 < 10 <50 <100 
10/21/92 17 <100 <50 50 <10 <50 <100 
01/27/93 18 <100 < 50 <100 < 10 <50 <100 

'EPA Primary Drinking Water Standards--Maximwn Contaminant Level. 
"Not sampled because water elevation dropped below elevation of sampling pump inlllke. 



TABLE 3 - continued 

DISSOLVED METALS WATER QUAUTY HISTORY--BERMITE DIVISION, WHITTAKER CORPORATION 
Concentrations in micrograms per liter (µg/I) 

. 
Moniwring . .. 

·••·• Sel~um. 
•·.· 

Well 
•· 

Date Quarter Lead •. / ....• Mercuey Nickel /. ,.· 1 < Silvei- ··. 
.······. . Thallililn > .•. ··•·· .•. . .• 

MCL' 50 2 10 50 

MW-I 10/04/88 1 <10 <1 ---b <5 <10 <100 
01/25/89 2 <10 <l --- <5 < 10 <100 
04/17/89 3 < 10 <1 --- <5 <10 <100 
07/27/89 4 < 10 <l --- <5 < 10 <100 
10/31/89 5 <10 <1 --- <5 --- <100 
01/25/90 6 <800 <l < 100 <2,000 <100 <300 
04/17/90 7 <800 <I <100 <2,000 <100 <300 
07/17/90 8 <800 <I <100 <2,000 <100 <300 
10/18/90 9 <10 <1 --- <5 --- <100 
01/29/91 10 <50 <1 --- <10 --- <100 
04/23/91 11 <50 <I --- <10 --- <100 
07/19/91 12 <50 <I --- <10 --- <100 
10/09/91 13' -- -- --- -- --- --
03/13/92 14 <50 <1 --- <10 --- <100 
04/21/92 15 <50 <I --- <10 --- <100 
07/29/92 16 <50 <I --- <10 --- <100 
10/21/92 17 <50 <l --- <10 --- <100 
01127/93 18 <50 <1 --- <10 <10 < 1,000 

MW-3 10/04/88 I <10 <l --- <5 <10 <100 
01125/89 2 <10 <I --- <5 <10 < 100 
04/17/89 3 <10 <l --- <5 <10 <100 
07127/89 4 < 10 <I --- <5 <10 <100 
10/31/89 5 <10 <I --- <5 --- <100 
01/25/90 6 <800 <I <100 <2,000 <100 <300 
04111190 7 <800 <I <100 <2,000 <100 <300 
07/17/90 8 <800 <I <100 <2,000 <100 <300 
10/18/90 9 <10 <1 --- <5 --- <100 
01/29/91 10 <50 <1 --- <10 --- <100 
04/23/91 11 <50 <I --- <10 --- <100 
07/19/91 12 <50 <l --- <10 --- <100 
10/09/91 13 <50 <1 --- <10 --- <100 
01130/92 14 <50 <l --- <10 < 10 <100 
04/21/92 15 <50 <I --- <10 --- <100 
07/29/92 16 <50 <l --- <10 --- <100 
10/21192 17 <50 <I --- <10 --- <100 
01/27/93 18 <50 <l --- < 10 <10 < 1,000 

'EPA Primaiy Drinking Water Standards--Maximum Contaminant Level. 
'Test not run. 
'Not sampled because water elevation dropped below elevation of sampling pump intake. 



TABLE 4 

AREA 317 HISTORY OF GROUND WATER QUALITY PARAMETERS--NUTRlENTS 
BERMITE DIVISION, WHITIAKER CORPORATION 

.·.··········~o~Jfrfitj~············· . T()tal Ph6sph~~ < 
< (lllg/l)•/····•· .. ······ 

NA° 

MW-1 10/04/88 1 <0.1 
01/25/89 2 <0.1 
04/17 /89 3 <0.1 
07/27/89 4 <0.1 
10/31/89 5 <0.1 
01/25/90 6 <0.1 
04/17/90 7 <0.1 
07/17/90 8 <0.1 
10/18/90 9 <0.1 
01/29/91 10 <O.l 
04/23/91 11 <O.l 
07/19/91 12 <0.1 
10/09/91d 13 
03/13/92 14 <0.1 
04/21/92 15 <0.1 
07/29/92 16 <0.1 
10/21/92 17 <0.1 
01/27 /93 18 <0.1 

MW-3 10/04/88 <0.1 
01/25/89 2 <0.1 
04/17/89 3 <0.1 
07/27/89 4 <0.1 
10/31/89 5 <0.1 
01/25/90 6 <0.1 
04/17/90 7 <0.1 
07/17/90 8 <0.1 
10/23/90 9 <O.l 
01129/91 10 <0.1 
04/23/91 11 <0.1 
07/19/91 12 <0.1 
10/09/91 13 <0.1 
01/30/92 14 <0.1 
04121/92 15 <0.1 
07 /29/92 16 <0.1 
10/21/92 17 <0.1 
01/27/93 18 <0.1 

'Milligrams per liter (parts per million - ppm). 
hEPA Primary Drinking Water Standards--Maximum Contaminant Level. 
0Not applicable. 

250 

11 
22 
11 
13 
10 
16 
11 
10 
23 
8 
10 
11 

13 
9 
11 
10 
6 

73 
74 
9 
65 
68 
74 
60 
67 
15 
80 
77 
85 
34 
85 
81 
74 
67 
69 

dNot sampled because water elevation dropped below elevation of sampling pump intake. 

< c::l1. 
· < / (nig/l) 

250 

83 
85 
88 
82 
98 
96 

100 
97 

131 
130 
133 
138 
137 

35 
36 
46 
39 
34 
54 
34 
45 
37 
33 
37 
33 
34 
30 



Date 

SNARL' 

MW-1 01127/88 
07129188 
08/15/88 
01127/88 
10/04/88 
01125189 
04117189 
01m1S9 
01127/93 

MW-3 02/17/88 
05127188 
07/29/88 
08115188 

10/04/88 
01125189 
04/17189 
07127189 
Ol.'27/93 

U(J, 1j.~8 

07129188 
08/15188 
10/04/88 
01125189 
04/17189 
05117189 
07127189 
10131189 
01125/90 
04117/90 
07117/90 
10/18/90 
01129/91 
04123/91 
07/19/91 
10/09/91 
01/30/92 
04/21192 

TABLE 5 

AREA 317 VOlATILE ORGANIC COMPOUNDS IN GROUND WATER MONITORING WEI.LS 
Concentrations in Micrograms per Liter (µg/l) 

······ .. · 

•· 

} \ QWutcr 

(l)' 

(1) 

(1) 

4 
5 
18 

(1) 
(1) 

(1) 
(1) 

I 
2 
3 
4 
18 

(1) 

(l) 

(1) 

1 
2 

4 
5 
6 
7 

9 
10 
11 
12 
13 
14 
15 

.·.. ... . .... 
Acetone •·· .. 

700 

<SO 
<SO 
<50 
<50 
<50 
<50 
<50 
<50 
<10 

<50 
<50 
<50 
<SO 
<50 
<50 
<50 
<50 
<IO 

<SO 
<50 
<50 
<50 
<SO 
<50 

<300 
<625 

<50 
ND" 
ND 

-· 

<100 
<10.0 

...... Beniehe 

'JO 

<5 
<5 
<5 
<5 
<5 
<5 
<5 
<5 
<0.5 

<5 
<5 
<5 
<5 
<5 
<5 
<5 
<5 
<0.5 

<5 
<5 
<5 
<5 
<5 
<5 

<SO 
<62.5 
<5 

<12.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<5.0 
<0.5 

. ·.·.·.·.· .. ·..... .... . ... =:···<·/::-:.:<::::>::::):: <:>:::: . . .. ·. ·.· . . . ·_-:.:::::::. 

··· BromO:: < .· \ .~···•. ;/·1 < +•· .. · .. ··.··•·•···•···· di~hlorooiethillie ... . .. · •• .. · Broniomethane .· 

100 100 NSL' 

<5 <5 <10 
<5 <5 <10 
<5 <5 < 10 
<5 <5 <10 
<5 <5 < 10 
<5 <5 <IO 
<5 <5 <5 
<5 <5 <5 
<l <I <l 

<5 <5 <10 
<5 <5 <10 
<5 <5 <10 
<5 <5 <10 
<5 <5 <10 
<5 <5 <IO 
<5 <5 <IO 
<5 <5 <5 
<I <I <l 

<5 <5 <IO 
<5 <5 <IO 
<5 <5 <10 
<5 <5 <10 
<5 <5 <10 
<5 <5 <IO 

<SO <SO <300 
<62.5 <62.5 <62.5 
<5 <5 <5 

<lZ.5 <12.5 <12.5 
<5.0 <5.0 <5.0 
<0.5 <0.5 <0.5 
<0.5 <0.5 <0.5 
<0.5 <0.5 <0.5 
<0.5 <0.5 <0.5 
<0.5 <0.5 <0.5 
<0.5 <0.5 <0.5 

<10 <10 <10 
<1.0 <1.0 <1.0 



TABLE 5 - continued 

AREA 317 VOLATILE ORGANIC COMPOUNDS IN GROUND WATER MONITORING WELLS 
Concentrations in Micrograms per Liter {pg/I) 

.. <x M:ollitorill~·············· r f (./~r ••• 
·• .... 

·············•>£••···········-· .. ··········•·••••••• 

.··•. •·· ... ....... ' 

B~llzcri~·· / 
BroriiQ-c 

... "' 

• • ••• ili~hlorometh..ne ·.· · Well 'O..te .... 

? ····· 

Acetone < Broirioinethane 

MW-5 10131/89 s <SO <5 <5 <5 <5 
01125190 6 ND <0.5 <0.5 <0.5 <0.5 
04117190 7 ND <5.0 <5.0 <5.0 <5.0 
07119/90 8 - <0.5 <0.S <0.5 <0.5 
10/18/90 9 -- <0.5 <0.5 <O.S <0.5 
01129191 10 - <0.5 <0.5 <0.5 <0.5 
04123191 11 -- <0.5 <0.5 <0.5 <0.5 
07/19/91 12 -- <0.5 <0.5 <0.5 <0.5 
10/Q9/91 13 <10 <0.5 <0.5 <0.5 <0.5 
03126/92 14 <10.0 <0.5 <1.0 <1.0 <1.0 
04121192 15 < 10.0 <0.5 <1.0 <1.0 <1.0 
07128/92 16 <10.0 <0.5 <1.0 <1.0 <1.0 
10121192 17 <10.0 <0.5 <1.0 <l.O <1.0 
01127193 18 <10 <0.5 <l <l <l 

MW-6 10/31/89 s <SO <5 <5 <5 <5 
01125/90 6 ND <0.5 <0.5 <0.5 <0.5 
04/17/90 7 ND <5.0 <5.0 <5.0 <.'.i.O 
07119/90 8 -- <05 <0.5 <0.5 <0.5 
10/18/90 9 -- <0.5 <0.5 <0.5 <0.5 
01129191 10 -- <0.5 <0.5 <0.5 <0.5 
04123191 11 - <0.5 <0.5 <0.5 <0.5 
07/19/91 12 - <0.5 <0.5 <0.5 <0.5 
10/Q9191 13 <10 <0.5 <0.5 <0.5 <0.5 
01/30192 14 <10.0 <0.5 <1.0 <1.0 <1.0 
04121192 15 <10.0 <0.5 <1.0 <1.0 <1.0 
07/29192 16 <10.0 <0.5 <1.0 <1.0 < 1.0 
10/30192 17 <10.0 <0.5 <1.0 <1.0 < 1.0 
01127193 18 <10 <0.5 <I <l <l 

MW-10 01130192 14 <10.0 <0.5 <1.0 <1.0 <1.0 
04121/92 IS <10.0 <0.5 <1.0 <1.0 <1.0 
07129192 16 <10.0 <0.5 <1.0 <l.O <1.0 
10121/92 17 <10.0 <0.5 <1.0 <1.0 <1.0 
01127193 18 <10 <0.5 <l <l <l 

'Suggested No-Adverse Response Level. 
•No suggested level. 
°Samples collected prior to implementation of quarterly sampling programs. 
"Compound not detected. 
'Not analyzed. 



TABLE 5 - continued 

AREA 317 VOLATILE ORGANIC COMPOUNDS IN GROUND WATER MONITORING WElLS 
Concentrations in Micrograms per Liter (µg/l) 

:::::.>.:·.::.·: .:. .. ::·:<· .... < .. ·. ···::.·.·::::.;::::··· :···: 
Carbon .•• 

··••·••···Chl01"<>6ekcn~·\i···· . . . . Tct"-i:btorid11 .> . Clilo..Ofoitn. 

SNARL' NSL 20 NSL NSL 100 

MW-1 01/27/88 (I)• <5 <5 <10 <5 
07/29/88 (I) <5 <5 <10 <5 
08/15/88 (I) <5 <5 <10 <5 
10/04/88 I <5 <5 <10 <5 
01/25/89 2 <5 <5 <10 <5 
04/17/89 3 <5 <5 < 10 <5 
07/27/89 4 <5 <5 <5 <5 
01/27/93 18 <5 <0.5 <0.5 <I <0.5 

MW-3 02/17/88 (I) <5 <5 < 10 <5 
05/27/88 (i) <5 <5 <10 <5 
07/29/88 (I) <5 <5 <10 <5 
08/15/88 (I) <5 <5 < 10 <5 
10/04/88 I <5 <5 <10 <5 
01/25/89 2 <5 <5 <10 <5 
04/17/89 3 <5 <5 < 10 <5 
07/27/89 4 <5 <5 <5 <5 
01127/93 18 <5 <0.5 <0.5 <I <0.5 

MW-4 06/15/88 (I) <5 <5 < 10 <5 
07/29/88 (I) <5 <5 <10 <5 
08/15/88 (I) <5 <5 < 10 <5 
10/04/88 I <5 <5 <10 <5 
01/25/89 2 <5 <5 <10 <5 
04/17/89 3 <5 <5 <10 <5 
05/17/89 3 <50 <50 <300 <50 
07/27/89 4 <62.5 <62.5 <62.5 <62.5 
10/31/89 5 <5 <5 <5 <5 
01/25/90 6 <12.5 <12.5 <12.5 < 12.5 
04/17/90 7 <5.0 <5.0 <5.0 <5.0 
07/17/90 8 <0.5 <0.5 «o.5 <0.5 
10/18/90 9 <0.5 <0.5 <0.5 <0.5 
01/29/91 10 <0.5 <0.5 <0.5 <0.5 
04/23/91 11 <0.5 <0.5 <0.5 <0.5 
07/19/91 12 <0.5 <0.5 <0.5 <0.5 
10109191 13 <0.5 <0.5 <0.5 <0.5 
01/30/92 14 <5.0 <10 <5 <10 <5.0 
04/21/92 15 <5.0 < 1.0 <0.5 < 1.0 <0.5 



TABLE 5 - continued 

AREA 317 VOI.ATILE ORGANIC COMPOUNDS IN GROUND WATER MONITORING WElLS 

SNARL' 

MW-5 10/31/89 
01125190 
04/17/90 
07/19/90 
10/18/90 
01129191 

04/23/91 
07/19/91 
10109191 
03/26/92 
04/21192 
07/28/92 
10/21192 
01127/93 

MW-6 10/31189 
01125190 

04/17/90 
07/19/90 
10/18/90 
01129191 

04/23/91 
07/19/91 
10109191 
01130192 

04/21/92 
01129192 

10130192 
01121193 

MW-JO 01130/92 
04121102 

01129192 
10121192 

01127/93 

•Suggested No-Adverse Response Level. 
'No suggested level. 

5 
6 
7 
8 
9 
10 
II 
12 
13 
14 
15 
16 
17 
18 

5 
6 
7 
8 
9 
10 
II 
12 
13 
14 
15 
16 
17 
18 

14 
15 
16 
17 
18 

Concentrutions in Micrograms per Liter {µg/I) 

·••· <i• f~rb()Il < 
•·-·••.••'r etr&.clii6ride-·••·•·/·•· 

NSL 20 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 

<5.0 < 1.0 
<5.0 < 1.0 
<5.0 < 1.0 
<5.0 < 1.0 
<5 <0.5 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 

<5.0 < 1.0 
<5.0 < 1.0 
<5.0 < 1.0 
<5.0 < 1.0 
<5 <0.5 

<5.0 < 1.0 
<5.0 < 1.0 
<5.0 < 1.0 
<5.0 < 1.0 
<5 <0.5 

•samples collected prior to implementation of quarterly sampling programs. 

NSL 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 

<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 

<0.5 
<0.5 
<0.5 
<:0.5 
<0.5 

NSL 100 

<5 <5 
<0.5 <0.5 
<5.0 <5.0 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
< 1.0 <0.5 
< 1.0 <0.5 
< 1.0 <0.5 
< 1.0 <0.5 
<1 <0.5 

<5 <5 
<0.5 >0.5 
<5.0 <5.0 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
< 1.0 <0.5 
< 1.0 <0.5 
< 1.0 <0.5 
< 1.0 <0.5 
<1 <0.5 

< 1.0 <0.5 
< 1.0 <0.5 
< 1.0 <0.5 
<: 1.0 <: 0.5 
<1 <0.5 



TABLE 5 - continued 

AREA 317 VOLATILE ORGANIC COMPOUNDS IN GROUND WATER MONITORING WELLS 
Concentratiooa in Micrograms per Liter (J.<g/I) 

F <!_ . -.- _/ \ -- - ·.··.· .. . -.- --····-·· 
_ .. --. 

Dilir<illi<;, Ii 1,2- ) -··1;3:' .. 
··i;4''' ... .. ---- > 

ti ';'.{!:-_ ••• > I>..te > 
-- ·chl<ir<>- iiblOfO. -- --·: Dichloro- ·· ··•·· Dicbioroc :, - Dichlor0- -'• 

Quarle~ -

-···-
mi.thane --·-- --- -··••-•••mefue 

···-· .beiizene •• < bentene ·----- : :.: beni~ne 
I -• 

SNARL' NSL' 100 130 130 130 

MW-1 01/27/88 (I)' <10 <5 <5 <5 <5 
07/29/88 (1) <10 <5 <5 <5 <5 
08/15/88 (I) <10 <5 <5 <5 <5 
10/04/88 1 <10 <5 <5 <5 <5 
01/25/89 2 <10 <5 <5 <5 <5 
04/17/89 3 <10 <5 <5 <5 <5 
07/27/89 4 <5 <5 <5 <5 <5 
01/27/93 18 <I <I <I <1 <I 

MW-3 02/17/88 (I) < 10 <5 <5 <5 <5 
05/27188 (1) <10 <5 <5 <5 <5 
07/29188 (I) <10 <5 <S <5 <5 
08/15188 (1) <JO <5 <' <' <5 
10/04188 1 < 10 <:i <5 <5 <5 
01125189 2 <10 <5 <5 <5 <5 
04/17/89 3 <10 <5 <5 <5 <5 
07/27189 4 <5 <5 <5 <5 <5 
01/27193 18 <I <I <I <I <I 

MW-4 06/15188 (I) <10 <5 <5 <5 <5 
07/29/88 (I) <10 <5 <5 <5 <5 
08115188 (!) < 10 <5 <5 <5 <5 
10/04188 I <JO <5 <5 <5 <5 
01/25189 2 <10 <5 <5 <5 <5 
04117/89 3 <10 <5 <5 <5 <5 
05117189 3 <300 <50 <50 <50 <5 
07127189 4 <62.5 <62.5 <62.5 <62.5 <62.5 
10/31189 5 <5 <5 <5 <5 <5 
01125190 6 <12.5 < 12.5 <12.5 <12.5 <12.5 
04117190 7 <5.0 <5.0 <5.0 <5.0 <5.0 
07117190 8 <0.5 <0.5 <0.5 <0.5 <0.5 
10/18190 9 <0.5 <0.5 <0.5 <0.5 <0.5 
01/29/91 10 <0.5 <0.5 <0.5 <0.5 <0.5 
04/23/91 11 <0.5 <0.5 <0.5 <0.5 <0.5 
07/19191 12 <0.5 <0.5 <0.5 <0.5 <0.5 
10/09/91 13 <0.5 <0.5 <0.5 <0.5 <0.5 
01/30/92 14 <10 <10 <10 <10 <10 
04/21/92 15 <1.0 <1.0 <1.0 <1.0 < 1.0 

MW-5 10131189 5 <5 <5 <5 <5 <5 
01/25190 6 <0.5 <0.5 <0.5 <0.5 <0.5 
04/17190 7 <5.0 <5.0 <5.0 <5.0 <5.0 
07/19190 8 <0.5 <0.5 <0.5 <0.5 <0.5 
10/18190 9 <0.5 <0.5 <0.5 <0.5 <0.5 
01/29191 10 <0.5 <0.5 <0.5 <0.5 <0.5 
04/23191 11 <0.5 <0.5 <0.5 <0.5 <0.5 
07/19191 12 <0.5 <0.5 <0.5 <0.5 <0.5 
10/09191 13 <0.5 <0.5 <0.5 <0.5 <0.5 
03126192 14 <1.0 < 1.0 <1.0 < 1.0 <1.0 
04/21192 15 <LO <1.0 <1.0 <J.O <1.0 
07/28192 16 <1.0 <LO <1.0 <1.0 < 1.0 
10/21/92 17 <1.0 <1.0 <1.0 <!.O <1.0 
01127/93 18 <1 <1 <1 <1 <1 



SNARL' 

MW-6 10/31189 
01/25/90 
04/17/90 
07/19/90 
10/18/90 
01/29/91 
04/23/91 
07/19/91 
10/09/91 
01130/92 
04121192 
07/29/92 
10/30/92 
01/27/"3 

MW-10 01/30/92 
04121192 
07/29/92 
10/21/92 
01127/"3 

'Suggested No-Adverse Response Level. 

'No suggested level. 

TABLE 5 - continued 

AREA 317 VOLATILE ORGANIC COMPOUNDS IN GROUND WATER MONITORING WELLS 

Concentrationa in Microgram& per Liter (J.gil) 

NSL' 100 130 

5 <5 <5 <5 
6 <0.5 <0.5 <0.5 
7 <5.0 <5.0 <5.0 

<0.5 <0.5 <0.5 
9 <0.5 <0.5 <0.5 
10 <0.5 <0.5 <0.5 
11 <0.5 <0.5 <0.5 
12 <0.5 <0.5 <0.5 
13 <0.5 <0.5 <0.5 
14 <1.0 < 1.0 <1.0 
15 <1.0 <1.0 <1.0 
16 <1.0 <1.0 <1.0 
17 <1.0 <1.0 <1.0 
18 <I <1 <I 

14 <1.0 <1.0 <1.0 
15 <1.0 <1.0 <1.0 
16 <1.0 <1.0 <1.0 
17 < 1.0 <1.0 <1.0 
18 <1 <l <1 

'Samples collected prior to implementation of quarterly sampling programs. 

130 130 

<5 <5 
<0.5 <0.5 
<5.0 <5.0 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
< 1.0 <1.0 
<1.0 <1.0 
<1.0 <1.0 
<1.0 <LO 
<I <l 

<1.0 <1.0 
<1.0 <1.0 
<1.0 < 1.0 
<1.0 <1.0 
<l <1 



TABLE 5 - continued 

AREA 317 VOLATILE ORGANIC COMPOUNDS IN GROUND WATER MONITORING WEllS 
Concentrations in Micrograms per Liter (µg/I) 

LB.s></ 1 ::.· ··:. ·;.;: 1·,::·•··: ... . ··: .: .. ·. 

,····I i~-1,2; ,> I 

: 
. :::, ;·. 

1,2- ·.···:· .... · .. 1.y./ ·.· •• ·,· l,2°. ;:; .:::'.··-- ''.'.'". 1:· l,l- .. .·.·> 
/··.,ncu,:..; ·'· Date: Quarter Diqtloroethanc .·.·.I· DichloroethanC .·. ·. Diehlori:lctheii~ .·.···: Dichl.or0ethene •.• · .. ·. Dicbloropi:opane .:: ;. : 

SNARL' NSL' 5 70 270 10 

MW-1 01127/88 (l)' <5 <5 <5 <5 <5 
07/29/88 (1) <5 <5 <5 <5 <5 
08/15/88 (1) <5 <5 <5 <5 <5 
10/04/88 1 <5 <5 <5 <5 <5 
01125/89 2 <5 <5 <5 <5 <5 
04/17/89 3 <5 <5 <5 <5 <5 
07127/89 4 <5 <5 <5 <5 <5 
01/27/93 18 <l <l <l <l <l 

MW-3 02/17/88 (1) <5 <5 <5 <5 <5 
05/27/88 (1) <5 <5 <5 <5 <5 
07/29/88 (1) <5 <5 <5 <5 <5 
08/15/88 (1) <5 <5 <5 <5 <5 
10/04/88 1 <5 <5 <5 <5 <5 
01125/89 2 <5 <5 <5 <5 <5 
04/17/89 3 <5 <5 <5 <5 <5 
07/27/89 4 <5 <5 <5 <5 <5 
01/27/93 18 <I <I <l <l <I 

MW-4 06/15/88 (1) <5 <5 <5 <5 <5 
07/29/88 (1) <5 <5 <5 <5 <5 
08/15/88 (1) <5 <5 <5 <5 <5 
10/04/88 1 <5 <5 <5 <5 <5 
01/25/89 2 <5 <5 <5 <5 <5 
04/17/89 3 <5 <5 <5 <5 <5 
05117/89 3 <50 <50 <50 <50 <50 
07/27/89 4 <62.5 <62.5 <62.5 <62.5 <62.5 
10/31189 5 <5 <5 <5 <5 <5 
01125190 6 < 12.5 <12.5 <12.5 < 12.5 < 12.5 
04117190 7 <5.0 <5.0 <5.0 <5.0 <5.0 
07/17/90 8 <0.5 <0.5 <0.5 <0.5 <0.5 
10/18/90 9 <0.5 <0.5 <0.5 <0.5 <0.5 
01/29/91 10 <0.5 <0.5 <0.5 <0.5 <0.5 
04123/91 11 <0.5 <0.5 <0.5 <0.5 <0.5 
07/19/91 12 <0.5 <0.5 <0.5 <0.5 <0.5 
10/09/91 13 <0.5 <0.5 <0.5 <0.5 <0.5 
01130/92 14 <10 <10 < 10 < 10 <10 
04121192 15 < 1.0 < 1.0 < 1.0 < 1.0 < 1.0 



TABLE 5 • continued 

AREA 317 VOLATILE ORGANIC COMPOUNDS IN GROUND WATER MONITORING WELLS 

1·················~~··············· 
•· > / •< 

I· 

...... . .. 

SNARL' 

MW-5 10/31/89 
01/25/90 
04/17/90 
07/19/90 
10/18/90 
01129/91 
04123/91 
07/19/91 
10/09/91 
03/26/92 
04/21/92 
07128/92 
10/21192 
01/27/93 

MW-6 10/31/89 
01/25/90 
04/17/90 
07/19/90 
10/18/90 
01/29/91 
04/23/91 
07/19/91 
10/09/91 
01/30/92 
04/21/92 
07/29/92 
10/30/92 
01/27/93 

MW-10 01/30/92 
04/21192 
07/29/92 
10/21/92 
01/27/93 

'Suggested No-Advenie Response Level. 
'No suggested level. 

1 ••••••••••••••• Quarter:··········•••• 

5 
6 
7 
8 
9 
10 
11 
12 
13 
14 
15 
16 
17 
18 

5 
6 
7 
8 
9 
JO 
11 
12 
13 
14 
15 
16 
17 
18 

14 
15 
16 
17 
18 

Concentrations in Micrograms per Llter (µg/l) 

. . . ·.···.·.·.·.· .··.·.·· 

? 1•••·•········~•.•• ?•ic•••.••• k. <><··· i,J.. < 
. t;I.; .··• •·•·•••· bichlor~thane . . · .. tiiclil<>roetheii~ 

NSL' 5 70 

<5 <5 <5 
<0.5 <0.5 <0.5 
<5.0 <5.0 <5.0 
<0.5 <0.5 <0.5 
<0.5 <o.5 <0.5 
<0.5 <0.5 <0.5 
<0.5 <0.5 <0.5 
<0.5 <0.5 <0.5 
<0.5 <0.5 <0.5 
< 1.0 < 1.0 < 1.0 
< 1.0 < 1.0 < 1.0 
< 1.0 < 1.0 < 1.0 
< 1.0 < 1.0 < 1.0 
<l <I <I 

<5 <5 <5 
<0.5 <0.5 <0.5 
<5.0 <5.0 <5.0 
<0.5 <0.5 <0.5 
<0.5 <0.5 <0.5 
<0.5 <0.5 <0.5 
<0.5 <0.5 <0.5 
<0.5 <0.5 <0.5 
<0.5 <0.5 <0.5 
< 1.0 <l.O < 1.0 
< 1.0 < 1.0 < 1.0 
< 1.0 < 1.0 < 1.0 
< 1.0 < 1.0 <1.0 
<l <! <I 

< 1.0 <1.0 <l.0 
< 1.0 < 1.0 <I.O 
< 1.0 < 1.0 < 1.0 
< 1.0 < 1.0 < 1.0 
<l <l <I 

'Samples collected prior to implementation of quarterly sampling programs. 

.•••••....••••..•. §~.1,~·····••<•· .. ·····• · OichloroetJienc · .• > • 

270 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
< 1.0 
< 1.0 
< 1.0 
< 1.0 
<l 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
< 1.0 
< 1.0 
/ 1.0 

< 1.0 
<I 

< 1.0 
< 1.0 
< 1.0 
< 1.0 
<I 

. 
1,2, 

Dicltlorol>iopiirie 

10 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
< 1.0 
< 1.0 
< 1.0 
< 1.0 
<I 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
< 1.0 
< 1.0 
< 1.0 
< 1.0 
<1 

< 1.0 
< 1.0 
< 1.0 
< 1.0 
<I 



TABLE 5 - continued 

AREA 317 VOLATILE ORGANIC COMPOUNDS IN GROUND WATER MONITORING WEllS 
Concentrations in Micrograms per Liter (µg/1) 

::::.:.. · .. · . .. 

~-1,3- •••.•. · 
.·Dichlo~·· 

> ~toPcnC •· . \~ropen~ · . ... 

SNARL' NSL' NSL NSL NSL NSL 750 

MW·l Olic?/88 (l)' <5 <5 <5 <50 
07129188 (l) <5 <5 <5 <50 
08115/88 (l) <5 <5 <5 <50 
10104/88 l <5 <5 <5 <50 
01125/89 2 <5 <5 <5 <50 
04117/89 <5 <5 <5 <50 
01m/89 4 <5 <5 <5 <50 
01mm 18 <2 <l <5,000 <0.5 <5 <10 

MW-3 01/17/88 (l) <5 <5 <5 <50 
osm/88 (l) <5 <5 <5 <50 
07129/88 (l) <5 <5 <5 <SO 
08115188 (l) <5 <5 <5 <SO 
10/04/88 <5 <5 <5 <SO 
01125/89 <5 <5 <5 <50 
04/17/89 <5 <5 <5 <SO 
O?m/89 4 <5 <5 <5 <SO 
01127193 18 <2 <l <5,000 <0.5 <5 <10 

MW-4 06/15/88 (l) <10<5 <5 <5 <5 
07129/88 (l) <5 <5 <5 <5 
08115/88 (l) <5 <5 <5 <5 
10'04188 <5 <5 <5 <5 
01125189 <5 <5 <5 <5 
04/17/89 <5 <5 <5 <5 
05/17/89 <SO <SO <SO <300 
O?m/89 4 <62.5 <62.5 <62.5 <62.5 
10131189 5 <5 <5 <5 <SO 
01125/90 6 <12.5 <12.5 <12.5 ND' 
04117/90 7 <5.0 <5.0 <5.0 ND 
01111190 8 <0.5 <0.5 <0.5 .. 
lG/18/90 <0.5 <0.5 <0.5 
01129/91 10 <0.5 <0.5 <0.5 
04123191 11 <0.5 <0.5 <0.5 
07/19191 12 <0.5 <0.5 <0.5 
10/09/91 13 <0.5 <0.5 <0.5 <10 
01/30192 14 <20 <10 <50,000 <5.0 <5.0 <100 
04121192 15 <2.0 <1.0 <5,000 <0.5 <5.0 <10.0 

MW-5 10131/89 <5 <5 <5 <SO 
01125/90 <0.5 <0.5 <0.5 ND 
04111/90 <5.0 <5.0 <5.0 ND 
07119/90 <0.5 <0.5 <0.5 
10/18/90 9 <0.5 <0.5 <0.5 
01129/91 10 <0.5 <0.5 <0.5 
04."ZJ/91 II <0.5 <0.5 <0.5 
07119i91 12 <0.5 <0.5 <0.5 
10/09191 13 <0.5 <0.5 <0.5 <10 
03/'2fJ/'12 14 <2.0 <1.0 <5,000 <0.5 <5.0 <10.0 
04.'21192 15 <2.0 <1.0 <5,000 <0.5 <5.0 <10.0 
07/']j1,/92 16 <2.0 <1.0 <5,000 <0.5 <5.0 <10.0 
10121192 17 <2.0 <l.O <5,000 <0.5 <5.0 <10.0 
01mm 18 <2 <I <5,000 <0.5 <5 <10 



TABLE 5 - continued 

AREA 317 VOlATILE ORGANIC COMPOUNDS IN GROUND WATER MONITORING WELLS 
Concen!J'1ltions in Micrograms per Liter (µg/l) 

SNARL' 

MW-6 10131/89 
01125190 
04/17/90 
07119/90 
10/18/90 
01/29/91 
04123191 
01119191 
10/09/91 
01/30/92 
04/21192 
01'29192 

10/30192 
01127/93 

MW-10 01/30/92 
04/21192 
07'29/92 
10121/92 
01127/93 

'Suggested No-Adverse Response Level. 
'No suggested level. 

ciS-1,3-
Dichli>rac 

•····· ptopene 

NSL' 

s <5 
6 <0.5 
7 <5.0 
8 <0.5 
9 <0.5 
10 <0.5 
11 <0.5 
12 <0.5 
13 <0.5 
14 <2.0 
15 <2.0 
16 <2.0 
17 <2.0 
18 <2 

14 <2.0 
IS <2.0 
16 <2.0 
17 <2.0 
18 <2 

<Samples collected prior to implementation of quarterly sampling programs. 
"Compound not detected. 
'Not analyzed. 

lrllnl-1.3-
Dichtor~•· 
propene ·. 

NSL NSL 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<1.0 <5,000 
<l.O <5,000 
<1.0 <5,000 
<l.O <5,000 
<l <5,000 

< 1.0 <5,000 
< 1.0 <5,000 
<1.0 <5,000 
<1.0 <5,000 
<I <5,000 

NSL 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 

<0.5 
<0.5 
<0.5 
<0.5 
<0.5 

Methyl 
2-}Iexanone · Ethyl Ketone 

NSL 750 

<50 
ND 
ND 

<10 
<5.0 <10.0 
<5.0 <10.0 
<5.0 <10.0 
<5.0 <10.0 
<5 <10 

<5.0 <10.0 
<5.0 <10.0 
<5.0 <10.0 
<5.0 <10.0 
<5 <10 



TABLE 5 - continued 

AREA 317 VOl.ATILE ORGANIC COMPOUNDS IN GROUND WATER MONITORING WELLS 
Concentrations in Micrograms per Liter (µg/I) 

·····<·· ~$~ { 

l~~r 
:-: .··:-:··:-.:··.: .. : ·· .. · . . Methyl.Js~l>ut}'1; 

••••·················•·••••••i\Y~nc••••••••·•••••••••••••· /)\)l.i.~.~' >••••· / 

•••••: .. r•s~.~~·-·-·L·---···· 
... 

¥~~ .¥~ih;1~nc < .. ·. 
I<•. ··.·;w#F > Chloride Kellin~······· TetmcliW~i!Cthiiiit\ /' Toluene 

SNARL' 150 NSL 100 NSL• 20 340 

MW-1 01127/88 (1)• <5 <5 <5 <5 
07/29/88 (1) <5 <5 <5 <5 
08/15/88 (1) <5 <5 <5 <5 
10/04/88 1 <5 <5 <5 <5 
01125/89 2 <5 <5 <5 <5 
04/17/89 3 <5 <5 <5 <5 
07127/89 4 <5 <5 <5 <5 
01127/93 18 <0.5 <5 <1 <1 <0.5 <0.5 

MW-3 02/17/88 (1) <5 <5 <5 <5 
05/27/88 (1) <5 <5 <5 <5 
07/29/88 (1) <5 <5 <5 <5 
08/15/88 (1) <5 <5 <5 <5 
10/04/88 1 <5 <5 <5 <5 
01/25/89 2 <5 <5 <5 <5 
04117/89 3 <5 <5 <5 <5 
07127/89 4 <5 <5 <5 <5 
01127/93 18 <0.5 <5 <1 <1 <0.5 <0.5 

MW-4 06/15/88 (1) <5 <5 <5 <5 
07/29/88 (1) <5 <5 <5 <5 
08/15/88 (!) <5 <5 <5 <5 
10/04/88 1 <5 <5 <5 <5 
01125/89 2 <5 <5 <5 <5 
04/17/89 3 <5 <5 <5 <5 
05/17/89 3 <300 <50 <50 <50 
07/27/89 4 <62.5 <62.5 <62.5 <62.5 
10/31/89 5 <5 <5 <5 <5 
01/25/90 6 < 12.5 <12.5 < 12.5 < 12.5 
04/17/90 7 <5.0 <5.0 <5.0 <5.0 
07/17/90 8 <0.5 <0.5 <0.5 <0.5 
10/18/90 9 <0.5 <0.5 <0.5 <0.5 
01129/91 10 <0.5 <0.5 <0.5 <0.5 
04/23/91 11 <0.5 <0.5 <0.5 <0.5 
07/19/91 12 0.5 <0.5 <0.5 <0.5 
10/09/91 13 <0.5 <0.5 <0.5 <0.5 
01/30/92 14 <5.0 <5.0 <1.0 <10 <5.0 <5.0 
04/21/92 15 <0.5 <5.0 <1.0 < 1.0 <0.5 <0.5 



TABLE 5 - continued 

AREA 317 VOLATILE ORGANIC COMPOUNDS IN GROUND WATER MONITORING WELLS 

~i~ 
···········Date············· 

l•••i••c•••••••••• I .. \{UD'·"'' 

SNARL' 

MW-5 10/31189 5 
01125/90 6 
04/17/90 7 
07/19190 8 
10/18/90 9 
01/29/91 10 
04/23/91 11 
07/19/91 12 
10/09/91 13 
03126/92 14 
04/21/92 15 
07/28/92 16 
10/21/92 17 
01127/93 18 

MW-6 10131189 5 
01125190 6 
04117190 7 
07/19/90 8 
10118190 9 
01/29191 10 
04 1?3/91 11 
07119191 12 
10/09/91 13 
01130/92 14 
04/21192 15 
07/29/92 16 
10/30/92 17 
01127/93 18 

MW-10 01/30/92 14 
04/21192 15 
07129/92 16 
10/21192 17 
01/27/93 18 

'Suggested No-Adverse Response Level. 
"No suggested level. 

:··· 

Concentrations in Micrograms per Liter ()Lg/I) 

. Metltyle~~ > > f Metllyl, Isobutyl; 
•·•• S~renc/ / 
•••. <· 

Chlorid~···• .••••.• Ketone· . > •· ·• 

150 NSL 100 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 <5.0 < 1.0 
<0.5 <5.0 < 1.0 
<0.5 <5.0 < 1.0 
<0.5 <5.0 <1.0 
<0.5 <5 <l 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0 ~ 

<0.5 
<0.5 
<0.5 <5.0 < 1.0 
<0.5 <5.0 < 1.0 
<0.5 <5.0 < 1.0 
<0.5 <5.0 < 1.0 
<0.5 <5 <1 

<0.5 <5.0 <1.0 
<0.5 <5.0 < 1.0 
<0.5 <5.0 < 1.0 
<0.5 <5.0 <1.0 
<0.5 <5 <1 

•samples collected prior to implementation of quarterly sampling programs. 

! ••••••.•• T~tra~~~~········ 
NSL" 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
< 1.0 
< 1.0 
< 1.0 
< 1.0 
<I 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
< 1.0 
< 1.0 
<1.0 
< 1.0 
<1 

< 1.0 
< 1.0 
< 1.0 
< 1.0 
<I 

.. 

'J'.ell'aclllor~thcllc · 

.. 

• 'rotuc;iw . 

20 340 

<5 <5 
<0.5 <0.5 
<5.0 <5.0 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 

<5 <5 
<0.5 <0.5 
<5.0 <5.0 
<0.5 <0.5 
<0.5 <0.5 
<r5 <0.5 
<0.5 <U.5 
<0.5 < '. 5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 

<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 
<0.5 <0.5 



TABLE 5 · continued 

AREA 317 VOLATILE ORGANIC COMPOUNDS IN GROUND WATER MONITORING WELLS 
Concentrations in Micrograms per Liter (µg/1) 

··•·•·l.f~lliibl'iil~······· l•••·········Q~rte~··········· 
< i.Lvi· .•• ··1;1.'.2>: ...... .·:•·: .... ....... 

T~chlor<l~~~ro· •. 
·•····· •·.····· .... :.:····:. ::.:.-.;c .. ·.· .. 

I> . · ....... . /) • ... ·.<:-.·. <:.. • Viny[· . Vinyl · 

···•····well /· · • nate •• Tricbl~~~tfuirie ··· •·• 'rricbloi:oethiine • .. • <.f n~IUOrii~~ctie • . li>Ctbiule Ac;ctate .·.· 1
·• ·chloride .XylctiCOI . ·• 

SNARL' 200 NSL' 75 NSL NSL 2 420 

MW·l 01127/88 (l)" <5 <5 <5 <5 <10 <5 
07/29/88 (1) <5 <5 <5 <5 < 10 <5 
08/15/88 (1) <5 <5 <5 <5 <10 <5 
10/04/88 1 <5 <5 <5 <5 <10 <5 
01/25/89 2 <5 <5 <5 <5 <10 <5 
04/17/89 3 <5 <5 <5 <5 <10 <5 
07/27/89 4 <5 <5 <5 <5 <5 <5 
01127/93 18 <0.5 <0.5 <l < 1.5 < 100 <0.5 <1 

MW-3 02/17/88 (1) <5 <5 <5 <5 < 10 <5 
05/27/88 (1) <5 <5 <5 <5 < 10 <5 
07/29/88 (1) <5 <5 <5 <5 < 10 <5 
08/15/88 (1) <5 <5 <5 <5 < 10 <5 
10/04/88 1 <5 <5 <5 <5 < 10 <5 
01125/89 2 <5 <5 <5 <5 <10 <5 
04/17/89 3 <5 <5 <5 <5 <5 <5 
07127/89 4 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 
01127/93 18 <0.5 <0.5 <l <1.5 < 100 <0.5 <l 

MW-4 ll6115 '8 (1) <5 <5 <5 <5 <10 <5 
1)7129188 (1) <5 <5 <5 <5 <10 <5 
08/15/88 (l) <5 <5 <5 <10 <5 
10/04/88 1 <5 <5 <5 <5 <10 <5 
01125/89 2 <5 <5 <5 <5 < 10 <5 
04/17/89 3 <5 <5 4,800 <5 <10 <5 
05/17/89 3 <50 <50 7,200 <50 <300 <50 
07/27/89 4 <62.5 <62.5 1.390 <62.5 <62.5 <62.5 
10/31189 5 <5 <5 195 <5 <5 <5 
01/25/90 6 < 12.5 <12.5 126 <12.5 < 12.5 < 12.5 
04/17/90 7 <5.0 <5.0 7.8 <5.0 <5.0 <5.0 
07/17/90 8 <0.5 <0.5 3.0 <0.5 <0.5 <0.5 
10/18/90 9 <0.5 <0.5 1.0 <0.5 <0.5 <0.5 
01/29/91 10 <0.5 <0.5 1.8 <0.5 <0.5 <0.5 
04/23/91 11 <0.5 <0.5 1.0 <0.5 <0.5 <0.5 
07/19/91 12 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 
10/09/91 13 <0.5 <0.5 6.4 <0.5 <0.5 <0.5 
01/30/92 14 <5.0 <5.0 83 <15 <10 < 10.0 <IO 
4121192 15 <0.5 <0.5 < 1.0 < 1.5 <10 <0.5 < 1.0 



\Moili1orin11 
< w~u· 

SNARL' 

MW-5 

•· 

TABLE 5 - continued 

AREA 317 VOLATILE ORGANIC COMPOUNDS IN GROUND WATER MONITORING WEllS 
Concentrations in Micrograms per liter (!'g/I) 

.... ·· ......... · . 

5 
6 
7 
8 
9 
10 
11 
12 
13 
14 
15 
16 
17 

200 NSL" 75 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
< 1.0 
< 1.0 
<1.0 
< 1.0 

Trichlorofluoro- . 
• ~lhane >.· 

NSL 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
< 1.5 
< 1.5 
<1.5 
< 1.5 

Vinyl 
Acetate/ 

NSL 

·.·c: .·. 

yuiyl 
Chloride k Xylcnes 

2 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<I 

420 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
< 1.0 
< 1.0 
< 1.0 
< 1.0 

11-~~~~+-~~~~--t'"--~-1~8~+-~~~~~-+-~~~~~-+~~~~---- ~--~~~-~--,r--~~~1--~~~1--~~~-11i 

10/31/89 
01/25/90 
04/17/90 
07/19/90 
10/18/90 
01/29/91 
04/23/91 
07/19/91 
10/09/91 
03/26/92 
04/21192 
07/28/92 
10/21192 
01127/93 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0 5 
<0.5 
<0.5 
<0.5 
<0.5 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 < 1 < 1.5 

<10 
< 10 

< 100.0 
< 100.0 
<JOO 

<0.5 
<0.5 
<0.5 
<0.5 <I 

MW-6 

MW-10 

10/31/89 
01125/90 
04/17/90 
!)7/19/90 
10118/90 
01/29191 
04/23/91 
07/19/91 
10/09/91 
01130/92 
04/21/92 
07/29/92 
10130192 
01/27/93 

01/30/92 
04/21/92 
07/29/92 
10/21/92 
01/27/93 

'Suggested No Adverse Response Level. 
"No suggested level. 

5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 
16 
17 
18 

14 
15 
16 
17 
18 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 

<0.5 
<0.5 
<0.5 
<0.5 
<0.5 

'Samples collected prior to implementation quarterly sampling progmms. 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 

<0.5 
<0.5 
<0.5 
<0.5 
<0.5 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
< 1.0 
< 1.0 
<1.0 
< 1.0 
<1 

<1.0 
< 1.0 
< 1.0 
< 1.0 
<1 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
< 1.5 
< 1.5 
<1.5 
< 1.5 
< 1.5 

< 1.5 
< 1.5 
< 1.5 
< 1.5 
< 1.5 

<10.0 
<10.0 

< 100.0 
< 100.0 
<100 

<10.0 
< 10.0 
< 100.0 
< 100.0 
<100 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
< 1.0 
< 1.0 
< 1.0 
< 1.0 
<0.5 

< 1.0 
<0.5 
<0.5 
<0.5 
<0.5 

<5 
<0.5 
<5.0 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<0.5 
<1.0 
< 1.0 
< 1.0 
<1.0 
<1 

<1.0 
< 1.0 
< 1.0 
< 1.0 
<I 
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LEGEND 

• MW-1 

[1043.64] 

1044.0 ---
J __ 

MW-6 

(1043.6i t !_0.4~0 --... ---... -........... -::- -MW-5 ........._ ........._ - - -[ 1044.22] - - - -

~ 

• MW-10 /' 11044.5 [
1044.29] ; ', [.'.: -., \ ----- - - I AREA \ _ - - MW-1 

- - - - - 7317 /' (1044.79] 

t\J 

/" ~ ___ _,,. ,.,,,..-

-------- J-1.o~-~ -------------

-- --

Monitoring Well Location 

Ground Water Elevation In Feet 
Relative to Mean Seo Level 

- -

Inferred Ground Water Contour in Feet 
Relative to Mean Sea Level 

Inferred Ground Water Flow Direction 

- - - - -MW--; - - - - - - _ l 1045.5 

.(1045.61] - 0 300 ft 

SCALE 
(Approximate) 

FIGURE 2 
AREA 317 GROUND WATER MONITORING WELL LOCATIONS 

AND INFERRED GROUND WATER FLOW DIRECTION (01-25-93) 
WHITTAKER CORPORATION, BERMITE DIVISION 

22116 W Soledad Canyon Rd, Santa Clarita, CA 

Profect No. Drawn Acton • Mickelson • van Dam, Inc. 
WH 101.38 EAF Consulting Scientists, EnglnHrs, and Geologists 
File No. Prepared 

W013802 MAA 5090 Robert J. Mathews Parkway, #4 
Revision Reviewed El Dorado Hills, California 95762 

(916) 939-7550 



FIGURE 3 
RCRA GROUND WATER MONITORING WELLS 

POTENTIOMETRIC SURFACE ELEVATIONS 
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APPENDIX A 

DOCUMENT SUBMITTAL CHRONOLOGY 

The following documents have been submitted to CAL-EPA and U.S. EPA, Region IX, in 
fulfillment of the Closure Plan regarding ground water monitoring at Areas 317 and 342: 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

Whittaker Corporation, Bermite Division, Santa Clarita, CA CAD064573108, 
Facility Closure Plan Modifications, April 1987. 

Revised Ground Water Monitoring Plan for the 317/342 Area, October 8, 1987 . 

Proposed Interim Status Ground Water Monitoring Sampling and Analysis 
Program, December 1987. 

Documentation Report--Construction and Development of Wells for Ground Water 
Monitoring of the 342 and 317 Areas, February 1988. 

Verification Sampling Results at Selected RCRA Units, March 1988 . 

RCRA Ground Water Monitoring System--Proposed Final Configuration, May 
1988. 

Ground Water Sampling and Analysis Plan, August 1988 . 

RCRA Ground Water Sampling, Quarterly Sampling Report No. 1, December 
1988. 

RCRA Ground Water Sampling, Quarterly Sampling Report No. 2, March 1989 . 

RCRA Ground Water Sampling, Quarterly Sampling Report No. 3, July 1989 . 

Specific Plan for a Ground Water Quality Assessment Program, June 1989 . 

Interim Response Action Plan, 317 Area Soil and Ground Water Remediation, 
June 1989. 

Site Ground Water Sampling and Analysis Plan, Appendix IV of 40 CFR 264 . 

RCRA Ground Water Sampling, Quarterly Sampling Report No. 4, September 
1989. 

Statistical Analysis--Well MW-2 Versus MW-1 and MW-3, October 1989 . 



• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

A-2 

RCRA Ground Water Sampling, Quarterly Sampling Report No. 5, March 1990 . 

RCRA Ground Water Sampling, Quarterly Sampling Report No. 6, May 1990 . 

RCRA Ground Water Sampling, Quarterly Sampling Report No. 7, June 1990 . 

RCRA Ground Water Sampling, Quarterly Sampling Report No. 8, October 1990 . 

RCRA Ground Water Sampling, Quarterly Sampling Report No. 9, January 1991. 

RCRA Ground Water Sampling, Quarterly Sampling Report No. 10, April 1991. 

RCRA Ground Water Sampling, Quarterly Sampling Report No. 11, July 1991. 

RCRA Ground Water Sampling, Quarterly Sampling Report No. 12, October 1991 . 

Specific Plan for a Ground Water Quality Assessment Program for the 317 Surface 
lmpoundment Area. 

RCRA Ground Water Sampling, Quarterly Sampling Report No. 13, January 1992 . 

Area 317 RCRA Quarterly Ground Water Quality Monitoring Report No. 14 and 
Report of Monitoring Well MW-10 Installation, January through March 1992. 

Area 317 RCRA Quarterly Ground Water Quality Monitoring Report No. 15, April 
through June 1992. 

Area 317 RCRA Quarterly Ground Water Quality Monitoring Report No. 16, July 
through September 1992. 

Water Quality Monitoring and Response Plan for the Interim Status Area 317 
Surface Impoundment, October 1992. 

Area 317 RCRA Quarterly Ground Water Quality Monitoring Report No. 17, 
October through December 1992. 
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APPENDIX B 

GROUND WATER SAMPLING PROCEDURES 

On January 25, 1993, initial depth to water measurements were collected prior to the onset of 
monitoring well evacuation activities. Operation of the pumps in monitoring wells MW-1, 
MW-3, MW-5, MW-6, and MW-10 was then initiated to evacuate stagnant water. Pumping 
durations to evacuate these five monitoring wells are summarized in Table B-1. Prior to sample 
collection, the pumping rate for each monitoring well was reduced to approximately 
100 milliliters per minute (ml/min) in a 1/4-inch-diameter tube. 

In accordance with the "Ground Water Sampling and Analysis Plan," dated August 1988, 
evacuated ground water from monitoring wells MW-1, MW-3, MW-5, MW-6, and MW-10 was 
discharged to the ground surface, downgradient from each monitoring well. 

Well Stabilization 

Well stabilization measurements were periodically collected after well evacuation activities were 
initiated. Stabilization measurements for pH, temperature, and specific conductance were taken 
three times prior to sampling of each well to increase the likelihood that representative ground 
water samples were collected. Table B-2 summarizes the results of the stabilization tests. As 
shown in Table B-2, the reported measurements in each monitoring well inC::cat~d a relatively 
stable condition prior to sampling. 

Sample Containers 

Sample containers used for the collection of ground water samples were supplied by Eagle 
Picher Environmental Services and I-Chem, Inc. The sample containers used were precleaned 
and sealed at these facilities and are statistically certified as clean and free of volatile organic 
and metal compounds. Certificates of Analysis for the sample containers used during the 
quarterly ground water sampling event are provided in this appendix. 

Sample Labeling 

Sample identification labels were filled out in the field at the time of sample collection in 
accordance with the "Ground Water Sampling and Analysis Plan," dated August 1988. A 
sample identification system was established to clearly and properly label samples. Each label 
identifies the monitoring well number, analytical parameter required, quarterly sampling event 
number, and replicate number (if required). A legend is provided in Table B-4 outlining the 
labeling system. 
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Sample Collection 

Sampling Volumetric Flow Rate 

A Teflon sampling valve and stem were installed into the invert of the well discharge pipe of 
each monitoring well to minimize aeration and agitation of the collected ground water sample. 
The flow rates in the monitoring wells were reduced to approximately 100 milliliters/minute 
(ml/min) in a 1/4-inch-diameter tube prior to sampling. 

Order of Sample Collection 

The ground water at each monitoring well was sampled for selected analytical parameters in the 
same order. This order is presented in Table B-5. 

Field Sample Preservation 

Ground water samples collected for dissolved metals were collected and filtered through an in­
line, 0.45 micron filter, manufactured by Instrumentation Northwest, Inc. These filters are 
specially designed for ground water sampling for dissolved metals and are not reused between 
samples or monitoring wells. A 50 percent nitric acid solution was added to the sample 
containers after filtration of the ground water sample to lower the pH. The pH of the water 
sample was monitored with an electric pH meter as the acid was added with a small pipette. 
Acid was added until a pH of less than 2 was achieved. Samples collected for analysis of TOC 
and TOX were also preserved. Sulfuric acid was added to the samples using the same 
procedures discussed above adjusting the pH to less than 2. 

Following collection, labeling, and sealing, each individual ground water sample was placed in 
a refrigerator and locked. Samples were placed on ice in a cooler following collection and 
delivered to the laboratory on January 27, 1993. 

Field and Trip Sample Blanks 

During each quarterly sampling event, field and trip blanks were analyzed for VOCs, TOCs, and 
TOXs in accordance with the "Ground Water Sampling and Analysis Plan," dated August 1988. 

The trip blanks were prepared in the laboratory, transferred to the site in coolers, stored in the 
refrigerator overnight, transferred to each sampling location during sampling activities, and 
stored with collected ground water samples throughout the sampling event and delivered to the 
laboratory. 

The field blanks are prepared in the field using water provided by the analytical laboratory. 
These field blanks, once prepared, were stored with the ground water samples throughout the 
sampling event and delivered to the laboratory. 
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FIELD QA/QC 

Washing of Field Test Equipment 

To minimize the potential for cross-contamination between well samples, field equipment used 
during sampling activities was decontaminated between each well. Decontamination procedures 
involved cleaning and rinsing with deionized water before and after each sample was collected 
at each well. The mercury thermometer, pH probe, nitric and sulfuric acid eye droppers, 
specific conductance probe, and the water level meter probe were all decontaminated between 
samples. 

Unused sampling gloves were worn by sampling personnel prior to sealing the sample containers 
with the chain-of-custody seals. 

Sample Container Labeling and Seals 

As previously stated, the sample containers were labeled in the field as each sample was 
collected. A unique sample identification number was assigned to each ground water sample. 
Chain-of-custody seals were then placed on the sample containers after sampling and labeling. 
The ground water samples were placed on ice in a cooler, and the cooler was sealed with chain­
of-custody seals prior to shipment to the laboratory. 

Chain-of-Custody and Sample Analys:S Request Forms 

Chain-of-custody forms were filled out at the time of sample collection and were kept with the 
samples until they were delivered to the laboratory. Copies of the signed chain-of-custody forms 
are provided in Appendix C. 

Sample analysis request forms were also filled out at the time of sample collection and were kept 
with the samples until they were delivered to the laboratory. Sample analysis request forms are 
used to inform the laboratory of the analysis to run on each ground water sample. Copies of 
the sample analysis request forms are provided in Appendix D. 

Delivery of Samples to Laboratory 

Ground water samples were delivered to FGL in Santa Paula, California, by personnel of 
Whittaker after sampling activities were completed. FGL is approximately 45 minutes by car 
from the site. Maximum and minimum thermometers were placed in each cooler for 
temperature verification. Upon arrival at the laboratory, the temperature was recorded on the 
sample analysis request form. The temperature of the samples was kept below 4° C. 
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Security 

Security measures were implemented to minimize the likelihood that unauthorized personnel had 
access to the wells or ground water samples before, during, or after sampling activities. The 
site is fenced-in with locking gates and has 24-hour security personnel present. Each monitoring 
well has a locking cap to deter unauthorized access to the well. The ground water samples were 
handled by Whittaker personnel only during sampling activities and delivery to FGL. 



MW-1 

MW-3 

MW-5 

MW-6 

MW-10 

TABLE B-1 

AREA 317 WELL EVACUATION 
BERMITE DIVISION, WHITTAKER CORPORATION 

01/26/93 

01126/93 

01126/93 

01/26/93 

01126/93 

:·: ::::::::.\L>:<>: :;: ; .... :·<· 
E~a2uitti6n > 

24 

24 

24 

24 

24 

Duration of PUJ:npirig 
(minutes)<.· 

0.75 

0.25 

1.67 

2.17 

1.17 

. .. 

Time an4 .Date 
.. ofS~~ple 

· Collectfo:h 

0845 (01127/93) 

0815 (01127/93) 

0940 (01127/93) 

1010 (01127/93) 

0910 (01/27/93) 

"Flow rate from wells was reduced prior to sampling. Actual sample extraction flow rate for all 
wells approximately 100 milliliter/minute in a 114-inch pipe. 



TABLE B-2 

WELL STABILIZATION TESTS 
BERMITE DIVISION, WHITTAKER CORPORATION 

·.·. 

~:n 
.. 

/ ... ·.· specifa: coildtictance ·. 
.. 

Temperature ·.·. 

{° C.) pH ·•(µmhos)• . Time· and· Date ·. .· 
.· <. . 

MW-1 22.8 7.40 649 1210 - 01/26/93 
22.9 7.15 704 1510 - 01/26/93 
22.2 7.43 710 0715 - 01127/93 

MW-3 24.4 6.79 636 1200 - 01126/93 
24.1 7.08 639 1500 - 01126/93 
23.6 7.32 645 0705 - 01127/93 

MW-5 23.3 7.73 534 1220 - 01/26/93 
23.3 6.88 539 1520 - 01/26/93 
22.6 7.64 532 0720 - 01127 /93 

MW-6 23.4 7.74 550 1225 - 01/26/93 
23.3 7.40 547 1525 - 01126/s; ~ 
22.7 7.66 544 0725 - 01/27/93 

MW-10 23.0 7.60 640 1215 - 01/26/93 
23.5 6.99 634 1515 - 01/26/93 
22.6 7.67 634 0730 - 01/27 /93 

1µmhos - micromhos. 



TABLE B-3 

LABORATORY ANALYTICAL METHODS AND SAMPLE VOLUME 
AND CONTAINER REQUIREMENTS 

AREA 317 GROUND WATER MONITORING WELLS 
WlllTT AKER CORPORATION, BERMITE DIVISION 

I·•·:/ \ .. : /. . . . .t. r ·.·· •.: ···> ·.• .······. '·.· .· ·. ··.:::.::::·.-::::·.< ... ·.··.:.·.:·:-.·.>: ·•· / >'·. 
· ... ······· 

Analytfoal M~t~od····•·• · ~affip~~ Vo1l11lle · 

Coritah1er 'l"YPe .. ••••·•·· . ••• 
r- .~. ,;,,._, (ri'.l.i11ilitel1j)····· 

•· ... . ~ .·• : .. 
Indicator Parameters 

pH EPA 150.1 50 Plastic/ glass 
Specific Conductance EPA 120.1 100 Plastic 
Total Organic Carbon EPA 9060 250 Amber glass-TFE cap 
Total Organic Halogen EPA 9020 250 Amber glass-TFE cap 

Ground Water Quality Parameters 
Sulfate EPA 375.4 200 Plastic/ glass 
Sodium EPA 6010 200 Plastic 
Iron EPA 6010 200 Plastic ! 

Manganese EPA 6010 200 Plastic 
Phosphorus EPA 365.4 100 Plastic/ glass 
Fluoride EPA 340.2 100 Plastic/ glass 
Chloride SM 407C 100 Plastic/ glass 
Arsenic EPA 7060 100 Plastic 
Barium EPA 6010 100 Plastic 
Cadmium EPA 7131 100 Plastic 
Chromium EPA 7191 100 Plastic 
Lead EPA 7421 100 Plastic 
Mercury EPA 7470 200 Plastic/ glass 
Selenium EPA 7741 100 Plastic 
Silver EPA 7761 100 Plastic 

Hazardous Constituent Parameters 
Volatile Organic Compounds EPA 624 3 x 40 Amber glass-TFE cap 
Antimony EPA 7041 100 Plastic 
Copper EPA 6010 100 Plastic 
Thallium EPA 7841 100 Plastic 
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B 

c 
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I 

K 

N 

0 

TABLE B-4 

AREA 317 
KEY TO ANALYSIS DESIGNATION LABELS ON SAMPLE CONTAINERS 

BERMITE DNISION, WHITTAKER CORPORATION 

::-.:::(::::.::.:·:···· .··.··:·>-: 

Paramder(s)t() b~ AJ'.Ullyzed. 

pH 
Specific Conductance (temperature corrected) 

Total Organic Carbon (TOC) 

Total Organic Halogen (TO:X) 

Sulfate, Chloride, Sodium, Iron, Manganese 

Total Phosphate 

Dissolved Metals: 

Fluoride 

Volatile Organics 

Antimony, Arsenic, Barium, Cadmium, Chromium, 
Copper, Lead, Mercury, Sdenium, Thallium 

Each sample container was labeled with a unique sample number. The form of each label was as follows: 

Well I.D .I Analysis Designation/Sample Event N o./Replicate No. 

Where: 

Well I.D. = MW-1, MW-3, MW-4, MW-5, MW-6, or MW-10. 
Analysis Designation = A through 0 according to above table. 
Sample Event No. = 1 through present event number. 
Replicate No. = 1 through 4. 

Note: Absence of replicate number indicates that replicate samples were not required. 



TABLE B-5 

ORDER OF SAMPLE COLLECTION 
BERMITE DIVISION, WHITTAKER CORPORATION 

1 
2 
3 
4 
5 
6 
7 
8 
9 

Volatile Organics 
Total Organic Carbon (TOC) 
Total Organic Halogen (TOX) 
pH, Specific Conductance 
Dissolved Metals 
Dissolved Silver 
Sulfate, Chloride, Sodium, Iron, Manganese 
Fluoride 
Total Phosphate 
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CHAIN-OF-CUSTODY FORMS 
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I. Introduction 
FGL, Inc. (FGL Environmental) has been serving California industries and 
governmental agencies on a continually expanding basis since 1925. 
Office and laboratory facilities are located in both Santa Paula and 
Stockton. FGL maintains a field office in the Visalia area to serve 
clients in the central and southern portions of the San Joaquin Valley. 
A field staff is available in all areas for the collection of samples. 
Through the use of the most modern instrumentation available and a highly 
qualified staff, FGL is capable of providing a broad range of organic, 
inorganic, toxicity, radioactivity and microbiological analyses on 
waters, wastewaters, soils and hazardous waste materials. 

The purpose of this manual is to define and provide instructions for the 
quality assurance program used by FGL Environmental for its analytical 
laboratory operations. The objectives of the program are to control, 
assess, and document the quality of analytical data generated by FGL 
Environmental. The program achieves these objectives through two 
functions: (1) providing quality control data that can be used to 
determine analytical precision and accuracy and (2) controlling data 
quality within acceptance limits. 

This manual identifies laboratory methods published by the U.S. 
Environmental Protection Agency and other authorities. It describes the 
quality control procedures to be used with the methods. It describes the 
overall approach used by FGL Environmental to ensure that the objectives 
of its QA/QC program are met. If necessary, more detailed procedures can 
be prepared on a project-specific basis. 

II. Organization and Responsibilities 
A). Laboratory Personnel 

Darrell H. Nelson, B.S. 
John Quinn, Ph.D. 
Steven D. Castellano, M.S. 
Dudley S. Jayasinghe, Ph.D. 
Ricardo Sandoval, B.S. 
Kurt Wilkinson, B.S. 
Tiekang Huang, M.S. 
Thomas Bartanen, M.S. 
Neil Jessup, S.S. 
Scott Bucy, B.S. 
Eric Catting, M.S. 
Uday Y. Sathe, M.S. 
Juan Manuel Magana, B.S. 
Jeanine Egner, B.S. 
Santos Marquez, B.A. 
Michel Franco, B.A. 
L. Burns 

B). Minimum Qualifications: 

President/Lab Director-Santa Paula 
Vice President/Lab Director-Stockton 
Quality Assurance Director-Santa Paula 
Technical Director/Chemist - Santa Paula 
Ag Lab Manager - Santa Paula 
Inorganic Lab Manager-Santa Paula 
Technical Director - Stockton 
Quality Assurance Officer - Stockton 
Agronomist - Visalia 
Agronomist - Santa Paula 
Computer Systems Mgr. - Santa Paula 
Environmental Chemist - Santa Paula 
Environmental Chemist - Santa Paula 
Environmental Chemist - Santa Paula 
Environmental Chemist - Santa Paula 
Environmental Chemist - Santa Paula 
Environmental Chemist - Santa Paula 

Title: Chemist - B.S./B.A. degree in chemistry or closely related 
discipline, i.e. biology, environmental science, etc. 

Title: Technician - No degree required. Training for tasks such as 
sample preparation and routine physical and chemical 
measurements must have been completed and documented by a 
qualified chemist. All laboratory work is to be supervised 
and reviewed by a qualified chemist. 
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C. Staff Background and Qualifications 

Darrell H. Nelson 

Education: 

Qualifications: 

John Quinn 

Education: 

Qualifications: 

Steven D. Castellano 

Education: 

Qualifications: 

President/Lab Director-Santa Paula 

B.S. (1970) in Soil and Water Science 
University of California, Davis. 

Mr. Nelson is the chief executive officer 
of the corporation, FGL, Inc. His 
previous experience relating to analytical 
chemistry includes five years of work as a 
bench chemist and supervisor of several 
major projects involving field sampling, 
laboratory analyses and report 
preparation. Mr. Nelson has been employed 
by FGL, Inc. since 1970. 

Vice President - Lab Director - Stockton 

B.A. (1965) in Chemistry, 
St. Peter's College 
C.Ph.l. (1972) in Organic Chemistry, 
U.C.L.A. 
Ph.D. (1973) in Organic Chemistry, 
U.C.L.A. 

Dr. Quinn is Vice President of the 
corporation, FGL, Inc. His previous 
experience includes supervision of major 
projects in the fie 1 d of hazardous waste 
involving laboratory analyses, personnel 
assignment, client relations and report 
preparation. Dr. Quinn is currently 
serving as manager of the Stockton facility 
for the corporation. 

Quality Assurance Director - Santa Paula 

B.S. (1987) in Soil Science 
California Polytechnic State University 
San Luis Obispo 

M.S. (1990) in Soil Chemistry 
Oregon State University, Corvallis 

Mr. Castellano spent three years as a 
research assistant at the Soil Science 
Dept. of Oregon State University. He was 
in charge of several projects, all 
involving field sampling, analytical 
chemistry, computer applications, and 
technical report writing. 
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Dudley S. Jayasinghe 

Education: 

Qualifications: 

Ricardo Sandoval 

Education: 

Qualifications: 

Technical Director - Santa Paula 

Ph.D. in Analytical Chemistry with minor in 
organic chemistry and physical chemistry 
Oregon State University, Crovallis 
B.S. in Organic Chemistry 
minor in physics 
University of Peradeniya, Sri Lanka 

Mr. Jayasinghe is presently working as 
Technical Director at FGL Environmental. 
He has done post-doctoral research on soil 
chemistry at the Department of Soil Science 
at Oregon State University. He has been 
research assistant in the Department of 
Chemistry, Oregon State University. He has 
done research on the absorption and 
transport of organic pollutants in the 
environment. This includes analytical 
method deve 1 opment for the trace ana 1 ys is 
of organic compounds. He was a teaching 
assistant in the Department of Chemistry at 
Oregon State University. He taught 
undergraduate and graduate courses on 
analytical instrumentation, quantitative 
analysis and general chemistry. His 
research includes supercritical fluid 
extraction methods and electrochemical 
detection of organic compounds. He 
was research officer in the processing 
research division of the Coconut 
Research Institute in Sri Lanka, and 
performed analysis on food products 
made out of coconut. 

Ag Lab Manager - Santa Paula 

B.S. (1985) in Crop Science & 
2 Year Technical Degree in Fruit Science 
University of California, San Luis Obispo 

Mr. Sandoval has six years experience 
using Flame Atomic Absorption, 
Inductively Coupled Argon Plasma, 
and Technicon Auto Analyzers for 
agricultural testing of soil and plant 
tissue samples. 
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Kurt Wilkinson 

Education: 

Qualifications: 

Tiekang, Huang 

Education: 

Qualifications: 

Thomas Bartanen 

Education: 

Qualifications: 

Inorganic Lab Manager - Santa Paula 

B.S. (1987) Biochemistry 
California Polytechnic State University 
San Luis Obispo 

Mr. Wilkinson has over five years 
experience including agricultural testing 
of soil, plant tissue and food products as 
well as environmental testing of drinking 
water, wastewater, hazardous waste and 
airs. His most recent experience was 
managing a trace metals department for an 
environmental testing facility. Performing 
personnel assignment and client 
consultation on analysis needs and data 
interpretation. He is familiar with 
federal, state, and local inorganic testing 
procedures and QA/QC requirements. 

Technical Director - Stockton 

B.S. in Chemistry (1982) 
M.S. in Chemistry (1987) 
M.S. in Environmental Chemistry (1989) 

Mr. Huang has many years of experience in 
Environmental Analytical Chemistry using 
Flame AA and Graphite Furnace AA for 
various metal analyses, GC for volatile 
organics in water and soil and GC/MS for 
hazardous organics in wastewater according 
to EPA Methods. 

Environmental Chemist 

M.S. in Aquatic Ecology, 1987 
University of Nevada, Las Vegas 

8.S. Environmental Science, 1980 
Bradley University, Peoria, IL 

In addition to his chemistry and 
chromatographic experience, Mr. Bartanen 
has an interdisciplinary background which 
includes research in limnology and 
experience in microbiology and toxicology. 
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Neil Jessup 

Education: 

Qualifications: 

James "Scott" Bucy 

Education: 

Qualifications: 

John Eric Catting 

Education: 

Qua 1 if i cat i ans: 

Agronomist - San Joaquin Valley 

B.S. (1977) in Agronomy 
California Polytechnic State University 
San Luis Obispo 

Mr. Jessup has experience as a pest control 
advisor and operations manager for several 
farm management companies. He also has 
experience as a field representative for a 
soil, plant tissue and water laboratory. 

Agronomist - Santa Paula 

B.S. (1977) in Soil Science 
California Polytechnical State University 
San Luis Obispo 

Mr. Bucy worked as a landscape contractor 
for nine years. He has a 1 so worked as a 
licensed agricultural pest control advisor 
and operator. He has been involved in 
plant, soil, and pest relationships for 
over fifteen years. 

Environmental Chemist - Santa Paula 

B.S. Chemistry, 1981 
University of Alaska, Fairbanks 

M.S. Chemistry, 1989 
University of Wisconsin, Madison 

Mr. Cotting's undergraduate and graduate 
research experience is in the areas of 
physical chemistry involving both macro and 
sma 11 mo 1 ecul es. Previous work experience 
was in hazardous condition for the 
University of Al a ska Fi re Department and 
general laboratory skills and instrumental 
methods developed during his education 
training. 
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Uday Y. Sathe 

Education: 

Qualifications: 

Chemist 

M.Sc. (1983) in Chemistry 
University of Bombay, India 
M.S. (1988) in Chemistry 
Mississippi State University 

Research for masters thesis involved 
separation and identification of compounds 
like Benzene, Toluene, Chlorbenzene, Allyl 
Benzene, Chlorotoluene, Napthalene and 
Biphenyl resulting from vacuum pyrolysis of 
Allyl Chloride using GC and GC/FTIR. 

Also used FTIR and Raman spectrometers for 
vibrational analysis of some 
bicycloheptanes. 

Also taught general chemistry and senior 
level physical chemistry labs. 

Research involved use of Nicolet 7199 
Fourier Transform infared spectrometer with 
a liquid nitrogen cooled mercury-cadmium 
te 11 uri de (MCT) detector combined with a 
Nicolet 1280 computer. 

Perkin Elmer Model 
spectrophotometer. 

283 B grating 

SPEX Ramalog DUV Spectrometer equipped to 
use the 488-nm line of spectraphysics Model 
171 argon ion 1 as er as the exi tat ion 
source, to obtain the Raman spectra. 

Varian 3700 gas chromatograph equipped with 
flame ionization detector (FID). 

Varian-3700 gas chromatograph connected to 
the gold-coated, glass lightpipe equipped 
with KBR windows was used for GC/FTIR. 

Mr. Sathe has been employed by FGL, Inc. 
since 1988. 
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Juan Manuel Magana 

Education: 

Qualification: 

Jeanine G. Egner: 

Education: 

Qua 1 i fi cat ions: 

Santos Marquez 

Education: 

Qualifications: 

Michel Franco 

Education: 

Qualifications: 

Chemist 

B.S. (1987) in Soil Science 
University of Culiacan, Mexico 

Mr. Magana is currently doing organic 
extractions for the corporation, FGL 
Environmental. His previous experience is 
as an assistant in a research project doing 
soil microbiology for six months. 

Environmental Chemist - Santa Paula 

B.S. (1987) in Environmental 
Systematic Biology 
California Polytechnic State University 
San Luis Obispo 

Ms. Egner is an Environmental Chemist 
responsible for a variety of organic and 
inorganic analyses in soil, water, and 
sludge. She also performs environmental 
assessments, field sampling, and hazardous 
waste site characterizations. She has over 
four years experience working in water 
quality control for government agencies and 
conducting environmental surveys in the 
environmental consulting industry. 

Biologist - Santa Paula 

B.A. in Biological Sciences, 1990 
University of California, Santa Barbara 

Mr. Marquez has experience in laboratory 
work through courses at UC Santa Barbara. 

Environmental Chemist - Santa Paula 

B.A. in Chemistry, 1990 
California State University, Northridge 

Ms. Franco worked on the analysis of 
calcium in serum, using the A.A. at a major 
medical laboratory. She helped organize 
the specimen processing lab for greater 
efficiency. Was used as a 1 i a i son between 
lab sections for sample testing. 

Developed fool proof procedure for an 
Instrumental Analysis Class at CSUN. The 
analysis of trace zinc in water with a 
complexing reagent utilizing the A.A. 
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L. Burns 

Education: 

Qualifications: 

Chemist 

B.S. (1986) in Zoology, University of 
Idaho, Moscow 

Instrumentation experience including 
the operation and maintenance of seven 
different models of Finnigan GC/MS 
systems, and the Hewlett Packard 5970 MSD. 

Group leader experience including the 
development and implementing of quality 
control parameters, tracking of analyses 
through the laboratory to ensure technical 
compliance with established criteria. 
Scheduling and training of GC/MS chemists. 

GC/MS analytical experience including 
analysis of soils, liquids, and hazardous 
wastes for volatiles and semivolatiles for 
the EPA contract laboratory program and 
for private industry. 

Air toxics GC/MS chemist experience 
including the analysis of ambient air and 
source emissions by tedlar bag, summa 
canister, carbon molecular sieve, tenax 
sorbent traps, and charcoal. These 
methods were achieved with the use of 
thermal desorption and/or cryogenic 
preconcentration techniques. 
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III. Sample Custody, Tracking, and Sampling Protocol 

A). Sample Custody 

It is essential to ensure sample integrity from collection to data 
reporting. This includes the ability to trace possession and 
handling of the sample from the time of collection through analysis 
and final disposition. This is referred to as chain-of-custody and 
is important in the event of litigation involving the results. 
Where 1 itigation is not involved, chain-of-custody procedures are 
useful for routine control of sample flow. 

A sample is considered to be under a person's custody if it is in 
the individual's physical possession, in the individual's sight, 
secured in a tamper-proof way by that individual, or is secured in 
an area restricted to authorized personne 1 . The fa 11 owing 
procedures surrmari ze the major aspects of chain-of-custody. More 
detailed discussions are available. 

1). Sample Labels: Use labels to prevent sample misidentification. 
Gummed paper labels or tags generally are adequate. Include at 
least the following information: Sample number, name of 
collector, date and time of collection, and place of collection. 

Affix labels to sample containers before or at the time of 
sampling. Fill label out with waterproof ink at time of 
co 11 ect ion. 

2). Sample Seals: Use sample seals to detect unauthorized 
tampering with samples up to the time of analysis. Use gummed 
paper seals that include, at least, the following information: 
Samp 1 e number ( i dent i ca 1 with number on sample 1abe1) , 
collector's name, and date and time of sampling. Plastic 
shrink seals also may be used. 

Attach sea 1 in such a way that it is necessary to break it to 
open the sample container. Affix seal to conta1ner before 
sample leaves custody of sampling personnel. 

3). Field Log Book: Record all information pertinent to a field 
survey or sampling in a bound log book. As a minimum, include 
the following in the log book; purpose of sampling; location of 
sampling point; name and address of field contact; producer of 
material being sampled and address, if different from location; 
and type of sample. If sample is wastewater, identify process 
producing waste stream. Also provide suspected sample 
composition, including concentrations; number and volume of 
sample taken; description of sampling point and sampling 
method; date and time of collection; collector's sample 
identification number(s); sample distribution and how 
transported; references such as maps or photographs of the 
sampling site; field observations and measurements; and 
signatures of personnel responsible for observations. Because 
sampling situations vary widely no general rule can be given as 
to the information to be entered in the log book. It is 
desirable to record sufficient information so that one could 
reconstruct the sampling without reliance on the collector's 
memory. Protect the log book and keep it in safe place. 
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4). Chain-of-Custody Record: Fill out a chain-of-custody record to 
accompany each sample or group of samples. The record includes 
the following information: sample number; signature of 
collector; date, time, and address of collection; sample type; 
signatures of persons involved in the chain of possession; and 
inclusive dates of possession. 

5). Sample Delivery to Laboratory: Deliver sample to laboratory as 
soon as pr act i cab 1 e. Accompany samp 1 e with chain-of-custody 
record and a sample analysis request sheet. Deliver sample to 
sample custodian. 

6). Receipt and Logging of Sample: In the laboratory, the sample 
custodian receives the sample and inspects its condition and 
seal, reconciles label information and seal against the 
chain-of-custody record, assigns a laboratory number, logs 
sample in the laboratory computer, and stores it in a secured 
storage room or cabinet until it is assigned to an analyst. 

7). Assignment of Sample for Analysis: The laboratory supervisor 
usually assigns the sample for analysis. Once in the laboratory, 
the supervisor or analyst is responsible for the sample's care 
and custody. 

8). Safety Considerations: Because sample constituents can be 
taxi c, take adequate precaut i ans during samp 1 i ng and samp 1 e 
handling. Toxic substances can enter through the skin and, in 
the case of vapors, through the 1 ungs. Inadvertent ingestion 
can occur vi a direct contact with foods or by adsorption of 
vapors onto foods. Precautions may be limited to wearing 
gl aves or may include covera 11 s, aprons, or other protective 
apparel. Always wear eye protection. When toxic vapors might 
be present, sample only in well-ventilated areas or use a 
respirator or self-contained breathing apparatus. In a 
laboratory, open sample containers in a fume hood. Never have 
food near samples or sampling locations; always wash hands 
thoroughly before handling food. 

If flammable organic compounds may be present, take adequate 
precautions. Prohibit smoking near samples, sampling 
locations, and in the laboratory. Keep sparks, flames, and 
excessive heat sources away from samples, and sampling 
locations. Avoid buildup of flammable vapors in a refrigerator 
storing samples because electrical arcing at contacts of 
thermostat, the door-activated light switch, or other 
electrical components may trigger a fire or explosion. If 
flammable compounds are suspected or known to be present and 
samples are to be refrigerated, use only specially designed 
explosion-proof refrigerators. 

When in doubt as to the 1eve1 of safety precautions 
consult an appropriately trained industrial hygienist. 
with radioactive contaminants require other 
considerations; consult a health physicist. 
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B). Laboratory Sample Control and Tracking 

FGL's sample control objectives are achieved through the use of the 
in-house Laboratory Information Management System (LIMS). LIMS is a 
computer software system specifically designed by FGL for tracking 
and handling of the large amount of information required to 
efficiently manage an anal yt i cal chemistry laboratory. The system 
provides a versatile, easy-to-use vehicle for the laboratory 
managers to obtain the information needed to make scheduling and 
priority decisions. 

C). FGL Sampling Protocol 

1). Water Samples: The result of any analytical determination can 
be no better than the sample on which it is performed. It is 
not practical to specify detailed procedures for the collection 
of all samples here because of varied purposes and analytical 
procedures. More detailed information appears in connection 
with specific methods. This section presents general 
considerations, applicable primarily to chemical analyses. 

The objective of sampling is to collect a portion of material 
small enough in volume to be transported conveniently and 
handled in the laboratory while still accurately representing 
the material being sampled. This objective implies that the 
relative proportions or concentrations of all pertinent 
components will be the same in the samples as in the material 
being sampled, ·arid that the sample will be handled in such a 
way that no significant changes in composition occur before the 
tests are made. 

A sample may be presented to the laboratory for specific 
determinations with the collector taking responsibility for its 
validity. Often, in water and wastewater work, the laboratory 
conducts or prescribes the sampling program, which is 
determined in consultation with the user of the test results. 
Such consultation is essential to insure selecting samples and 
analytical methods that provide a true basis for answering the 
questions that prompted the sampling. 

a). General Precautions: Obtain a sample that meets the 
requirements of the sampling program and handle it in such 
a way that it does not deteriorate or become contaminated 
before it reaches the laboratory. Before fi 11 i ng, rinse 
sample bottle two or three times with the water being 
collected, unless the bottle contains a preservative -or 
dechlorinating agent. Depending on determinations to be 
performed, fill container full (most organics 
determinations) or leave space for aeration, mixing, etc. 
(microbiological analyses). For samples that will be 
shipped, preferably leave an air space of about one ( 1) 
percent of container capacity to allow for thermal 
expansion. 
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Special precautions are necessary for samples containing 
organic compounds and trace metals. Because many constituents 
may be present at concentrations of micrograms per liter, they 
may be totally or partially lost if proper sampling and 
preservation procedures are not followed. 

Representative samples of some sources can be obtained only by 
making composites of samples collected over a period of time or 
at many different sampling points. The details of collection 
vary so much with local conditions that no specific 
recommendations would be universally applicable. 

Sometimes it is more informative to analyze numerous separate 
samples instead of one composite so as not to obscure maxima 
and minima. 

Sample carefully to insure that analytical results represent 
the actual sample composition. Important factors affecting 
results are the presence of suspended matter or turbidity, the 
method chosen for its removal, and the physical and chemical 
changes brought about by storage or aeration. Particular care 
is required when processing (grinding, blending, sieving, 
filtering) samples to be analyzed for trace constituents, 
especially metals and organic compounds. Some determinations, 
particularly of lead, can be invalidated by contamination from 
such processing. Treat each sample individually with regard to 
the substances to be determined, the amount and nature of 
turbidity present, and other conditions that may influence the 
results. 

It is impractical to give directions covering all conditions, 
and the choice of technique for collecting a homogeneous sample 
must be left to the analyst's judgment. In general, separate 
any significant amount of suspended matter by decantation, 
centrifugation, or an appropriate filtration procedure. Often 
a slight turbidity can be tolerated if experience shows that it 
will cause no interference in gravimetric or volumetric tests 
and that its influence can be corrected in colorimetric tests, 
where it has potentially the greatest interfering effect. When 
relevant, state whether or not the sample has been filtered. 
To measure the total amount of a constituent, do not remove 
suspended solids, but treat them appropriately. 

Make a record of every samp 1 e co 11 ected and identify every 
bottle, preferably by attaching an appropriately inscribed tag 
or label. Record sufficient information to provide positive 
sample identification at a later date, including the name of 
the sample co 11 ector, the date, hour, and exact location, the 
water temperature, and any other data that may be needed for 
correlation, such as weather conditions, water level, stream 
flow, post-sampling handling, etc. Provide space on the label 
for the initials of those assuming sample custody and for the 
time and date of transfer. Fix sampling points by detailed 
description, by maps, or with the aid of stakes, buoys, or 
landmarks in a manner that will permit their identification by 
other persons without reliance on memory or personal guidance. 
Particularly when sample results are expected to be involved in 
litigation, use formal "chain-of-custody" procedures which 
trace sample history from collection to final reporting. 
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Cool hot samples collected under pressure while they are still 
under pressure. 

Before collecting samples from distribution systems, flush 
lines sufficiently to insure that the sample is representative 
of the supply, taking into account the diameter and length of 
the pipe to be flushed and the velocity of flow. 

Collect samples from wells only after the well has been pumped 
sufficient 1 y to insure that the samp 1 e represents the 
groundwater source. Sometimes it will be necessary to pump at 
a specified rate to achieve a characteristic drawdown, if this 
determines the zones from which the well is supplied. Record 
pumping rate and drawdown. 

When samp 1 es are collected from a river or stream, observed 
results may vary with depth, stream flow, and distance from 
shore and from one shore to the other. If equipment is 
available, take an "integrated" sample from top to bottom in 
the middle of the stream or from side to side at mid-depth. 

Lakes and reservoirs are subject to considerable variations 
from normal causes such as seasonal stratification, rainfall, 
runoff, and wind. Choose 1 ocat ion, depth, and frequency of 
sampling depending on local conditions and the purpose of the 
investigation. Avoid surface scum. 

For certain constituents, sampling location is extremely 
important. Avoid areas of excessive turbulence because of 
potential loss of volatile constituents and of potential 
presence of toxic vapors. Avoid sampling at weirs because such 
locations tend to favor retrieval of lighter-than-water, 
immiscible compounds. Generally, collect samples beneath the 
surface in quiescent areas. If composite samples are required, 
take care that sample constituents are not lost during 
compositing because of improper handling of portions being pooled. 
For example, casual dumping together of portions rather than 
addition to the composite through a submerged siphon can cause 
unnecessary volatilization. 

Use only representative samples (or those conforming to a 
sampling program) for examination. The great variety of 
conditions under which collections must be made makes it 
impossible to prescribe a fixed procedure. In general, take 
into account the tests or analyses to be made and the purpose 
for which the results are needed. 

b). Tvpes of Samples 

1). Grab or Catch Samples: Strictly speaking, a sample 
collected at a particular time and place can represent 
only the composition of the source at that time and place. 
However, when a source is known to be fairly constant in 
composition over a considerable period of time or over 
substantial distances in all directions, then the sample 
may be said to represent a longer time period or a larger 
volume, or both, than the specific point at which it was 
co 11 ected. In such circumstances, some sources may be 
represented quite well by single grab samples. 
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Examples are some water supplies, some surface waters, and 
rarely, some wastewater streams. When a source is known 
to vary with time, grab samples collected at suitable 
intervals and analyzed separately can document the extent, 
frequency, and duration of these variations. Choose 
sampling intervals on the basis of the frequency with 
which changes may be expected, which may vary from as 
little as five (5) minutes to as 1 ong as one ( 1) hour or 
more. Season a 1 variations in natura 1 systems may 
necessitate samp 1 i ng over months. When the source 
composition varies in space rather than time, collect 
samples from appropriate locations. 

Use great care in sampling wastewater sludges, sludge 
banks, and muds. No definite procedure can be given, but 
take every possible precaution to obtain a representative 
sample or one conforming to a sampling program. 

2). Comoosite Samples: In most cases, the term "composite 
sample" refers to a mixture of grab samples collected at 
the same sampling point at different times. Sometimes the 
term "time-composite" is used to distinguish this type of 
sample from others. Time-composite samples are most 
useful for observing average concentrati ans that wil 1 be 
used, for example, in calculating the loading or the 
efficiency of a wastewater treatment plant. As an 
alternative to the separate analysis of a large number of 
samples, followed by computation of average and total 
results, composite samples represent a substant i a 1 saving 
in laboratory effort and expense. For these purposes, a 
composite sample representing a 24 hour period is 
considered standard for most determinations. Under 
certain circumstances, however, a composite sample 
representing one shift, or a shorter time period, or a 
complete cycle of a periodic operation, may be preferable. 
To evaluate the effects of special, variable, or irregular 
discharges and operations, collect composite samples 
representing the period during which such discharges 
occur. 

For determining components or characteristics subject to 
significant and unavoidable changes on storage, do not use 
composite samples. Make such determinations on individual 
samples as soon as possible after collection and 
preferably at the sampling point. Analyses for all 
dissolved gases, residual chlorine, soluble sulfide, 
temperature, and pH are examples of this type of 
determination. Changes in such components as dissolved 
oxygen or carbon dioxide, pH, or temperature may produce 
secondary changes in certain inorganic constituents such 
as iron, manganese, alkalinity, or hardness. Use 
time-composite samples only for determining components 
that can be demonstrated to remain unchanged under the 
conditions of sample collection and preservation. 
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Take individual portions in a wide-mouth bottle having a 
diameter of at least 35 mm at the mouth and a capacity of 
at 1 east 120 ml. Co 11 ect these port i ans every hour - in 
some cases every half hour or even every five (5) minutes 
- and mix at the end of the sampling period or combine in 
a single bottle as collected. If preservatives are used, 
add them to the sample bottle initially so that all 
portions of the composite are preserved as soon as 
collected. Analysis of individual samples sometimes may 
be necessary. It is desirable, and often essential, to 
combine individual samples in volumes proportional to 
flow. A final sample volume of 2 to 3 L is sufficient for 
sewage, effluents, and wastes. 

Automatic sampling devices are available; however, do not 
use them unless the sample is preserved as described 
below. Clean sampling devices, including bottles, daily 
to eliminate biological growths and other deposits. 

3). Integrated Samples: For certain purposes, the information 
needed is provided best by analyzing mixtures of grab 
samples collected from different points simultaneously, or 
as nearly so as possible. Such mixtures sometimes are 
ca 11 ed integrated samp 1 es. An ex amp 1 e of the need for 
such sampling occurs in a river or stream that varies in 
composition across its width and depth. To evaluate 
average composition or total loading, use a mixture of 
samples representing various points in the cross-section, 
in proportion to their relative flows. The need for 
integrated samples also may exist if combined treatment is 
proposed for several separate wastewater streams, the 
interation of which may have a significant effect on 
treatability or even on composition. Mathematical 
prediction of the interactions may be inaccurate or 
impossible and testing a suitable integrated sample may 
provide more useful information. 

Both natural and artificial lakes show variations of 
composition with both depth and horizontal location. 
However, under many conditions, neither total nor average 
results are especially significant; local variations are 
more important. In such cases, examine samples separately 
rather than integrate them. 

Preparation of integrated samples usually requires special 
equipment to collect a sample from a known depth without 
contaminating it with overlying water. Knowledge of the 
volume, movement, and composition of the various parts of 
the water being sampled usually is required. Therefore, 
collecting integrated samples is a complicated and 
specialized process that cannot be described in detail. 
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2). Hazardous Waste Samples 

a). Volatile Organics: Standard 40 ml glass screw-cap VOA vials 
with Teflon-faced silicone septum may be used for both liquid 
and solid matrices. The vials and septum should be soap and 
water washed and rinsed with distilled deionized water. After 
thoroughly cleaning the vials and septum, they should be placed 
in a muffle furnace and dried at 150 C for approximately one 
hour. (Note: Do not heat the septum for extended periods of 
time, i.e., more than one hour, because the silicone begins to 
slowly degrade at 105 C). 

When collecting the samples, liquids and solids should be 
introduced into the vials gently to reduce agitation which 
might drive off volatile compounds. Liquid samples should be 
poured into the vial without introducing any air bubbles within 
the vial as it is being filled. Should bubbling occur as a 
result of vi o 1 ent pouring, the samp 1 e must be poured out and 
the vial refilled. Each VOA vial should be filled until there 
is a meniscus over the lip of the vial. The screw-top lid with 
the septum (Teflon side toward the sample) should then be 
tightened onto the vial. After tightening the lid, the vial 
should be inverted and tapped to check for air bubbles. If 
there are any air bubbles present the sample must be retaken. 
Two VOA vials should be filled per sample location. 

VOA vials for samples with solid or semi-solid (sludges) 
matrices should be completely filled as best as possible. The 
vials should be tapped slightly as they are filled to try and 
eliminate as much free air space as possible. Two vials should 
also be filled per sample location. 

VOA vials should be filled and labeled immediately at the point 
at which the sample is collected. They should NOT be filled 
near a running motor or any type of exhaust system because 
discharged fumes and vapors may contaminate the samples. The 
two vials from each sampling location should then be sealed in 
separate plastic bags to prevent cross-contamination between 
samples particularly if the sampled waste is suspected of 
containing high levels of volatile organics. (Activated carbon 
may also be included in the bags to prevent cross-contamination 
from highly contaminated samples). VOA samples may also be 
contaminated by diffusion of volatile organics through the 
septum during shipment and storage. To monitor possible 
contamination, a trip blank prepared from distilled deionized 
water should be carried throughout the samp 1 i ng, storage, and 
shipping process. 
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b). Semivolatile Organics: (This includes Pesticides and 
Herbicides) Containers used to collect samples for the 
determination of semivolatile organic compounds should be soap 
and water washed followed by methanol (or isopropanol) rinsing. 
The sample containers should be of glass or Teflon and have 
screw-top covers with Teflon liners. In situations where 
Teflon is not available, samples may react with the aluminum 
foil, causing eventual contamination of the sample. Plastic 
containers or lids may NOT be used for the storage of samples 
due to the possibility of sample contamination from the 
phtha 1 ate esters and other hydrocarbons within the plastic. 
Sample containers should be filled with care so as to prevent 
any portion of the collected sample coming in contact with the 
sampler's gl aves, thus causing contamination. Samp 1 es should 
not be co 11 ected or stored in the presence of exhaust fumes. 
If the samp 1 e comes in contact with the samp 1 er (e.g. , if an 
automatic sampler is used), run reagent water through the 
sampler and use as a field blank. 

c). Trace Metals: In the determination of trace metals, containers 
can introduce either positive or negative errors in the 
measurement of trace metals by (a) contributing contaminants 
through leaching or surface desorption, and (b) depleting 
concentrations through adsorption. Thus the collection and 
treatment of the sample prior to analysis require particular 
attention. 

3). Underground Storage Tank Samples 

a). Field Notebook: The field investigator should keep a field notebook 
(preferably bound with pages numbered) to record sample collection 
procedures, dates, laboratory identification, sample collection 
location, and the name of the sampler. This is important for later 
recall or legal challenge. 

b). Soil Samples 

1). Hydrocarbons: Soil samples collected from a backhoe, the 
ground or a soil coring device, should be collected in a 
th i n-wa 11 ed stain 1 ess steel or brass cylinder at 1 east three 
inches long by one inch in diameter that has been prepared by 
the laboratory doing the analysis or the project consultant 
(cylinders can be made to fit inside the preferred split-barrel 
core sampler). About one inch of soil should be removed from 
the immediate surface area where the sample is to be taken and 
the cylinder then pounded into the soil with a wooden mallet. 
No headspace should be present in the cylinder once the sample 
is collected. When the sample is collected, each end of the 
cylinder should be covered with a 1 umi num foil and then capped 
with a polyethylene lid, taped, and labeled. The sample 
should then be immediately placed in an ice chest containing 
dry ice and kept frozen for de 1 i very to the 1 aboratory. Care 
should be taken throughout to avoid contamination of both the 
inside and outside of the cylinder and its contents. 
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Samples should be kept frozen at the laboratory until they are 
analyzed. Holding time should not exceed 14 days from the time 
of co 11 ect ion. Frozen soi 1 cores should be removed from the 
cylinders by spot heating the cylinder and i11111ediately extruding 
the sample (or a portion of it). A portion of the frozen sample 
should be removed and prepared for analysis according to approved 
EPA methods. 

In situations where the above procedure is inappropriate, i.e. 
semi-solid samples, glass vials (properly prepared by contract 
laboratory consultant) with Teflon seal and screw cap should be 
used, and maintained at 4 C until analysis. 

2). Organic Lead: Tetraethyl/tetramethyl-lead are volatile; 
therefore, soil samples should be collected in cylinders and 
frozen as described for volatile hydrocarbons above. 

3). Shipping Samples: Where commercial shippers are involved, dry 
ice may present Department of Transportation (DOT) shipping 
problems and "blue ice" may have to be substituted. 

4). Water Samples 

Free Floating Product (from a well): Sampling of free floating 
product on the surface of ground water should not be performed 
until the we 11 has been a 11 owed to stabilize for at 1 east 24 
hours after development or other withdrawal procedure. A 
sample should be collected that is indicative of the thickness 
of floating product within the monitoring well. This may be 
accomplished by the use of a clear, acrylic bailer designed to 
collect a liquid sample where free product and ground water 
meet. A graduated scale on the bailer is helpful for 
determining the thickness of free product. Samples should be 
field-inspected for the presence of odor and/or sheen in 
addition to the above evaluation. 

Electronic measuring devices also are available for determining 
the thickness of the hydrocarbon layer floating on ground 
water. 

5). Dissolved Product (from a well): If free product is detected, 
analysis of water for dissolved product should be conducted 
after the free product has been substantially removed from the 
well. Before collecting a water sample, a well should be 
purged until temperature, conductivity and pH stabilize. 
Often, this will require removal of four or more well volumes 
by bailing or pumping. Once well volumes are removed and well 
water is stabilized, a sample can be taken after the water 
level approaches 80 percent of its initial level. Where water 
level recovery is slow, the sample can be collected after 
stabilization is achieved. 

Ground water samples should be collected in a manner which 
reduces or eliminates the possibility of loss of volatile 
constituents from the sample. For collecting samples, a 
gas-actuated positive displacement pump or a submersible pump is 
preferred. A Teflon or stainless steel bailer is acceptable. 
Peristaltic pumps or airlift pumps should not be used. 
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Cross-contamination from transferring pumps (or hailers) from 
well to well can occur and should be avoided by thorough 
cleaning between sampling episodes. Dedicated (i.e., permanent 
installation) well pumps, while expensive, are often cost 
effective in the long term and ensure data reliability relative 
to cross-contamination. If transfer of equipment is necessary, 
sampling should proceed from the least contaminated to the most 
contaminated well, if the latter information is available 
before sample collection. 

Water samples should be collected in vials or containers 
specifically designed to prevent loss of volatile constituents 
from the sample. These vials should be provided by an 
analytical laboratory, and preferably, the laboratory 
conducting the analysis. No headspace should be present in the 
sample container once the container has been capped. This can 
be checked by inverting the bottle, once the sample is 
collected, and looking for bubbles. Sometimes it is not 
possible to collect a sample without air bubbles, particularly 
if water is aerated. In these cases, the investigator should 
record the problem and account for probab 1 e error. Coo 1 i ng 
samples may also produce headspace (bubbles}, but these will 
disappear once the sample is warmed for analysis. 

Samples should be placed in an ice chest maintained at 4 C with 
blue ice (care should be taken to prevent freezing of the water 
and bursting of the glass vial). A thermometer with a protected 
bulb should be carried in each ice chest. 

6). Surface Water: Grab samples should be collected in appropriate 
glass containers supplied by the laboratory. The sample should 
be collected in such a manner that air bubbles are not 
entrapped. Semisolid samples should be collected the same way. 
The collected samples should be refrigerated (blue ice, 4 C) 
for transport and analyzed within seven (7) days of collection 
(14 days with preservatives). 

4). Pesticide Residue Sampling Procedures 

a). Samples Regarding Re-entry/Worker Safety: All samples should 
be from the plant foliage (leaf tissue) when pesticides are 
applied to the foliage. Sometimes areas other than the plant 
foliage may be in question, such as the dripline area surface 
soil and/or the leaf duff (1 eaf litter) under the trees. The 
sample should be large enough to fill a normal "lunch bag" and 
be taken from several plantings. 

b). Samples Regarding Consumer Safety: The edible portion of the 
plant or fruit should be collected. The sample should contain 
approximately one (1) pound of material taken from several 
plants. Usually six to eight whole plants or fruit pieces will 
make up a good sample. 
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D). Sample Handling Policy 

1). Sample Handling Instructions 

a). Sample Container & Volume - The use of proper sample 
containers holding an appropriate volume of sample is 
essential to FGL Environmental's quality assurance 
program. The Recommended Sample Collection and 
Preservation shows the type of containers and the volume 
required for each analysis. 

b). Sample Preservation - The proper preservation of samples 
is a fundamental element of FGL Environmental's quality 
assurance program. The Recommended Sample Collection and 
Preservation shows the preservation measures required for 
each analysis. FGL Environmental's staff follows methods 
listed in the Handbook for Sampling and Samele 
Preservation of Water and Wastewater. U.S. EPA Monitoring 
and Support Laboratory; Cincinnati, Ohio; September 1982. 

c). Sample Holding Times - Strict observance of the holding 
time requirement for each type of analyses is essential to 
FGL Environmental's quality assurance program. The 
Recommended Sample Collection and Preservation shows the 
maximum allowable holding times for each analysis. 

The information given in The Recommended Sample Collection 
and Preservation is based on recommendations in EPA 
Methods for Chemical Analysis of Water and Wastewater 
(EPA-600/4-79-020) and EPA Test Methods for Evaluating 
Solid Waste (SW-846). 

2). Sample Receiving Policy 

a). Obtain the following client information and place on customer 
lab ticket: 

Billing Name: 
Address: 
Phone Number: 
Person to Contact: 
Report Form Required: State FGL 
Is Chain of Custody required Yes No 

b). Determine the analyses needed and indicate on customer lab 
ticket: 

1). Use EPA Method Number or list elements 
2). Determine if preservatives have been added 

c). Determine turn-around-time requirement: Rush 
Non-Rush 

~1-nd~i~c-a~te on the customer lab ticket and the laboratory work 
sheet if a rush is required. The red colored rush stamp is to 
be used for this purpose. 
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d). Inspect the sample for the following: 

1). Have holding times been observed and determine if it is 
possible for FGL to meet holding times? (See attached 
holding time requirements) 

2). Is the sample size adequate? 
3). Is the sample container satisfactory? (See attached 

sample container requirements) 
4). Note sample condition 

Broken/leaking container 
Custody Seal Intact Broken 
Temperature Ambient Chilled 
Record Actual Temperature 
Check for headspace when appropriate 

Make note of any problems with sample condition on 
the customers lab ticket, the person notified, time 
and date notified, and customers response, if any. 

Check all samples for radioactivity analyses and 
hazardous waste evaluation for radio chemical hazard 
using the Model 3 Survey Meter kept in the log-in 
room. If the sample is found to have a reading of 
0.3 mrads/hour or greater; then, the sample must be 
refused. 

e). Log the sample information into the laboratory computer under 
one of the following categories: Inorganic 
Drinking and Wastewater Lab Samples, Organic Lab Samples, 
Radioactivity Lab Samples, and Ag Lab Samples. 

f). Transfer samples and analyses instructions (lab work sheets) to 
the appropriate refrigerator or lab work distribution area. 
See the attached sheet titled "Sample Storage and Distribution 
Policy". 
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TABLE III-1 

Reco11111ended Sample Collection and Preservation 

Volume Holding 
Analysis Container (ml) Preservation Time 

General Inorganic Chemistry 

Acidity P,G 2SO Cool, 4 C 14 days 
Alkalinity P,G 2SO Cool, 4 C 14 days 
Ammonia P,G 2SO H2S04, pH <2; Cool, 4 C 28 days 
Bicarbonate p 2SO Cool, 4 C 14 days 
Biochemical Oxygen P,G 1000 Cool, 4 C 48 hours 

Demand 
Boron p 100 Cool, 4 c 28 days 
Carbonate p 2SO Cool, 4 c 14 days 
Carbon Dioxide P,G 2SO Cool, 4 C Analyze immed. 
Chemical Oxygen P,G 100 H2S04, pH <2; Cool, 4 C 28 days 

Demand 
Chloride P,G 100 Cool, 4 c 7 days 
Chlorine Residual P,G soo Cool, 4 c 2 hours 
Chlorine Demand P,G 2000 Cool, 4 c 2 hours 
Color P,G 100 Cool, 4 c 48 hours 
Cyanide, Total P,G 1000 NaOH, pH >12; Cool, 4 C 14 days 
El ectri cal p 100 Cool, 4 c 28 days 

Conductivity 
Fluoride P,G 100 Cool, 4 c 7 days 
Hardness, Total P,G 100 HN03, pH <2; Cool, 4 C 6 months 
Hydroxide p 2SO Cool, 4 c 14 days 
Langelier Index P,G soo Cool, 4 c 2 hours 
MBAS P,G soo Cool, 4 c 24 hours 
Nitrogen, 

Ammonia P,G 100 H2S04, pH <2; Cool, 4 c 28 days 
Nitrate P,G 100 H2S04, pH <2; Cool, 4 c 28 days 

w/o preservation 48 hours 
Nitrite P,G 100 Cool, 4 C 48 hours 
Organic P,G 400 H2S04, pH <2; Cool, 4 c 28 days 
Total P,G 100 H2S04, pH <2; Cool, 4 c 28 days 
Total Kjeldahl P,G 200 H2S04, pH <2; Cool, 4 c 28 days 

Odor G soo Cool, 4 C 48 hours 
Oil and Grease G 1000 H2S04, pH <2; Cool, 4 c 28 days 
Oxygen, Dissolved G, 300 Cool, 4 C Analyze immed. 

w/glass stopper 
pH P,G so Cool, 4 C 2 hours 
Phenolics G, amber soo H2S04, pH <2; Cool, 4 c 28 days 
Phosphorus 

Ortho or Dissolved P,G 100 Cool, 4 C 48 hours 
Total P,G so H2S04, pH <2; Cool, 4 c 28 days 

Resistivity p 100 Cool, 4 C 28 days 
Silica p so Cool, 4 C 28 days 
Sodium Percent p 200 Cool, 4 C 6 months 
Sodium Absorption p 200 Cool, 4 C 6 months 

Ratio 

P = plastic, G =glass 
All solid samples should be kept cool at 4 C 
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TABLE III-1 (cont'd.) 

Reconnended Sample Collection and Preservation 
Volume 

Analysis Container (ml} Preservation 

General Inorganic Chemistry continued 

Solids, 
Filterable 
Non-filterable 
Total 
Volatile 
Settleable 

Sulfate 
Sulfide 

Total 

Dissolved 
Tannin & Lignin 
Titration -

pH adjustment 
Turbidity 

Trace Metals 

Chromium VI 
Mercury 
All other metals 

Radio Chemi ca 1 

Gross Alpha & Beta* 
Total Radium 
Total Uranium 
Radon 
Tritium 
Strontium 90 

P,G 
P,G 
P,G 
P,G 
P,G 
P,G 

P,G 

P,G 
G 
P,G 

P,G 

P,G 
P,G 
p 

p 
p 
p 
G 
G 
p 

100 
100 
100 
100 

1000 
200 

600 

500 
250 
250 

100 

500 
200 
200 

1000 
1000 
1000 

2 x 250 
250 

1000 

Cool, 4 C 
Cool, 4 C 
Cool, 4 C 
Cool, 4 C 
Cool, 4 C 
Cool, 4 C 

2 ml ZnC2H302 
plus NaOH to pH >9 
Cool, 4 C 

Cool, 4 C 

Cool, 4 C 

Cool, 4 C 
HN03, pH <2 
HN03, pH <2 

HN03, 
HN03, 
HCl, 
Cool, 
Cool, 
HCl, 

pH <2 
pH <2 
pH <2 
4 c 
4 c 
pH <2 

* For non-preserved samples, the holding time is 5 days. 

Holding 
Time 

7 days 
7 days 
7 days 
7 days 

48 hours 
28 days 

7 days 

24 hours 

14 days 

48 hours 

24 hours 
28 days 
6 months 

6 months 
28 days 
6 months 

36 hours 
N/A 
6 months 

For preserved samples, please provide either a non-preserved sample (100 ml) 
or the E.C. (obtained prior to acidification). 

Bacteriological 

Coliform-Fecal & 
Total 

P,G 100 0.008% Na2S203; 
Cool, 4 C 

30 hours 

Note: All solid samples should be collected in stainless steel sleeves, 
brass sleeves or in amber glass jars all with teflon-lined caps and l00-250g 
capacity. All solid samples should be kept cool at 4 C. 

P = plastic, G = glass 
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TABLE III-I (cont'd.) 

Recoaaended Sample Collection and Preservation 

Analysis 

Organic Chemicals* 

Drinking Water 

Container 

Title 22 Organics Amber glass 
(EPA 505 & 515) TFE-lined cap 

EPA 501 Glass (VOA) 
TFE-septa cap 

EPA 502.2 Glass (VOA) 
TFE-septa cap 

EPA 504 Glass 
TFE-septa cap 

EPA 505 Glass 
TFE-septa cap 

EPA 507 Amber glass 
TFE-lined cap 

EPA 508 Amber glass 
TFE-lined cap 

EPA 515 Amber glass 
TFE-lined cap 

EPA 515.1 Amber glass 
TFE-lined cap 

EPA 524.2 Glass (VOA) 
TFE-septa cap 

EPA 525 Amber glass 
TFE-lined cap 

EPA 531 Amber glass 

EPA 547 Amber glass 

* No head space over sample. 

Volume 
(ml) 

2 x 125 
1 x 1000 

2 x 40 

2 x 40 

2 x 125 

2 x 125 

1 x 1000 

1 x 1000 

1 x 1000 

1 x 1000 

2 x 40 

2 x 1000 

250 

125 

Preservation 

Na2S203, if chlorinated 
Cool, 4 C 

Na2S203, if chlorinated 
HCl or NaHS04 pH <2 
Cool, 4 C 

Na2S203, if chlorinated 
HCl pH <2; Cool, 4 C 

Cool, 4 C 

Na2S203, if chlorinated 
Cool, 4 C 

Na2S203, if chlorinated 
or HCl pH <2; Cool, 4 C 

Cool, 4 C 

Cool, 4 C 

Cool, 4 C 

Na2S203, if chlorinated 
or HCl pH <2; Cool, 4 C 

Cool, 4 C 

Na2S203, if chlorinated 
Monochloroacetic acid, 
(suggested) pH=3 

Na2S203, if chlorinated 
Cool, 4 C 

** This is the maximum holding time prior to extraction. The extracted 
sample may be held up to 40 days before analysis. 
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Holding 
Time 

7 days** 

14 days 

14 days 

28 days 

7 days** 

14 days 

7 days** 

7 days** 

7 days** 

14 days 

7 days** 

14 days 

14 days 



TABLE III-1 (cont'd.) 

Reconnended Sample Collection and Preservation 

Volume 
Analysis Container (ml) Preservation 

Organic Chemicals* 

Wastewater and Hazardous Waste 

EPA 601/8010 Glass (VOA) 2 x 40 Na2S203, if chlorinated 
TFE-septa cap HCl or NaHS04, pH <2 

Cool, 4 C 

EPA 602/8020 Glass (VOA) 2 x 40 Na2S203, if chlorinated 
TFE-septa cap HCl or NaHS04, pH <2 

Cool, 4 C 

EPA 603/8030 Glass (VOA) 2 x 40 Na2S203, if chlorinated 
TFE-septa cap Adjust pH to 4-5 

Cool, 4 C 

EPA 604/8040 Amber glass 1 x 1000 Na2S203, if chlorinated 
TFE-lined cap Cool, 4 C 

EPA 608/8080 Amber glass 1 x 1000 Na2S203, if chlorinated 
TFE-lined cap Cool, 4 C 

EPA 614/8140 Amber glass 1 x 1000 Cool, 4 C 
TFE-lined cap 

EPA 615/8150 Amber glass 1 x 1000 Na2S203, if chlorinated 
TFE-lined cap Cool, 4 C 

EPA 619 Amber glass 1 x 1000 Cool, 4 C 
TFE-lined cap 

EPA 624/8240 Glass (VOA) 2 x 40 Na2S203, if chlorinated 
TFE-septa cap HCl, pH <2; Cool, 4 C 

EPA 625/8270 Amber glass 1 x 1000 Na2S203, if chlorinated 
TFE-lined cap Cool, 4 C 

EPA 9020 Amber glass 250 H2S04, pH <2 
(TOX) TFE-lined cap Cool, 4 C 

Note: All solid samples should be collected in stainless steel sleeves, 
brass sleeves or in amber glass jars all with teflon-lined caps and 100-2509 
capacity. All solid samples should be kept cool at 4 C. 

* No head space over sample. 

Holding 
Time 

14 days 

14 days 

14 days 

7 days** 

7 days** 

7 days** 

7 days** 

14 days 

14 days 

7 days** 

14 days* 
7 days*** 

** This is the maximum holding time prior to extraction. The extracted sample 
may be held up to 40 days before analysis. 

*** RCRA holding time is 7 days. 
-27-



TABLE III-I (cont'd.) 

RecolllDE!nded Sample Collection and Preservation 

Volume 
Analysis Container (ml) Preservation 

Organic Chemicals* 

Wastewaters and Hazardous Waste 

EPA 415.1 Amber glass 250 HCl or H2S04, pH <2 
(TDC) TFE-lined cap Cool, 4 C 

EPA 9060 See solids note 250 g Cool, 4 C 

DBCP and/or EDB Amber glass 2 x 125 Na2S203, if chlorinated 
TFE-lined cap HCl pH <2, Cool, 4 C 

TCE and/or PCE Amber glass 2 x 125 Na2S203, if chlorinated 
TFE-lined cap HCl pH <2, Cool, 4 C 

Underground Storage Tank Analyses* 

EPA 8015, Glass (VOA) 2 x 40 HCl, pH <2 
8015M, 418 .1 TFE-septa cap Cool, 4 C 

EPA 602/8020 Glass (VOA) 2 x 40 HCl or NaHS04, pH <2 
TFE-septa cap Cool, 4 C 

EPA 8010 Glass (VOA) 2 x 40 HCl or NaHS04, pH <2 
TFE-septa cap Cool, 4 C 

EPA 7421/7420 Plastic/Glass 200 HN03, pH <2 
(Total Lead) Cool, 4 c 

EPA 7420 Plastic/Glass 200 Cool, 4 c 
(Soluble Lead) 

Note: All solid samples should be collected in stainless steel sleeves, 
brass sleeves or in amber glass jars all with teflon-lined caps and 100-250g 
capacity. All solid samples should be kept cool at 4 C. 

* No head space over sample. 

Holding 
Time 

28 days 

N/A 

7 days** 

7 days** 

14 days 

14 days 

14 days 

6 months 

14 days 

** This is the maximum holding time prior to extraction. The extracted sample 
may be held up to 40 days before analysis. 
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TABLE III-I (cont'd.) 

Rec0111Dended Sample Collection and Preservation 

Volume Holding 
Analysis Container (ml) Preservation Time 

Hazardous Waste Characterization 

Corrosivity Glass/plastic 100 Cool, 4 c 7 days 

Ignitabil ity Glass 100 Cool, 4 c 7 days 
TFE-1 i ned cap 

Reactivity 

Reactions Glass 100 Cool, 4 c 7 days 
TFE-lined cap 

Sul fide/Cyanide Glass 100 Cool, 4 c 7 days 
generation TFE-lined cap 

TCLP and EP Toxicity 

Metals Glass 500 Cool, 4 c 30 days 
TFE-1 i ned cap 

Pesticides Amber glass 1000 Cool, 4 c 7 days** 
TFE-1 i ned cap 

Herbicides Amber glass 1000 Cool, 4 c 7 days** 
TFE-lined cap 

Bioassays 

Toxicity Bioassay Glass/plastic 30 L Cool, 4 c 24 hours 

Calif. Acute Toxicity Glass/plastic 25 L Cool, 4 c 24 hours 

Definitive Glass/plastic 60 L Cool, 4 c 24 hours 

Note: All solid samples should be collected in stainless steel sleeves, 
brass sleeves or in amber glass jars all with teflon-lined caps and l00-250g 
capacity. All solid samples should be kept cool at 4 C. 

** This is the maximum holding time prior to extraction. The extracted sample 
may be held up to 14 days before analysis. 
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IV. Analytical Procedures 

A). Method Sources 

The analytical methods used by FGL are primarily those published by 
the U.S. Environmental Protection Agency. Some methods are from 
Standard Methods for the Examination of Water and Waste Water, 17th 
Edition, APHA-AWWA-WPCF, 1989. Other methods are used, when 
applicable, according to project specific requirements. 

FGL uses methods found in the following EPA Manuals: 

Procedures Manual for Ground water Monitoring at Solid waste 
disposal Facilities, EPA SW-600. 

EPA Test methods for Evaluating Solid Waste, EPA SW-846. 

EPA Methods of Chemical Analysis in Waters and Wastewaters (MCAWW) 
EPA-600/4-79-020) 

Prescribed Procedures for Measurement of Radioactivity in Drinking 
Water (EPA-600/4-80-032) 

B). Specific Methods Used 

The analytical methods performed at FGL fall into four general 
categories: Drinking water methods, waste water and groundwater 
methods, hazardous waste methods, and sludge methods. These methods 
are listed in Tables IV-1 through IV-4. 
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Table IV-1 

DRINKING WATER METHODS 

Parameter 

Organic Chemicals 

Chlorinated Pesticides & Herbicides 
Alachlor, Aldrin, Chlordane, Dieldrin, 
Endrin, Heptachlor, Heptachlor epoxide, 
Hexachlorobenzene, Lindane, Methoxychlor, 
PCB's, Toxaphene, Bentazon, 2,4-0, 
2,4,5-TP (Silvex) 

Trihalomethanes 
Volatile Organics 
Trichloroethylene (TCE) 
Tetrachloroethylene (PCE) 
TCE & PCE 
Dibromochloropropane (DBCP) 
Ethylene dibromide (EDB) 
EDB & DBCP 
Chlorinated Pesticides 

Alachlor, Aldrin, Chlordane, Dieldrin, 
Endrin, Heptachlor, Heptachlor epoxide, 
Hexachlorobenzene, Lindane, Methoxychlor, 
PCB's, Toxaphene 

Nitrogen/phosphorus Pesticides 
Atrazine, Bromacil, Diazinon, Dimethoate 
Molinate, Prometryn, Simazine, Thiobencarb 

Ch l orotha 1 on il 

Herbicides 
Bentazon, 2,4-0, 2,4,5-TP (Silvex) 

Volatile Organics 
Diethylhexylphthalate 

Carbamates 
Aldicarb Sulfone, Aldicarb Sulfoxide, 
Oxamyl, Methomyl, 3-Hydroxycarbofuran, 
Aldicarb, Propoxur, Carbofuran, 
Carbaryl, 1-Naphthol, Methiocarb 

Glyphosate (Roundup) 

Bacteriological Analyses 

Total Coliform - 5 tube procedure 
Total Coliform - 10 tube procedure 
Total & Fecal Coliform - 5 tube procedure 
Total & Fecal Coliform - 10 tube procedure 

Method 

EPA 505 & 515.1 
(Title 22) 

EPA 501 
EPA 502.2 
EPA 502.2/524.2} 
EPA 502.2/524.2} 
EPA 502.2/524.2} 
EPA 504 
EPA 504 
EPA 504 
EPA 505 

EPA 507 

EPA 508 

EPA 515.1 

EPA 524.2 
EPA 525 

EPA 531 

EPA 547 

SM 908A 
SM 908A 
SM 908C 
SM 908C 

Standard Plate Count SM 908A 
Total Coliform-Colilert (24 hour turn-around) MMO-MUG 
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Description 

GC/ECD, micro extraction/ 
liquid-liquid extraction 

GC/ECD, micro extraction 
GC/PID/Hall, purge & trap 
GC/PID/Hall, purge & trap 
or GC/MS, purge & trap 

GC/ECD, micro extraction 
II 

II 

II 

GC/NPD, liquid-liquid 
extraction 

GC/ECD, liquid-liquid 
extraction 

II 

GC/MS, purge & trap 
GC/MS, liquid-liquid 
extraction 
HPLC, post column 
derivatization 

HPLC, post column 
derivatization 

Fermentation, MPN 
II 

II 

II 

Incubation, visual count 
Fermentation, MPN 



Table IV-1 

DRINKING WATER METHODS (confd.) 

Parameter Method Description 

General Inorganic Chemistry 

Acidity EPA 305.1 Titration 
Alkalinity (CaC03) EPA 310.l Titration 
Anvnonia (NH3) 

By colorimetric EPA 350.l Colorimetric 
By distillation (low level) EPA 350.2 Dist./Colorimetric 

Bicarbonate (HC03) EPA 310.l Colorimetric 
Biochemical Oxygen Demand (BODS) EPA 405.1 !SE 
Bromide (Br) SM 405 Colorimetric 
Carbonate (C03) EPA 310.1 Titration 
Carbon Dioxide (C02) SM 406 Titration 
Chemical Oxygen Demand (COD) EPA 410.2 Colorimetric 
Chloride (Cl) EPA 325.3 Titration 
Chlorine Residual (Cl 2) SM 407C Titration 
Chlorine Demand SM 409A Titration 
Color EPA 110.3 Visual 
Cyanide, Total (CN) EPA 335.2 Colorimetric 
Electrical Conductivity (EC) EPA 120.1 Conductivity Bridge 
Fluoride ( F) 

By electrode EPA 340.2 !SE 
By distillation EPA 340.1 Distillation/ISE 

Hardness, total (CaC03) EPA 130.2 Titration 
Hydroxide (OH) EPA 310.l Titration 
Langelier Index (corrosivity) SM 203 

(langelier index calc. only) Cale. 
MBAS EPA 425.1 Colorimetric 
Nitrogen 

Ammonia (NH3) EPA 350.1 Colorimetric 
Nitrate (N03) EPA 353.2 Colorimetric 
Ni trite (N02) EPA 353.2 Colorimetric 
Organic (TKN - NH3) Cale. 
Total (TKN + N03 + N02) Cale. 
Total Kjeldahl Nitrogen EPA 351. 2 Colorimetric 

Odor EPA 140.1 
Oil and Grease EPA 413.1 Gravimetric 
Oxygen, Dissolved (DO) EPA 360.1 !SE 
Phenols EPA 420.1 Colorimetric 
Phosphorus 

Ort ho (P04-P) EPA 365.2 Colorimetric 
Dissolved-ortho (P04-P) EPA 365.2 Colorimetric 
Total (P) EPA 365.4 Colorimetric 
Total-dissolved ( P) EPA 365.4 Colorimetric 

pH EPA 150.1 !SE 
Resistivity 
Sodium Percent Cale. 
Sodium Absorption Ratio (SAR) EPA 200.7 ICP 

(SAR calculation only) Cal c. 
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Table IV-1 

DRINKING WATER METHODS (cont'd.) 

Parameter Method Description 

General Inorganic Chemistry continued 

Solids/Residue 
Filterable (TDS) EPA 160.l Gravimetric 
Non-fi l terab 1 e (Suspended) EPA 160.2 Gravimetric 
Total EPA 160.3 Gravimetric 
Volatile EPA 160.4 Gravimetric 
Settleable EPA 160.5 Gravimetric 

Sulfate (S04) EPA 375.4 Turbidimetric 
Sulfide (H2S) 

Total EPA 376.1 Methylene Blue 
Dissolved EPA 376.1 Methylene Blue 

Tannin & Lignin SM 513 Colorimetric 
Titration - pH adjustment Cale. 
Turbidity EPA 180.1 Nephelometric 

Trace Metals 

Aluminum (A 1) EPA 202.2 Flame/Furnace Atomic Absorption 
Antimony (Sb) EPA 204.2 II 

Arsenic (As) EPA 206.2 II 

Barium (Ba) EPA 200.7 ICP 
Beryllium (Be) EPA 200.7 ICP 
Boron (8) EPA 200.7 ICP 
Cadmium (Cd) EPA 213.2 Flame/Furance Atomic Absorption 
Ca lei um (Ca) EPA 200.7 ICP 
Chromium (Cr) EPA 218.2 Flame/Furnace Atomic Absorption 
Cobalt (Co) EPA 200.7 ICP 
Copper (Cu) EPA 200.7 ICP 
Iron (Fe) EPA 200.7 ICP 
Lead (Pb) EPA 239.2 Flame/Furnace Atomic Absorption 
Lithium (Li) SM 303A II 

Magnesium (Mg) EPA 200.7 ICP 
Manganese (Mn) EPA 200.7 ICP 
Mercury (Hg) EPA 245.1 Flame/Furnace Atomic Absorption 
Molybdenum (Mo) EPA 200.7 ICP 
Nickel (Ni) EPA 249.1 Flame/Furnace Atomic Absorption 
Potassium (K) EPA 200.7 ICP 
Selenium (Se) EPA 270.2 Flame/Furnace Atomic Absorption 
Silica (Si02) EPA 200.7 ICP 
Silver (Ag) EPA 272.2 Flame/Furnace Atomic Absorption 
Sodium (Na} EPA 200.7 ICP 
Thallium (Tl) EPA 279.2 Flame/Furnace Atomic Absorption 
Tin (Sn) EPA 282.2 II 

Vanadium (V) EPA 200.7 ICP 
Zinc (Zn) EPA 200.7 ICP 
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Table IV-1 

DRINKING WATER METHODS (cont'd.) 

Parameter 

Radio Chemical Analyses 

Gross Alpha 
Gross Beta 
Gross Alpha & Beta 
Total Radium* 
Uranium 
Tritium 
Radon 

Method 

EPA 900.0 
EPA 900.0 
EPA 900.0 
EPA 900.1 
EPA 908.0 
EPA 906.0 
EPA 913.0 

Description 

Proportional Counter 
n 

H 

Isolation, Proportional Counter 
Distillation, Liquid Scintillation 
Distillation, Liquid Scintillation 
Liquid Scintillation 

* Can be reported as Radium 226 if less than 3 pCi/liter. 
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Table IV-2 

WASTEWATER AND GROUNDWATER METHODS 

Parameter 

Priority Pollutant Analyses 

Chlorinated Pesticides & PCB's 
GC/MS Method for Volatile Organics 
GC/MS Base/Neutral & Acids 

Metals 

Sample preparation 
Antimony, Arsenic, Beryllium, 
Cadmium, Chromium, Copper, Lead, 
Mercury, Nickel, Selenium, Silver, 
Thallium & Zinc 

Cyanide 
Phenols 

Organic Chemical Analyses 

Purgeable Halocarbons 
Non-Halogenated Volatile Organics 
Aromatic Volatile Organics 
Purgeable Halocarbons & 

Aromatic Volatile Organics 
Phenols 
Chlorinated Pesticides & PCB's 
Chlorinated Pesticides 
PCB's 
Polynuclear Aromatic Hydrocarbons 
Organophosphorus Pesticides 
Chlorinated Herbicides 
Triazine Pesticides 
GC/MS Method for Volatile Organics 
GC/MS Base/Neutral & Acids 
Base/Neutral fraction 
Acid fraction 
Carbamates 
Total Organic Halogens (TOX) 
Total Organic Carbon (TOC) 
Trichloroethylene (TCE) 
Tetrachloroethylene (PCE) 
TCE & PCE 

Method 

EPA 608/8080 
EPA 624/8240 
EPA 625/8270 

EPA 3020 
EPA 6010/ 

7000's 

EPA 335.2 
EPA 420.1 

EPA 601/8010 
EPA 8015 M 
EPA 602/8020 
EPA 601/8010 
EPA 602/8020 
EPA 604/8040 
EPA 608/8080 
EPA 608/8080 
EPA 608/8080 
EPA 610/8100 

Desaiption 

GC/ECD,liquid-liquid or Soxhlet extr. 
GC/MS,purge & trap 
GC/MS,liquid-liquid or Soxhlet extr. 

Digest 
ICP 
Flame/Furnace Atompic Absorption 

Colorimetric 
Colorimetric 

GC/PID/Hall, purge & trap 
GC/FID purge & trap 

II 

GC/PID/Hall, purge & trap 
GC/PID,purge & trap 

GC/ECD liquid-liquid or Soxhlet extr. 
II 

II 

EPA 614/8140 GC/FPD liquid-liquid or Soxhlet extr. 
EPA 615/8150 GC/ECD liquid-liquid or Soxhlet extr. 
EPA 619 GC/NPD liquid-liquid 
EPA 624/8240 GC/MS purge & trap 
EPA 625/8270 GC/MS liquid-liquid or Soxhlet extr. 
EPA 625/8270 II 

EPA 625/8270 II 

EPA 632 HPLC/UV liquid-liquid 
EPA 9020 Coulometric, Pyrolysis 
EPA 9060 Combustion, IR 
EPA 601*/624** *GC/PID/Hall purge & trap 
EPA 601/624 **GC/MS purge & trap 
EPA 601/624 II 
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Table IV-2 

WASTEWATER AND GROUNDWATER METHODS {cont'd.) 

Parameter 

Bacteriological Analyses 

Total Coliform -
15 tube procedure 

Total & Fecal Coliform -
15 tube procedure 

Standard Plate Count 

Radio Chemical Analyses 

Gross Alpha 
Gross Beta 
Gross Alpha & Beta 
Total Radium* 
Uranium 
Tritium 
Radon 

Method 

SM 908A 

SM 908C 

SM 907A 

EPA 900.0 
EPA 900.0 
EPA 900.0 
EPA 900.l 
EPA 908.0 
EPA 906.0 
EPA 913.0 

Description 

Fermentation, MPN 

Fermentation, MPN 

Incubation, visual count 

Proportional counter 
Proportional counter 
Proportional counter 
Isolation, proportional counter 
Isolation, proportional counter 
Distillation, liquid scintillation 
Liquid scintillation 

*Can be reported as Radium 226 if less than 3 pCi/liter. 
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Table IV-2 

WASTEWATER AND GROUNDWATER METHODS (confd.) 

Parameter Method Description 

General Inorganic Chemistry 

Acidity EPA 305.1 Titration 
Alkalinity (CaC03) EPA 310.1 Titration 
Ammonia (NH3) 

By colorimetric EPA 350.1 Colorimetric 
By distillation (low level) EPA 350.2 Dist./Colorimetric 

Bicarbonate (HC03) EPA 310.1 Colorimetric 
Biochemical Oxygen Demand (BODS) EPA 405.1 !SE 
Bromide (Br) SM 405 Colorimetric 
Carbonate (C03) EPA 310.1 Titration 
Carbon Dioxide (C02) SM 406 Titration 
Chemical Oxygen Demand (COD) EPA 410.2 Colorimetric 
Chloride (Cl) EPA 325.3 Titration 
Chlorine Residual (Cl 2) SM 407C Titration 
Chlorine Demand SM 409A Titration 
Color EPA 110.3 Visual 
Cyanide, Total (CN) EPA 335.2 Colorimetric 
Electrical Conductivity (EC) EPA 120.1 Conductivity Bridge 
Fluoride (F) 

By electrode EPA 340.2 !SE 
By distillation EPA 340.1 Distillation/ISE 

Hardness, total (CaC03) EPA 130.2 Titration 
Hydroxide (OH) EPA 310.1 Titration 
Langelier Index (corrosivity) SM 203 

(langelier index calc. only) Cal c. 
MBAS EPA 425.1 Colorimetric 
Nitrogen 

Ammonia (NH3) EPA 350.1 Colorimetric 
Nitrate (N03) EPA 353.2 Colorimetric 
Ni trite (N02) EPA 353.2 Colorimetric 
Organic (TKN - NH3) Ca 1 c. 
Total (TKN + N03 + N02) Cale. 
Total Kjeldahl Nitrogen EPA 351.2 Colorimetric 

Odor EPA 140.1 
Oil and Grease EPA 413.1 Gravimetric 
Oxygen, Dissolved (DO) EPA 360.1 ISE 
Phenols EPA 420.1 Colorimetric 
Phosphorus 

Ort ho (P04-P) EPA 365.2 Colorimetric 
Dissolved-ortho (P04-P) EPA 365.2 Colorimetric 
Total ( P) EPA 365.4 Colorimetric 
Total-dissolved ( P) EPA 365.4 Colorimetric 

pH EPA 150.1 !SE 
Resistivity 
Sodium Percent Ca 1 c. 
Sodium Absorption Ratio (SAR) EPA 200.7 ICP 

(SAR calculation only) Cal c. 
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Table IV-2 

WASTEWATER AND GROUNDWATER METHODS (confd.) 

Parameter Method Description 

General Inorganic Chemistry continued 

Solids/Residue 
Filterable (TDS) EPA 160.1 Gravimetric 
Non-fi 1 terabl e {Suspended) EPA 160.2 Gravimetric 
Total EPA 160.3 Gravimetric 
Volatile EPA 160.4 Gravimetric 
Settleable EPA 160.5 Gravimetric 

Sulfate (S04) EPA 375.4 Turbidimetric 
Sul fide (H2S) 

Total EPA 376.1 Methylene Blue 
Dissolved EPA 376.1 Methylene Blue 

Tannin & Lignin SM 513 Colorimetric 
Titration - pH adjustment Cale. 
Turbidity EPA 180.1 Nephelometric 

Trace Metals 

Sample preparation for metals analysis EPA 3005/3020 Digestion 
Aluminum (A 1) EPA 7020 Flame/Furnace Atomic Absorption 
Antimony (Sb) EPA 7041 II 

Arsenic (As) EPA 7060 II 

Barium (Ba) EPA 6010 ICP 
Beryllium (Be) EPA 6010 II 

Boron (B) EPA 6010 II 

Cadmium (Cd) EPA 7131 Flame/Furnace Atomic Absorption 
Calcium (Ca) EPA 6010 ICP 
Chromium (Cr) EPA 7191 Flame/Furnace Atomic Absorption 
Chromium VI (Cr+6) EPA 7196 
Cobalt (Co) EPA 6010 ICP 
Copper (Cu) EPA 6010 II 

Gold (Au) EPA 231.1 Flame/Furnace Atomic Absorption 
Iron (Fe) EPA 6010 ICP 
Lead (Pb) EPA 7421 Flame/Furnace Atomic Absorption 
Lithium (Li) SM 7430 II 

Magnesium (Mg) EPA 7450 II 

Manganese (Mn) EPA 7460 II 

Mercury (Hg) EPA 7470 Cold Vapor Atomic Absorption 
Molybdenum (Mo) EPA 6010 ICP 
Nickel (Ni) EPA 7520 Flame/Furnace Atomic Absorption 
Potassium (K) EPA 7610 II 

Selenium (Se) EPA 7741 II 

Silica (Si02) EPA 6010 ICP 
Silver (Ag) EPA 7761 Flame/Furnace Atomic Absorption 
Sodium (Na) EPA 7770 II 

Thallium (Tl) EPA 7841 II 

Tin (Sn) EPA 7870 II 

Vanadium (V) EPA 6010 ICP 
Zinc (Zn) EPA 6010 ICP 
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Table IV-3 

HAZARDOUS WASTE METHODS 

Parameter 

California Assessment Manual (CAM-TTLC) 

Metals analyses 

Sample preparation 
Sb,As,Se 
Ba,Be,Cd,Cr,Co,Cu,Pb,Mo,Ni,Ag,Tl,V,Zn 

Hg 

Chromium VI (Cr+6) 

Fluoride (distillation) 

Organic analyses 

Method 

Title 22 

EPA 3050 
EPA 7000's 
EPA 6010/ 
7000's 
EPA 7470 

EPA 7196 

EPA 340.1 

2,4-0 & 2,4,5-TP (Silvex) EPA 8150 
PCP EPA 8150 
TCE EPA 8010 
Aldrin, BHC, Chlordane, DOD, ODE, DDT, EPA 8080 

Dieldrin, Endrin, Endosulfan, Heptachlor, 
Lindane, Methoxychlor, PCB's, Toxaphene 

Waste Extraction Test (WET-STLC) Title 22 

Sample Preparation (citrate buffer extraction) 

Metals analyses 

Sb,As,Se 
Ba,Be,Cd,Cr,Co,Cu,Pb,Mo,Ni,Ag,Tl,V,Zn 

Hg 

Chromium VI (Cr+6) 

Fluoride (distillation) 

Organic analyses 

EPA 7000's 
EPA 6010/ 
7000's 
EPA 7471 

EPA 7196 

EPA 340.l 

2,4-0 & 2,4,5-TP (Silvex) EPA 8150 
PCP EPA 8150 
TCE EPA 8010 
Aldrin, BHC, Chlordane, ODD, ODE, DDT, EPA 8080 

Dieldrin, Endrin, Endosulfan, Heptachlor, 
Lindane, Methoxychlor, PCB, Toxaphene 
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Description 

Digestion 
Flame/Furnace Atomic Absorption 
ICP 
Flame/Furnace Atomic Absorption 
Cold Vapor Atomic Absorption 

Colorimetric 

Distillation, !SE 

GC/ECE, Soxhlet Extraction 
II 

GC/PID/Hall, purge & trap 
GC/ECD, Soxhlet Extraction 

Flame/Furnace Atomic Absorption 
ICP 
Flame/Furnace Atomic Absorption 

II 

Colorimetric 

Di sti 11 ation/ISE 

GC/ECE, Soxhlet Extraction 
II 

GC/PID/Hall, purge & trap 's 
GC/ECD, Soxhlet Extraction 



Table IV-3 

HAZARDOUS WASTE METHODS (cont'd.) 

Parameter 

TCLP (Toxicity Characteristic 
Leaching Procedure) 

Extraction 

ZHE (Zero Headspace Extraction) 
TCLP Extraction for all non-volatiles 

Metals 

Sample preparation 
Arsenic, Barium, Cadmium, Chromium, Lead 
Mercury, Selenium & Silver 

Organic Analyses 

Volatiles from ZHE 
Base-Neutral & Acids 
Herbicides 
Pesticides 

EP Toxicity 

Extraction 

Metals 

Arsenic, Barium, Cadmium, Chromium, Lead 
Mercury, Selenium & Silver 

Organic Analyses 

Herbicides 
Pesticides 

ICAP Scan 

Aluminum, Antimony, Arsenic, 
Boron, Cadmium, Barium, Beryllium, 
Calcium, Chromium, Cobalt, 
Copper, Iron, Lead, Magnesium, Manganese, 
Molybdenum, Nickel, Potassium, Selenium, 
Sodium, Thallium, Vanadium, Zinc 
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Method 

RCRA 

EPA 1311 

EPA 3020 
EPA 6010/ 
7000's 

EPA 8240 
EPA 8270 
EPA 8150 
EPA 8080 

RCRA 

EPA 1310 

EPA 6010/ 
7000's 

EPA 8150 
EPA 8080 

EPA 6010/ 
7000's 

Description 

Digestion 
ICP 
Flame/Furnace Atomic Absorption 

GC/MS, purge & trap 
GC/MS, Soxhlet Extraction 
GC/ECD, Soxhlet Extraction 
GC/ECD, Soxhlet Extraction 

ICP 
Flame/Furnace Atomic Absorption 

GC/ECD, Soxhlet Extraction 
GC/ECD, Soxhlet Extraction 

ICP 
Flame/Furnace Atomic Absorption 



Table IV-3 

HAZARDOUS WASTE METHODS (cont'd.) 

Parameter Method 

Underground Storage Tank Analysis 

Total Petroleum Hydrocarbons 
Total Petroleum Hydrocarbons 

(I.R. Spectroscopy) 
Benzene, Toluene, 

Ethylbenzene, Xylene 

(TPH) EPA 8015M 
(TPH) EPA 418.1 

(BTEX) EPA 8020 

TPH and BTEX EPA 8015M/ 
8020 

Ethylene Dibromide 
and Ethylene Dichloride 

Total Lead 

(EDB) EPA 8010 
(EDC) 

Soluble Lead 

Organic Chemical Analysis 

Purgeable Halocarbons 
Non-Halogenated Volatile Organics 
Aromatic Volatile Organics 
Purgeable Halocarbons & 

Aromatic Volatile Organics 
Phenols 
Chlorinated Pesticides & PCB's 
Chlorinated Pesticides 
PCB's 
Polynuclear Aromatic Hydrocarbons 
Organophosphorus Pesticides 
Chlorinated Phenoxy Herbicides 
Triazine Pesticides 
GC/MS Method for Volatile Organics 
GC/MS Base/Neutral & Acids 
Base/Neutral fraction 
Acid fraction 
Carbamates 

EPA 7420 
EPA 7420 

EPA 8010 
EPA 8015 M 
EPA 8020 
EPA 8010 & 
8020 
EPA 8040 
EPA 8080 
EPA 8080 
EPA 8080 
EPA 8100 
EPA 8140 
EPA 8150 
EPA 619 
EPA 8240 
EPA 8270 
EPA 8270 
EPA 8270 
EPA 632 
EPA 9020 
EPA 9060 
EPA 415.1 

Description 

GC/FID, purge & trap 
IR, liquid-liquid 

GC/PID, purge & trap 

GC/FID, purge & trap 

GC/PID/Hall, purge & trap 

Flame/Furnace Atomic Absorption 
Flame/Furnace Atomic Absorption 

GC/PID/Hall, purge & trap 
GC/FID purge & trap 

II 

GC/PID/Hall, purge & trap 
GC/PID, purge & trap 

GC/ECD, liquid-liquid 
GC/ECD, liquid-liquid or Soxhlet extr. 

II 

GC/FPD, liquid-liquid or Soxhlet extr. 
GC/ECE, liquid-liquid or Soxhlet extr. 
GC/NPD, liquid-liquid 

GC/MS, liquid-liquid or Soxhlet extr. 
" 
II 

HPLC/UV, liquid-liquid 
Coulometric, Pyrolysis 
Combustion, IR 

Total Organic Halogens 
Total Organic Carbon 
Total Organic Carbon 
Trichloroethylene 
Tetrachloroethylene 
TCE & PCE 

(TOX) 
(TOC) 
(TOC) 
(TCE) 
(PCE) 

EPA 8010/8240 GC/MS, 
EPA 8010/8240 

purge & trap 
II 

EPA 8010/8240 II 
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Table IV-3 

HAZARDOUS WASTE METHODS (cont'd.) 

Parameter 

Hazardous Waste Characterization 

Corrosivity 

Aqueous sample 
Nonaqueous sample 

Ignitability 

(pH) 
(1 :1 DI water pH) 

Aqueous (Flashpoint) 
Nonaqueous (Flammability) 

Reactivity 

Reaction with water 
Reaction with dilute acid 
Reaction with dilute base 
Reaction with oxidizing agent 
Reaction with reducing agent 
Sulfide generation 
Cyanide generation 

Toxicity Bioassay 

Calif. Acute Toxicity - 96 Hr. % Survival 

Method 

RCRA/Title 22 

EPA 9040 
EPA 9045 

EPA 1010 
EPA 1020 

Title 22 

Screen - 2 cone. + control - 20 fish/cone. 
Definitive - 5 cone. + control - 20 fish/cone. 
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DesCl'iption 

ISE 
ISE 

Flashpoint 
Flashpoint 

Observation 



Table IV-4 

SLUDGE METHODS 

Parameter 

General Inorganic Chemistry 

Cyanide, total 
Fluoride 
Moisture 
Nitrogen 

Ammonia 
Nitrate 
Total 

Oil and grease 
Separatory funnel 
Soxhlet 

pH 
Phosphorus, Total 
Sulfide 

Trace Metals 

(CN) 
(F) 

(NH3) 
(N03) 
(TKN+N03+N02) 

(P) 
(H2S) 

Sample preparation for metals analysis 
Aluminum (Al) 
Antimony (Sb) 
Arsenic (As) 
Barium (Ba) 
Beryllium (Be) 
Boron (B) 
Cadmium (Cd) 
Chromium (Cr) 
Chromium VI (Cr+6) 
Cobalt (Co) 
Copper (Cu) 
Lead (Pb) 
Mercury (Hg) 
Molybdenum (Mo} 
Nickel (Ni) 
Selenium (Se) 
Silver (Ag) 
Thallium (Tl) 
Vanadium (V) 
Zinc (Zn) 
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Method 

EPA 335.2 
EPA 340.l 
ASA/UL 

EPA 350.l 
EPA 353.2 
EPA 351.1 

EPA 413.1 
EPA 413.2 
EPA 9045 
EPA 365.4 
EPA 376.1 

EPA 3050 
EPA 6010 
EPA 7041 
EPA 7060 
EPA 6010 
EPA 6010 
EPA 6010 
EPA 6010 
EPA 6010 
EPA 7196 
EPA 6010 
EPA 6010 
EPA 7420 
EPA 7470 
EPA 6010 
EPA 6010 
EPA 7741 
EPA 7760 
EPA 7841 
EPA 6010 
EPA 6010 

Desaiption 

Distillation/Colorimetric 
Distillation/Colorimetric 
Gravimetric 

Colorimetric 
Colorimetric 
Colorimetric 

Gravimetric 
IR 
ISE 
Colorimetric 
Colorimetric 

Digestion 
ICP 

Furnace/Flame Atomic Absorption 
Furnace/Flame Atomic Absorption 

ICP 
II 

II 

II 

II 

Furnace/Flame Atomic Absorption 
ICP 

II 

Furnace/Flame Atomic Absorption 
II 

ICP 
II 

Furnace/Flame Atomic Absorption 
II 

II 

ICP 
II 



V. Quality Assurance Objectives 

The quality assurance plan for laboratory operations has two main objectives. 
Primarily, it supplies a mechanism for continual control and assessment of data 
quality. Secondly, historical quality control data may be used to define data 
quality in terms of accuracy and precision. 

The quality control objectives for accuracy, precision, and Method Detection 
Limit (MDL) are listed in Tables V-1 to V-3. Accuracy values are expressed as 
a percentage of a true value, and serve as a reflection of the total 
measurement error (random and systematic). Accuracy is usually measured by 
determination of the percent recovery of known target analyte addition to a 
given sample or representative sample matrix. 

Precision values are expressed as relative percent difference (RPO) between two 
duplicate measurements, and serve as a reflection of the variability in 
measurement replication. 

The Method Detection Limit (MDL) reflects the minimum concentration of a given 
analyte in a given matrix that can be determined and reported with 99 percent 
confidence that the analyte concentration is above zero. Detection limit 
studies are conducted annually to ensure that the objectives listed in this 
section are met or exceeded. 

Table V-4 and V-5 list ke,y ions and ion abundance for the calibration criteria 
compounds (BFB and DFTPP, respectively) used in GC-MASS Spectrometry methods. 

FGL uses the following equations for quality control calculations: 

% Recovery = Actual Value x 100 Theoretical Value 

The relative percent difference (RPO) in duplicate samples is calculated 
by: 

RPO = ( Value{l) - Value{2) ) x 100% 
(Value(l) + Value(2))/2 

and sample standard deviation (when applicable) may be calculated by: 

Where: 

1/2 

i = n 
~ (X; - X) 2 

i = 1 
n - 1 

X • =The ;th sample observation , 
X = The sample average 

n = The total number of sample observations 
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For general mineral analysis, the anion and cation balances should 
be determined. If the difference is more than 0.3 meq/L or 5 
percent {whichever is greater), the analysis should be rechecked. 

For GC/MS analyses, the overall precision and accuracy of recovery 
is monitored by the addition of internal standards to every sample. 

FGL Analytical Review Policy 

Chemists/analysts will review each others data on an ongoing basis and 
note the review of data by dating and initialling the work or section 
reviewed in the analyst's notebook. This internal checking of data by 
the chemist will be confirmed by the QA/QC Director. All work completed 
by a technician is checked by the technician's supervisor before 
publishing. 

Analytical results are recorded in the FGL Laboratory Information 
Management System {LIMS) to show the date on which the data was obtained 
and the analyst responsible for the data. Precision and accuracy 
{duplicates and spikes) data is also recorded by the analyst into the FGL 
LIMS system. The acceptance limits are stored in the LIMS system as 
well. The LIMS system required that the data meet the acceptance 
criteria and be checked by a second analyst prior to release for 
reporting. If matrix interference is the cause for data being out of 
acceptance limits, the LIMS system will also require that a supervisor 
release the data with a comment explaining the reason for the out of 
control data. System security is achieved by the use of personalized 
passwords and restricted electronic access according to personal 
responsibilities. 
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TABLE V-1 
QUALITY CONTROL ACCEPTANCE CRITERIA 

for 
ORGANIC METHODS 

Method EPA 501 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

Bromodichloromethane 70-130 20.0 0.050 ug/L 
Bromoform 70-130 20.0 0.050 ug/l 
Chloroform 70-130 20.0 0.050 ug/l 
Dibromochlormethane 70-130 20.0 0.050 ug/l 

Method EPA 502.2 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

Benzene 37-151 30.0 0.050 ug/l 
Bromobenzene 50-150 30.0 0.050 ug/l 
Bromochloromethane 50-150 30.0 0.050 ug/L 
Bromodichloromethane 35-155 30.0 0.050 ug/l 
Bromof orm 45-169 30.0 0.050 ug/L 
Bromomethane D-242 30.0 0.050 ug/l 
n-Butylbenzene 50-150 30.0 0.050 ug/l 
sec-Butyl benzene 50-150 30.0 0.050 ug/l 
tert-Butylbenzene 50-150 30.0 0.050 ug/l 
Carbon Tetrachloride 70-140 30.0 0.050 ug/l 
Chlorobenzene 37-160 30.0 0.050 ug/l 
Chloroethane 14-230 30.0 0.050 ug/l 
Chloroform 51-138 30.0 0.050 ug/l 
Chloromethane D-273 30.0 0.050 ug/l 
2-Chlorotoluene 50-150 30.0 0.050 ug/l 
4-Chlorotoluene 50-150 30.0 0.050 ug/l 
DBCP 50-150 30.0 0.050 ug/l 
Dibromochlormethane 53-149 30.0 0.050 ug/l 
1,2-Dibromoethane 50-150 30.0 0.050 ug/l 
Dibromomethane 50-150 30.0 0.050 ug/l 
1,2-Dichlorobenzene 50-150 30.0 0.050 ug/l 
1,3-Dichlorobenzene 50-150 30.0 0.050 ug/l 
1,4-Dichlorobenzene 50-150 30.0 0.050 ug/l 
Dichlorodifluoromethane 50-150 30.0 0.050 ug/l 
1,1-Dichloroethane 59-155 30.0 0.050 ug/l 
1,2-Dichloroethane 49-155 30.0 0.050 ug/l 
1,1-Dichloroethylene D-234 30.0 0.050 ug/L 
cis-1,2-Dichloroethylene 50-150 30.0 0.050 ug/l 
trans-1,2-Dichloroethylene 54-156 30.0 0.050 ug/l 
1,2-Dichloropropane D-210 30.0 0.050 ug/L 
1,3-Dichloropropane 50-150 30.0 0.050 ug/L 
2,2-Dichloropropane 50-150 30.0 0.050 ug/l 
1,1-Dichloropropene 50-150 30.0 0.050 ug/l 
cis-1,3-Dichloropropene D-227 30.0 0.050 ug/l 
trans-1,3-Dichloropropene 17-183 30.0 0.050 ug/l 
Ethyl Benzene 37-162 30.0 0.050 ug/l 
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TABLE V-1 (cont'd.) 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC METHODS 

Method EPA 502.2 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

Hexachlorobutadiene 50-150 30.0 0.050 ug/L 
Isopropylbenzene 50-150 30.0 0.050 ug/L 
p-Isopropyltoluene 50-150 30.0 0.050 ug/L 
Methylene Chloride D-221 30.0 0.050 ug/L 
Naphthalene 50-150 30.0 0.050 ug/L 
n-Propylbenzene 50-150 30.0 0.050 ug/L 
Styrene 50-150 30.0 0.050 ug/L 
1,1,l,2-Tetrachlorethane 50-150 30.0 0.050 ug/L 
1,1,2,2-Tetrachloroethane 46-157 30.0 0.050 ug/L 
Tetrachloroethylene 64-148 30.0 0.050 ug/L 
Toluene 47-163 30.0 0.050 ug/L 
1,2,3-Trichlorobenzene 50-150 30.0 0.050 ug/L 
1,2,4-Trichlorobenzene 50-150 30.0 0.050 ug/L 
1,1,1-Trichloroethane 52-162 30.0 0.050 ug/L 
1,1,2-Trichloroethane 52-150 30.0 0.050 ug/L 
Trichlorethylene 71-157 30.0 0.050 ug/L 
Trichlorofluoromethane 17-181 30.0 0.050 ug/L 
1,2,3-Trichloropropane 50-150 30.0 0.050 ug/L 
1,1,2-Trichlorotrifluoroethane 50-150 30.0 0.050 ug/L 
1,2,4-Trimethylbenzene 50-150 30.0 0.050 ug/L 
1,3,5-Trimethylbenzene 50-150 30.0 0.050 ug/L 
Vinyl Chloride D-251 30.0 0.050 ug/L 
Xylenes m,p 50-150 30.0 0.050 ug/L 
Xylenes o 50-150 30.0 0.050 ug/L 

Method EPA 504 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPD 

DBCP 70-130 30.0 0.001 ug/L 
EDB 70-130 30.0 0.002 ug/L 
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TABLE V-1 (cont'd.) 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC METHODS 

Method EPA 505 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

Alachlor 50-150 30.0 0.040 ug/l 
Aldrin 42-122 30.0 0.005 ug/l 
Chlordane 45-119 30.0 0.005 ug/l 
Dieldrin 36-146 30.0 0.005 ug/L 
Endrin 30-147 30.0 0.005 ug/L 
Heptachlor 34-111 30.0 0.005 ug/L 
Heptachlor Epoxide 37-142 30.0 0.005 ug/L 
Hexachlorobenzene 50-150 30.0 0.005 ug/L 
Lindane 32-127 30.0 0.005 ug/L 
Methoxychlor 50-150 30.0 0.005 ug/L 
Toxaphene 41-126 30.0 0.100 ug/L 
PCB 1016 50-114 30.0 0.050 ug/L 
PCB 1221 15-178 30.0 0.050 ug/L 
PCB 1232 10-215 30.0 0.050 ug/L 
PCB 1242 39-150 30.0 0.050 ug/L 
PCB 1248 38-158 30.0 0.050 ug/L 
PCB 1254 29-131 30.0 0.050 ug/L 
PCB 1260 8-127 30.0 0.050 ug/L 

Method EPA 507 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

l,3-0imethyl-2-nitrobezene 50-150 30.0 0.000 ug/l 
9-Nitroanthracene 50-150 30.0 0.000 ug/l 
Atrazine 70-130 30.0 0 .100 ug/l 
Simazine 70-130 30.0 0.100 ug/l 
Molinate 70-130 30.0 0.200 ug/l 
Thiobencarb 70-130 30.0 0 .100 ug/L 
Bromocil 70-130 30.0 0.500 ug/L 
Diazinon 70-130 30.0 0.200 ug/l 
Prometryne 70-130 30.0 0.200 ug/l 
Dimethoate 70-130 30.0 0.200 ug/L 

Method EPA 508 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

Hexachlorobenzene 70-130 30.0 0.000 ug/L 
Ch 1orotha1 on i1 70-130 30.0 0.020 ug/l 
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TABLE V-1 (cont'd.) 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC ME1HOOS 

Method EPA 515.l 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

2,4,5-T 30-150 30.0 0.100 ug/l 
2,4-0 30-150 30.0 1.000 ug/l 
2,4,5-TP (Sil vex) 30-150 30.0 0.100 ug/l 
Bentazon 30-150 30.0 0.200 ug/l 
Dalapon 30-150 30.0 0.100 ug/l 
Dinoseb 30-150 30.0 0 .100 ug/l 
Pichloram 30-150 30.0 0 .100 ug/L 

Method EPA 524.2 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

l,2-0ichloroethane-d4 76-114 30.0 0.000 ug/L 
Toluene-dB 88-110 30.0 0.000 ug/L 
BFB 86-115 30.0 0.000 ug/l 
Benzene 37-151 30.0 0.050 ug/l 
Bromobenzene 50-150 30.0 0.050 ug/L 
Bromochloromethane 50-150 30.0 0.050 ug/L 
Bromodichloromethane 35-155 30.0 0.050 ug/L 
Bromoform 45-169 30.0 0.050 ug/L 
Bromomethane 0-242 30.0 0.050 ug/L 
n-Butylbenzene 50-150 30.0 0.050 ug/L 
sec-Butyl benzene 50-150 30.0 0.050 ug/L 
tert-Butylbenzene 50-150 30.0 0.050 ug/l 
Carbon Tetrachloride 70-140 30.0 0.050 ug/L 
Chlorobenzene 37-160 30.0 0.050 ug/L 
Chloroethane 14-230 30.0 0.050 ug/L 
Chloroform 51-138 30.0 0.050 ug/L 
Chloromethane 0-273 30.0 0.050 ug/L 
2-Chlorotoluene 50-150 30.0 0.050 ug/L 
4-Chlorotoluene 50-150 30.0 0.050 ug/L 
Dibromochlormethane 53-149 30.0 0.050 ug/L 
Dibromomethane 50-150 30.0 0.050 ug/L 
1,2-Dichlorobenzene 50-150 30.0 0.050 ug/l 
1,3-0ichlorobenzene 50-150 30.0 0.050 ug/L 
1,4-0ichlorobenzene 50-150 30.0 0.050 ug/l 
Oichlorodifluoromethane 50-150 30.0 0.050 ug/l 
1,1-Dichloroethane 59-155 30.0 0.050 ug/l 
1,2-0ichloroethane 49-155 30.0 0.050 ug/L 
1,1-Dichloroethylene 0-234 30.0 0.050 ug/L 
cis-1,2-Dichloroethylene 50-150 30.0 0.050 ug/l 
trans-1,2-0ichloroethylene 54-156 30.0 0.050 ug/L 
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TABLE V-1 (cont'd.) 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC METHODS 

Method EPA 524 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

1,2-Dichloropropane 0-210 30.0 0.050 ug/l 
1,3-Dichloropropane 50-150 30.0 0.050 ug/l 
2,2-Dichloropropane 50-150 30.0 0.050 ug/l 
1,1-0ichloropropene 50-150 30.0 0.050 ug/l 
cis-1,3-0ichloropropene D-227 30.0 0.050 ug/l 
trans-1,3-0ichloropropene 17-183 30.0 0.050 ug/l 
Ethyl Benzene 37-162 30.0 0.050 ug/l 
Hexachlorobutadiene 50-150 30.0 0.050 ug/l 
Isopropylbenzene 50-150 30.0 0.050 ug/l 
p-Isopropyltoluene 50-150 30.0 0.050 ug/l 
Methylene Chloride 0-221 30.0 0.050 ug/l 
Naphthalene 50-150 30.0 0.050 ug/l 
n-Propylbenzene 50-150 30.0 0.050 ug/l 
Styrene 50-150 30.0 0.050 ug/l 
l,l,l,2-Tetrachloroethane 50-150 30.0 0.050 ug/l 
1,1,2,2-Tetrachloroethane 46-157 30.0 0.050 ug/l 
Tetrachloroethylene 64-148 30.0 0.050 ug/l 
Toluene 47-163 30.0 0.050 ug/l 
1,2,3-Trichlorobenzene 50-150 30.0 0.050 ug/l 
1,2,4-Trichlorobenzene 50-150 30.0 0.050 ug/l 
1,1,1-Trichloroethane 52-162 30.0 0.050 ug/l 
1,1,2-Trichloroethane 52-150 30.0 0.050 ug/l 
Trichlorethylene 71-157 30.0 0.050 ug/l 
Trichlorofluoromethane 17-181 30.0 0.050 ug/l 
1,2,3-Trichloropropane 50-150 30.0 0.050 ug/l 
1,1,2-Trichlorotrifluoroethane 50-150 30.0 0.050 ug/l 
1,2,4-Trimethylbenzene 50-150 30.0 0.050 ug/l 
1,3,5-Trimethylbenzene 50-150 30.0 0.050 ug/l 
Vinyl Chloride 0-251 30.0 0.050 ug/l 
Xylenes m,p 50-150 30.0 0.050 ug/l 
Xylenes o 50-150 30.0 0.050 ug/l 
Acetone 50-150 30.0 0.050 ug/l 
2-Butanone (MEK) 50-150 30.0 0.050 ug/l 
Carbon Disulfide 50-150 30.0 0.050 ug/l 
l,2-0ibromo-3-chloropropane 50-150 30.0 0.050 ug/l 
1,2-0ibromoethane (EDB) 50-150 30.0 0.050 ug/l 
2-Hexanone 50-150 30.0 0.050 ug/l 
4-Methyl-2-pentanone (MIBK) 50-150 30.0 0.050 ug/l 
Vinyl Acetate 50-150 30.0 0.050 ug/l 
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TABLE V-1 (cont'd.) 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC METHODS 

Method EPA 525 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

Perylene-dl2 50-150 30.0 0.100 ug/l 
bis(2-Ethylhexly)phthalate 29-137 30.0 0.100 ug/l 

Method EPA 531 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

Aldicarb Sulfone 70-130 30.0 1.000 ug/L 
Aldicarb Sulfoxide 70-130 30.0 1.000 ug/L 
Oxymal 70-130 30.0 1.000 ug/l 
Methomyl 70-130 30.0 1.000 ug/l 
3-Hydroxycarbofuran 70-130 30.0 2.000 ug/l 
Aldicarb 70-130 30.0 1.000 ug/l 
Propoxur 70-130 30.0 1.000 ug/l 
Carbofuran 70-130 30.0 1.000 ug/l 
Carbaryl 70-130 30.0 1.000 ug/l 
1-Napthol 70-130 30.0 1.000 ug/l 
Methiocarb 70-130 30.0 2.000 ug/l 

Method EPA 547 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

Glyphosate 70-130 20.0 7.000 ug/L 
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TABLE V-1 (cont'd.) 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC METHODS 

Method EPA 601 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

Bromodichloromethane 42-172 20.0 0.050 ug/L 
Bromoform 13-159 20.0 0.050 ug/L 
Bromomethane 0-144 20.0 0.050 ug/L 
Carbon Tetrachloride 43-143 20.0 0.050 ug/L 
Chlorobenzene 38-150 20.0 0.050 ug/L 
Chloroethane 46-137 20.0 0.050 ug/L 
Chloroform 49-133 20.0 0.050 ug/L 
Chloromethane D-193 20.0 0.050 ug/l 
Dibromochlormethane 24-191 20.0 0.050 ug/L 
1,2-0ichlorobenzene 0-208 20.0 0.050 ug/L 
1,3-0ichlorobenzene 7-187 20.0 0.050 ug/L 
1,4-0ichlorobenzene 42-143 20.0 0.050 ug/L 
Dichlorodifluoromethane 50-150 20.0 0.050 ug/l 
1,1-Dichloroethane 47-132 20.0 0.050 ug/L 
1,2-0ichloroethane 51-147 20.0 0.050 ug/L 
1,1-0ichloroethylene 28-167 20.0 0.050 ug/L 
trans-1,2-Dichloroethylene 38-155 20.0 0.050 ug/L 
1,2-0ichloropropane 44-156 20.0 0.050 ug/L 
cis-1,3-0ichloropropene 22-178 20.0 0.050 ug/L 
trans-1,3-Dichloropropene 22-178 20.0 0.050 ug/L 
Methylene Chloride 25-162 20.0 0.050 ug/l 
1,1,2,2-Tetrachlorethane 50-150 20.0 0.050 ug/L 
Tetrachloroethylene 26-162 20.0 0.050 ug/L 
1,1,l-Trichlorethane 41-138 20.0 0.050 ug/L 
1,1,2-Trichlorethane 39-139 20.0 0.050 ug/L 
Trichlorethylene 35-146 20.0 0.050 ug/L 
Trichlorofluoromethane 21-156 20.0 0.050 ug/L 
Vinyl Chloride 28-163 20.0 0.050 ug/L 

Method EPA 602 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

Benzene 39-150 20.0 0.050 ug/L 
Toluene 46-148 20.0 0.050 ug/L 
Ortho Xylene 50-150 20.0 0.050 ug/l 
Para Xylene 50-150 20.0 0.050 ug/l 
Meta Xylene 50-150 20.0 0.050 ug/l 
Chlorobenzene 55-135 20.0 0.050 ug/l 
Ethyl Benzene 32-160 20.0 0.050 ug/l 
1,2-0ichlorobenzene 37-154 20.0 0.050 ug/l 
1,3-0ichlorobenzene 50-141 20.0 0.050 ug/l 
1,4-0ichlorobenzene 42-143 20.0 0.050 ug/l 
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TABLE V-1 (cont'd.) 
QUALITY CONTROL ACCEPTANCE CRITERIA 

for 
ORGANIC METHODS 

Method EPA 604 

CONSTITUENT ACCURACY PRECISION MOL 
% RECOVERED RPO 

2-Chlorophenol 23-134 30.0 1.000 ug/L 
2,4-0ichlorophenol 39-135 30.0 1.000 ug/L 
2,4-0imethylphenol 42-109 30.0 1.000 ug/L 
4,6-Dinitro-o-cresol D-181 30.0 5.000 ug/L 
2,4-Dinitrophenol D-191 30.0 5.000 ug/L 
2-Methylphenol 50-150 30.0 1.000 ug/L 
4-Methylphenol 50-150 30.0 1.000 ug/L 
2-Nitrophenol 29-182 30.0 1.000 ug/L 
4-Nitrophenol 29-182 30.0 5.000 ug/L 
p-Chloro-m-cresol 22-147 30.0 2.000 ug/L 
Pentachlorophenol 14-176 30.0 5.000 ug/L 
Phenol 5-112 30.0 1.000 ug/L 
2,4,5-Trichlorophenol 37-144 30.0 1.000 ug/l 
2,4,6-Trichlorphenol 37-144 30.0 1.000 ug/l 

Method EPA 608 

CONSTITUENT ACCURACY PRECISION MOL 
% RECOVERED RPO 

Hexachlorobenzene 50-150 30.0 0.000 ug/l 
Oibutylchlorendate 24-154 30.0 0.000 ug/L 
Aldrin 42-122 30.0 0.020 ug/L 
Alpha BHC 37-134 30.0 0.020 ug/l 
Beta BHC 17-147 30.0 0.020 ug/l 
Delta BHC 19-140 30.0 0.020 ug/l 
Chlordane 45-119 30.0 0.020 ug/l 
o,p - DOD 31-141 30.0 0.020 ug/l 
p,p - DOD 31-141 30.0 0.020 ug/l 
o,p - DOE 30-145 30.0 0.020 ug/l 
p,p - DOE 30-145 30.0 0.020 ug/l 
o,p - DDT 25-160 30.0 0.020 ug/l 
p,p - DDT 25-160 30.0 0.020 ug/l 
Dieldrin 36-146 30.0 0.020 ug/l 
Endosulfan I 45-153 30.0 0.020 ug/l 
Endosulfan II D-202 30.0 0.020 ug/l 
Endosulfan Sulfate 26-144 30.0 0.020 ug/l 
Endrin 30-147 30.0 0.020 ug/l 
Endrin Aldehyde 50-150 30.0 0.020 ug/l 
Heptachlor 34-111 30.0 0.020 ug/l 
Heptachlor Epoxide 37-142 30.0 0.020 ug/l 
Lindane 32-127 30.0 0.020 ug/l 
Methoxychlor 50-150 30.0 0.500 ug/l 
Toxaphene 41-126 30.0 0.500 ug/l 
PCB 1016 50-114 30.0 0.200 ug/l 
PCB 1221 15-178 30.0 0.200 ug/l 
PCB 1232 10-215 30.0 0.200 ug/l 
PCB 1242 39-150 30.0 0.200 ug/l 
PCB 1248 38-158 30.0 0.200 ug/l 
PCB 1254 29-131 30.0 0.200 ug/l 
PCB 1260 8-127 30.0 0.200 ug/l 
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TABLE V-1 (cont'd.) 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC METHODS 

Method EPA 614 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

l,3-0imethyl-2-nitrobe 50-150 30.0 0.000 ug/l 
9-Nitroanthracene 50-150 30.0 0.000 ug/l 
Azinphos Methyl 50-150 30.0 0.200 ug/l 
Bal star 50-150 30.0 0.200 ug/l 
Ch 1 orpyri fas 50-150 30.0 0.200 ug/l 
Coumaphos 50-150 30.0 0.200 ug/l 
Demeton-o,s 50-150 30.0 0.200 ug/l 
Diazinon 50-150 30.0 0.200 ug/l 
Dichlorvos 50-150 30.0 0.200 ug/l 
Disulfoton 50-150 30.0 0.200 ug/l 
Ethoprop 50-150 30.0 0.200 ug/l 
Fensul foton 50-150 30.0 0.200 ug/l 
Fenthion 50-150 30.0 0.200 ug/l 
Merphos 50-150 30.0 0.200 ug/l 
Mevinphos 50-150 30.0 0.200 ug/l 
Na led 50-150 30.0 0.200 ug/l 
Parathion Methyl 50-150 30.0 0.200 ug/l 
Ph orate 50-150 30.0 0.200 ug/l 
Ronnel 50-150 30.0 0.200 ug/l 
Stirophos 50-150 30.0 0.200 ug/l 
Tokuthion 50-150 30.0 0.200 ug/l 
Trichlornate 50-150 30.0 0.200 ug/l 

Method EPA 615 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

2,4,5-T 50-150 30.0 0.100 ug/l 
2,4-0 50-150 30.0 1.000 ug/l 
2,4,5-TP (Sil vex) 50-150 30.0 0 .100 ug/l 
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TABLE V-1 (cont'd.) 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC METHODS 

Method EPA 624 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

l,2-0ichloroethane-d4 76-114 30.0 N/A 
Toluene-dB 88-110 30.0 N/A 
BFB 86-115 30.0 N/A 
Acetone 50-150 30.0 5.000 ug/L 
Benzene 37-151 30.0 0.050 ug/L 
Bromodichloromethane 35-155 30.0 0.250 ug/L 
Bromoform 45-169 30.0 0.250 ug/L 
Bromomethane D-242 30.0 0.250 ug/L 
Carbon Disulfide 50-150 30.0 2.500 ug/L 
Carbon Tetrachloride 70-140 30.0 0.250 ug/L 
Chlorobenzene 37-160 30.0 0.050 ug/L 
Chloroethane 14-230 30.0 0.250 ug/l 
Chloroform 51-138 30.0 0.050 ug/l 
Chloromethane D-273 30.0 0.250 ug/L 
Dibromochlormethane 53-149 30.0 0.250 ug/L 
1,2-0ichlorobenzene 50-150 30.0 0.250 ug/l 
1,3-0ichlorobenzene 50-150 30.0 0.250 ug/l 
1,4-0ichlorobenzene 50-150 30.0 0.250 ug/l 
1,1-0ichloroethane 59-155 30.0 0.250 ug/L 
1,2-Dichloroethane 49-155 30.0 0.250 ug/L 
1,1-Dichloroethylene D-234 30.0 0.250 ug/l 
trans-1,2-Dichloroethylene 54-156 30.0 0.250 ug/l 
1,2-Dichloropropane 0-210 30.0 0.250 ug/l 
cis-1,3-Dichloropropene D-227 30.0 0.250 ug/L 
trans-1,3-0ichloropropene 17-183 30.0 0.250 ug/l 
Ethanol 50-150 30.0 5.000 ug/l 
Ethyl Benzene 37-162 30.0 0.250 ug/l 
2-Hexanone 50-150 30.0 2.500 ug/l 
Methylene Chloride D-221 30.0 0.250 ug/L 
2-Butanone (MEK) 50-150 30.0 5.000 ug/L 
4-Methyl-2-pentanone (MIBK) 50-150 30.0 2.500 ug/L 
Styrene 50-150 30.0 0.250 ug/L 
l,l,2,2-Tetrachloroethane 46-157 30.0 0.250 ug/L 
Tetrachloroethylene 64-148 30.0 0.250 ug/L 
Toluene 47-163 30.0 0.250 ug/L 
1,1,l-Trichloroethane 52-162 30.0 0.250 ug/L 
1,1,2-Trichloroethane 52-150 30.0 0.250 ug/l 
Trichlorethylene 71-157 30.0 0.250 ug/L 
Trichlorofluoromethane 17-181 30.0 0.250 ug/l 
Vinyl Acetate 50-150 30.0 5.000 ug/L 
Vinyl Chloride D-251 30.0 0.250 ug/L 
Xylenes 50-150 30.0 0.250 ug/l 
Acrolein 50-150 30.0 10.000 ug/L 
Acrylonitrile 50-150 30.0 10.000 ug/l 
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TABLE V-1 (cont'd.) 

QUALITf CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC METHODS 

Method EPA 625 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

2-Fluorobiphenyl 43-116 30.0 N/A 
Nitrobenzene-d5 35-114 30.0 N/A 
p-Terphenyl-dl4 33-141 30.0 N/A 
2-Fluorophenol 21-100 30.0 N/A 
Phenol-d6 10- 94 30.0 N/A 
2,4,6-Tribromophenol 10-123 30.0 N/A 
Acenaphthene 47-145 30.0 1.000 ug/l 
Acenaphthylene 33-145 30.0 1.000 ug/l 
Aniline 50-150 30.0 5.000 ug/l 
Anthracene 27-133 30.0 1.000 ug/l 
Benzo(a)anthracene 33-143 30.0 1.000 ug/l 
Benzo(a)pyrene 17-163 30.0 1.000 ug/l 
Benzo(b)fluoranthene 24-159 30.0 1.000 ug/l 
Benzo(k)fluoranthene 11-162 30.0 1.000 ug/l 
Benzo(g,h,i)perylene D-219 30.0 1.000 ug/l 
Benzylalcohol 50-150 30.0 2.000 ug/l 
bis(2-Chloroethoxy)methane 33-184 30.0 1.000 ug/l 
bis(2-Chloroethyl)ether 12-158 30.0 1.000 ug/l 
bis(2-Chloroisopropyl)ether 36-166 30.0 1.000 ug/l 
bis(2-Ethylhexly)phthalate 29-137 30.0 1.000 ug/l 
4-Bromophenylphenylether 65-114 30.0 1.000 ug/l 
Butylbenzylphthalate D-152 30.0 1.000 ug/l 
Chloroaniline 50-150 30.0 1.000 ug/l 
Chloronaphthalene 60-180 30.0 1.000 ug/l 
Chlorophenylphenylether 25-158 30.0 1.000 ug/l 
Chrysene 17-168 30.0 1.000 ug/l 
Dibenzo(a,h)anthracene D-227 30.0 1.000 ug/l 
Dibenzofuran 50-150 30.0 1.000 ug/l 
1,2-Dichlorbenzene 32-129 30.0 1.000 ug/l 
1,3-Dichlorobenzene D-172 30.0 1.000 ug/l 
1,4-0ichlorobenzene 20-124 30.0 1.000 ug/l 
3,3'-0ichlorbenzidine 8-213 30.0 2.000 ug/l 
Diethylphthalate D-114 30.0 1.000 ug/l 
Dimethylphthalate D-112 30.0 1.000 ug/L 
Di-n-butylphthalate 1-118 30.0 1.000 ug/l 
2,4-0initrotoluene 39-139 30.0 1.000 ug/l 
2,6-0initrotoluene 50-158 30.0 1.000 ug/l 
Di-n-octylphthalate 4-146 30.0 1.000 ug/l 
Fluoranthene 26-137 30.0 1.000 ug/l 
Fluorene 59-121 30.0 1.000 ug/l 
Hexachlorobenzene 50-150 30.0 1.000 ug/l 
Hexachlorobutadiene 24-116 30.0 1.000 ug/l 
Hexachlorocyclopentadiene 50-150 30.0 1.000 ug/l 
Hexachloroethane 40-113 30.0 1.000 ug/l 
Indeno(l,2,3-c,d)pyrene 50-150 30.0 1.000 ug/l 
I sophorone 21-196 30.0 1.000 ug/l 
2-Methylnaphthalene 50-150 30.0 1.000 ug/l 

-56-



TABLE V-1 (cont'd.) 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC METHODS 

Method EPA 625 

CONSTITUENT ACCURACY PRECISION MOL 
% RECOVERED RPO 

Naphthalene 21-133 30.0 1. 000 ug/l 
Nitrobenzene 35-180 30.0 1.000 ug/l 
N-Nitrosodimethylamine 50-150 30.0 1. 000 ug/l 
N-Nitrosodi-N-propylamine 0-230 30.0 1. 000 ug/l 
N-Nitrosodiphenylamine S0-150 30.0 1.0CO ug/l 
2-Nitroana 1 i ne 50-150 30.0 5.0CO ug/L 
3-Nitroanaline S0-150 30.0 5.000 ug/l 
4-Nitroana 1 i ne S0-150 30.0 5.000 ug/L 
Phenanthrene S4-120 30.0 1. oco ug/L 
Pyrene S2-115 30.0 1.000 ug/l 
1,2,4-Trichlorbenzene 44-142 30.0 1.000 ug/l 
2-Chlorophenol 23-134 30.0 1.000 ug/l 
2,4-0ichlorophenol 39-135 30.0 1.000 ug/l 
2,4-0imethylphenol 42-109 30.0 1. 000 ug/l 
4,6-0initro-o-cresol 0-181 30.0 5.000 ug/l 
2,4-0initrophenol 0-191 30.0 s.ooc ug/l 
2-Methylphenol S0-150 30.0 1.000 ug/l 
4-Methylphenol S0-150 30.0 1. 000 ug/l 
2-Nitropheno 1 29-182 30.0 1. 000 ug/l 
4-Nitrophenol 11-114 so.a S.000 ug/l 
p-Chloro-m-cresol 22-147 30.0 2.000 ug/l 
Pentachlorophenol 14-176 30.0 S.000 ug/l 
Phenol 5-112 30.0 1.000 ug/l 
2,4,5-Trichlorphenol SO-lSO 30.0 1. 000 ug/l 
2,4,6-Trichlorphenol 37-144 30.0 1.000 ug/l 
Azobenzene S0-150 30.0 s.ooc ug/l 
Benzi dine SO-lSO 30.0 S.000 ug/l 
Benzoic Acid 50-150 30.0 5.000 ug/l 

Method EPA 8010 

CONSTITUENT ACCURACY PRECISION MCL 
% RECOVERED RPO 

Benzylchloride S0-150 20.0 0.500 mg/kg 
bis(2-Chloroisopropyl)ether SO-lSO 20.0 o.soo mg/kg 
Bromobenzene SO-lSO 20.0 a.soc mg/kg 
Bromochloromethane S0-150 20.0 0.500 mg/kg 
Bromodichloromethane 42-172 20.0 a.soc mg/kg 
Bromoform 13-1S9 20.0 o.soo mg/kg 
Bromomethane 0-144 20.0 o.soo mg/kg 
Carbon Tetrachloride 43-143 20.0 0.500 mg/kg 
Chlorobenzene 38-lSO 20.0 0.500 mg/kg 
Chloroethane 46-137 20.0 o.soo mg/kg 
Chloroform 49-133 20.0 0.500 mg/kg 
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TABLE V-1 (cont'd.) 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC METHODS 

Method EPA 8010 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

1-Chlorohexane 50-150 20.0 0.500 mg/kg 
Chloromethane 0-193 20.0 0.500 mg/kg 
2-Chlorotoluene 50-150 20.0 0.500 mg/kg 
Chlortoluene 50-150 20.0 0.500 mg/kg 
DBCP 50-150 20.0 0.500 mg/kg 
Dibromochlormethane 24-191 20.0 0.500 mg/kg 
1,2-0ibromoethane 50-150 20.0 0.500 mg/kg 
Dibromomethane 50-150 20.0 0.500 mg/kg 
1,2-0ichlorobenzene 0-208 20.0 0.500 mg/kg 
1,3-0ichlorobenzene 7-187 20.0 0.500 mg/kg 
1,4-0ichlorobenzene 42-143 20.0 0.500 mg/kg 
1,1-0ichloroethane 47-132 20.0 0.500 mg/kg 
1,2-0ichloroethane 51-147 20.0 0.500 mg/kg 
1,1-0ichloroethylene 28-167 20.0 0.500 mg/kg 
cis-1,2-0ichloroethylene 50-150 20.0 0.500 mg/kg 
trans-1,2-0ichloroethylene 38-155 20.0 0.500 mg/kg 
1,2-0ichloropropane 44-156 20.0 0.500 mg/kg 
1,3-0ichloropropane 50-150 20.0 0.500 mg/kg 
2,2-0ichloropropane 50-150 20.0 0.500 mg/kg 
1,1-0ichloropropene 50-150 20.0 0.500 mg/kg 
cis-1,3-0ichloropropene 22-178 20.0 0.500 mg/kg 
trans-1,3-0ichloropropene 22-178 20.0 0.500 mg/kg 
Hexachlorobutadiene 50-150 20.0 0.500 mg/kg 
Methylene Chloride 25-162 20.0 0.500 mg/kg 
l,l,1,2-Tetrachlorethane 50-150 20.0 0.500 mg/kg 
1,1,2,2-Tetrachlorethane 50-150 20.0 0.500 mg/kg 
Tetrachloroethylene 26-162 20.0 0.500 mg/kg 
1,2,3-Trichlorobenzene 50-150 20.0 0.500 mg/kg 
1,2,4-Trichlorobenzene 50-150 20.0 0.500 mg/kg 
1,1,1-Trichlorethane 41-138 20.0 0.500 mg/kg 
l,l,2-Trichlorethane 39-136 20.0 0.500 mg/kg 
Trichlorethylene 35-146 20.0 0.500 mg/kg 
Trichlorofluoromethane 21-156 20.0 0.500 mg/kg 
Trichloropropane 50-150 20.0 0.500 mg/kg 
Vinyl Chloride 28-163 20.0 0.500 mg/kg 

Method EPA 8015 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

Acetone 50-150 40.0 0.500 mg/kg 
Ethane 1 50-150 40.0 0.500 mg/kg 
Ethyl Acetate 50-150 40.0 0.500 mg/kg 
Ethyl ether 50-150 40.0 0.500 mg/kg 
Methyl ethyl keton 50-150 40.0 0.500 mg/kg 
Methyl isobutyl ketone 50-150 40.0 0.500 mg/kg 
2-Propanol ( Isopropyl Alcohol) 50-150 40.0 0.500 mg/kg 



TABLE V-1 (cont'd.) 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC MElliODS 

Method EPA 8020 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

Benzene 39-159 20.0 0.001 mg/kg 
Toluene 46-148 20.0 0.001 mg/kg 
Ortho Xylene 50-150 20.0 0.001 mg/kg 
Para Xylene 50-150 20.0 0.001 mg/kg 
Meta Xylene 50-150 20.0 0.001 mg/kg 
Chlorobenzene 55-135 20.0 0.001 mg/kg 
Ethyl Benzene 32-160 20.0 0.001 mg/kg 
1,2-Dichlorobenzene 37-154 20.0 0.001 mg/kg 
1,3-Dichlorobenzene 50-141 20.0 0.001 mg/kg 
1,4-Dichlorobenzene 42-143 20.0 0.001 mg/kg 

Method EPA 8040 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

2-sec-Butyl-4-6-dinitrophenol 50-150 30.0 0.010 mg/kg 
2-Chlorophenol 23-134 30.0 0.010 mg/kg 
2,4-Dichlorophenol 39-135 30.0 0.010 mg/kg 
2,4-0imethylphenol 42-109 30.0 0.010 mg/kg 
2,4-0initrophenol 0-191 30.0 0.050 mg/kg 
2~Methyl-4,6-0initrophenol D-181 30.0 0.050 mg/kg 
2-Methylphenol 50-150 30.0 0.010 mg/kg 
4-Methylphenol 50-150 30.0 0.010 mg/kg 
2-Nitrophenol 29-182 30.0 0.010 mg/kg 
4-Nitrophenol 29-182 30.0 0.050 mg/kg 
4-Chloro-3-methylphenol 22-147 30.0 0.020 mg/kg 
Pentachlorophenol 14-176 30.0 0.050 mg/kg 
Phenol 5-112 30.0 0.010 mg/kg 
2,3,4,6-Tetrachlorophenol 50-150 30.0 0.010 mg/kg 
2,3,5,6-Tetrachlorophenol 50-150 30.0 0.010 mg/kg 
2,3,4-Trichlorophenol 37-144 30.0 0.010 mg/kg 
2,3,5-Trichlorophenol 37-144 30.0 0.010 mg/kg 
2,3,6-Trichlorophenol 37-144 30.0 0.010 mg/kg 
2,4,5-Trichlorophenol 37-144 30.0 0.010 mg/kg 
2,4,6-Trichlorophenol 37-144 30.0 0.010 mg/kg 
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TABLE V-1 (cont'd.) 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC METHODS 

Method EPA 8080 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

Hexachlorobenzene 50-150 30.0 N/A 
Oibutylchlorendate 20-150 30.0 N/A 
Aldrin 34-132 43 .0 o.a20 mg/kg 
Alpha BHC 37-134 30.0 a.a20 mg/kg 
Beta BHC 17-147 30.a o.a20 mg/kg 
Delta BHC 19-140 30.a o.a20 mg/kg 
Chlordane 45-119 30.0 a.a2a mg/kg 
o,p - ODD 31-141 30.0 a.a2a mg/kg 
p,p - DOD 31-141 30.0 a.02a mg/kg 
o,p - DOE 30-145 30.0 a.a20 mg/kg 
p,p - DOE 30-145 30.0 o.a20 mg/kg 
o,p - DDT 23-134 so.a a.a20 mg/kg 
p,p - DOT 23-134 so.a a.a20 mg/kg 
Oieldrin 31-134 38.0 a.a20 mg/kg 
Endosulfan I 45-153 30.0 a.020 mg/kg 
Endosul fan II 0-202 30.0 o.a2a mg/kg 
Endosulfan Sul fate 26-144 30.0 a.020 mg/kg 
Endrin 42-139 45.0 o.a20 mg/kg 
Endrin Aldehyde 50-lSO 30.a a.a20 mg/kg 
Heptachlor 3S-13a 31. a o.a2a mg/kg 
Heptachlor Epoxide 37-142 3a.a a.a2a mg/kg 
Lindane 46-127 so.a a.a2a mg/kg 
Methoxychlor 50-150 30.a a.5aa mg/kg 
Toxaphene 41-126 3a.a a.5ao mg/kg 
PCB 1016 50-114 3a.a a.200 mg/kg 
PCB 1221 lS-178 3a.a a.200 mg/kg 
PCB 1232 la-21s 3a.a a.2ao mg/kg 
PCB 1242 39-lSa 30.a a.2aa mg/kg 
PCB 1248 38-158 3a.a a.2oa mg/kg 
PCB 1254 29-131 30.a a.2oa mg/kg 
PCB 1260 8-127 30.a a.2ao mg/kg 

Method EPA 8140 

CONSTITUENT ACCURACY PRECISION MOL 
% RECOVERED RPO 

l,3-Dimethyl-2-nitrobenzene 50-150 30.0 N/A 
9-Nitroanthracene 5a-1so 3a.a N/A 
Azinphos Methyl 5a-150 3a.o a.002 mg/kg 
Bal star 5a-150 30.0 o.ao2 mg/kg 
Chlorpyrifos 5a-150 30.a o.ao2 mg/kg 
Coumaphos 5a-150 30.0 0.002 mg/kg 
Oemeton-o,s 50-150 3a.o o.ao2 mg/kg 
Oiazinon 5a-150 3a.o o.ao2 mg/kg 
Dichlorvos 50-150 30.0 a.aa2 mg/kg 
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TABLE V-1 (cont'd.) 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC METHODS 

Method EPA 8140 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

Disulfoton 50-150 30.0 0.002 mg/kg 
Ethoprop 50-150 30.0 0.002 mg/kg 
Fensulfoton 50-150 30.0 0.002 mg/kg 
Fenthion 50-150 30.0 0.002 mg/kg 
Merphos 50-150 30.0 0.002 mg/kg 
Mevinphos 50-150 30.0 0.002 mg/kg 
Naled 50-150 30.0 0.002 mg/kg 
Parathion Methyl 50-150 30.0 0.002 mg/kg 
Ph orate 50-150 30.0 0.002 mg/kg 
Ronnel 50-150 30.0 0.002 mg/kg 
Stirophos 50-150 30.0 0.002 mg/kg 
Tokuthion 50-150 30.0 0.002 mg/kg 
Trichlornate 50-150 30.0 0.002 mg/kg 

Method EPA 8150 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

2,4,5-T 50-150 30.0 0.001 mg/kg 
2,4-0 50-150 30.0 0.010 mg/kg 
2,4,5-TP (Sil vex) 50-150 30.0 0.001 mg/kg 

Method EPA 8240 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

l,2-Dichloroethane-d4 70-121 30.0 N/A 
Toluene-dB 81-117 30.0 N/A 
BFB 74-121 30.0 N/A 
Acetone 50-150 30.0 0.500 mg/kg 
Benzene 66-142 21. 0 0.005 mg/kg 
Bromodichloromethane 35-155 30.0 0.025 mg/kg 
Bromoform 45-169 30.0 0.025 mg/kg 
Bromomethane D-242 30.0 0.025 mg/kg 
Carbon Disulfide 50-150 30.0 0.250 mg/kg 
Carbon Tetrachloride 70-140 30.0 0.025 mg/kg 
Chlorobenzene 60-133 21. 0 0.005 mg/kg 
Chloroethane 14-230 30.0 0.025 mg/kg 
Chloroform 51-138 30.0 0.025 mg/kg 
Chloromethane D-273 30.0 0.025 mg/kg 
Dibromochlormethane 53-149 30.0 0.025 mg/kg 
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TABLE V-1 (cont'd.) 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC METHODS 

Method EPA 8240 

CONSTITUENT ACCURACY PRECISION MOL 
% RECOVERED RPO 

1,2-0ichlorobenzene 50-150 30.0 0.025 mg/kg 
1,3-0ichlorobenzene 50-150 30.0 0.025 mg/kg 
1,4-0ichlorobenzene 50-150 30.0 0.025 mg/kg 
1,1-0ichloroethane 59-172 21.0 0.025 mg/kg 
1,2-0ichloroethane 49-155 30.0 0.025 mg/kg 
1,1-0ichloroethylene D-234 30.0 0.025 mg/kg 
trans-1,2-0ichloroethylene 54-156 30.0 0.025 mg/kg 
1,2-0ichloropropane D-210 30.0 0.025 mg/kg 
cis-1,3-0ichloropropene D-227 30.0 0.025 mg/kg 
trans-1,3-0ichloropropene 17-183 30.0 0.025 mg/kg 
Ethanol 50-150 30.0 500.000 mg/kg 
Ethyl Benzene 37-162 30.0 0.025 mg/kg 
2-Hexanone 50-150 30.0 0.250 mg/kg 
Methylene Chloride D-221 30.0 0.025 mg/kg 
2-Butanone (MEK) 50-150 30.0 0.500 mg/kg 
4-Methyl-2-pentanone (MIBK) 50-150 30.0 5.250 mg/kg 
Styrene 50-150 30.0 0.025 mg/kg 
1,1,2,2-Tetrachloroethane 46-157 30.0 0.025 mg/kg 
Tetrachloroethylene 64-148 30.0 0.025 mg/kg 
Toluene 59-139 21.0 0.025 mg/kg 
1,1,1-Trichloroethane 52-162 30.0 0.025 mg/kg 
1,1,2-Trichloroethane 52-150 30.0 0.025 mg/kg 
Trichlorethylene 62-137 24.0 0.025 mg/kg 
Trichlorofluoromethane 17-181 30.0 0.025 mg/kg 
Vinyl Acetate 50-150 30.0 0.500 mg/kg 
Vinyl Chloride D-251 30.0 0.025 mg/kg 
Xylenes 50-150 30.0 0.025 mg/kg 
Acrolein 50-150 30.0 1.000 mg/kg 
Acryl onitril e 50-150 30.0 1.000 mg/kg 

Method EPA 8270 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

2-Fluorobiphenyl 30-115 30.0 N/A 
Nitrobenzene-d5 23-120 30.0 N/A 
p-Terphenyl-dl4 18-137 30.0 N/A 
2-Fluorophenol 25-121 30.0 N/A 
Phenol-d6 24-113 30.0 N/A 
2,4,6-Tribromophenol 19-122 30.0 N/A 
Acenaphthene 31-137 19.0 0.100 mg/kg 
Acenaphthylene 33-145 30.0 0 .100 mg/kg 
Aniline 50-150 30.0 0.500 mg/kg 
Anthracene 27-133 30.0 0 .100 mg/kg 
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TABLE V-1 (cont'd.) 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC METHODS 

Method EPA 8270 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

Benzo(a)anthracene 33-143 30.0 o .100 mg/kg 
Benzo(a)pyrene 17-163 30.0 0 .100 mg/kg 
Benzo(b)fluoranthene 24-159 30.0 0 .100 mg/kg 
Benzo(k)fluoranthene 11-162 30.0 0.100 mg/kg 
Benzo(g,h,i)perylene 0-219 30.0 0.100 mg/kg 
Benzylalcohol 50-150 30.0 0.200 mg/kg 
bis(2-Chloroethoxy)methane 33-184 30.0 0.100 mg/kg 
bis(2-Chloroethyl)ether 12-158 30.0 0.100 mg/kg 
bis(2-Chloroisopropyl)ether 36-166 30.0 o .100 mg/kg 
bis(2-Ethylhexly)phthalate 29-137 30.0 0 .100 mg/kg 
4-Bromophenylphenylether 55-114 30.0 0 .100 mg/kg 
Butylbenzylphthalate 0-152 30.0 0.100 mg/kg 
Chloroaniline 50-150 30.0 0.200 mg/kg 
Chloronaphthalene 60-180 30.0 0 .100 mg/kg 
Chlorophenylphenylether 25-158 30.0 0.100 mg/kg 
Chrysene 17-168 30.0 0 .100 mg/kg 
Dibenzo(a,h)anthracene 0-227 30.0 0.100 mg/kg 
Di benzofuran 50-150 30.0 0 .100 mg/kg 
1,2-0ichlorbenzene 32-129 30.0 0 .100 mg/kg 
1,3-0ichlorobenzene 0-172 30.0 0 .100 mg/kg 
1,4-0ichlorobenzene 28-104 27.0 0 .100 mg/kg 
3,3'-Dichlorbenzidine 8-213 30.0 0.200 mg/kg 
Oiethylphthalate 0-114 30.0 0 .100 mg/kg 
Oimethylphthalate 0-112 30.0 0 .100 mg/kg 
Di-n-butylphthalate 1-118 30.0 0 .100 mg/kg 
2,4-0initrotoluene 28-100 47.0 0 .100 mg/kg 
2,6-0initrotoluene 50-158 30.0 0 .100 mg/kg 
Di-n-octylphthalate 4-146 30.0 0.100 mg/kg 
Fluoranthene 25-137 30.0 o .100 mg/kg 
Fluorene 59-121 30.0 0 .100 mg/kg 
Hexachlorobenzene 50-150 30.0 0 .100 mg/kg 
Hexachlorobutadiene 24-116 30.0 0 .100 mg/kg 
Hexachlorocyclopentadiene 50-150 30.0 0.200 mg/kg 
Hexachloroethane .!0-113 30.0 0 .100 mg/kg 
Indeno(l,2,3-c,d)pyrene 50-150 30.0 0 .100 mg/kg 
Isophorone 21-196 30.0 0 .100 mg/kg 
2-Methylnaphthalene 50-150 30.0 0 .100 mg/kg 
Naphthalene 21-133 30.0 0 .100 mg/kg 
Nitrobenzene 35-180 30.0 0 .100 mg/kg 
N-Nitrosodimethylamine 50-150 30.0 0 .100 mg/kg 
N-Nitrosodi-N-propylamine 41-126 38.0 0 .100 mg/kg 
N-Nitrosodiphenylamine 50-150 30.0 o .100 mg/kg 
2-Nitroanaline 50-150 30.0 0.500 mg/kg 
3-Nitroanaline 50-150 30.0 0.500 mg/kg 
4-Nitroanal ine 50-150 30.0 0.500 mg/kg 
Phenanthrene 54-120 30.0 0 .100 mg/kg 
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TABLE V-1 (cont'd.) 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC METHODS 

Method EPA 8270 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

Pyrene 35-142 36.0 0.100 mg/kg 
1,2,4-Trichlorbenzene 38-107 23.0 0.100 mg/kg 
2-Chlorophenol 25-102 so.a 0 .100 mg/kg 
2,4-0ichlorophenol 39-135 30.0 0 .100 mg/kg 
2,4-0imethylphenol '12-109 30.0 0 .100 mg/kg 
4,6-0initro-o-cresol 0-181 30.0 0.500 mg/kg 
2,4-0initrophenol 0-191 30.0 0.500 mg/kg 
2-Methylphenol 50-150 30.0 0.100 mg/kg 
4-Methylphenol 50-150 30.0 0.100 mg/kg 
2-Nitrophenol 29-182 30.0 0.100 mg/kg 
4-Nitrophenol 11-114 50.0 0.500 mg/kg 
p-Chloro-m-cresol 26-103 33.0 0.200 mg/kg 
Pentachlorophenol 17-109 47.0 0.500 mg/kg 
Phenol 26- 90 35.0 o .100 mg/kg 
2,4,5-Trichlorphenol 50-150 30.0 0.100 mg/kg 
2,4,6-Trichlorphenol 37-144 30.0 0 .100 mg/kg 
Azobenzene 50-150 30.0 0.500 mg/kg 
Benzidine 50-150 30.0 0.500 mg/kg 
Benzoic Acid 50-150 30.0 0.500 mg/kg 

Method TDC 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

TOC 415.1 80-120 20.0 0.300 mg/L 
TDC 9060 80-120 20.0 3.000 mg/kg 

Method TOX 

CONSTITUENT ACCURACY PRECISION MDL 
% RECOVERED RPO 

TOX 9020 80-120 20.0 0.500 ug/L 
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TABLE V-1 (cont'd.) 

Method UGSTA-L 

CONSTITUENT 

Benzene 
Ethyl Benzene 
Toluene 
Xylene 
TPH-Gas 
TPH-Desiel 
TPH-By IR 
EDB 
Total Lead 
Organic Lead 

Method UGSTA-S 

CONSTITUENT 

Benzene 
Ethyl Benzene 
Toluene 
Xylene 
TPH-Gas 
TPH-Desiel 
TPH-By IR 
EDB 
Total Lead 
Soluble Lead 
Organic Lead 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

ORGANIC METHODS 

ACCURACY PRECISION 
% RECOVERED RPO 

602 39-150 20.0 
602 32-160 20.0 
602 46-148 20.0 
602 50-150 20.0 

8015 70-130 40.0 
8015M 70-130 40.0 
418.1 50-150 20.0 
624 50-150 20.0 

7421 75-125 20.0 
OHS/LUFT 50-150 20.0 

ACCURACY PRECISION 
% RECOVERED RPO 

8020 39-159 20.0 
8020 32-160 20.0 
8020 46-148 20.0 
8020 50-150 20.0 
8015 35-100 40.0 
8015M 35-100 40.0 
418.1 50-150 20.0 
8010 50-150 20.0 
7420 75-125 20.0 
7420 30-100 20.0 

OHS/LUFT 50-150 20.0 
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MDL 

0.050 ug/l 
0.050 ug/l 
0.001 ug/l 
0.001 ug/l 
0.050 mg/L 
0.050 mg/l 
0.050 mg/l 
0.050 ug/l 
5.000 ug/L 
5.000 ug/L 

MDL 

0.001 mg/kg 
0.001 mg/kg 
0.001 mg/kg 
0.001 mg/kg 
0.500 mg/kg 
0.500 mg/kg 
1.000 mg/kg 
0.500 mg/kg 
4.000 mg/kg 
0.400 mg/kg 
0.400 mg/kg 



TABLE V-3 

CONSTITUENT 

Gross Alpha 
Gross Beta 
Radon 
Strontium 90 
Total Radium 
Tritium 
Uranium 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

RADIO CHEMICAL METHODS 

Accuracy Precision 
METHOD % Recovered RPO 

900.0 80-120 20.0 
900.0 80-120 20.0 
913.0 80-120 20.0 
905.0 80-120 20.0 
900.l 80-120 20.0 
906.0 80-120 20.0 
908.0 80-120 20.0 
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MDL 

0.100 pCi/l 
0.100 pCi/l 

10.000 pCi/L 
1. 000 pCi /l 
0.100 pCi/l 

200.000 pCi/L 
0.100 pCi/L 



TABLE V-2 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

INORGANIC CHEMICAL METHODS 

Accuracy Precision 
CONSTITUENT METHOD % Recovered RPO 

% Moisture ASA/UL NA 30.0 
% Solids ASA/UL NA 30.0 
Alkalinity (as CaC03) 310.0 NA 20.0 
Alkalinity (as CaC03) 310.0 NA 30.0 
Alkalinity (as CaCo3) 310.a NA 20.a 
Aluminum 6a1a 70-13a 30.a 
Aluminum 7021 75-125 20.0 
Aluminum 202.2 75-125 20.a 
Ammonia 350.l 8a-12a 20.a 
Ammonia 350.l 7a-13a 30.a 
Ammonia-N 350.l 8a-12a 2a.o 
Ammonia-N 350.1 70-130 3a.o 
Ammonium Nitrogen 350.1 80-12a 2a.a 
Ammonium Nitrogen 350.1 7a-130 30.0 
Antimony 7041 0-125 so.a 
Antimony 7041 65-13S 30.0 
Antimony 2a4.2 75-12S 2a.a 
Arsenic 7060 75-12S 2a.o 
Arsenic 7060 65-13S 30.a 
Arsenic 206.2 7S-12S 20.a 
BOD 4aS.l 8a-12a 2a.o 
BOD - Soluble 4a5.l 8a-120 2a.a 
Barium 6010 80-120 20.0 
Barium 6010 70-13a 30.a 
Barium 200.7 80-120 20.a 
Beryllium 6010 o-12a so.a 
Beryllium 60la 70-13a 30.0 
Beryllium 200.7 80-120 20.0 
Bicarbonate 310.1 NA 20.a 
Bicarbonate 310.l NA 2a.o 
Boron 60la 80-120 20.a 
Boron 6010 70-130 30.a 
Boron 200.7 80-120 20.0 
Boron 200.7 80-120 20.0 
COD 410.2 75-125 20.0 
COD - Soluble 410.2 75-125 20.0 
Cadmium 6010 80-120 20.0 
Cadmium 6010 70-130 30.a 
Cadmium 7131 80-120 20.0 
Cadmium 213.2 75-125 20.a 
Calcium 6010 80-120 20.0 
Calcium 6010 70-130 30.0 
Ca lei um 200.7 80-120 20.0 
Carbon Dioxide SM406 NA 20.0 
Carbonate 310.l NA 20.0 
Carbonate 310.1 NA 20.0 
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MDL 

N/A 
N/A 
O .100 mg/L 
0 .100 mg/kg 
0 .1oa mg/L 
5.ooa mg/kg 
o.oas mg/L 
5.oaa ug/L 
a .1aa mg/L 
0 .1aa mg/kg 
0 .1ao mg/L 
O .100 mg/kg 
O .100 mg/L 
0 .100 mg/kg 
0.010 mg/L 
0.500 mg/kg 
2.ooa ug/L 
o.oas mg/L 
0.30a mg/kg 
1. ooa ug/l 
0 .1oa mg/l 
O .1oa mg/l 
0.010 mg/l 
O .1oa mg/kg 
2.ooa ug/l 
0.005 mg/l 
0.050 mg/kg 
1. 000 ug/l 
o.1oa meq/l 
0 .100 mg/l 
0.010 mg/l 
0.010 mg/kg 
0.010 mg/l 
5.000 ug/l 
a.400 mg/l 
0.400 mg/l 
0.030 mg/l 
0.300 mg/kg 
0.001 mg/l 
O.lOa ug/l 
0.001 mg/l 
5.000 mg/kg 
O .100 mg/l 
0 .100 mg/l 
O .100 meq/l 
O .100 mg/l 



TABLE V-2 (cont'd.) 

CONSTITUENT 

Chloride 
Chloride 
Chloride 
Chlorine Residual 
Chromium 
Chromium 
Chromium 
Chromium 
Chromium VI 
Chromium VI 
Cobalt 
Cobalt 
Cobalt 
Color 
Conductivity 
Copper 
Copper 
Copper 
Copper 
Copper 
Copper 
Corrosivity 
Corrosivity (pH) 
Cyanide, Total 
Cyanide, Total 
Dilute Acid or Base 
E. C. 
Fluoride by Dist. 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

INORGANIC CHEMICAL METHODS 

Accuracy Precision 
METHOD % Recovered RPO 

SM407C 80-120 20.0 
SM407C 80-120 20.0 
SM407C 70-130 30.0 
330.3 NA 20.0 

6010 0-120 50.0 
6010 70-130 30.0 
7191 80-120 20.0 

218.2 75-125 20.0 
7196 D-120 20.0 
7196 0-130 30.0 
6010 0-120 50.0 
6010 70-130 30.0 

200.7 80-120 20.0 
110.3 NA 20.0 
120.l 80-120 20.0 
6010 0-120 50.0 
6010 70-130 30.0 
7210 80-120 20.0 
7210 70-130 30.0 

200.7 80-120 20.0 
220.l 80-120 20.0 

NA 30.0 
NA 20.0 

335.2 75-125 20.0 
335.2 65-135 30.0 

NA 20.0 
120.l 80-120 20.0 
340.1 70-130 30.0 

Fluoride by electrode 340.2 80-120 20.0 
Gold 231.l 80-120 20.0 
Gold 231.l 70-130 30.0 
Gypsum Requirement Cale. NA N/A 
Hardness, Total 130.2 80-120 20.0 
Hydroxide 310.0 NA 20.0 
Ignitability NA 30.0 
Ignitabil i ty NA N/A 
Iron 6010 80-120 20.0 
Iron 6010 70-130 30.0 
Iron 200.7 80-120 20.0 
Iron 200.7 80-120 20.0 
Iron 236.1 80-120 20.0 
Kjeldahl Nitrogen 351.2 75-125 20.0 
Kjeldahl Nitrogen 351. 2 65-135 30.0 
Langelier Index SM203 NA N/A 
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MDL 

0.100 meq/l 
o .100 mg/L 
0 .100 mg/kg 
0.010 mg/l 
0.030 mg/l 
0.001 mg/kg 
0.001 mg/l 
1. 000 ug/l 
0.001 mg/l 
0.001 mg/kg 
0.030 mg/l 
0.005 mg/kg 
5.000 ug/l 
0.300 units 
0.100 umhos 
0.030 mg/l 
0.300 mg/kg 
0.005 mg/l 
0.005 mg/kg 
5.000 ug/l 
5.000 ug/l 
N/A 
N/A 
0.005 mg/l 
0.005 mg/kg 
0.000 
0.100 umhos 
0.010 mg/l 
0.010 mg/l 
0.005 mg/l 
0.005 mg/kg 
N/A 
0.100 mg/l 
0.100 mg/l 
N/A 
N/A 
0.005 mg/l 
0.300 mg/kg 
0.005 mg/l 
5.000 ug/l 
5.000 ug/l 
o .100 mg/l 
0 .100 mg/kg 
0.100 mg/l 



TABLE V-2 (cont'd.) 

CONSTITUENT 

Lead 
Lead 
Lead 
Lead 
Lead 
Lithium 
Lithium 
Lithium 
MBAS 
Magnesium 
Magnesium 
Magnesium 
Manganese 
Manganese 
Manganese 
Manganese 
Manganese 
Mercury 
Mercury 
Mercury 
Mercury 
Mercury 
Molybdenum 
Molybdenum 
Molybdenum 
Nickel 
Nickel 
Nickel 
Nitrate 
Nitrate 
Nitrate 
Nitrate Nitrogen 
Nitrate Nitrogen 
Nitrate Nitrogen 
Nitrite 
Nitrite 
Nitrite Nitrogen 
Ni trite Nitrogen 
Nitrogen, Organic 
Nitrogen, Organic 
Nitrogen, Total 
Nitrogen, Total 
Nitrogen, Tota 1 
Nitrogen, Total 
Odor 
Oil and Grease 
Oil and Grease 
Oxygen, dissolved 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

INORGANIC CHEMICAL METHODS 

Accuracy Precision 
METHOD % Recovered RPO 

7420 D-120 so.a 
7420 70-130 30.0 
7421 75-125 20.0 
7421 65-135 30.0 

239.2 75-125 20.0 
7430 80-120 20.0 
7430 70-130 30.0 

SM303A 80-120 20.0 
425.1 70-130 20.0 
6010 80-120 20.0 
6010 70-130 30.0 

200.7 80-120 20.0 
6010 80-120 20.0 
6010 70-130 30.0 

200.7 80-120 20.0 
200.7 80-120 20.0 
243 .1 80-120 20.0 
7470 D-125 50.0 
7470 65-135 30.0 
7471 75-125 20.0 
7471 65-135 30.0 

245.1 75-125 20.0 
6010 D-120 50.0 
6010 70-130 30.0 

200.7 80-120 20.0 
6010 D-120 50.0 
6010 70-130 30.0 

249.1 80-120 20.0 
353.2 80-120 20.0 
353.2 80-120 20.0 
353. 2 70-130 30.0 
353.2 80-120 20.0 
353.2 80-120 20.0 
353.2 70-130 30.0 
353.2 80-120 20.0 
353.2 70-130 30.0 
353 .2 80-120 20.0 
353.2 70-130 30.0 
Cale. NA 20.0 
Cale. NA 30.0 
351. 2 80-120 20.0 
351. 2 70-130 30.0 
Cale. NA 20.0 
Cale. NA 30.0 
140.1 NA 20.0 
413 .1 NA 20.0 
413.1 NA 30.0 
360.1 NA 20.0 
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MDL 

0.040 mg/L 
0.400 mg/kg 
0.040 mg/L 
0.001 mg/kg 
0.500 ug/L 
0.005 mg/L 
0.005 mg/kg 
5.000 ug/L 
0.002 mg/L 
0.001 mg/L 
5.000 mg/kg 
0 .100 mg/L 
0.003 mg/L 
0.200 mg/kg 
0.005 mg/L 
3.000 ug/L 
3.000 ug/L 
0.001 mg/L 
0.001 mg/kg 
0.001 mg/L 
0.005 mg/kg 
0 .100 ug/L 
0.030 mg/L 
0.003 mg/kg 
5.000 ug/L 
0.030 mg/L 
0.300 mg/kg 
5.000 ug/L 
O .100 meq/L 
0.100 mg/L 
0 .100 mg/kg 
0.020 mg.L 
0.020 mg/L 
0.020 mg/kg 
0.100 mg/L 
0.100 mg/kg 
0.020 mg/L 
0.020 mg/kg 
0.100 mg/L 
0.100 mg/kg 
0.100 mg/L 
0.100 mg/kg 
0.100 mg/L 
0 .100 mg/kg 
0.100 TON 
0.100 mg/L 
0.100 mg/kg 
0.050 mg/L 



TABLE V-2 (cont'd.) 

CONSTITUENT 

Phenols 
Phenols 
Phosphate 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

INORGANIC CHEMICAL METHODS 

Accuracy Precision 
METHOD % Recovered RPO 

420.1 75-125 20.0 
420.1 65-135 30.0 
365.2 80-120 20.0 

Phosphate (Phosphorous 365.2 70-130 30.0 
20.0 Phosphorous, Total 365.2 75-125 

Phosphorous, Total 365.4 75-125 20.0 
Phosphorous, Total 365.4 65-135 30.0 
Potassium 6010 80-120 20.0 
Potassium 6010 70-130 30.0 
Potassium 200.7 80-120 20.0 
Reactivity Sulfide NA 30.0 
Selenium 7740 75-125 20.0 
Selenium 7740 65-135 30.0 
Selenium 270.2 75-125 20.0 
Si 1 ica 6010 80-120 20.0 
Silver 7760 0-120 50.0 
Silver 7760 70-130 30.0 
Silver 7761 75-125 20.0 
Silver 7761 65-135 30.0 
Silver 272.2 75-125 20.0 
Sodium 6010 80-120 20.0 
Sodium 6010 70-130 30.0 
Sodium 200.7 80-120 20.0 
Solids, Settleable 160.5 NA 20.0 
Solids, Total 160.1 NA 20.0 
Solids, suspended 160.2 NA 20.0 
Solids, volatile 160.4 NA 20.0 
Sulfate 375.4 80-120 20.0 
Sulfate 375.4 80-120 20.0 
Sulfate 375.4 70-130 30.0 
Sulfide 376.2 NA 20.0 
Sulfide 376.2 NA 30.0 
Sulfide, Dissolved 376.2 NA 20.0 
TOS 160.1 NA 20.0 
TOS 160.1 NA 20.0 
TOS by Summation Cale. NA 20.0 
Tannin & Lignin SM513 NA 20.0 
Thallium 7840 0-125 50.0 
Thallium 7840 65-135 30.0 
Thallium 7841 75-125 20.0 
Thallium 7841 65-135 30.0 
Thallium 279.2 75-125 20.0 
Tin 7871 75-125 20.0 
Tin 7871 65-135 30.0 
Turbidity 180.1 NA 20.0 
Vanadium 6010 0-120 50.0 
Vanadium 6010 70-130 30.0 
Vanadium 200.7 80-120 20.0 

-70-

MDL 

0.010 mg/l 
0. 010 mg/kg 
0.010 mg/l 
0.010 mg/kg 
0.010 mg/l 
0.010 mg/L 
0. 010 mg/kg 
0.001 mg/L 
5. 000 mg/kg 
o .100 mg/L 
N/A 
0.001 mg/L 
0.001 mg/kg 
0.500 ug/l 
0 .100 mg/l 
0.030 mg/l 
0.300 mg/kg 
0.001 mg/l 
0.001 mg/kg 
1. 000 ug/l 
0.001 mg/l 
5.000 mg/kg 
0.100 mg/l 
0.010 ml/l 
0.400 mg/l 
1. 000 mg/l 
1.000 mg/l 
0.100 meq/l 
O .100 mg/l 
0 .100 mg/kg 
0.005 mg/l 
0.005 mg/kg 
0.005 mg/L 
0.400 mg/l 
0.400 ml/l 
0.100 mg/l 
0.000 mg/l 
0.030 mg/l 
O. 300 mg/kg 
0.002 mg/l 
0.002 mg/kg 
2.000 ug/L 
0.005 mg/l 
0.005 mg/kg 
0.020 NTU 
0.030 mg/l 
0.300 mg/kg 
5.000 ug/l 



TABLE V-2 (cont'd.) 

CONSTITUENT 

Zinc 
Zinc 
Zinc 
Zinc 
Zinc 
Zinc 
pH 
pH 
pH 

QUALITY CONTROL ACCEPTANCE CRITERIA 
for 

INORGANIC CHEMICAL METHODS 

Accuracy Precision 
METHOD % Recovered RPO 

6010 D-120 so.a 
6010 70-130 30.0 
7950 80-120 20.0 
7950 70-130 30.0 

200.7 80-120 20.0 
289.1 80-120 20.0 
150.0 NA 20.0 
150.1 NA 20.0 
150.1 NA 20.0 
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MDL 

0.030 mg/l 
0.300 mg/kg 
0.005 mg/l 
0.005 mg/kg 
5.000 ug/l 
5.000 ug/l 
N/A 
N/A 
N/A 



TABLE V-4 

BFB KEY ION ABUNDANCE CRITERIA 

Mass Ion Abundance Criteria 

so 15 to 40% of mass 95 

75 30 to 60% of mass 95 

95 base peak, 100% relative abundance 

96 5 to 9% of mass 95 

173 1 ess than 2% of mass 174 

174 greater than 50% of mass 95 

175 5 to 9% of mass 174 

176 greater than 95% but less than 
101% of mass 174 

177 5 to 9% of mass 176 
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TABLE V-5 

DFTPP KEY IONS AND ION ABUNDANCE CRITERIA 

Mass Ion Abundance Criteria 

51 3C to 60% of mass 198 

68 1 ess than 2% of mass 69 

70 1 ess than 2% of mass 69 

127 40 to 60% of mass 198 

197 1 ess than 1% of mass 198 

198 base peak, 100% relative abundance 

199 5 to 9% of mass 198 

275 lJ to 30% of mass 198 

365 greater than 1% of mass 198 

441 Present but less than mass 443 

442 greater than 40% of mass 198 

443 17 to 23% of mass 442 
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VI. Internal Quality Control 

Introduction 

An internal quality control program requires a set of routine 
internal procedures for assuring that the data generated from a 
measurement system meets prescribed criteria for data quality. An 
effective internal QC program must be capable of measuring and 
controlling the quality of the data, in terms of precision, 
accuracy, and completeness. Data is considered to be complete only 
if all method specific control measures have been taken, and the 
data can only be reported when all acceptance criteria have been 
met, including corrective actions , if applicable. 

This section identifies QC protocols associated with analytical 
procedures. Included are general quality control measures as well 
as specific quality control checks which provide continual control 
and assessment of data quality, in terms of precision, accuracy, 
and completeness. Table VI-1 contains general QC measure for some 
representative wet chemistry methods. Figure VI-1 is an example of 
an FGL Batch Control Chart. FGL's LIMS System is also capable of 
generating historic control charts. Control limits are updated 
quarterly bsed on actual data. Figure VI-2 is an FGL QC Inspection 
Report Form, and Figure VI-3 is a copy of FGL's laboratory certificate 
issued by California Department of Health Services. 

Sources and Preparation of Standards 

Chemicals used in the laboratory are obtained from major suppliers 
and are usually reagent grade or better. All reagents are labeled 
with date received, and date opened. Standards are also obtained 
from these suppliers and certification documents are kept on 
file. The date the standard was received is recorded on the 
document. Labels are attached to each standard and contain the 
following: Element, date prepared, prepared by, source 
verification and expiration date. A log book for the standards 
prepared from the commercial standards is also kept which is 
labeled indicating the source, the volume of standard used, the 
date prepared, the name of the analyst/preparer, and how verified. 
In those instances where the above procedure is not possible, the 
chemist notebook will contain this information. 

EPA 500 and 600 Series and SW846 GC Methods 

Analytical quality control protocols for GC analyses and described 
in Method 8000 of SW846, 3rd ed. and equivalent procedures in the 
500 and 600 series EPA methods. They include the following: 

Initial demonstration of capability 
Calibration 
Analysis of surrogate spiked samples 
Method blank analyses 
Analysis of matrix spike/matrix spike duplicates 
Duplicate sample analyses 
Analysis of QC check samples and/or method spikes 
Retention time window checks 

These procedures are described below. 
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Initial Demonstration of Capability 

Before analyzing samples, the laboratory must demonstrate the 
ability to generate accurate and precise data. This is achieved by 
analyzing four aliquots of a QC check sample (QCCS) by the same 
procedure intended for sample analysis. The laboratory must 
calculate the average recovery and the standard deviation of the 
recovery for each analyte of interest using the four results. The 
mean recovery and standard deviation for each analyte must be 
compared with the corresponding acceptance criteria published in 
the EPA method. If and only if the experimental accuracy and 
precision data are acceptable, certification for the method is 
pursued through the Environmental Laboratory Accreditation Program 
offered by the California Department of Health Services. 

Calibration - Calibration standards at three concentration levels 
are prepared by dilution of stock standards. The average 
calibration factor is acceptable if the RSD between the factors is 
within 20 percent. Daily calibration checks are acceptable if the 
daily calibration factor is within 30 percent of the previous three 
level average. 

Surrogate Spikes - A surrogate standard is a compound not expected 
to occur in an environmental sample but has chemical behavior 
similar to that of the target analytes. Surrogate spikes are used 
according to specific method requirements published by the EPA. 
They serve as a check on the extraction process where extraction is 
a necessary part of the analytical procedure. When surrogate 
recovery is within limits it indicates that the extraction was 
complete. If the surrogate spike recovery in any sample is not 
within limits: 

Check for errors in calculations, surrogate solutions 
and standards. Check instrument performance. 

Recalculate the data and/or reanalyze the extract if any 
of the above checks reveal a problem. 

Re-extract and reanalyze the sample if none of the above 
are a problem, or flag the data as "estimated 
concentration". 

Method Blank Analysis - Before processing any samples, the analyst 
must demonstrate through the analysis of a reagent water method 
blank that all glassware and reagents are free of interferences. 
Each time a set of samples is extracted, a method blank must be 
processed to check for laboratory contamination. The blank samples 
should be carried through all stages of the sample preparation and 
analysis. Lack of interference is demonstrated if all target 
analytes with the exception of common laboratory reagents are below 
their MDLs. 

QC Check Samole Analyses - QC check samoles may be obtained 
directly from EPA or prepared from suitable reference standards, 
but must be prepared independently of calibration standards. The 
QCCS usually contains the analyte(s) of interest at a concentration 
in the mid-calibration range. A QCCS should be analyzed if matrix 
spike recoveries are unacceptable to verify that the analysis is in 
control. 
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Matrix Spike/Matrix Spike Duplicate Analyses (MS/MSO) - EPA 
protocol recommends analysis of matrix spike and matrix spike 
duplicate samples for each analytical batch or matrix type at a 
minimum frequency of five percent. The method recovery limits and 
relative percent difference (RFD) acceptance criteria are shown in 
Section V. When matrix spike results fall outside limits published 
in the respective methods, a QCCS should be analyzed to demonstrate 
control. If spike recoveries are outside normal limits due to 
matrix problems, the data should be reported noting matrix 
interference. 

EPA 600 series protocol requires analysis of one matrix spike at a 
ten percent minimum frequency. A single matrix spike analysis will 
suffice for low level water samples where matrix effects are less 
likely. These recovery measurements serve as useful indicators of 
accuracy. 

Duolicate Sample Analysis - EPA protocol requires duplicate sample 
analysis at a ten percent minimum frecuency. The relative percent 
difference (RPO) calculated from MS/MSQ analyses provides an 
assessment of precision. This approach is useful for typically 
having no detectable amounts of analyte. 

Retention Time Windows - The laboratory calculates retention time 
windows for each standard on each GC column whenever a new GC 
column is installed. To establish windows, make three injections 
of standard throughout the course of a 72 hour period. Calculate 
the standard deviation of the three individual retention times for 
each standard. For multi-response prcducts, (i.e. PCB's) choose one 
major peak from the pattern. If the standard deviation for a 
particular standard is zero, use the standard deviation of a close 
eluting, similar compound to develop a valid retention time 
window. 

The laboratory establishes daily retention time windows for each 
analyte. The absolute retention time for each daily calibration 
standard serves as the midpoint of the window for that day. The 
daily retention time window equals the midpoint+ three standard 
deviations as determined above. 

EPA 500 and 600 Series and SW846 GC/MS Methods 

Analytical quality control protocols for GC/MS analyses are 
described in Method 8000 of SW846, 3rc ed. and equivalent methods 
in the 500 and 600 series EPA methods. They include: 

Initial demonstration of capability 
Calibration verification 

- Surrogate standard spike samples 
Reagent (Method) blank ar.alyses 

- Matrix spike duplicate analyses 
- Analysis of duplicate sar.oles (EPA 600 series) 
- Mass spectrometer sensit"~ity check 

Daily GC/MS performance tests 
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Initial Demonstration of Capability - Before analyzing samples the 
laboratory ~ust demonstrate the ability to generate accurate and 
precise data. This is achieved by analyzing four aliquots of a QC 
check sample (QCCS) by the same procedure intended for sample 
analysis. The laboratory must calculate the average recovery and 
the standard deviation of the recovery for each analyte of interest 
using the four results. The mean recovery and standard deviation 
for each analyte must be compared with the corresponding acceptance 
criteria published in the EPA method. If, and only if, the 
experimental accuracy and precision data are acceptable, 
certification for the method is pursued through the Environmental 
Laboratory Accreditation Program offered by the California 
Department of Health Services. 

Calibration - Calibration standards at five concentration levels 
are prepared by dilution of stock standards. The average 
calibration factor is acceptable if the RSD between the factors is 
within 20 percent. Daily calibration checks are acceptable if the 
daily calibration factor is within 25 percent of the previous five 
level average. 

Surrogate Soikes - All samples are spiked with surrogate standards 
as described in the EPA method. The method recovery acceptance 
limits for GC/MS methods are included in Section V, Table V-1. If 
the surrogate spike recovery in any sample is not within limits; 

Check for errors in calculations, reagents and 
standards. Check instrument performance. 

Recalculate the data and/or reanalyze the sample if any 
of the above checks reveal a problem 

Re-extract and reanalyze the sample if none of the above 
reveal the problem, or flag the data as "estimated 
concentration" 

Method Blank Analyses - A method blank should be analyzed every 12 
hours to demonstrate that interferences are below critical limits. 
The blank samples should be carried through all stages of the 
sample preparation (including extraction for semi-volatiles) and 
analysis. Lack of interference is demonstrated if all target 
analytes with the exception of common laboratory contaminants are 
below their MDLs. For volatile analyses the common laboratory 
contaminants, methylene chloride, acetone, 2-butanone and toluene, 
must not exceed five (5) times their MDLs. For semi-volatile 
analyses the common laboratory contaminants, phthalate esters, must not 
exceed five (5) times their MOLs. 

QC Check Samele Analyses - QC check samples may be obtained 
directly from EPA or prepared from suitable reference standards, 
but must be prepared independently of calibration standards. The 
QCCS usually contains the analyte(s) of interest at a concentration 
in the mid-calibration range. A QCCS should be analyzed if matrix 
spike recoveries are unacceptable to verify that the analysis is in 
control. 
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Matrix Spike/Matrix Spike Duplicate Analvses (MS/MSO) - EPA 
protocol requires analysis of matrix spike and matrix spike 
duplicate samples for each analytical batch or matrix type at a 
minimum frequency of five percent. The method recovery limits and 
RPO acceptance criteria are shown in Section V. When matrix spike 
recoveries fall outside limits published in the respective methods, 
a QCCS should be analyzed to demonstrate control. If spike 
recoveries are outside normal limits due to matrix problems, the 
data should be reported noting matrix interference. 

EPA 600 series protocol requires analysis of one matrix spike at a 
five percent minimum frequency. These matrix spike mixtures 
contain all of the target compounds. A single matrix spike 
analysis will suffice for low level water samples where matrix 
effects are less likely. These recovery measurements serve as 
useful indicators of accuracy. 

Duplicate Sample Analysis - EPA protocol recommends duplicate 
analysis at a five percent minimum frequency. The RPO calculated 
from MS/MSO analyses provides a useful assessment of precision. 
This approach is recommended for water samoles typically having no 
detectable amounts of analyte. 

Mass Spectrometer Sensitivity Check - If the extracted ion current 
profile (EICP) area for any internal standard changes by more than 
a factor of two (-50% - +100%), the mass spectrometer must be 
inspected for malfunctions and correction action taken. Samples 
analyzed while the system was malfunctioning must be reanalyzed; 
there are no exceptions. 

Daily GC/MS Performance Tests - Each day that analyses are 
performed, the GC/MS system will be checked using 
bromofluorobenzene (BFB) or decafluorotriphenylphosphine (OFTPP). 
The acceptance criteria presented in Section V, Tables V-4 and V-5 
must be met prior to performing any analyses. If all criteria are 
not met, the instrument will be retuned and the test repeated until 
all criteria are achieved; there are no exceptions. 

~PA 200 Series and SW846 Metals Methods 

Metals Analyses by ICPES and Atomic Absorotion - The quality 
control protocols associates with metals analyses are described in 
SW846 Method 6010 (EPA Method 200.7) for IC?ES and Method 7000 (EPA 
Methods 206.2, 270.2, 245.1, 239.1) series for atomic absorption. 
They include: 

Calibration verification 
- Analysis of QC check samples 

Calibration blank analyses 
Reagent blank analyses 

- Analysis of matrix spike/matrix spike duplicates 
Instrument check standard analyses 

These procedures are described below. 

Calibration - Calibration standards at two concentration levels in 
the instruments Linear Range are prepared by diluting stock 
standards. These standards must be analyzed with each batch prior 
to sample analysis; there are no exceptions. 
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QC Check Sample Analyses - Immediately after calibration, a quality 
control check sample (QCCS) containing all elements of interest is 
analyzed. The results are calculated prior to analyzing any other 
samples. The QC standard is purchased from a convnercial source. 
The QCCS should be prepared in the same acid matrix as the 
calibration standards at the mid-calibration range. 

After every ten samples, the QC standard is reanalyzed. The 
measured value must fall in the acceptable range published by the 
manufacturer. If not, the instrument must be recalibrated. 

Calibration Blank (ICPES) - At a frequency of ten percent, a 
calibration blank is analyzed during sample analyses. As described 
in Method 6010, this standard is prepared by diluting 2 ml of (l+l) 
HN03 and 10 ml of (l+l)HCl to 100 ml DI H20. If response to this 
standard is verified to be outside three standard deviations of the 
mean calibration blank value, then correct the problem, 
recalibrate, and reanalyze the previous ten samples. 

Reagent Blank - A reagent blank, containing all the reagents and in 
the same volumes as used in the processing of the samples and 
carried through the complete preparation/analysis procedure, should 
be analyzed at a minimum frequency of five percent, or one per 
sample batch. Reagent blank results should be used to correct for 
possible contamination resulting from varying amounts of the acids 
used in processing samples. 

Matrix Spike/Matrix Spike Duplicate - For each analytical batch or 
matrix type (five percent minimum frequency), matrix spike and 
matrix spike duplicate samples should be analyzed. Matrix spike 
results should fall within the acceptable percent recovery range 
listed in Section V. If the spike is not recovered within the 
specified limits, the data should be flagged as suspect due to 
matrix effects. Depending on the project, provisions are 
established to use standard-addition analysis procedures to 
compensate for matrix effects. 

Duplicate spiked sample results should agree within the acceptable 
percent RPO listed in Section V. If they do not, evaluate the 
system for the source of the imprecision, and correct the problem. 

Total Organic Carbon 

Determination of Total Organic Carbon is performed according to EPA 
415.l and 9060. Quality control measures include the following: 

- Calibration 
- QC Check Samples 
- Method Blanks 
- Matrix Spike/Matrix Spike Duplicates 

These procedures are described below. 

Calibration - For water samples, multiple calibrations (3) in the 
0-50 ppm range are performed daily prior to sample analysis. If 
the calibration areas are within ten percent of one another the 
analysis may proceed. If not, repeat calibration. For solid 
samples, a one point single calibration is performed using 150 
microliters of 1000 ppm carbon standard injected onto quartz wool 
and pyrolyzed. 



QC Check Samples - QC check samples are obtained commercially (ERA 
and NIST) and are analyzed immediately after calibration and at the 
end of the analysis. The QC check sample must fall within 80 to 
120 percent of the true value. If not, it must be reanalyzed. If 
still out of limits all samples must be reanalyzed after checking 
the entire system for errors. For soil samples, QC check samples 
are analyzed first, last, and at a minimum frequency of ten percent. 

Method Blanks - Method blanks apply to water samples only, and are 
analyzed immediately following the first QC check sample. The 
result should be zero. If not, reagent blanks must be performed, 
the system recalibrated, and the QC check sample reanalyzed prior 
to re-analysis of the blank. 

Matrix Spike/Matrix Spike Duplicates - Matrix spike/matr~x spike 
duplicates are analyzed at a minimum frequency of ten percent for 
water samples. The acceptance limits shown in Section V must be 
met, otherwise the samples must be reanalyzed. Since matrix spikes 
are applicable to soil samples (sample size= 10 mg), all samples 
are analyzed in duplicate, and the precision limits listed in 
Section V must be met. Otherwise, the samples must be reanalyzed. 

Total Organic Halogens (TOX) 

Determination of TOX is performed according to EPA 9020. Quality 
control measures include the following: 

- Test titrations 
Calibration 

- Matrix spike/matrix spike duplicates 

These procedures are described below. 

Test Titrations - Prior to sample analysis, two test titrations 
must be performed. The end points must be within five millivolts 
of one another, and the gain readings must meet the criteria 
published by EPA in Method 9020. If out of limits, check the 
system and run duplicate test titrations until the criteria are 
met. 

Calibration - Direct injection of known amounts of analyte to the 
pyrolysis tube are performed prior to sample analysis to check cell 
recovery. This must be performed in duplicate and the recovery 
must be within 80 to 120 percent for both. If out of limits, check 
the system and run duplicate calibrations until the criteria are 
met. 

Matrix Spike/Matrix Spike Duplicates - Matrix spike/matrix spike 
duplicates are analyzed at a minimum frequency of ten percent. 
Both results must be within 80 to 120 percent of the true value 
with a 20 percent RPO maximum. Otherwise, check the system and 
reanalyze duplicate matrix spikes until the criteria are met. If 
unable to meet acceptance limits, the analysis must be redone from 
the beginning unless matrix interference can be cited. 
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;ross Alpha/Beta 

Gross alpha/beta analysis is performed according to EPA 900.0. 
Quality control measures include the following: 

Efficiency vs. solids chart 
Background 
EC measurement 

- Matrix spike/matrix spike duplicates 

These procedures are described below. 
Note: Samples above the MCL for alpha/beta must be recounted for 
verification. 

Efficiency vs. Solids Chart - Prior to analyzing any samples, for 
each instrument an efficiency vs. solids chart must be generated as 
part of the initial demonstration of capability. In addition, 
whenever an instrument is maintained or repaired (i.e. a counting 
wire replaced) a new efficiency vs. solids charge must be generated. 
Only NBS traceable standards may be used. Samples containing 
solids such that the efficiency of counting drops below ten percent 
must be reset using a smaller aliquot so that the solids give 
acceptable counting efficiency. 

Background - Background samples are run daily, prior to sample 
analysis. However, a weekly average may be used for calculation 
purposes. 

EC Measurement - Prior to setting up a sample, an electrical 
conductivity measurement must be made for estimation of total 
dissolved solids. This estimate helps to determine the sample 
aliquot necessary to meet the efficiency vs. solids requirement. 

Matrix Spike/Matrix Spike Duplicates - Matrix spike/matrix spike 
duplicates should be analyzed at a minimum frequency of ten 
percent. The acceptance limits shown in Section V must be met, 
unless matrix interference can be cited. Only NBS traceable 
standards may be used for spiking. 

otal Radium, Natural Uranium, and Radioactive Strontium 

These analytes are determined by EPA 900.1, EPA 908.0, and EPA 
905.0, respectively quality control measures include the following: 

Background 
Calibration 

- Matrix Spike/Matrix Spike Duplicates 

These procedures are described below. 

Backaround - Background samples are run daily prior to sample 
analysis, however a weekly average may be used for calculation 
purposes. 
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Calibration - One point calibration is sufficient for each batch of 
samples. Calibration factors are stable over time if no instrument 
parameters have changed. If the calibration factor differs from 
the running average by more than 20 percent, check the instrument 
and recount the standard or prepare new standard and recount. Only 
NBS traceable standards may be used. 

Matrix Spike/Matrix Spike Duolicates - Matrix spike/matrix spike 
duplicates should be analyzed at a minimum frequency of ten 
percent. The acceptance limits listed in Section V must be met 
unless matrix interference can be cited. Only NBS traceable 
standards may be used. 

'.adon-222 and Tritium 

These analytes are determined by EPA 913.0 and 906.0, respectively. 
Quality control measures include the following: 

Background 
- Calibration 

Duplicate Analyses 

These procedures are described below. 

Background - Background samples must be run daily prior to sample 
analysis. Background are generally stable overtime, and must be 
below or less than ten percent above the historical average. If 
our of limits, the entire system must be checked for errors and 
contamination. The background requirements must be met, otherwise 
sample analysis cannot proceed. 

Calibration - Three point calibration is required using NBS 
Traceable Standards only. Calibration factors must be within twenty 
percent Relative Standard Deviation. The calibration requirements 
must be met, otherwise sample analysis cannot proceed. If out of 
limits, the entire system must be checked for errors and 
contamination. 

Duplicate Analyses - Duplicate analyses must be performed at a 
minimum frequency of ten percent. The limits listed in Section V 
must be met for tritium if the duplicate contains detectable 
amounts of tritium. Radon samples are field duplicates which may 
not meet the limits listed in Section V, however "poor duplication" 
must be cited on the report if the limits are not met. 

Titrimetric Determination of Alkalinity 

EPA 
Titrimetric determination of alkalinity is performed according to 

Method 310.1. Quality control procedures include the following: 

- Titrant Standardization 
Laboratory Control Sample 
Duplicate Analyses 

Titrant Standardization - The sulfuric Acid titrant is standardized 
against sodium carbonate. 
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Laboratory Control Sample Analyses - Alkalinity QC check standard 
is analyzed daily. Recovery within EPA stated limits is required 
for analyses to proceed. 

Duplicate Analyses - A duplicate analysis is analyzed every ten 
samples. The duplicate analysis should include all sample 
preparation steps. Precision should be within twenty percent RPO, 
or +/-2 detection limits. 

olorimetric Determination of Phosphate 

Sample will be analyzed for EPA Method 365.2. Quality control 
procedures include the following: 

- Calibration coefficient 
- Analysis of Laboratory Control Samples 
- Analysis of matrix spike/matrix spike duplicates 

Calibration - A calibration curve is prepared daily, with 
verification. 

Laboratory Control Sample Analyses - Analyze a laboratory control 
sample immediately after calibration. Recovery should be within 
ERA stated limits for analysis to proceed. 

Matrix Spike/Matrix Spike Duplicates - For every sample matrix 
analyzed (minimum ten percent frequency), verification is required 
to ensure that chemical interference is not affecting color 
development. The spike recovery should be between 80 to 120 
percent. Samples that suffer from matrix interferences shall be 
diluted and reanalyzed. 

ryanide Analyses 

Inorganic cyanide will be determined colorimetrically according to 
EPA Method 335.2 and SW846 Method 9010. Quality control procedures 
include: 

- Calibration Verification 
- Method Blank Analyses 
- Analyses of Laboratory Control Samples 
- Duplicate Analyses 
- Analyses of Matrix Spiked Samples 

Calibration - Calibration procedures are described in Section V. A 
calibration curve is prepared daily, with verification. 

Method Blank Analyses - A minimum of one reagent blank per sample 
batch will be analyzed to determine if contamination or memory 
effects have occurred. 

Laboratory Control Sample Analyses - A QC check sample, prepared 
independently of calibration standards, is analyzed daily. 
Recovery should be within ERA stated limits for analysis to 
proceed. 
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Duplicate Ana vses - A duplicate analysis 
analysis shou d be run every ten samples. 
includes the whole sample preparation and 
Precision should be within 20 percent RPO 

Jr matrix spike duplicate 
The duplicate run 

analytical process. 
or +/-2 detection limits. 

Matrix Spike Analyses - For each batch or ~atrix type (up to 20 
samples), an aliquot of sample should be sJiked and analyzed. 
Recovery of the spike should be within 25 Jercent of the amount 
added. 

~luoride Analyses 

Fluoride analyses will be performed accorc~ng to EPA Method 340.2. 
Quality control procedures include: 

- Multipoint calibration 
- Analyses of QC Check Samples 
- Duplicate Analyses 
- Analyses of Matrix Spiked Samples 

Calibration - Calibration procedures are described in Section V. 
The method specified a daily multipoint ca~ ibration with 
verification. 

Laboratory Control Sample Analyses - A QC check sample, prepared 
independently of calibration standards, shculd be analyzed daily. 
Recovery should be within ERA stated limits for analysis to 
proceed. 

Duplicate Ana!vses - A duplicate analysis Jr matrix duplicate 
analysis should be run every ten samples. The duplicate run should 
include the whole sample preparation and aralytical process. 
Precision should be within 20 percent RPO, or +/-1 detection limit. 

Matrix Spike Analyses - For each batch or ~atrix type (minimum of 
ten percent), an aliquot of sample should :e spiked and analyzed. 
Recovery of the spike should be within 20 :ercent of the amount 
added. 

Turbidimetric Determination of Sulfate 

Turbidimetric determination of sulfate is :erformed according to 
EPA Method 375.4 or SW846 Method 9038. Quality control procedures 
include the following: 

- Multipoint Calibration 
- QC Check Sample Analyses 
- Duplicate Analyses 
- Matrix Spike Analyses 

Multipoint Calibration - A multipoint cali:ration curve will be 
prepared daily, as described in Section V. 

Laboratory Control Sample Analyses - A sul~ate QC check standard is 
analyzed daily. Recovery should be within ~RA stated limits for 
analyses to proceed. 
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Ouolicate Analyses - A duplicate analysis (or matrix spike 
duplicate) is analyzed every 10 samples. The duplicate analysis 
should include all sample preparation steps. Precision should be 
within 20 percent RPO, +/-1 detection limit. 

Matrix Spike Analyses - For each batch of samples of a matrix type 
(20 maximum), an aliquot of sample will be spiked and analyzed. 
Recovery of the spike should be within 20 percent of the expected 
value; if not, the data will be flagged. 

'aste Extraction Test 

The waste extraction test will be performed according to procedures 
described in the California Administrative Code, Section 66700. 
Quality control procedures include: 

- Method Blank Analyses 
- Duplicate Extractions 

Method Blank Analvses - A minimum of one reagent blank per sample 
batch will be analyzed to determine if contamination or memory 
effects have occurred. 

Ouolicate Extractions - A duplicate extraction will be performed 
with every batch of samples, at a minimum frequency of ten percent. 
Results for analyses of the duplicate extracts will be used to 
estimate overall measurement variability. 
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TABLE Vl-1 

Analytical 
Parameter Method 

Conductane 120.1 
(aqueous) 

Hardness 130.2 

pH 150.1 
(aqueous) 

SUMMARY OF CALIBRATION AND INTERNAL QUALITY CONTROL PROCEDURES 
FOR REPRESENTATIVE WET CHEMISTRY ANALYSES 

Quality Control 
Check Frequency Acceptance Criteria 

Single-point Prior to Measured value within 
calibration sample analyses + -2% of true value 

QC Sample After calibration Measured value within 
and after every 20 +10% of true value 
samples (minimum) 
two per set) 

Duplicate analysis 5% Coefficient of 
variation (CV) ~ 10% 

QC check sample One per batch +10% 

Duplicate 10% RPO 
Spike 10% <20% -

Two-point Daily prior to Reading within 
calibration sample analyses 0.05 pH units of 

buffer solution 
values 

QC Sample After calibration Analysis within 
0.2 pH units of 
true value 

Duplicate analysis 10% Coefficient of 
variation (CV) ~1% 
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Corrective Action 

1. Repeat calibration 
2. See instrument manual 

1. Repeat check 
2. Repeat calibration 

and check 

Obtain third value 

1. Evaluate system 
2. Repeat calibration 

1. Obtain third value 
2. Flag data 

1. Repeat calibration 
2. See instrument manual 

1. Repeat check 
2. Repeat calibration 

and check 

Obtain third value 



TABLE Vl-1 

Parameter 

TOS 

TSS 

Turbidity 

Nitrate-N 
Ammonia-N 

SUMMARY OF CALIBRATION ANO INTERNAL QUALITY CONTROL PROCEDURES (continued) 

A-n al yt ic al 
Method 

160.l 

160.2 

180. l 

353.1 
350. 1 

OUalTfYControl 
Check 

QC check sample 

Duplicate analysis 

QC check sample 

Duplicate analysis 

Oupl icate 

QC check sample 

Duplicate analysis 

Spike 

Blank 

Calibration 

Frequency Acceptance Criteria 

One per batch -10% recovery 

10% RPO 20% 

One per batch +10% recovery 

10% RPO 20% 

10% + <20 RPO 

10% ERA Values 

10% RPO 20% 

10% +20% 
-

Daily <0.04 mg/L 

Daily Corr. Coef. >0.995 
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Corrective Action 

Reanalyze samples 

1. Obtain third value 
2. Flag data 

Reanalyze samples 

1. Obtain third value 
2. Flag data 

1. Obtain third value 
2. Flag data 

1. Evaluate system 
2. Repeat calibration 

1. Obtain third value 
2. Flag data 

1. Flag data 
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VII. Preventative Maintenance 

A). Maintenance and Repair of Instruments 

Routine maintenance of equipment is performed by the analyst when 
appropriate. Instrument maintenance and calibration is performed 
by qualified service technicians (usually service representatives 
of the instrument manufacturer). Instrument repair is also 
performed by these technicians and a record (containing the date, 
the nature of the problem, description of the repair, and the name 
of the technician) is also kept. 

8). Good Laboratory Practices 

Good laboratory practices are followed to prevent contamination of 
samples and standards. This includes the careful cleaning of 
glassware, and the use of disposable labware and containers when 
practical. Sample containers are monitored for contamination when 
received according to lot number and proposed use. 

The deionized water is monitored by an automatic shut-off valve (at 
a set resistance of 500,000 ohms), checked monthly for pH, standard 
plate count, electrical conductivity, total dissolved solids, 
residual chlorine, and heavy metals (to include lead, cadmium, 
chromium, copper, nickel and zinc). 

The analytical balances are certified once a year by a qualified 
specialist, and checked weekly using standard S weights. 

All refrigerator, oven, and incubator temperatures are monitored 
daily, and all thermometers are checked for accuracy on a quarterly 
basis. 

Fumehood velocities are checked monthly and sash marks are adjusted 
if necessary according to CAL OSHA regulations. 

The pH meter is to be standardized on the day of use with two (2) 
buffer solutions (pH 4, 7 and/or 10). 

The conductivity meter is to be standardized once a month with 
0.01 N KCl solution. 

The turbidity meter is to be standardized with standards before use. 
Standards are replaced yearly and checked with EPA check samples or 
equivalent commercial check samples. 

The QA/QC Director must be notified immediately if any sign of 
malfunction occurs in any instrument so that he can decide if a 
qualified serviceman should be consulted. 

In accordance with current regulations, hazardous materials are 
clearly labeled and Material Data Safety Sheets are available for 
employee inspection. 
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C. Performance and System Audits 

Quality Control Inspections will be conducted quarterly. Quality 
Control spot checks are conducted weekly. Quality control spot 
check/inspection reports are kept on file in the QA Directors 
office. Photocopies of these reports are distributed to lab 
managers immediately following the inspections/spot checks. 
Corrective actions are expected to be implemented within 30 days of 
the inspection/spot check. Semi-annually, FGL, Inc. participates in 
EPA Performance Evaluation Studies and/or EPA inter laboratory 
comparison studies. FGL also conducts annual double-blind 
performance studies through environmental resource associates. 

VIII. Data Reduction, Validation and Reporting 

Before reporting, all data is qualified as being acceptable 
according to Internal Quality Control requirements (e.g. acceptance 
limits, holding times, preservation, etc .... ). 

IX. Corrective Action in Out-of-Control Situations 

The results obtained from the duplicate and the spiked samples 
should be within the acceptance limits. In the event of an 
out-of-control situation, the following (in order) should be 
investigated: 

l). Check for errors in calculation 
2). Check calibration and instrument performance. Prepare new 

standards if necessary. 
3). Reanalyze, if possible, the duplicate or spiked sample. 

(prepare a new spiked sample if necessary). 

If there is insufficient sample for re-analysis, an alternate sample 
from the set may be analyzed as either a duplicate or a spiked 
sample. 

If an instrument is not functioning properly, immediately notify the 
QA Director. If unavailable, then notify the lab manager. If 
neither are available, then post a notice on the instrument 
indicating "out of order" condition, and continue working with other 
instruments known to be functioning properly. Notify the QA 
Director as soon as possible. 

Each work area has a corrective actions notebook. When corrective 
actions are necessary, an entry is made to the notebook identifying 
the problem, method, the analyst, and proposed corrective actions. 
After implementing the actions another entry is required to verify 
that the problem was solved. This process may need to be repeated 
in some situations. If matrix interference is the cause for the out 
of contra 1 situation the data may be reported with the appropriate 
explanation, and results reported as "estimated concentration". 
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X. Safety 

FGL has a progressive safety program which meets all OSHA 
requirements, as well as those of Senate Bill #198. At all times 
FGL has the following materials readily available to it's employees: 

- Material Safety Data Sheets 
- OSHA Laboratory Standard Regulations 
- FGL Emergency Action Plan 
- FGL Chemical Hygiene Plan 
- FGL Fire Prevention Plan 
- FGL Hazard Communication Plan 
- FGL Injury and Illness Prevention Plan 

The above materials are available to outside parties upon request. 

FGL holds monthly safety inspections and quarterly safety training 
sessions and safety committee meetings. At FGL, quality and safety 
go hand-in-hand. 
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STATE CF CALIFORNIA-HEALTH ANO WELFARE AGENC' 

DEPARTMENT OF HEALTH SERVICES 
2151 BERKELEY WAY 
BERKELEY. CA 94704-1011 

(510)540-2800 

Mr. Darrell Nelson 
"FG;. Environmental 
p;o:sox 272 
Santa Paula, CA 93061 

Dear Mr. Nelson: 

PETE WILSON. ~""mer 

May 13, 1992 

Cartificate No.: 1573 

En~losed is an updated c=py of your ELAP Fields of Testing List. 
If you have any ques~ions, please contact our office at (510) 540-2800. 

Enclosure 

Sincerely, 

William R. Ray 
Water/wastewater Laboratory Consultant 
Environmental Laboratory 

Accreditation Program 



ENVIRONMENTAL LABORATORY ACCREQ !-;'A -:-:CN/qEG:S~~ . .HICN 
List of Appro'led Fields of Tesc'.n; :r.c ~na \::s 

============:::::===============--===-~=====================================::::::::::::::::::======================================= 

FGL E.ivi ronmer.::; /Santa Pau 1 a 
853 Cor~crat;:~ S~:-eet 

Santa Paula, :A 9~~50 

PHONE: (805) 559-0910 
CCUNTY: Ventura 

LABORATORY CATEGORY: Commer:'~· 

CERTiF!CATE NUMBER: 

1.0 Mii::-c~'.:·:g·.1 :f 8r'.i1k~:-; !1at:r and Wastewater ----------------------------------------------------------(C7-'s-:· 
1.1 Total c:· '7:.-::is 0·1 ."lui:'::le -ube Fermentation -----Y 
1.2 Feca: c:· 'f::--::s ':y ,\lu1:'.:1e -:-ube Fermentation -----Y 
1.3 Toca :.:·'~::--::s by '>1em::-~r.e ='.1ter -------------N 
1. ~ Feca 1 C: · 'fc:-'ils by ,\lemcr3ne =n tar ----------------N 

. : ~et:r:::-oonic P: e:e Count -------------------·- · 
;'ota· :.:1'.fcr:ns ':y MMO-MUG Or~nki,1g Water :Jr.: 1--· 

=eca :oiifor:ns ':y MMO-MUG Qr;01king :~atar Gn ;y·-· 

2.a 
2. 1 
2.2 

[r.cr;an': :~e::iist:-y ar.c 'hys':al Prcpert'.es of Sr-'.r.king ~ater exc::..d'.:-; -:-:xic ::·e:llical E:e:nents ------------(CH:-~· 
A 1ka1 i r.' :·; ------------------------------Y : . 3 ."'BAS ---------------------------------------· 
Ca1:~u:n --------------------------------------Y 

2. 3 Ch 1 :i ~de -------------·----------------------------Y 
2 . ! Co;- :-:s i ·;:: ! -----------------------------------Y 
2.: 
2.5 
2. 7 

Flu:;'.~: ----------------------------------------Y 
Harer.ass -------------------------------------Y 
~agr.~si~: ------------------------------------Y 

'~iti~:= --------------------------------··-I 
.'Ji:;':: -----------------------------------: .. .. ' ..... ,.. ..... -----------------------------------··-··--. """"'tr..· ... ·"' 

S:u 1 f,;:: ------------------------------------ ----· , .. 
:. ·~ -eta~ =~ltarab1e .. esidue and Ccnduct~vit·; ··-----,, 
2. 'i :.-on :::1orimet:-'.: Only)------------------··---'' 
Z. ·5 .~anga.·:se (Color'-:iet:-ic Only) ---------------··1 

3.0 
3. 1 
3.2 
3.3 
3.~ 

3.5 
3.5 
3. 7 

Ana1ysfa :f "'.":xic ':hemi:Jl E~ements in Drinking 'ilatar ---------------------------------------------(a 1 - 's -? · · 

Arsenic ---------------------------------Y 
Bar~um --------------------------------------Y 
Cad:ni :.iin -:-r-.--------------------------------Y 
Chromium. :::~: ----------------------------¥ 
Ccp~er --------------------------------Y 
[rcn ---------------------------------Y 
Lead ~----------------------------Y 

. ' ... 
~ .. .., . . , 
3 ... 

' •I .,, .... 

"'anga:-:se ------------------------------ -· / 

~er:~:-·:· ------------------------------------ -- ·: 
Sa; en' •. :i ----------------------------------- .. / 

Sf 1 ve.- ---------------------------------------- ._, 

:~nc ~---------------------------------------' 
.!.1umi~"..::: ---------------------------------··-- 1 

.As bes: :s ----------------------------- ·: 

4.0 Organic :::emi3t:-y of Dr~nking Water (measurement: by GC/MS ccmbinati:r.; ----------------------------------(07-lS·-~·· 
4.1 Volatile '~:-;ar.ics ---------Y L; Ac~d :.-: Sase/Neut::-al Compounds ----------··v 
4.2 Trihalome:~ar.as -----------------------N 

5.0 Organic :::em'st:-y cf Or~nking !'latar (excluding :neasurements by GC/MS ::mo1nacc;:. -----------------(07-:5-~·; 
5.1 Total Tr'~.a1:methanes - ------------Y 5.: :as .:r: JSCP -------------------------·' 
5.2 Chlorina::d ~est~c~des Y 5. ~ Polyc~·:r-inated 3~phenyls ---------------·1 

5.3 Chlorcphsr:xy heri::icides ----------------Y ,.. Carbar.:a:as ------------------------··' 
5.~ Haiogena::d 'lclat~:es ------- -N 5.2 ~itic;:.-./Phcsphcr'Js Pesticides------------·' 
5.5 Aromatic '/c1a:iles ---------N 5.29 G~yphc~:::e ---------------------------·' 

6.0 
6. 1 
5.2 
5.3 
6.4 
5.5 
5.5 

Rad~oche;:o.'st:-y ---·-------- -(07-15-9'.; 

7.0 
7. 1 

Gress al ~~a and bet:a and :our:'.ng error ----Y 
Total Rac''J::i ----------------------Y 
Radium 22: --------------------N 
Uranium Y 
Raden 22: ----- ---------Y 
Radioac:~·1e :asium -- -----N 

Shellfish Sanitation ----------------­
Shellfish "ea: ~ic:-:biolcgy -----------N 

6. ~ 
5.: 
5.? 
5 •• J 
5 .. 

7.: 

rcdine '31 ---------------------'! 
Radica::'.ve Strcr.:ium -----------------·' 
r ii ti~= ---------------------------" 
Gamma :,,iitting Is::opes ---- -----.11 

G.-cs~ ~·:ha by Cc-;:recipitation ----------ii 

---------------(-----) 
Paraly:~: Shellfish Poison ----- --N 

8.0 Aquatic Tcxic~~y Bicassays ---------------- ---- ----·--------------(----) 
8.1 All Fres~ ~'iatar: Static.Static/Renewal and Continuous Flow Bioassays; arc 

Estuarine/"'ar'ne: Static, Stat~c/Renewal, and Continuous Flow 9ioassays -------- --'1 
8.2 Hazardous .-astas Section 56595 (a) (4) ---- ------------------11 
9.0 Physical '~:perties Testing of Hazardous Waste ---------------- (OHS-9:; 
9.1 lgnitabi1 't:'/ (Flashcoint deter::iination Section 56702) ---------------· ---Y 



FI:~DS OF TESTING AND ANALYT~S (continued) Page : 

9.2 Cc:-·:siv~:y • ;H detar'.:li:iat~on -------------------------------------------------------·' 
9 .3 Cc:-·:si·1':y - Ccr:-:sivi':'/ towards steel (Sec:ion 66708) -------------------------------------------------------" 
9 . 4 Rea::~ ·1 i :y (Sec: fon 5 6i Q 5) -----------------------------------------------------------------., 

10.C Ii:: ... ;3r.~: Shem~s::"J and ;cx~c Chcmica1 E:~ment~ of Haz3:-~cus :ia:;~a 
1 O. : .~;.:"-::cry ---------------------------------------501; ( 07-' 5-91 )---------------------------- 70! 1 (: :- ;5-~5 )-------- / 

1O.2 Ar;:·.~: -------------------------------------------------------------------------- ~ 050 ( 05-06-86 )------------------------' 
1 O. 3 3a •' ·~:n --------------------------------------------50:: ( 0 H 5- 3 5 )------------------------------------------------------ ' 
1 O . ! Be.··;: ~ ~ :.;;;; ----------------------------------------501 a ( 0 5-·Jc-3 5) --------------------------------------------------- - / 

10. 5 Sa:::~um ---------------------------------------50; O( 07-: 5-91)----------------~130( 05-06-86) 7131 ( 05-·J5-35 )-------- / 

10. 5 C~.-::::iu:::, tct;:: ----------------------------6010(07- ~5-91 )-----------------7190(0S-06-86)---------------------·--' 
1 O . 7 Cc::~ t -------------------------------------6010 ( 0 5-0 5-: 5 )------------------------------------------------ '.' 
10 . 8 Cc:: er -------------::------------------------------50 '.a ( C7 - ' 5-9: ) ----------------- ·210 (a 6-0!i-86 )------ ------------------ I 

; o _ g ~::: -------------------------------------------50' J( 07-: s-J: )------------------• 420 ( 05-06-86) 7!21 ( c:-~5-35 )-------- / 

10. 1 C M::.·:·~:-1 -------------------------------------------------------------------------. 4 70 ( CS-06-86 )-----------------------·' 
~ 0. ; 1 ~c. i:dsnu:n -----------------------------------------50 ~ ~ ( CS-·:S-: 5) .... -----------------------------------------------··-·-···· ., 
1 a.: z :-Ii' ::-:e: ------------------------------------------6C '. J( 07- ~ 5-9 ~ )------------------ ~520( 05-06-86 )----------------------, 
10. 13 Se";n~u:n -------------------------------------------------------------------:740(05-06-86)-------------------- 1 

10. 14 Sf· 1er ---------------------------------------60'.~(07-'.5-91)---------------7760(05-16-85)----------------------·-'' 
10.: 5 :~a~: iw:n ------------------------------------60 :0(07-15-91)-------------------------7841 (~5-05-85}--------' 
10. 15 '/a.· 3d f WJ: ---------------------------------6 0 '. 0 ( 0 5-·J 5-3 6 )----------------------------------------------'I 
10. 17 z -:~: ------------------------------------60 '. 0( 07- ~ 5-~ 1)--------------7950(05-06-85)---------------------'1 

1o.1 a c~.-::ni l<::: (V r; -------------------------------------------------------1196 ( os-06-86 )---------------------- 1 

1 O . 19 C.t :-. ~de -:-._':"--------------------------------------------------- --9010 ( C 5-0 6-3 6 )------- 1 

10 .20 F~!,;:r-:da --------340. 1 ( 07-15-91) 340. 2( OS-'36-36) --------------------------------------------------------------'' 
10. 21 Su·; i de ----------------------------------------------------------------------9 03 0 ( G 5-.J 6-3 6 )-------- ., 
10 .:2 Tc:a 1 Organic ~eac ---------------------------------------------------------------(a~-13-88)--------' 

11. 0 E;,::-:c:-::::n 'Tes°'s cf Hazardous \~as°'e ----------
11. 1 591;:-:cn 56700 (\'IE".') -------------------Y 
11 .2 Ex:·ac:~on Procadure Toxicity ---------------Y 

---------------------( 06--)6-8 5: 
i1 .3 Toxicity Charac::ristic Leaching Procec:.:,·e (TCL.0)-----' 

12.0 Di;ani: Chemis,:-y of Hazardous Waste (measurement by SC/~S c::::nirfnatfon) 
12. 1 Ve: at~ 1 a comocuncs ------------------------------------------8240 ( CZ-·JS-37 )-------- ., 
12.2 Se"livo:at~le ::m~ounds -------------- -------------------------8270(:5-.JZ-87)--------'' 

13.0 Or;ani: Chemis,:-y of Hazardous Was~= (excluding measurements by GC/~ combinaticn) 
13. 1 Ha~:genatad Voiaciles ------- ----------------------'! 
13.2 Nc:--Ha1cgenaced Volatiles ------------------------------------8015(0'.-'39-90)------'' 
13.3 Ar:::iat-:: l/o1ati1es ------- ---- ---------------8020(:5-JS-86)-------·1 

13.! Ac.-:leiii, Acrylcnitrile, Acetonitrile ------------------------------.v 
13.5 P"'enols ------------- ---9040(:5-06-36)-----·1 

13.S P~::-.ala"a Es:ars ----------------- -----------------------------------------·': 
13. 7 C:-;ancc.~1ori.~a Pestic:das ------------ --------------------8080(J5-06-86)-------·1 

13. 3 P: :,JC~ 1 ci'inated Biphenyls (PCBs) --------------------------------------------8080(05-·JS-86)--------~ 
13.9 ~'::-oai:mat~cs and Cyc1ic Ketones --------- ---------------------'J 
13. 10 .~: ~ ynuc: ear Aromatic Hydrocarbons ------------------------------------------8100 ( 8 5-06-86 )-------" 
13.11 c:-.:or~nated Hydrocarbons -8120(Q5-06-86)--------·f 
13.12 Or;anc:~ospcrus ?esticides ----------------------- 8140(~5-06-96)-------·1 

13.13 C~:or~r.atad Herbicides 8tS0(:5-06-86)------" 
13.14 Ca:":amatas ---------- ---632(07-15-91)-----------v 
13.15 7c:a1 ?et:-o1eum Hydrccarbcns (1~-08-87)-------'f 

U.O Buik Asbestos Analysis ----------------------·----
14. t Se:':ion 56699 (1% or greater asbestos :cncentrations) -----·------· 

15.0 5u:star.cas Regulated Under the California Safe Drinkfog Water and Toxic Etiforcemen~ ~ct 

-(-----; 
---~ 

(?~opcsition 55) and ~ot Included in Ot~er listed Grcucs. ---- --------- -------------11 



FIELDS OF TESTING ANO ANALYTES (continued) 

15.Q Wastewater Inor;ar~:: Shemistry, ~utrients and Demand---------------------------- (07- 1 5-~· 

15. · Ac:c::y ----------------------------Y 15.23 pH ------------------------------------------· 
15.2 A1ka~inity -- ----------------Y 15.24 Phenols ------------------------------· 
15. 3 Ammc:'li a ------------------------------Y 1S.25 Phosphat:. cr::-ic- --------------------------- · 
16.~ 3icc:'.emic:al Oxy~:r Qemand ---------------Y 15.25 Phosphor·~s. ~::::al ----------------------' 
1 S.: 8cr:r: -----------------------------------Y 
i 5 . 5 3 rem i de --------------------------------------- '( 
16. 7 Caic:um ----------------------------------Y 
~5.3 :90~ -----------------------------------------N 
16. 9 Chemi ca 1 Oxygen ~eman:: ------------------Y 
15. 10 Ch 1 or i de ------------ ---------Y 
15. '.1 Chlcrine Residuai, total ------------------Y 
15. ;z Cyanide ---------------------------Y 
15. !3 Cyanide amenable ::: Chlorinaticn ----------------N 
15. 1 i Fl uc:-1 de ------------------------------------Y 
!5. :5 ~ar::'leS3 ---------------------------------------Y 
:5. 15 ~je'dahl Nitr:ger ---------------------------Y 
15. '? ~agr1~sium ---------------------------Y 
15 . '8 ~it:-ate ---------------------------------Y 
16. :g ~it:-:te ----------------------------Y 
15.20 Oil and Grease ----------------------Y 
15. 21 Organic Carbon ----------------------Y 
15 . 22 Oxygen ' Di SSC lvec ·-----------------------Y 

16. 27 Potassiu::: ----------------------------------·· 
15. 2 g Residue. -:ta 1 ----------------------- - · 
16.29 Residue. ::1eerac:e (TDS) -------------------
15. ::a ~esi due. ~:nfi 1ter:b1e (TSS )----------------- · 
15.31 Residue, ;ett1eab:e (SS) ---------------------· 
16.32 Residue. :c1atile ----------------------· 
16. 33 Si] i CJ ---------------------------------· · 

15. 34 Sodium --------------------------- · 
16.35 Specific ::nd~c:tar.ce -----------------------· 
15. 35 Sulfate ---------------------------- · 
16.37 Sulfide !'~eludes :ctal and ;::iuble) ---------·-· 
15.33 Sulfite ----------------------------'. 
16.39 Su1-fac:ar:s (M8AS: -------------------· 
15.!0 Tannin ar: Ugnin -------------------------· 
16 .41 Turbidit·i ----------------------------- · 
16.42 Iron (Co:::-imetric: Jnly) ------------------' 
16.!3 Manganese '.C.:ilorime::-ic Only) ------------·--' 
16. !4 TRPH -------------------------------
16 . ~ s rox ---------------------------------- -- · 

17 -~ To;dc Chemical Eiements in Wastewater ----------------------------------------------(07-15-~ · 
17.1 Ah.:minum ··-------------------------Y 17.17 ,"1olybdem;: ---- -------· 
17 .2 Antimony ---------------------------Y 17 .18 Nicxe1 --------------------------------- · 
17.3 Arsenic ---------------------------Y 17. :g Osmium ----------------'. 
17 .i Sar'.um ---~-------------------------Y 17 .20 Palladfo;: -----------------------·· 
17.S Beryllium -------------Y 17.21 Platinum-----------------------" 
17.5 Cadmium----- ----Y 17.22 Rhodium----------------------------' 
17. 7 Chromium (VI) -------------Y 17. 23 Rutheniu::: -----------------------·: 
17.3 Chromium, total ------------------Y 17.24 Selenium -- -----------------· 
17.9 Cobalt--------------- Y 17.25 Silver -- -------------· 
17. 10 C.:ipper ----------------------Y 
17. 11 Gold ---Y 
17.12 Iridium -----------------11 
17. ~3 Ircn --------- ------Y 
17. 14 Lead --------- Y 
17. 1 S Manganese ----- Y 
17. 15 Mercury---- Y 

17 .26 Sti'or.tiur.: -----------------------· 
17. 27 Tha 11 ium ----------------------" 
17 .28 Tin ---- -------- · 
17.29 Titanium------ ---------'i 
17.30 Vanadium------------------' 
17.31 Zinc------- -----------·· 

18.0 Org.;nic Chemist:-y of \'lastewater (measurements by GC/"5 combination) --- {07-15-9" 
18.1 Volatile Organics ------ ------------------------------· 
18. 2 Acid and Sase/Neut:-a 1 compounds ---------------- --- · 

19.0 Organic Chemistry of Wastewater (excluding measurements by GC/1G combination) --- ------(07-15-9': 
19.1 Halcgenated Volat~1es N 19.8 Organochi::-ine Pesticides --- ---· 
19.2 Aromatic Volatiles Y 19.9 Polychlor::'late':l Biphenyls ------------·' 
19.3 Ac:-olein, Acrylonit:-ile, Acetcnitrile If 19.10 Nitroaroru.::ic:s and Cyclic Ket:nes ------'j 
19.4 Phenols - Y 19.11 Polynuc1ea:- Aromatics -- ----' 
!9. S Benzi dine 19. 12 Ha 1 aether; ---'i 
19. S Phtha late Esters ------------
19. 7 Nitrosoamines -----

19.13 Carbamatas -----------
19.99 Chlorinat:-: Herbicides ------

This laboratory is also certified for additional hazardous material test categories under :ertificate No. ---
This laboratory is also certified for additional drjnking water test categories under Cer:'.ficate ~c. ---

_____ ., 

======--===- ==== ===============---=======--=----------------====== 



APPENDIX F 

BLANK, DUPLICATE, AND SPIKE SAMPLE ANALYTICAL REPORTS 



EI I ~Ih.0N1y1Ef 11AL 

ANALYTICAL CtlEMISTS 
February 3, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sample Batch Sanr,>le 
ID Number ID Description 

1 19930202 TOC 201A QA/QC Blank 
2 SP 300450-01 201A MWS/B/18/lA 
3 SP 300450-02 201A MW6/B/18/1A 

Sample 
Type 

Lab. Blank Water 
Monitoring Well 
Monitoring Well 

RE: Organic Analyses Lab # SP 300450 

Sampling Site: Bermite 85-01.4 

ANALYTICAL RESULTS 

Grab or Sampled Date Samp. Container 
Comp. by Sampled Received Extracted Analyzed & Preservatives TOC 

--- ---- ---- N/A 02/02/93 ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a NO 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 

Preservatives: (1) Cool 4°C (2) H2S04 pH < 2 Containers: (a) Anber Glass TFE-Cap NO= Not Detected at a DLR of 0.5 mg/L by EPA Method 415.1 

If you have any questions Please call. 

1-J.~,1?~-
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

W29ritl~ Qli1~~-& J=<J.bQJ_a_tQry 
.0. l3ox 2121 853 Corp(,rdl1on Street 
inta Paula, CA 93061-0272 
:1 if\()';\ li'i9-0C)10 

FGL Environmental 

./ 
~~ 

;;,
1 

Darrell H. Nelson, B.S. 
~ Laboratory Di rector 

t_.~:i!...=C_~ L<...0•-HJl°:~t~)~ 'J 

'''.,'.i~ ~-)!~-:~j1';• .0{1(;/l f i •,lei 

ton. C.". 9~>21 ~-

Fit:lu Oli1q~ 
Vi~;.:i!t:t. Californ!U 
E:L. (209) 7:14 947'.l 
,, .'~ {.-,,-, ., 1')q t"; ~ -·' 



EI 1vlhvNr1Ef11AL 

ANAL YTICAJJ CtIEMISTS 
February 3, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sample Batch Sample 
ID Nllllber ID Description 

1 19930202 TOX 201A QA/QC Blank 
2 SP 300450-01 201A lfWS/C/18/lA 
3 SP 300450-02 201A lfW6/C/18/1A 

Sample 
Type 

Lab. Blank Water 
Monitoring We 11 
Monitoring We 11 

RE: Organic Analyses Lab # SP 300450 

Sampling Site: Bermite 85-01.4 

ANALYTICAL RESULTS 

Grab or Sallllled Date Samp. Container 
Comp. by Sampled Received Extracted Analyzed & Preservatives 

--- ---- ---- N/A 02/02/93 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a 

Preservatives: (1) Cool 4°C (2) H2S04 pH < 2 Containers: (a) Anber Glass TFE-Cap NO = Not Detected at a DLR of 5 ug/L by EPA Method 9020 

If you have any questions Please call. 

/f / J.~ I~- -f 
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

!'t>ornt!1_()f!1i-;<c?§_$< ~!!_QQ[ato_ry 
0 Elox 272 i 8S3 Corpural1on Street 
1nt3 Paula. CA 93061 C272 
·1 IH05) f~'iJ-fi'J 1 O 

FGL Environmental 

~t-!ue ~ 
enr Darrell H. Nelson, B.S. 
~ Laboratory Director 

Gtilc;g_~ J.,,~h<:,<~tc:ny 
~'.~;00 St29t-:•_n~1ch Fli •,:, · 
~~;c,ckton. C,'\ \h? 1 ~. 

t:•r',...,\ "t 

TOX 

NO 
ND 
NO 

Field Office 
V1sa1i3, California 
Ttl: (209) 734-941'.l 
~,, ,, "''· l')1-)(l\ 7'1q f""i Y7'• 



~N V1RONMENTAL 

ANALYTICAL CHEMISTS 
February 4, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MW5/0/18/1A 
Sampled by : Abdun-nur/Bricker 
Container : Glass TFE-Lined Cap 
Preservatives: 

CONSTITUENT 

Acetone 
Benzene 
Bromodichloromethane 
Bromoform 
Bromomethane 
Carbon Disulfide 
Carbon Tetrachloride 
Chlorobenzene 
Chloroethane 
Chloroform 
Chloromethane 
Dibromochloromethane 
1,2-Dichlorobenzene 
1,3-Dichlorobenzene 
1,4-Dichlorobenzene 
1,1-Dichloroethane 
1,2-Dichloroethane 
1,1-Dichloroethylene 
trans-1,2-Dichloroethylene 
1,2-Dichloropropane 
cis-1,3-Dichloropropene 
trans-1,3-Dichloropropene 
Ethanol 

Q.Qm9r;1te _ _Qfjices (!. _Lab_gratqry 
P.O. Box 272 ! 853 Coroor~:ron Stcent 

LAB No: SP 300450-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled 
Received 
Extracted 
Analyzed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
N/A 
February 3, 1993 
930203 624-202A 

EPA METHOD 624 

SAMPLE SAMPLE 
DLR RESULTS 

ug/L ug/L 

10 ND 
0.5 ND 
1 ND 
1 ND 
1 ND 
5 ND 
0.5 ND 
0.5 ND 
1 ND 
0.5 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
2 ND 
1 ND 

5,000 ND 

Ottice & Laborator_y 
2500 Stanecoacr Road 

LAB BLANK 
DLR RESULTS 

ug/L ug/L 

10 ND 
0.5 ND 
1 ND 
1 ND 
1 ND 
5 ND 
0.5 ND 
0.5 ND 
1 ND 
0.5 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
2 ND 
1 ND 

5,000 ND 

Table cont'd next page 

fje_!Q__Qffice 
V:~~li;:i r..:::ilifnrn1rl 



February 4, 1993 
Bermite Division of Whittaker 

EPA METHOD 624 Analysis results Cont'd 

SAMPLE 
CONSTITUENT DLR 

ug/L 

Ethyl Benzene 0.5 
2-Hexanone 5 
Methylene Chloride 0.5 
2-Butanone (MEK) 10 
4-Methyl-2-pentanone (MIBK) 5 
Styrene 1 
1,1,2,2-Tetrachloroethane 1 
Tetrachloroethylene 0.5 
Toluene 0.5 
1,1,1-Trichloroethane 0.5 
1,1,2-Trichloroethane 0.5 
Trichloroethylene 1 
Trichlorofluoromethane 1. 5 
Vinyl Acetate 100 
Vinyl Chloride 0.5 
Xylenes 1 

SAMPLE 
SURROGATES AR 

1,2-Dichloroethane-d4 61-164 
Toluene-dB 81-117 
BFB 62-124 

Page 2 

LAB No: SP 300450-1 
Description: MW5/0/18/1A 

SAMPLE LAB 
RESULTS DLR 
ug/L ug/L 

ND 0.5 
ND 5 
ND 0.5 
ND 10 
ND 5 
ND 1 
ND 1 
ND 0.5 
ND 0.5 
ND 0.5 
ND 0.5 
ND 1 
ND 1. 5 
ND 100 
ND 0.5 
ND 1 

BLANK 
RESULTS 
ug/L 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

SAMPLE LAB BLANK 
% REC. AR % REC. 

83 61-164 86 
102 81-117 96 
100 62-124 98 

DLR= Detection Limit for Reporting Purposes. MCL =Maxim.in Contaminant Level (··· indicates none determined.) 
ug/L • Micrograms Per Liter (ppb) ND = Not Detected at or above the DLR. AR • Acceptable Range 

See attached report for QA/QC data. If you have any questions please call. 

FGL ENVIRONMENTAL 

,!/ ( < /-L---{, /l~t-
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

kdm 

Darrell H. Nelson, B.S. 
Laboratory Director 



cr1 v lKO NM~I'f fAL 

ANALYTICAL CHEMISTS 
February 4, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MW6/0/18/1A 
Sampled by : Abdun-nur/Bricker 
Container : Glass TFE-Lined Cap 
Preservatives: 

CONSTITUENT 

Acetone 
Benzene 
Bromodichloromethane 
Bromoform 
: . )momethane 
Carbon Disulfide 
Carbon Tetrachloride 
Chlorobenzene 
Chloroethane 
Chloroform 
Chloromethane 
Dibromochloromethane 
1,2-Dichlorobenzene 
1,3-Dichlorobenzene 
1,4-Dichlorobenzene 
1,1-Dichloroethane 
1,2-Dichloroethane 
1,1-Dichloroethylene 
trans-1,2-Dichloroethylene 
1,2-Dichloropropane 
cis-1,3-Dichloropropene 
trans-1,3-Dichloropropene 
Ethanol 

c:&rrulJ:ale_Offices & Laboratory 
P 0 Box 272 8SJ Corporation Street 

LAB No: SP 300450-2 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled January 27, 1993 
Received January 27, 1993 
Extracted N/A 
Analyzed February 3, 1993 
QA/QC ID# 930203 624-202A 

EPA METHOD 624 

SAMPLE SAMPLE 
DLR RESULTS 

ug/L ug/L 

10 ND 
0.5 ND 
1 ND 
1 ND 
1 ND 
5 ND 
0.5 ND 
0.5 ND 
1 ND 
0.5 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
2 ND 
1 ND 

5,000 ND 

Ofiice _& Laboratory 
?=-iOi~.' S1aqe 1.~'Y~::·1 R-Jad 

LAB BLAtlK 
DLR RESULTS 

ug/L ug/L 

10 ND 
0.5 ND 
1 ND 
1 ND 
1 ND 
5 ND 
0.5 ND 
0.5 ND 
1 ND 
0.5 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
2 ND 
1 ND 

5,000 ND 

Table cont'd next page ... 

f'_iel_cLOJii£:~ 
V1sal1a, California 



February 4, 1993 
Bermite Division of Whittaker 

EPA METHOD 624 Analysis results Cont'd 

SAMPLE 
CONSTITUENT DLR 

ug/L 

Ethyl Benzene 0.5 
2-Hexanone 5 
Methylene Chloride 0.5 
2-Butanone (MEK) 10 
4-Methyl-2-pentanone (MIBK) 5 
Styrene 1 
1,1,2,2-Tetrachloroethane 1 
Tetrachloroethylene 0.5 
Toluene 0.5 
1,1,1-Trichloroethane 0.5 
1,1,2-Trichloroethane 0.5 
Trichloroethylene l 
Trichlorofluoromethane 1. 5 
Vi~:,, ~.-,;tate , ('\ f'\ 

Vinyl Chloride 0.5 
Xylenes l 

SAMPLE 
SURROGATES AR 

l,2-Dichloroethane-d4 61-164 
Toluene-dB 81-117 
BFB 62-124 

Page 2 

LAB No: SP 300450-2 
Description: MW6/0/18/1A 

SAMPLE LAB 
RESULTS DLR 
ug/L ug/L 

ND 0.5 
ND 5 
ND 0.5 
ND 10 
ND 5 
ND 1 
ND 1 
ND 0.5 
ND 0.5 
ND 0.5 
ND 0.5 
ND 1 
ND 1.5 
ND 100 
ND 0.5 
ND 1 

BLANK 
RESULTS 
ug/L 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

SAMPLE LAB BLANi< 
% REC. AR % REC. 

84 61-164 86 
97 81-117 96 
96 62-124 98 

DLR =Detection Limit for Reporting Purposes. MCL = Maxi1T1.1T1 Contaminant Level (··· indicates none determined.} 
ug/L = Micrograms Per Liter Cppb) ND = Not Detected at or above the DLR. AR =Acceptable Range 

See attached report for QA/QC data. If you have any questions please call. 

FGL ENVIRONMENTAL 

/0f, ~/~ ll I 
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

kdm 

Darrell H. Nelson, B.S. 
Laboratory Director 



~rt V 1KONMEN11\L 

ANALYTICAL CHEMISTS 
February 3, 1993 QA/QC ID# 930202 TOC-201A 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

RE: Organic Analysis 

Extracted: N/A 

CONSTITUENT 

TOC 

MS = Matrix Spike 

Analyzed : February 2, 1993 

FGL Environmental Quality Assurance Report 

TOC METHOD 

CONC. 
SPIKED 

mg/L 

ACCURACY 
% RECOVERED 

MS MSD AR 

415.1 90.0 104 103 80-120 

MSD =Matrix Spike Duplicate 

PRECISION 
% DIFFERENCE 

RPO MAV 

1.0 20 .0 

AR = Acceptable Range RPO = Relative Percent Difference 
Matrix = Laboratory Blank Water 

MAV = MaxillXJll Acceptable Value 

Q.QIQQ!'.l!~J:l_tfi~e!l_ &_l,.ab9ra_t9ry 
P_Q_ Box 272 1 853 Corporation StreRI 

FGL ENVIRONMENTAL 

Steve Castellano 
Quality Assurance Director 

Ottice _e,. Laboratory 
25DG Stogccoac.r·· P:10c: 

f._i~[Q_Otfic~ 

Visalia. California 



u! 1 V ll\Ul11~1C11 lf\L 

ANALYTICAL CHEMISTS 
February 3, 1993 QA/QC ID# 930203 TOC-201A 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

RE: Organic Analysis 

Extracted: N/A 
Analyzed : February 3, 1993 

CONSTITUENT 

TOC 

MS = Matrix Spike 

FGL Environmental Quality Assurance Report 

TOC METHOD 

CONC. 
SPIKED 

mg/L 

415. l 20.0 

MSO =Matrix Spike Duplicate 

ACCURACY 
% RECOVERED 

MS MSD AR 

94 93 80-120 

PRECISION 
% DIFFERENCE 

RPO MAV 

1.0 20.0 

AR = Acceptable Range RPO = Relative Percent Difference 
Matrix = Laboratory Blank Water 

MAV = MaxilllJll Acceptable Value 

~!LOJfJce~ &_ L_~bQr?t9ry 
P.O. Box 272 / 853 Corporat1oc Str-?el 

FGL ENVIRONMENTAL 

~~ 
Steve Castellano 
Quality Assurance Director 

Office & Laboratory 
2--J( '.'. :::':i·~~)('(;,1"il ~)C.dd 

c: .,.. - . ~. ( (, ; , :.·, -.• 

EieJd _Office 
Visalia, Cal1forn1a 
Tr:! f'JriQi 7':lA .0.17'1 



tN V 1KONME!YfAL 

ANALYTICAL CHEMISTS 
February 5, 1993 QA/QC ID# 930203 TOX-201A 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

RE: Organic Analysis 

Extracted: N/A 

CONSTITUENT 

TOX 

MS = Matrix Spike 

Analyzed : February 3, 1993 

FGL Environmental Quality Assurance Report 

TOX METHOD 

CONC. 
SPIKED 
ug/l 

9020 110.0 

MSO =Matrix Spike Duplicate 

ACCURACY 
% RECOVERED 

MS MSD AR 

97 94 80-120 

PRECISION 
% DIFFERENCE 

RPO MAV 

3. 0 . 20. 0 

AR = Acceptable Range RPO = Relative Percent Difference 
Matrix = Laboratory Blank Water 

MAV = Maxill1..lll Acceptable Value 

QQrJLQ.rl!llLQ!fices &. Lab9ra_tory 
P.O Box 272 · 853 Corporation Street 

FGL ENVIRONMENTAL 

Steve Castellano 
Quality Assurance Director 

Ottice & Laboratory 
':5:nqecoacl· Ro.au 

El<:ld Offic~ 
V1sa11a. Ca11torn1;:i 



C11. V 1KU 11Mt;ff 1 f\L 

ANALYTICAL CHEMISTS 
February 5, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

QA/QC ID# 930204 TOX-201A 

RE: Organic Analysis 

Extracted: N/A 
Analyzed : February 4, 1993 

FGL Environmental Quality Assurance Report 

TOX METHOD 

CONSTITUENT 

TOX 

MS = Matrix Spike 
AR = Acceptable Range 

c:&JlL<LrJ!te_Qtfi ce$ _&_Labo ra.tory 
P.O. Box 272 / 853 Corporation Stre<0 t 

CONC. 
SPIKED 

ug/L 

9020 110.0 

ACCURACY 
% RECOVERED 

MS MSD AR 

97 105 80-120 

PRECISION 
% DIFFERENCE 

RPO MAV 

7.0 20.0 

MSD =Matrix Spike Duplicate 
RPO = Relative Percent Difference 

Matrix = Laboratory Blank Water 
HAV = Maxi~ Acceptable Value 

FGL ENVIRONMENTAL 

_/ti;;il~ 
Steve Caste 11 ano 
Quality Assurance Director 

0t"f:ce e. '-~Ooro10ry 
?~J1 ..... S',i'."tf_'r.,.:.; '1 1 r.=t:,;dCJ 

FjeJd._Qtfice 
V1sal1a. Ca.,1forn1a 



cr1v1KUf1M.t;N'1AL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

QA/QC ID# 930201 608-202A 

RE: Organic Analysis 

Extracted: February 1, 1993 
Analyzed : February 4, 1993 

FGL Environmental Quality Assurance Report 

EPA METHOD 608 

CONC. ACCURACY PRECISION 

CONSTITUENT 

Aldrin 
Dieldrin 
Endrin 
Heptachlor 
Li ndane . 

MS = Matrix Spike 
AR = Acceptable Range 

!&!QQfil~_QtJices .. &. LaboratQry 
P.O. Box 272 I 853 Corpornlion Street 

SPIKED % RECOVERED % DIFFERENCE 
ug/L MS MSD AR RPO MAV 

0.3 128 136 31-146 6.0 30.0 
1.3 llO 116 55-139 6.0 80.0 
1.3 l18 125 54-163 6.0 30.0 
0.3 ll l 121 39-170 9.0 30.0 
0.3 103 109 37-145 7.0 30.0 

MSD =Matrix Spike Duplicate 
RPO = Relative Percent Difference 

Matrix = Laboratory Blank Water 
MAV = MaxilTK.lll Acceptable Value 

FGL ENVIRONMENTAL 

~~4llT 
Steve Castellano 
Quality Assurance Director 

Otiice & Laboralory 
:'SOO Std~JC'Concr· r~:::~d 
Ct~rl,1,-.,,.,. r /\ ri~:-11.: 

Fie[>l_Qlfa:e 



.ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

Sample I.D. 
MW2 
MW3 
MW9 
MW9 
MWlO 

Sample I.D. 

MW2 
MW5 
MW7 
MW9 
MWlO 

Sample I.D. 

MW! 
MW5 
MW7 
MW8 

Compound 
& EPA 

QA/QC DATA* 

Method Duplicate 1 
Nitrate 352.2 103 
Fluoride 340.2 106 
Sulfate 300.0 96 
Chloride 300.0 104 
Ortho-P 365.2 99 

EC 
EPA 

Method 

120.1 

pH 
EPA 

Method 

150.l 

Duplicate 1 

4170 
4170 

775 
2770 

635 

Duplicate 1 

7.7 
7.8 
7.4 
7.1 

Duplicate 2 
108 
108 

94 
98 

108 

Relative 
% Difference 

4 
1 
3 
6 
8 

LCS 
% Recovery 

102 
101 

96 
96 

106 

Relative LCS 
Duplicate 2 % Difference % Recovery 

4160 
4170 

775 
2770 
635 

0.2 
0.2 
0 
0 
0 

101 
101 
101 
101 
101 

Relative LCS 
Duplicate 2 % Difference % Recovery 

7.7 
7.9 
7.4 
7.1 

0 
1 
0 
0 

101 
101 
101 
101 

*For Lab No.'s: 300423, 300439, 300440, 300441, 300443, 300444, 300445, 300449 

Very truly yours, 
FGL ENVIRONMENTAL 

~~ 
Steve Castellano, M.S. 
Quality Assurance Director 

KW/DHN:mlh 

~aJ~_9Jf1c<:?s. & .. Lal)Qra\QJY 
P.O. Box 272 1 853 Corporation Street 

Offi_ce_ & _lap_oratory 
?::Do Stagecoach Road 

Darrell H. Nelson, B.S. 
Laboratory Director 

f:ieLi;t_Q.ft~ 
V•sa11a. California 



, ~NVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 15, 1993 QA/QC ID# 930201 615-205A 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

RE: Organic Analysis 

Extracted: February 1, 1993 
Analyzed : February 1, 1993 

FGL Environmental Quality Assurance Report 

EPA METHOD 615 

CONSTITUENT 

2,4-D 
2,4-DB 
2,4,5-T 
2,4,5-TP (Silvex) 
Bentazon 
Dalapon 
Dichloroprop 
Dinoseb 
Pentachlorophenol 
Picloram 

SURROGATE 
2,4-DCAA 

MS = Matrix Spike 
AR = Acceptable Range 

CONC. ACCURACY PRECISION 
SPIKED % RECOVERED % DIFFERENCE 

ug/L MS MSD AR RPO MAV 

1.0 79 59 30-150 28-. 0 * 30.0 
1.0 76 28 30-150 92.0 30.0 
1.0 62 36 30-150 52 .o * 30.0 
1.0 89 58 30-150 42 .o * 30.0 
1.0 116 116 30-150 0.0 30.0 
1.0 113 132 30-150 15.0 30.0 
1.0 90 59 30-150 42.0 * 30.0 
1.0 67 57 30-150 17.0 30.0 
0.5 113 135 30-150 18.0 30.0 
, . 0 90 89 30-150 1.0 30.0 

2.0 202 * 96 30-150 

MSD =Matrix Spike Duplicate Matrix = Laboratory Blank Water 
RPO = Relative Percent Difference MAV = MaxirmJll Acceptable Value 

FGL ENVIRONMENTAL 

~~ 
Steve Castellano 
Quality Assurance Director 

* Percent recovery and/or percent difference is above acceptance limit, 
however, all other QC criteria were met. 

~JLQffic_e~_/l<J.abora_t_qry 

P.O. Box 272 853 Corµcr'-lt,on Street 
Ofiice & l.aboraiory 
:' • .. ·:.· S 1 :-, :_1cc1: _:hf1 q,1a(J 

fiflkJ_Q~ 
Visalia. California 



r;r1 V lRONMENTAL 

ANALYTICAL CHEMISTS 
February 4, 1993 QA/QC ID# 930203 624-202A 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

RE: Organic Analysis 

Extracted: N/A 
Analyzed : February 3, 1993 

FGL Environmental Quality Assurance Report 

EPA METHOD 624 

CONSTITUENT 

Benzene 
Chlorobenzene 
1,1-Dichloroethylene 
Toluene 
Trichloroethylene 

HS = Matrix Spike 
AR = Acceptable Range 

CONC. ACCURACY PRECISION 
SPIKED % RECOVERED % DIFFERENCE 
ug/l MS MSD AR RPO MAV 

10.0 91 115 53-150 23.0* 19.0 
10.0 90 113 61-146 23.0* 17.0 
10.0 84 93 28-160 10.0 54.0 
10.0 97 122 64-132 23.0* 20.0 
10.0 95 121 61-140 24.0* 20.0 

MSD =Matrix Spike 04Jlicate Matrix = Laboratory Blank ~ater 
MAV = Maxilll.lll Acceptable Value RPO = Relative Percent Difference 

FGL ENVIRONMENTAL 

Steve Castellano 
Quality Assurance Director 

*Percent difference is above acceptance range; however, all other QC criteria 
were met. 

!&m2!l!te...9JJJc.es & Laboratory 
P 0. Box 272. 85'3 Corporation Str~e· 

Office & Laboraiory 
l5·JC Stageccach· i'\oJd 

Field Offic~ 
V1sa11a. Cal1forn•a 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 9, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

QA/QC ID# 930203 625-201A 

RE: Organic Analysis 

Extracted: February 3, 1993 
Analyzed : February 3, 1993 

FGL Environmental Quality Assurance Report 

EPA METHOD 625 

CONC. ACCURACY PRECISION 
SPIKED % RECOVERED % DIFFERENCE 

CONST ITU ENT ug/L MS MSD AR RPO MAV 

Acenaphthene 100.0 73 78 29-111 7.0 30.0 
1,4-Dichlorobenzene 100.0 61 66 15-101 8.0 30.0 
2,4-Dinitrotoluene 100.0 62 67 38-102 8.0 30.0 
N-Nitrosodi-N-propylamine 100.0 24 25 D-107 4.0 50.0 
Pyrene 
1,2,4-Trichlorobenzene 
2-Chlorophenol 
4-Nitrophenol 
p-Chloro-m-cresol 
Pentachlorophenol 
Phenol 

SURROGATES 
2-Fluorobiphenyl 
Nitrobenzene-d5 
p-Terphenyl-d14 
2-Fluorophenol 
Phenol-d6 
2,4,6-Tribromophenol 

MS = Matrix Spike 
AR = Acceptable Range 

~~ic;~_s_~_l.al;JQ!'i!JQ~ 
P.O. Box 272 I 853 Corporation Street 

100.0 95 100 44-114 5.0 30.0 
100.0 61 67 18-109 9.0 30.0 
133.0 63 70 51- 96 11.0 30.0 
133.0 4 6 0- 59 50.0 50.0 
133.0 66 71 26-146 7.0 50.0 
i33.0 69 78 21- 90 12.0 50.0 
133.0 29 33 D-106 13.0 50.0 

133.0 48 55 34-99 
133.0 68 72 37-94 
133.0 92 93 57-94 
133.0 74 77 12-82 
133.0 28 32 23-62 
133.0 75 77 49-102 

MSD =Matrix Spike D1.4Jlicate Matrix = Laboratory Blank ~ater 
RPO = Relative Percent Difference MAV = MaxillJJll Acceptable Value 

FGL .ENVIRONMENTAL 

&~ 
Steve Castellano 
Quality Assurance Director 

Otjice & Lati.oratory 
2500 Stagecoach Road 
- -

Fj~J.Q_Qffic~ 

Visalia. California 



--- - I! Cf1V1KUI11"Jtrf1AL 

ANALYTICAL CHEMISTS 

February 9, 1993 

Bermite Division of Whittaker 
22116 West Soledad Canyon Road 
Saugus, California 91350 

QA/QC ID# 930201 625-201A 

RE: Organic Analysis 

Extracted: February 1, 1993 
.Analyzed : February 3, 1993 

FGL Environmental Quality Assurance Report 

EPA METHOD 625 

CONC. ACCURACY PRECISION 
SPIKED % RECOVERED % DIFFERENCE 

CONSTITUENT ug/L MS MSD AR RPO MAV 

Acenaphthene 100.0 90 84 29-111 7.0 30.0 
1,4-Dichlorobenzene 100.0 77 61 15-101 5.0 30.0 
2,4-Dinitrotoluene 100.0 128* 124* 38-102 3.0 30.0 
N-Nitrosodi-N-propylamine 100.0 18 24 0-107 29.0 50.0 
Pyrene 100.0 88 90 44-114 2.0 30.0 
1,2,4-Trichlorobenzene 100.0 70 63 18-109 11.0 30.0 
2-Chlorophenol 133.0 77 69 51- 96 11. 0 30.0 
4-Nitrophenol 133.0 D D 0- 59 N/A 50.0 
p-Chloro-m-cresol 133.0 79 82 26-146 4.0 50.0 
Pentachlorophenol 133.0 64 62 21- 90 3.0 50.0 
Phenol 133.0 58 63 D-106 8.0 50.0 

SURROGATES 
2-Fluorobiphenyl 133.0 84 74 34-99 
Nitrobenzene-d5 133.0 67 68 37-94 
p-Terphenyl-dl4 133.0 65 72 57-94 
2-Fluorophenol 133.0 61 67 12-82 
Phenol-d6 133.0 73* 65* 23-62 
2,4,6-Tribromophenol 133.0 85 77 49-102 

MS = Matrix Spike MSO =Matrix Spike Ol.4)licate Matrix = Laboratory Blank Wster 
AR = Acceptable Range RPO = Relative Percent Difference MAV = Maxilll.lll Acceptable Value 

*Percent recovery is above acceptance range; however, all other QC criteria 
were met. 

C!llil-9!!!t~_Qtf1ce~ .. &.LabQrat9ry 
P.O. Box 272: 853 CorporJt,on Street 

c..,,,...t.,. o.,, .1 .... r I\ n'lf"C: 1 f'l')I''"'> 

FGL ENVIRONMENTAL 

~~ 
Steve Castellano 
Quality Assurance Director 

Office & _Lab_o_ratory 

250\J S·a~ecoach Road 



Cf1V1KUNMtN'1AL 

ANALYTICAL CHEMISTS 

February 10, 1993 

Bermite Division of Whittaker 
22116 West Soledad Canyon Road 
Saugus, California 91350 

QA/QC ID# 930208 

RE: Radioactivity Analyses 

Date Setup: February 2, 1993 
Analyzed : February 8, 1993 

FGL Environmental Quality Assurance Report 

RAD I CACTI V ITV 

CONSTITUENT 

Gross Alpha 
Gross Beta 

HS =Matrix Spike 
AR = Acceptable Range 

CONC. 
SPIKED 
pCi/L 

115 
435 

ACCURACY 
% RECOVERED 

MS, MSD AR 

77 96 75-125 
121 . 119 75-125 

PRECISION 
% DIFFERENCE 

RPO MAV 

22* 20.0 
2 20.0 

MSO =Matrix Spike 01.4>licate Matrix = Laboratory Blank Water 
MAV = Maxil'IJ.lll Acceptable Value RPO = Relative Percent Difference 

'• 

FGL ENVIRONMENTAL 

~~ 
Steve Castellano 
Quality Assurance Director 

*Percent difference is above acceptance range; however, all other QC criteria 
were met. 

~~lf.i.ce.s .. $d.l!b9J<l!Qry 
P.O. Box 272 I 853 Corporation Street 

Onrce & Lao.oratory 
:?SCW; S·dgecoach Roac 



APPENDIX G 

ANALYTICAL REPORTS FOR INDICATOR, GROUND WATER 
QUALITY, AND HAZARDOUS CONSTITUENT PARAMETERS 



C11V1.KU11.M~I'f11\L 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300423-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MWl/A/18/l 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300423-2011 

CONSTITUENT 

Conductivity 
pH 

Analytical Results 

EPA 
METHOD 

120.1 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR= Detection Limit for Reporting Purposes. ND= Not Detected at or above the DLR. 

RESULTS 

706 
7.6 

ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg =Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~~~~~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~tg_Qffi~e~k_! .. _l!_l;>_orajory 
P.O. Box 272 I 853 Corporation Street 

Santa Paula. CA 93061-0272 

FGL ENVIRONMENTAL 

c=u~fi}')~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Q_f:fLce.k~ab9_ra!o.r';'. 
2500 Stageco~ch Road 
Stnrklnn C".A q<;? 1 <; 

Ei_el_d_Qff i C!1 
Visalia. Cal1forn1a 
Tt=I · /')f'IQ\ 7'11LO.Af":l 



~11V1KONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300423-2 

.·RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MWl/A/18/2 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
_Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300423-201I 

CONSTITUENT 

Conductivity 
pH 

Analytical Results 

EPA 
METHOD 

120.1 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR= Detection Limit for Reporting Purposes. NO= Not Detected at or above the DLR. 

RESULTS 

708 
7.7 

ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter(~) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~&-~,Ae .. --~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

C.QIQQ.f.ill!LQllic..e~_ti11..b..QL.filQ£¥ 
P 0. Box 272 I 853 Corporation Street 

FGL ENVIRONMENTAL 
<UcVv'\t..U -H Yl~ 

Darrell H. Nelson, B.S. 
Laboratory Director 

Q.tfa:e 8..t.~_b9.I91Q!Y 
2500 Stagecoach Road - -

Ei.eJg Office 
Visalia, Cal1forn1a 



L-11V1.KU111v1C111f\L 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300423-3 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MWl/A/18/3 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300423-2011 

CONSTITUENT 

Conductivity 
pH 

Analytical Results 

EPA 
METHOD 

120.1 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR= Detection Limit for Reporting Purposes. ND =Not Detected at or above the DLR. 

RESULTS 

706 
7.7 

ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

/ 

~~~~- ~.,, 

Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~rate O_f!~~tl.J,..@Qr;1_tgry_ 

P.O. Box 272 ! 853 Corporation Stree1 
Santa Paula. CA 93061-0272 

FGL ENVIRONMENTAL 

CU~f-lYt~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Qt!i.c:~ -~ .l...91.?_Q_i'llJ.Qry 
2500 Stagecoacn Road 
Stockton. CA 95215 

El~~ 
Visalia. California 
TEL: (209) 734 -94 73 



ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300423-4 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MWl/A/18/4 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300423-2011 

CONSTITUENT 

Conductivity 
pH 

Analytical Results 

EPA 
METHOD 

120.1 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR = Detection Limit for Reporting Purposes. ND = Not Detected at or above the DLR. 

RESULTS 

707 
7.7 

ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~~--- ... &/~ 
Kurt Wilkinson, B.S. 
!~organic Lab Manager 

KW/DHN:mlh 

Coroorate Office~<i.!l.9!'.l!lQry 
P.O. Box 2721853 Corporation Street 

S;int;i P;i"I" (',A q:J()fl 1-0?7::> 

FGL ENVIRONMENTAL 

<"U~+iYI~ 

Darrell H. Nelson, B.S. 
Laboratory Director 

Qlli~;i_t;i_QI.i!!QfY 
2500 Stagecoach Road 
Stocktnn r:A a•.?~ .s 

Ei~sL91fice 
Visalia. California 
Tl=I · t?ncn 7~t..Q'17'\ 



u1 f\I i.i. {C, i iM~1 i1I'll..I 

ANALITICAJ-' CHEMISTS 
February 3, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sample Batch Sample 
ID Number ID Description 

1 19930202 TOC 201A QA/QC Blank 
2 SP 300423-01 201A MWl/B/18/1 
3 SP 300423-02 201A MWl/8/18/2 
4 SP 300423-03 201A MWl/B/18/3 
5 SP 300423-04 201A MWl/B/18/4 

Sample 
Type 

Lab. Blank Water 
Monitoring Well 
Monitoring Well 
Monitoring Well 
Monitoring Well 

RE: Organic Analyses Lab I SP 300423 

Sampling Site: Bermite 85-01.4 

ANALYTICAL RESULTS 

Grab or Sampled Date Samp. Container 
Comp. by Sampled Received Extracted Analyzed & Preservatives TOC 

--- ---- ---- N/A 02/02/93 ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 

Preservatives: (1) Cool 4°C (2) H2S04 pH< 2 Containers: (a) Anber Glass TFE-Cap NO= Not Detected at a DLR of 0.5 119/L by EPA Method 415.1 

If you have any questions Please call. 

!/ . J--A~d /-£/ 
) { 

H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

Cruµ9rnte ()Jfi~!';;_& l,._abor atc>r)' 
P.O. Bux 212 1 853 Corp<,rctuon Street 

Santa P;wlc•. CA 9'.J{J(;1-f.27? 
TEL (fJO:,) 6'."l-O'l1f' 

~~ironmental 
~<~ 

/J..r- Darrell H. Nelson, B.S. V Laboratory Di rector 

~;· •·· t· ~. , , • •· _.1 ;,ten y 
:~.'-.f I'._! ,,I, '.:t·n 1-k"-l(i 

S\· 1 :, ,· ·:s?1:.-
-.1 '(11).-l 

ficldOfi!i;;_c 
Visalia, Cal1forrna 
TE:I. (209) rl4-9~1'.l 
M(o\)!I~)· (~OQ) ]'H'l. P,''7'1 



~;i\/~::tc~:M.C:fT.t-~ 

ANALYTICAL CHEMISTS 
February 4, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sample Batch Sample 
ID Number ID Description 

1 19930203 TOX 201A QA/QC Blank 
2 SP 300423-01 201A MWl/C/18/1 
3 SP 300423-02 201A MWl/C/18/2 
4 SP 300423-03 201A MWl/C/18/3 
5 SP 300423-04 201A MWl/C/18/4 

Sample 
Type 

Lab. Blank Water 
Monitoring Well 
Monitoring Well 
Monitoring Well 
Monitoring Well 

RE: Organic Analyses Lab I SP 300423 

Sampling Site: Bermite 85-01.4 

ANALYTICAL RESULTS 

Grab or Sampled Date Samp. Container 
Comp. by Sampled Received Extracted Analyzed & Preservatives 

--- ---- ---- N/A 02/03/93 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/03/93 1,2,a 
Grab Abdun-nur/Bri ck er 01/27 /93 01/27 /93 N/A 02/03/93 1,2,a 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/03/93 1,2,a 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/03/93 1,2,a 

Preservatives: (1) Cool 4°C (2) H2S04 pH < 2 Containers: (a) Anber Glass TFE-Cap ND = Not Detected at a DLR of 5 ug/L by EPA Method 9020 

If you have any questions Please call. 

;Ir ~J /1-i ·--
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

!;;qrp9rate Offic~s & l-<1b9ra\qry 
P 0. Box 272 I 853 Corporation Street 

Santa Paula. CA 93061-0272 
TEL· (805) 659-0910 

~=utafl Y\~ 

Darrell H. Nelson, B.S. 
Laboratory Director 

Q!fi~e _I!<_ Lab• 1ral<;>ry 
2500 Stagcc: o,1ch F1oad 
Stockton, CA 95215 
TFL (?09) 'l4?-01 Rt 

TOX 

ND 
ND 
ND 
ND 

8.0 

Fle!<tOJ!i.i;e 
Visalia, California 
TEL: (209) 734-9473 
MohilP l?n'l) 7:1R-fi?71 



Cl 1V1.l\.U111vlC11 lf\L 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MWl/D/18 
Sampled by : Abdun-nur/Bricker 
Container : Amber Glass TFE-Cap 
Preservatives: 

LAB No: SP 300423-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled 
Received 
Extracted 
Analyzed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 1, 1993 
February 4, 1993 
930201 608-202A 

EPA METHOD 608· 

SAMPLE SAMPLE LAB BLANK 
CONSTITUENT DLR RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 

Endrin 0.2 ND- 0.2 ND 
Lindane 0.2 ND 0.2 ND 
Methoxychlor 5 ND 5 ND 
Toxaphene 5 ND 5 ND 

SAMPLE SAMPLE LAB BLANK 
SURROGATES AR % REC. AR % REC. 

Hexachlorobenzene 67- 94 69 26-116 85 
Dibutylchlorendate 89-146 102 44-125 98 

DLR •Detection Limit for Reporting Purposes. MCL = Maxilll.ITl Cont!Wllinant Level (··· indicates none determined.) 
ug/L •Micrograms Per Liter (ppb) MD = Mot Detected at or above the DLR. AR =Acceptable Range 

See attached report for QA/QC data. If you have any questions please call. 

FGL ENVIRONMENTAL 

;;/,,J~ 11~1 -
• 
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

mlh 

Corporate Office~bor;i_lQ.r:y 
P.O. Box 272 I 853 Corporation Street 

Santa Paula. CA 93061-0272 

Darrell H. Nelson, B.S. 
Laboratory Director 

Qf:lli:_g~_ l&Q.QL<!tory 
2500 Stagecoacn Road 
Stockton CA 95215 

EielJLQl!k~ 
V1sal1a, Cal1forn1a 
TFI !?ClQ\ 714-Q4 71 



C11. V 1KU11M.tr1' lAL 

ANALYTICAL CHEMISTS 
February 15, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MWl/D/18 
Sampled by : Abdun-nur/Bricker 
Container : Amber Glass TFE-Cap 
Preservatives: 

LAB No: SP 300423-1 

. RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled 
Received 
Extracted 
Analyzed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 1, 1993 
February 5, 1993 
930201 615-205A 

EPA METHOD 615 

SAMPLE SAMPLE LAB BLANK 
CONSTITUENT DLR RESULTS DLR RESULTS 

mg/L mg/L mg/L mg/L 

2,4-D 0 .1 ND 0.1 ND 
2,4,5-TP (Sil vex) 0.01 ND 0.01 ND 

SAMPLE SAMPLE 
SURROGATE AR % REC. AR % REC. 

2,4-DCAA 30-150 130% 30-150 130% 

DLR =Detection Limit for Reporting Purposes. MCL = MaxillLITl Contaminant Level c--- indicates none deter:nined.) 
mg/L =Milligrams Per Liter Cppn) ND =Not Detected at or above the DLR. AR =Acceptable Range 

See attached report for QA/QC data. If you have any questions please call. 

FGL ENVIRONMENTAL 

,IJ .. ~--e !? 1 
H. Neal Hutchison, B.S. 
Organic laboratory Manager 

kdm 

C~rate __ OJfice~_!,,!!];J_Qrn.1.Qct 
P.O Box 272 · 853 Corporation Street 

Darrell H. Nelson, B.S. 
Laboratory Director 

Oli1ce & Laboratory 
2500 S:agecoach Roild 



Cl 1V1KU11Jv1Cf1 lf\L 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300423-1 

·RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MWl/E/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 8, 1993 
930208 300423-201A 

Analrtical Results 

CONSTITUENT 
EPA 

METHOD UNITS DLR RESULTS MCL 

Gross Alpha 
Gross Beta 
Total Radium 

900.0 
900.0 
900.l 

pCi/L 
pCi/L 
pCi/L 

0 ± 1 
4 ± 2 
0.7 ± 1 

DLR= Detection Limit for Reporting Purposes. ND= Not Detected at or above the DLR. 

5-35 
50 

ug/L =Micrograms Per Liter Cppb> mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C (2) HN03 pH < 2 Containers: (a) Plastic 

If you have any questions please call. 

~~~~.?'~~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~..k.Qllic;_~ St !.;iJ:>QJ.Jl.t9t¥ 
P.O. Box 272 / 853 Corporation Street 

Santa Paula. CA 93061-0272 

FGL ENVIRONMENTAL 

'U~HYl~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Off ic_~[.<l.QQHl.tQ..ry 
2500 Stagecoach Road 
Stockton. CA 95215 

5 

Field._Qffic~ 
Visalia, California 
TEL: (209) 734-94 73 
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ANALYTICAL CHEMISTS 

February 4, 1993 

Bermite Division of Whittaker 
22116.W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampled by 
Date Started 
Date Finished 

Abdun-nur/Bricker 
January 27, 1993 
January 29, 1993 

LAB No: 300423 

Date Sampled 
Date Received 

TEST RESULTS RE: BACTERIOLOGICAL ANALYSIS 

Sample ID 

MWl/F/18 

Sample 
Type 

Time Time 
Sampled Start 

Coli form 
MPN/100 ml 

Source 8:56A 03:13P < 1.1 ABSENT 

January 27, 1993 
January 27, 1993 

Fecal 
MPN/100 ml 

The State Board of Public Health requires that bacteriological results must be 
"ABSENT" to meet drinking water requirements. Analyses were performed using 
Standard Methods 17th edition, APHA. 

rrh 

Corporate 0~.J:L&J .. ~b.orn!filY 
P.O. Box 272 i 853 Corporation Street 
Sarta Paul?. CA 93061-0272 

Qf:fjGe.& LaboratQry 
2500 S:?,gecoacr. Road 
SIOC<rJo Cfl. 95215 

f'W.Q._QtfLc;e 
v,sal1a. Cat1forn1a 
TEI f?OCJ\ 7:i4.q47:J 



~rt V 1KONMEN'11\L 

ANALYTICAL CHEMISTS 
February 9, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MWl/G,P/18 
Sampled by : Abdun-nur/Bricker 
Container : Amber Glass TFE-Cap 
Preservatives: 

CONSTITUENT 

Acenaphthene 
Acenaphthylene 
Aniline 
Anthracene 
Azobenzene 
Benzidine 
Benzo(a)anthracene 
Benzo(a)pyrene 
Benzo(b)fluoranthene 
Benzo(k)fluoranthene 
Benzo{g,h,i)perylene 
Benzylalcohol 
bis(2-Chloroethoxy)methane 
bis(2-Chloroethyl)ether 
bis(2-Chloroisopropyl)ether 
bis(2-Ethylhexyl)phthalate 
4-Bromophenylphenylether 
Butylbenzylphthalate 
Ch l oroan i1 i ne 
Chloronaphthalene 
Chlorophenylphenylether 
Chrysene 
Dibenzo{a,h)anthracene 

Corporate Q!fj_c~_§_illll29lil19L'.l 
P 0 Box 272 I 853 Corporation Street 
~;mt~ P~1 tl.::i r'.A Q1t:~ 1 -~?7? 

LAB No: SP 300423-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled January 27, 1993 
Received January 27, 1993 
Extracted February 1, 1993 
Analyzed February 4, 1993 

. QA/QC ID# 930201 625-201A 

EPA t!EIHOD §2~ 

SAMPLE SAMPLE LAB BLANK 
DLR RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 

10 ND 10 ND 
10 ND 10 ND 
50 ND 50 ND 
10 ND 10 ND 
50 ND 50 ND 
50 ND 50 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
20 ND 20 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 

Table cont'd next page ... 

Qf!lce &._Labora1QW 
2500 Stagcco;ich Road 
Stnr.ktnn \.A QC:.?1:; 

FLel(,i_Q_~ 

V:saliil, Cal1forn1a 
T~I · f?()Ql 7'1...1.Q..171 



February 9, 1993 
Bermite Division of Whittaker 

EPA METHOD 625 Analysis results Cont'd 

SAMPLE 
CONSTITUENT DLR 

ug/L 

Dibenzofuran 10 
1,2-Dichlorobenzene 10 
1,3-Dichlorobenzene 10 
1,4-Dichlorobenzene 10 
3,3'-Dichlorobenzidine 20 
Diethylphthalate 10 
Dimethylphthalate 10 
Di-n-butylphthalate 10 
2,4-Dinitrotoluene 10 
2,6-Dinitrotoluene 10 
Di-n-octylphthalate 10 
Fluoranthene 10 
Fluorene 10 
Hexachlorobenzene 10 
Hexachlorobutadiene 10 
Hexachlorocyclopentadiene 10 
Hexachloroethane 10 
lndeno(l,2,3-c,d)pyrene 10 
Isophorone 10 
2-Methylnaphthalene 10 
Naphthalene 10 
Nitrobenzene 10 
N-Nitrosodimethylamine 10 
N-Nitrosodi-N-propylamine 10 
N-Nitrosodiphenylamine 10 
2-Nitroanaline 50 
3-Nitroanaline 50 
4-Nitroanaline 50 
Phenanthrene 10 
Pyrene 10 
1,2,4-Trichlorobenzene 10 
Benzoic Acid 50 
2-Chlorophenol 10 
2,4-Dichlorophenol 10 

Page 2 

LAB No: SP 300423-1 
Description: MWl/G,P/18 

SAMPLE LAB 
RESULTS DLR 
ug/L ug/L 

ND 10 
ND 10 
ND 10 
ND 10 
ND 20 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 50 
ND 50 
ND 50 
ND 10 
ND 10 
ND 10 
ND 50 
ND 10 
ND 10 

BLANK 
RESULTS 
ug/L 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

Table cont'd next page ... 



Page 3 

February 9, 1993 LAB No: SP 300423-1 
Bermite Division of Whittaker Description: MWl/G,P/18 

EPA METHOD 625 Analysis results Cont'd 

SAMPLE SAMPLE LAB BLANK 
CONSTITUENT DLR RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 

2,4-Dimethylphenol 10 ND 10 ND 
4,6-Dinitro-o-cresol 50 ND 50 ND 
2,4-Dinitrophenol 50 ND 50 ND 
2-Methylphenol 10 ND 10 ND 
4-Methylphenol 10 ND 10 ND 
2-Nitrophenol 10 ND 10 ND 
4-Nitrophenol 50 ND 50 ND 
p-Chloro-m-cresol 20 ND 20 ND 
Pentachlorophenol 50 ND 50 ND 
Phenol 10 ND 10 ND 
2,4,5-Trichlorophenol 10 ND 10 ND 
2,4,6-Trichlorophenol 10 ND 10 ND 

SAMPLE SAMPLE LAB BLANK 
SURROGATES AR % REC. AR % REC. 

2-Fluorobiphenyl 34- 99 65 34-99 61 
Nitrobenzene-d5 37- 94 74 37-94 74 
p-Terphenyl-dl4 57- 94 64 57-94 72 
2-Fluorophenol 12- 82 64 12-82 71 
Phenol-d6 23- 62 63* 23-62 68* 
2,4,6-Tribromophenol 49-102 69 49-102 75 

DLR ,. Detection Limit for Reporting Purposes. MCL = Maxi11U11 Contaninant Level (--- indicates none determined.) 
ug/L =Micrograms Per Liter (ppb) NO = Not Detected at or above the DLR. AR = Acceptable Range 

Note: *Surrogate recovery is above acceptance range; however, all other 
QC criteria were met. 

See attached report for QA/QC data. If you have any questions please call. 

FGL ENVIRONMENTAL 

,I(.~~/{!/ 
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

mlh 

Darrell H. Nelson, B.S. 
Laboratory Director 



Cl 1V1.t\.U11.1v1.C111f\L 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300423-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MWl/H/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300449-2011 

CONSTITUENT 

Chloride 
Sul fate 

Analytical Results 

EPA 
METHOD 

300.0 
300.0 

UNITS 

mg/L 
mg/L 

DLR 

1 
1 

DLR =Detection Limit for Reporting Purposes. NO = Not Detected at or above the DLR. 

RESULTS 

137 
6 

ug/L =Micrograms Per Liter (ppb) mg/L = MilligratTS Per Liter(~) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~~~.._d.,_,. ..... 

Kurt Wilkinson, S.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Corporate Offi~QQ@!Qry 
P.O. Box 272 I 853 Corporation Street 

FGL ENVIRONMENTAL 

CU~+lY\~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Ottice __ ~J-_il.bo@J.o.ry 
2500 Stagecoach Road 

Field Office 
Visalia, California 



.Ui 1\Ilt\Ul1P1.Dl 11.t\L 

ANALYTICAL CHEMISTS 

February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300423-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MWl/I/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 

·QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300445-201I 

CONSTITUENT 

Phosphorous, Ortho 

Analytical Results 

EPA 
METHOD 

365.2 

UNITS 

mg/L 

DLR 

0.1 

DLR= Detection Limit for Reporting Purposes. NO= Not Detected at or above the DLR. 

RESULTS 

ND 

ug/L z Micrograms Per Liter (ppb) mg/L • Milligralll3 Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~£~~-~«~~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Corporate Oftic~<i_b2Il!.!QIY 
P.O. Box 2721853 Corporation Street 

S;int;i P""'" r.A q:inn 1.n?7? 

FGL ENVIRONMENTAL 
<"Uo.N\l..U +-l Y\~ 

Darrell H. Nelson, B.S. 
Laboratory Director 

Qttic~l.il.Q.o_r.a\_Q.ry 

2500 Sta~ecoach Road 
~~()r\drin r.A o.;?1" 

Field Office 
Visalia, California 
TC:I · l">l""ln\ '71)A l"IA "7'1 



.ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 11, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MWl/K,M/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Analytical 

EPA 
CONSTITUENT METHOD 

Antimony 7041 
Arsenic 7060 
Barium 6010 
Cadmium 7131 
Chromium 7191 
Copper 6010 
Lead 7421 
Mercury 7470 
Selenium 7740 
Silver 7761 
Thallium 7841 

DLR =Detection Limit for Reporting Purposes. 

LAB No: SP 300423-1 

RE: Inorganic Analysis 

Results 

Sampled 
Received 
Completed 
QA/QC ID# 

- Dissolved 

UNITS 

ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 

January 27, 1993 
January 27, 1993 
February 8, 1993 
930208 300423-201M 

DLR RESULTS 

100 ND 
50 ND 

100 ND 
10 ND 
50 ND 

100 ND 
50 ND 
1 ND 

10 ND 
10 ND 

1000 ND 

ND = Not Detected at or above the DLR. 
ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C (2) HN03 pli < 2 Containers: (a) Plastic 

If you have any questions please call. 

,J 

~;.c:-~c~-<'~---- ..... ~:;:..-
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~i!t~J_fice~ & _Labor;itory 
P.O. Box 272 / 8'13 Corporation Street 

Santa Paula CA 910131 -02~2 

FGL ENVIRONMENTAL 

0~-HYI~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

OH1ce & Laoor;itory 
2'1(\C' S!;~qu (i-tr:n n.:JdU 

f-1c"d Office 



Cl1V1KU11.MCrf1AL 

ANALYTICAL CHEMISTS 

February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300423-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MWl/N/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300445-2011 

CONSTITUENT 

Fluoride 

Analytical Results 

EPA 
METHOD 

340.2 

UNITS 

mg/L 

DLR 

0.1 

DLR =Detection Limit for Reporting Purposes. ND = Not Detected at or above the DLR. 

RESULTS 

0.2 

ug/L • Microgr1111S Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~u~~---..,,~,p; >'?" 

Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

!:&.m.2r~JcQJJJ ce.L~L21:)9_rn.J9_ry 
P.O. Box 272 I 853 Corporation Street 

Santa Pa~la. CA 93061-0272 

FGL ENVIRONMENTAL 

'U~+lYI~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Qtlk!L~..J • .iJ_QQrMQL'i 
2500 Stagecoach Road 
Stockton. CA 95215 

fujg__Qff~ 

Visalia, Cal1forn1a 
Ti=L · f::>O'l\ ?:J4 .q4 71 



.Ui 1V1.KU111"lCll1f\L 

ANALYTICAL CHEMISTS 
February 4, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MWl/0/18 
Sampled by : Abdun-nur/Bricker 
Container : Glass TFE-Lined Cap 
Preservatives: 

CONSTITUENT 

Acetone 
Benzene 
Bromodichloromethane 
Bromoform 
Bromomethane 
Carbon Disulfide 
Carbon Tetrachloride 
Chlorobenzene 
Chloroethane 
Chloroform 
Chloromethane 
Dibromochloromethane 
1,2-Dichlorobenzene 
1,3-Dichlorobenzene 
1,4-Dichlorobenzene 
1,1-Dichloroethane 
1,2-Dichloroethane 
1,1-Dichloroethylene 
trans-1,2-Dichloroethylene 
1,2-Dichloropropane 
cis-1,3-Dichloropropene 
trans-1,3-Dichloropropene 
Ethanol 

~N_9Jf~<:.LltJ._fil>_or<tlQ!'J. 
P.O. Box 272 I 853 Corporation Street 
Santa Paula. CA 93061-0272 

LAB No: SP 300423-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled January 27, 1993 
Received January 27, 1993 
Extracted N/A 

_ Analyzed February 3' 1993 
QA/QC ID# 930203 624-202A 

EPA METHOD 624 

SAMPLE SAMPLE LAB BLANK 
DLR RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 

10 ND 10 M~ 
0.5 ND 0.5 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
5 ND 5 ND 
0.5 ND 0.5 ND 
0.5 ND 0.5 ND 
1 ND 1 ND 
0.5 ND 0.5 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
2 ND 2 ND 
1 ND 1 ND 

5,000 ND 5,000 ND 

Table cont'd next page ... 

Qtti_c~-~ _Laboratory 
2500 Stagecoach Road 
Stockton CA 95215 

Ei_elcJ.9J:fjce 
v,sal1a, Ca1i1orn1a 
TEL 1209\ 714.q4 71 



February 4, 1993 
Bermite Division of Whittaker 

EPA METHOD 624 Analysis results Cont'd 

SAMPLE 
CONSTITUENT DLR 

ug/L 

· Ethyl Benzene 0.5 
2-Hexanone 5 

·Methylene Chloride 0.5 
. 2-Butanone (MEK) 10 
. 4-Methyl-2-pentanone (MIBK) 5 

Styrene 1 
1,1,2,2-Tetrachloroethane 1 
Tetrachloroethylene 0.5 
Toluene 0.5 
1,1,1-Trichloroethane 0.5 
1,1,2-Trichloroethane 0.5 
Trichloroethylene 1 
Trichlorofluoromethane 1.5 
Vinyl Acetate 100 
Vinyl Chloride 0.5 
Xylenes 1 

SAMPLE 
SURROGATES AR 

l,2-Dichloroethane-d4 61-164 
Toluene-dB 81-117 
BFB 62-124 

Page 2 

LAB No: SP 300423-1 
Description: MWl/0/18 

SAMPLE LAB 
RESULTS DLR 
ug/L ug/L 

ND 0.5 
ND 5 
ND 0.5 
ND 10 
ND 5 
ND 1 
ND 1 
ND 0.5 
ND 0.5 
ND 0.5 
ND 0.5 
ND 1 
ND 1.5 
ND 100 
ND 0.5 
ND 1 

BLANK 
RESULTS 
ug/L 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

SAMPLE LAB BLANK 
% REC. AR % REC. 

93 61-164 86 
99 81-117 96 
97 62-124 98 

DLR= Detection Limit for Reporting Purposes. MCL = Maxirn..m Contaminant Level (--- indicates none detennined.) 
ug/L =Micrograms Per Liter (ppb) ND = Not Detected at or above the DLR. AR =Acceptable Range 

See attached report for QA/QC data. If you have any questions please call. 

FGL ENVIRONMENTAL 

Ir/ J~ //1+--/ ----------
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

kdm 

c-u~ -Ii Yi~ 
Darrell H. Nelson, B.S. 
Laboratory Director 



ENviRo-;-..;MtNTAL 
CONSULTANTS 

Page 2 of 2 

Results of Analysis 
for 

FGL Environmental 

Client Reference: SP300437 
Clayton Project No. 93012.62 

Sample Matrix/Media: WATER 
Preparation Method: EPA 8315(Draft) 
Analysis Method: EPA 8315 (Draft) 

Date Received: 
Date Prepared: 
Date Analyzed: 

Lab Sample 

01/29/93 
02/02/93 
02/03/93 

Number Identification 
Date 

Sampled Formaldehyde 
(ug/L) 

Detection 
Limit 
(ug/L) 

OlA 1 MWl 01/27/93 
.. 02A 2 MW2 01/27/93 
03A 3 MW3 01/27/93 
04A 4 MW5 01/27/93 
OSA 5 MW6 01/27/93 
06A 6 MW7 01/27/93 
07A 7 MW8 01/27/93 
OBA 8 MW9 01/27/93 
09A 9 MWlO 01/27/93 
lOA METHOD BLANK 

ND Not detected at or above limit of detection 
< Not detected at or above limit of detection 

Information not available or not applicable 

1 Actual blank value; sample results have been blank corrected. 

<20 
<20 
<20 
<20 
<20 
<20 
<20 
<20 
<20 
1sa 

20 
20 
20 
20 
20 
20 
20 
20 
20 
20 



.C11Vl.KU11Jv1r.A1.'1AL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300440-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW3/A/18/l 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300440-201I 

CONSTITUENT 

Conductivity 
pH 

Ana 1ytica1 Res.ul ts 

EPA 
METHOD 

120.1 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR= Detection Limit for Reporting Purposes. ND =Not Detected at or above the DLR. 

RESULTS 

637 
7.6 

ug/L = Microgrll!IS Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligr1111S Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Cml2.Qr~-~-i.,l!b..9!i!J9.CJ 
P.O. Box 272 I 853 Corporation S;·eet 

Santa Pau'a CA 93061-0272 

FGL ENVIRONMENTAL 

cu~-H}')~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Qttic_g~J_~_QQ(a_t_or:y 

2500 Stagecoach Road 
S!OU''.ln CA 95215 

Ei~ld Otti£g 
Visalia, California 
TEL (2091 734-9473 



cr1v1KUI1M.t;N1AL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300440-2 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW3/A/18/2 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300440-201I 

CONSTITUENT 

Conductivity 
pH 

Analytical Results 

EPA 
METHOD 

120.1 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR• Detection Limit for Reporting Purposes. NO= Not Detected at or above the DLR. 

RESULTS 

640 
7.6 

ug/L •Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter{~) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~~~C~· 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~~QffLc~-L~_l-Jlb9!~ 
P.O. Box 272: 853 Corporation Street 
~;mt~ P;:i111:::1 :-- ~ Q'1.()fi 1 .()?7? 

FGL ENVIRONMENTAL 

'U~+lY)~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Otfic~-~ l-aboratory 
2500 Stagecoacr. Road 
~tnr:.•.-.r rt:. a.:.?'.; 

flejp_Qf!_i<;;~ 

V•salia, California 



C11 V lKU f'11'1Cf1' 11\L 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300440-3 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW3/A/18/3 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300440-201I 

CONSTITUENT 

Conductivity 
pH 

Analrtical Results 

EPA 
METHOD 

120.1 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR= Detection Limit for Reporting Purposes. ND= Not Detected at or above the DLR. 

RESULTS 

643 
7.6 

ug/L = Microgrcwns Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrcwns Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~~-c::"~?"~<d .. __.;, 

Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Corporate Offic;~__L~.b.9!a1Qry 
P.O. Box 272 I 853 Corporation Street 

Santa Paula. CA 93051 ·0272 

FGL ENVIRONMENTAL 

CU~tlYl~ 
Darrell H. Nelson, 8.S. 
Laboratory Director 

Ptt.ic e _~_ L_ab.or;itory 
2500 Stagecoach Road 
Stocr<ton CA 0521 s 

fi!!lg_Offj~ 

V1sal1a. California 
Tl='! f'Jna1 7'1.d..0.17'1 



ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300440-4 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW3/A/18/4 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300440-2011 

CONST ITU ENT 

Conductivity 
pH 

Anal.vtical Results 

EPA 
METHOD 

120.l 
150.l 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR= Detection Limit for Reporting Purposes. ND =Not Detected at or above the DLR. 

RESULTS 

639 
7.6 

ug/L =Micrograms Per Liter (pP:l) mg/L = Milligr8116 Per Liter-(ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~-c~~~~--. ,,, _ _;,... 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Corporate Offices & LaQQ@!Qr¥ 
P.O. Box 272 I 853 Corporation Street 

Santa Paula CA 93061-0272 

FGL ENVIRONMENTAL 

'U~+J}')~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Qt:fi<;;~ILL__a_b9rat_o_ry 
2500 Stagecoach Road 
Stoc-.ton_ CA 95215 

Ei!!ld_Qfti~~ 
V1sa!1a. Cai tornia 
Tt::'_ !209:: ~3~-; '73 



Ell v'Ihvl'lr1El 11"AL 

ANAL ITICAL CtIEMISTS 
February 3, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sample Batch Sa~le 
ID NLfllber ID Description 

1 19930202 TOC 201A QA/QC Blank 
2 SP 300440-01 201A MW3/B/18/l 
3 SP 300440-02 201A MW3/B/18/2 
4 SP 300440-03 201A MW3/B/18/3 
5 SP 300440-04 201A MW3/B/18/4 

Sample 
Type 

Lab. Blank Water 
Monitoring Well 
Monitoring Well 
Monitoring Well 
Monitoring Well 

RE: Organic Analyses Lab I SP 300440 

Sampling Site: Bermite 85-01.4 

ANALYTICAL RESULTS 

Grab or Sampled Date Samp. Container 
Comp. by Sampled Received Extracted Analyzed & Preservatives TOC 

--- ---- ---- N/A 02/02/93 ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a '. ND 

Preservatives: (1) Cool 4°C <2> H2S04 pit <. 2 Containers: (a) Auber Glass TFE-Cap ND= Not-Detected at a DLR of 0.5 ~/L by EPA Method 415.1 

If you have any questions Please call. 

!/-· t1 Lah/ /{i 
;:(.NE;al Hutchison, B.S. 
Organic Laboratory Manager 

QIQ.Qr<ll~Qtti~s & L;;Qoratory 
•.o. Box 272 I 853 Corp<,ralion Street 
anta Paula, CA 930G 1 ·G2J2 
EL (805) li:>'Hl910 

FGL Environmental 

~~ 
/;.y Darrell H. Nelson, B.S. 
~ Laboratory Director 

.:f_,_ct~ & Li~hQrJt_o_ry 
·,~JC Sta~B·~u;~ch Fioad 

· .iuc~!u:o, (;/'. 9'J~~ I~: 
i' •n'~'. "·' . , I~· , 

fit::l<J Ofi[c_~ 
Visa!iZl. California 
Tt:l. (209) 734·94/'.l 
11,-, ..... ~ ,1,. 1·:>nq1 ·~·1q ,..; 17,.., 



Ell Vil\0Nr1EI111\L 

ANALYTICAL CHEMISTS 
February 3, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sanple Batch Sample 
ID Nunber ID Description 

1 19930202 TOX 201A QA/QC Blank 
2 SP 300440-01 201A HW3/C/18/l 
3 SP 300440-02 201A HW3/C/18/2 
4 SP 300440-03 201A HW3/C/18/3 
5 SP 300440-04 201A HW3/C/18/4 

Sample 
Type 

Lab. Blank Water 
Monitoring Well 
Monitoring Well 
Monitoring Well 
Monitoring Well 

RE: Organic Analyses Lab I SP 300440 

Sampling Site: Bermite 85-01.4 

ANALYTICAL RESULTS 

Grab or Sampled Date Samp. Container 
c~. by Sampled Received Extracted Analyzed & Preservatives 

--- ---- ---- N/A 02/02/93 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a 

Preservatives: · (1) Cool .4°C (2) H2S04 pH < 2 Containers:· (a) Anber ·Glass TFE-Cap NO·= Not Detected at a DLR of 5 ug/L by EPA Method 9020 

If you have any questions Please call. 

;/.J__QJJ/~f -
~ r 
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

; Qf P.QHl_l!LOtf iC!!~. ~J,,at>.<mttory 
~ 0 Box 2i2 I 853 Corpural1on Street 
;,;nta Paule.. CA 93061-G2T2 
f=! 1r,r·h) B'.1'.-l n01n 

FGL Envi ronm( ital 

~~~ 
r; ( Darrell H. Nelson, B.S. 
~ Laboratory Director 

<,/ffi(;..~ ~-... L<lho.-;~1 1.)ry 

?:)oo, ··::~lf!•::,{~ .~:ti Hos.ci 

S1\x;f.:.,r;, C:\ ··· '. 1 1~ 

TOX 

ND 
ND 
ND 
ND 
ND. 

fi\:J!!_Qflic~ 
Visalia, California 
TEL: (209) 734-941'.~ 
'1 ,L' 



; ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MW3/D/18 
Sampled by : Abdun-nur/Bricker 
Container : Amber Glass TFE-Cap 
Preservatives: 

LAB No: SP 300440-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled 
Received 
Extracted 
Analyzed 

- QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 1, 1993 
February 4, 1993 
930201 608-202A 

EPA METHOD 608 

SAMPLE SAMPLE LAB BLANK 
CONSTITUENT DLR RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 

Endrin 0.2 ND 0.2 ND 
Lindane 0.2 ND 0.2 ND 
Methoxychlor 5 ND 5 ND 
Toxaphene 5 ND 5 ND 

SAMPLE SAMPLE LAB BLANK 
SURROGATES AR % REC. AR % REC. 

Hexachlorobenzene 67- 94 74 26-116 85 
Dibutylchlorendate 89-146 88 44-125 98 

DLR =Detection Limit for Reporting Purposes. MCL = Maxi1TU11 Contaminant Level C··· indicates none determined.) 
ug/L • Micr09rams Per Liter (ppb) NO • Not Detected at or above the DLR. AR s Acceptable Range 

See attached report for QA/QC data. If you have any questions please call. 

FGL ENVIRONMENTAL 

;f.,J~ tti 
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

mlh 

~<ULQlli£~J..~!>-Qr£lQJ.Y 
P.O. Box 272 I 853 Corporation Street 

Darrell H. Nelson, B.S. 
Laboratory Director 

Q_ftl~_e_&< _ _!.._~Q.01_aJoJ'i 
2500 Stagecoach Road 

Ei!!tiLOHic~ 
Visalia. California 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 15, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MW3/D/18 
Sampled by : Abdun-nur/Bricker 
Container : Amber Glass TFE-Cap 
Preservatives: 

LAB No: SP 300440-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled 
Received 
Extracted 
Analyzed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 2, 1993 
February 5, 1993 
930202 615-205A 

EPA METHOD 615 

SAMPLE SAMPLE LAB BLANK 
CONSTITUENT DLR RESULTS DLR RESULTS 

mg/L mg/L mg/L mg/L 

2,4-D 0.1 ND 0 .1 ND 
2,4,5-TP (Sil vex) 0.01 ND 0.01 ND 

SAMPLE SAMPLE 
SURROGATE AR % REC. AR % REC. 

2,4-DCAA 30-150 140% 30-150 116% 

DLR= Detection Limit for Reporting Purposes. MCL = Maxi11l.11l Contaminant Level (--- irdicates none determined.) 
rrg/L =Milligrams Per Liter (ppn) ND =Not Detected at or above the DLR. AR= Acceptable Range 

See attached report for QA/QC data. If you have any questions please call. 

FGL ENVIRONMENTAL 

fl,~~ 11~1--
H. Neal Hutchison, 8.S. 
Organic Laboratory Manager 

kdm 

Corporate_9fJice.ltA.!._al;l_ornto_ry 
P 0 Box 272 I 853 Corporation Street 

Santa Paula ,,., ~. O'""'C'h" -~?'2 

Darrell H. Nelson, B.S. 
Laboratory Director 

Ot11ce & laboratory 
2500 St~gcco~ch R0ad 
Stockton. CA 95215 

Field Qlfi_ce' 
v,snl1a. Ca!1forrna 
fEL (209) 734-9473 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MW3/E/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

LAB No: SP 300440-1 

RE: Inorganic Analysis 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 8, 1993 
930208 300440-201A 

Analytical Results 

CONSTITUENT 

Gross Alpha 
Gross Beta 
Total Radium 

EPA 
METHOD 

900.0 
900.0 
900.1 

UNITS 

pCi/L 
pCi/L 
pCi/L 

DLR RESULTS 

0.8 ± 1 
2 ± 2 
0.6 ± 1 

DLR= Detection Limit for Reporting Purposes. ND= Not Detected at or above the DLR. 

MCL 

5-35 
50 

5 

ug/L = Microgr!WllS Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligr!WllS Per Kilogram 
Preservatives: (1) Cool 4°C (2) HN03 pH< 2 Containers: (a) Plastic 

If you have any questions please call. 

Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Corporate Offices &_!,.._<!_b_Q[§jg_a 
P.O. Box 272 / 853 Corporation Street 

Santa Paula. CA 93061-0272 

FGL ENVIRONMENTAL 

C-Ucvvu.u +-I }")~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Office ~.ki!QQ_[a.1Qn• 
2500 Stagecoach Road 
Stockton. CA 95215 

~~ 
Visalia. Cal1forn1a 
Ti::t /')("iQ\ 7'l1LOA7':1 



; ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 4, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampled by 
Date Started 
Date Finished 

Abdun-nur/Bricker 
January 27, 1993 
January 29, 1993 

LAB No: 300440-1 

Date Sampled 
Date Received 

TEST RESULTS RE: BACTERIOLOGICAL ANALYSIS 

Sample ID 

MW3/F/18 

Sample 
Type 

Time Time 
Sampled Start 

Coli form 
MPN/100 ml 

Source 8:29A 03:15P < 1.1 ABSENT 

January 27, 1993 
January 27, 1993 

Fecal 
MPN/100 ml 

The State Board of Public Health requires that bacteriological results must be 
"ABSENT" to meet drinking water requirements. Analyses were performed using 
Standard Methods 17th edition, APHA. 

rrh 

~e_Qfti~eL.Ug_b.Qnl!Q!Y 
P.O. Box 272 r 853 Corporation Street 

c:- ........ ,... o..,, ,1.., ('I\ O"lA~1 "f'J7'"\ 

Qf.f_i_c.~ -~ l.at:>oraJ01y 
2500 Stagecoach Roao Visalia, California 



! ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 4, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MW3/G,P/18 
Sampled by : Abdun-nur/Bricker 
Container : Amber Glass TFE-Cap 
Preservatives: 

CONSTITUENT 

Acenaphthene 
Acenaphthylene 
Aniline 
Anthracene 
Azobenzene 
Benzidine 
Benzo(a)anthracene 
Benzo(a)pyrene 
Benzo(b)fluoranthene 
Benzo(k)fluoranthene 
Benzo(g,h,i)perylene 
Benzylalcohol 
bis(2-Chloroethoxy)methane 
bis(2-Chloroethyl)ether 
bis(2-Chloroisopropyl)ether 
bis(2-Ethylhexyl)phthalate 
4-Bromophenylphenylether 
Butylbenzylphthalate 
Ch l oroan il i ne 
Chloronaphthalene 
Chlorophenylphenylether 
Chrysene 
Dibenzo(a,h)anthracene 

Corporate Ott\c;_e~i!.Q_Qratory 
P.O. Box 272 I 853 Corporation Street 

Santa Paula CA Q10fi 1-0?7? 

LAB No: SP 300440-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled January 27, 1993 
Received January 27, 1993 
Extracted February 1, 1993 
Analyzed February 3' 1993 
QA/QC ID# 930201 625-201A 

EPA METHOD 625 

SAMPLE SAMPLE LAB BLANK 
DLR RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 

10 ND 10 ND 
10 ND 10 ND 
50 ND 50 ND 
10 ND 10 ND 
50 ND 50 ND 
50 ND 50 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
20 ND 20 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 

Table cont'd next page ... 

O.f1i~e.a, l,,apor~tqry 

2500 Stagecoach Rcari 
Stnrk:tnn l,A ~i:;? 1 i:; 

ELe~ 
Visalia, California 
Ti=! · t?nO\ 7":l.d.Ot17'l. 



February 4, 1993 
Bermite Division of Whittaker 

EPA METHOD 625 Analysis results Cont'd 

SAMPLE 
CONSTITUENT DLR 

ug/L 

Dibenzofuran 10 
1,2-Dichlorobenzene 10 
1,3-Dichlorobenzene 10 
1,4-Dichlorobenzene 10 
3,3'-Dichlorobenzidine 20 
Diethylphthalate 10 
Dimethylphthalate 10 
Di-n-butylphthalate 10 
2,4-Dinitrotoluene 10 
2,6-Dinitrotoluene 10 
Di-n-octylphthalate 10 
Fl uoranthene 10 
Fluorene 10 
Hexachlorobenzene 10 
Hexachlorobutadiene 10 
Hexachlorocyclopentadiene 10 
Hexachloroethane 10 
Indeno{l,2,3-c,d)pyrene 10 
Isophorone 10 
2-Methylnaphthalene 10 
Naphthalene 10 
Nitrobenzene 10 
N-Nitrosodimethylamine 10 
N-Nitrosodi-N-propylamine 10 
N-Nitrosodiphenylamine 10 
2-Nitroanal ine 50 
3-Nitroanal ine 50 
4-Nitroanal ine 50 
Phenanthrene 10 
Pyrene 10 
1,2,4-Trichlorobenzene 10 
Benzoic Acid 50 
2-Chlorophenol 10 
2,4-Dichlorophenol 10 

Page 2 

LAB No: SP 300440-1 
Description: MW3/G,P/18 

SAMPLE LAB 
RESULTS DLR 
ug/L ug/L 

ND 10 
ND 10 
ND 10 
ND 10 
ND 20 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 50 
ND 50 
ND 50 
ND 10 
ND 10 
ND 10 
ND 50 
ND 10 
ND 10 

BLANK 
RESULTS 
ug/L 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

Table cont'd next page ... 



February 4, 1993 
Bermite Division of Whittaker 

EPA METHOD 625 Analysis results Cont'd 

SAMPLE 
CONSTITUENT DLR 

ug/L 

2,4-Dimethylphenol 10 
4,6-Dinitro-o-cresol 50 
2,4-Dinitrophenol 50 
2-Methylphenol 10 
4-Methylphenol 10 
2-Nitrophenol 10 
4-Nitrophenol 50 
p-Chloro-m-cresol 20 
Pentachlorophenol 50 
Phenol 10 
2,4,5-Trichlorophenol 10 
2,4,6-Trichlorophenol 10 

SAMPLE 
SURROGATES AR 

2-Fluorobiphenyl 34- 99 
Nitrobenzene-d5 37- 94 
p-Terphenyl-d14 57- 94 
2-Fl uoropheno l 12- 82 
Phenol-d6 23- 62 
2,4,6-Tribromophenol 49-102 

Page 3 

LAB No: SP 300440-1 
Description: MW3/G,P/18 

SAMPLE LAB 
RESULTS DLR 
ug/L ug/L 

ND 10 
ND 50 
ND 50 
ND 10 
ND 10 
ND 10 
ND 50 
ND 20 
ND 50 
ND 10 
ND 10 
ND 10 

BLANK 
RESULTS 
ug/L 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

SAMPLE LAB BLANK 
% REC. AR % REC. 

71 34-99 61 
56 37-94 74 
55 57-94 72 
60 12-82 71 
64 23-62 68* 
68 49-102 75 

DLR =Detection limit for Reporting Purposes. MCL = Maxim...m Contaminant level (··· indicates none determined.) 
ug/L a Micrograms Per Liter (ppb) 

See attached report for QA/QC data. 

FGL ENVIRON,ENTAL 

J/~ ~d iii 7 l 
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

kdm 

ND = Not Detected at or above the DLR. AR =Acceptable Range 

If you have any questions please call. 

Darrell H. Nelson, B.S. 
Laboratory Director 



, ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300440-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW3/H/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300449-201I 

CONSTITUENT 

Chloride 
Sulfate 

Analytical Results 

EPA 
METHOD 

300.0 
300.0 

UNITS 

mg/L. 
mg/L 

DLR 

1 
1 

DLR =Detection Limit for Reporting Purposes. ND = Not Detected at or above the DLR. 

RESULTS 

30 
69 

ug/L = Microgrmns Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrcwns Per Kilogrcwn 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~~--~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~te Otti_~!i_~l,,,_a_b_Qri!.tQ!_y 
P.O. Box 272 I 853 Corporation Street 

Santa Paula. CA 93061 ·0272 

FGL ENVIRONMENTAL 

<U~+i}')~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Qtflg.§._e.J.abgrntory 
2500 Stagecoach Road 
Stockton. CA 95215 

field Office 
Visalia. California 
TFL · l?OCl\ 714.q4 71 . 



; ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300440-1 

. RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW3/I/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 

. QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300445-201I 

CONSTITUENT 

Phosphorous, Ortho 

Analytical Results 

EPA 
METHOD 

365.2 

UNITS 

mg/L 

DLR 

0 .1 

DLR= Detection Limit for Reporting Purposes. ND =Not Detected at or above the DLR. 

RESULTS 

ND 

ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Coroorate Offk!1S & L!}b.QlfilQr¥ 
P.O. Box 272 1853 Corporation Street 

Santa Paula. CA 93061-0272 

FGL ENVIRONMENTAL 

c-u~ -H )'IJ..,... 
Darrell H. Nelson, B.S. 
Laboratory Director 

Q..!fu:U...llb9_c~tg_ri 
2500 Stagecoach Road 
Stockton, CA 95215 

Fie IQ__Qffk~ 
Visalia, Cal1forn1a 
TEL· 1209\ 714-9471 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 11, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300440-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW3/K,M/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 8, 1993 
930208 300423-201M 

Anal.vtical Results - Dissolved 

EPA 
CONSTITUENT METHOD UNITS DLR RESULTS 

Antimony 7041 ug/L 100 ND 
Arsenic 7060 ug/L 50 ND 
Barium 6010 ug/L 100 ND 
Cadmium 7131 ug/L 10 ND 
Chromium 7191 ug/L 50 ND 
Copper 6010 ug/L 100 ND 
Lead 7421 ug/L 50 ND 
Mercury 7470 ug/L 1 ND 
Selenium 7740 ug/L 10 ND 
Silver 7761 ug/L 10 ND 
Thallium 7841 ug/L 1000 ND 

DLR =Detection Limit for Reporting Purposes. ND = Not Detected at or above the DLR. 
ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C (2) AN03 pH < 2 Containers: (a) Plastic 

If you have any questions please call. 

/ --:z:::_,..... . 
c;.:~c-<-2-Cc;.?-~ -c:-C/-.?.r...;<-:J<_,,,.,--r 

Kurt Wilkinson, B.S. 
Inorganic lab Manager 

KW/DHN:mlh 

C.2LQ.Qiil_!e_Qt1ices & Lab9ratory 
P.O. Box 272 lV, 1 Carporat1or. Street 

C::.!llrit'!ll O,::i,,I':! rtt u·1f\..::1 ri07'1 

FGL ENVIRONMENTAL 

c-u~f-1Yl~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

OHice & L~boratory 
250C; Stdgcr:~JdCI"". Po.Jc 

F:e!d OHice 
V1:,:;:,a. C11l1forn1a 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300440-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW3/N/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300445-2011 

CONSTITUENT 

Fluoride 

Analytical Results 

EPA 
METHOD 

340.2 

UNITS 

mg/L 

DLR 

0 .1 

DLR • Detection Limit for Reporting Purposes. MD = Mot Detected at or above the DLR. 

RESULTS 

0.3 

ug/L •Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~_Qtfices & l.&b.9 .. .rn19_ry 
P.O. Box 272 I 853 Corporation Street 

C::.~nt!:i C-::11 d'::I ,... 6. Q"ll'\C: 1 JV".>7"') 

FGL ENVIRONMENTAL 

<"U~-H}')~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Qftl~e & L<!bJ>ratory 
2500 Stagecoach Road 

fuJ~ 
Visalia, California 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 4, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MW3/0/18 
Sampled by : Abdun-nur/Bricker 
Container : Glass TFE-Lined Cap 
Preservatives: 

CONSTITUENT 

Acetone 
Benzene 
Bromodichloromethane 
Bromoform 
Bromomethane 
Carbon Disulfide 
Carbon Tetrachloride 
Chlorobenzene 
Chloroethane 
Chloroform 
Chloromethane 
Dibromochloromethane 
1,2-Dichlorobenzene 
1,3-Dichlorobenzene 
1,4-Dichlorobenzene 
1,1-Dichloroethane 
1,2-Dichloroethane 
1,1-Dichloroethylene 
trans-1,2-Dichloroethylene 
1,2-Dichloropropane 
cis-1,3-Dichloropropene 
trans-1,3-Dichloropropene 
Ethanol 

~J~ __ Qffice~ ~_Lab_oratq_i:y 
P.O. Box 272 853 Ccc~orat1on Street 

Santa Paula. CA 93061-0272 

LAB No: SP 300440-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled January 27, 1993 
Received January 27, 1993 
Extracted N/A 
Analyzed February 3' 1993 
QA/QC ID# 930203 624-202A 

EPA METHOD 624 

SAMPLE SAMPLE LAB BLANK 
DLR RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 

10 ND 10 ND 
0.5 ND 0.5 ND 
1 ND 1 ND 
1 ND 1 ND 
1 NO 1 ND 
5 ND 5 ND 
0.5 ND 0.5 ND 
0.5 ND 0.5 ND 
1 Nn 1 ND 
0.5 ND 0.5 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
2 ND 2 ND 
1 ND 1 ND 

5,000 ND 5,000 ND 

Table cont'd next page ... 

Qfii_,:e_.§. l,aooratoJ)' 
2500 Stagecoach Road 
Stockton. CA 95215 

f)elQQttice 
Visalia, California 
TFI · l?ll<l\ 7.'14-Q4 7'.'l 



Page 2 

February 4, 1993 LAB No: SP 300440-1 
Bermite Division of Whittaker Description: MW3/0/18 

EPA METHOD 624 Analysis results Cont'd 

SAMPLE SAMPLE LAB BLANK 
CONSTITUENT DLR RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 
' 

Ethyl Benzene 0.5 ND 0.5 ND 
2-Hexanone 5 ND 5 ND 
Methylene Chloride 0.5 ND 0.5 ND 
2-Butanone {MEK) 10 ND 10 ND 
4-Methyl-2-pentanone {MIBK) 5 ND 5 ND 
Styrene 1 ND 1 ND 
1,1,2,2-Tetrachloroethane 1 ND 1 ND 
Tetrachloroethylene 0.5 ND 0.5 ND 
Toluene 0.5 ND 0.5 ND 
1,1,1-Trichloroethane 0.5 ND 0.5 ND 
1,1,2-Trichloroethane 0.5 ND 0.5 ND 
Trichloroethylene 1 ND 1 ND 
Trichlorofluoromethane 1. 5 ND 1.5 ND 
Vinyl Acetate 100 ND 100 ND 
Vinyl Chloride 0.5 ND 0.5 ND 
Xylenes 1 ND 1 ND 

SAMPLE SAMPLE LAB BLANK 
SURROGATES AR % REC. AR % REC. 

l,2-Dichloroethane-d4 61-164 85 61-164 86 
Toluene-dB 81-117 98 81-117 96 
BFB 62-124 103 62-124 98 

DLR =Detection Limit for Reporting Purposes. MCL = MaxilTUll Contaminant Level (··· indicates none detennined.) 
ug/L = Micrograms Per Liter (ppb) NO = Not Detected at or above the DLR. AR = Acceptable Range 

See attached report for QA/QC data. If you have any questions please call. 

FGL ENVIRONMENTAL 

I/ ;J~ /t;--r-z1 
--

H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

kdm 

Darrell H. Nelson, B.S. 
Laboratory Director 



Clayton 
ENVIRONMENTAL 
CONSULTANTS 

Page 2 of 2 

Results of Analysis 
for 

FGL Environmental 

Client Reference: SP300437 
Clayton Project No. 93012.62 

Sample Matrix/Media: WATER 
Preparation Method: EPA 8315(Draft) 
Analysis Method: EPA 8315(Draft) 

Date Received: 
Date Prepared: 
Date Analyzed: 

01/29/93 
02/02/93 
02/03/93 

Lab 
Number 

Sample 
Identification 

Date 
Sampled Formaldehyde 

(ug/L) 

Detection 
Limit 
(uq/L) 

JlA 
.. 02A 
:>3A 
'.>4A 
OSA 
06A 
'.>7A 
08A 
09A 
lOA 

1 MWl 
2 MW2 
3 MW3 
4 MW5 
5 MW6 
6 MW7 
7 MW8 
8 MW9 
9 MWlO 
METHOD BLANK 

01/27/93 
01/27/93 
01/27/93 
01/27/93 
01/27/93 
01/27/93 
01/27/93 
01/27/93 
01/27/93 

ND Not detected at or above limit of detection 
< Not detected at or above limit of detection 

Information not available or not applicable 

l Actual blank value; sample results have been blank corrected. 

<20 
<20 
<20 
<20 
<20 
<20 
<20 
<20 
<20 

15 a 

20 
20 
20 
20 
20 
20 
20 
20 
20 
20 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300441-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW5/A/18/l 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300441-2011 

CONSTITUENT 

Conductivity 
pH 

Analytical Resu.lts 

EPA 
METHOD 

120.1 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR = Detection Limit for Reporting Purposes. NO = Not Detected at or above the DLR. 

RESULTS 

532 
7.9 

ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~e_Qf!ices & LabQ.ratQ.ry 
P.O. Box 272 I 853 Corporation Street - - - . 

FGL ENVIRONMENTAL 

c-u~ +l )')k.,, 
Darrell H. Nelson, B.S. 
Laboratory Director 

Q.!fictl . .!..~.9.2rn.toI.Y 
2500 Stagecoach Road 

Eielct.Qffi<;J: 
Visalia, California 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300441-2 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW5/A/18/2 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300441-201I 

CONSTITUENT 

Conductivity 
pH 

Analytical Results 

EPA 
METHOD 

120.l 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR= Detection Limit for Reporting Purposes. ND =Not Detected at or above the DLR. 

RESULTS 

534 
7.8 

ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

__.) 

~~..?~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Corporate Offices &J&ILq_ra.1.Qry 
P.O. Box 272 I 853 Corporation Street 

C ........ .., 0..,,,1.., r"A n'Jf'\.C1 fV">""7~ 

FGL ENVIRONMENTAL 

~~f-j)')~ 

Darrell H. Nelson, B.S. 
Laboratory Director 

9 ff_i_c_ e_ ,&_I,, a b_g rn.t o fl' 
2500 Stageco<Jch Road Visalia, Cal1lornia 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300441-3 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW5/A/18/3 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300441-201I 

CONSTITUENT 

Conductivity 
pH 

Analytical Results 

EPA 
METHOD 

120.1 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR= Detection Limit for Reporting Purposes. ND =Not Detected at or above the DLR. 

RESULTS 

536 
7.8 

ug/L =Micrograms Per Liter (ppb) mg/L •Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~te_OJ!i.c~Qf<iliJLY 
P.O. Box 272 I 853 Corporation Street 

FGL ENVIRONMENTAL 

'U~+lY'l~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Q!1ll;e il.~.Q.o_raj_g.ry 
2500 Stagecoach Road 

Ei!! j_g__Qlfiil 
Visalia. California 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300441-4 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW5/A/18/4 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 

. QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300441-2011 

CONSTITUENT 

Conductivity 
pH 

Analytical Results 

EPA 
METHOD 

120.1 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR =Detection Limit for Reporting Purposes. ND = Not Detected at or above the DLR. 

RESULTS 

537 
7.9 

ug/L •Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4"C Containers: (a) Plastic 

If you have any questions please call. 

Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Q.Ql'.QQ@N Qfti.f_~~-l!<J,.ab9ra.\o!Y 
P 0 Box 272, 853 Corporation Street 

S"nt" P""I" {,A Q1nl; 1 .n?7? 

FGL ENVIRONMENTAL 

0GAALU -H Y\~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Qfjjce .&_Latiw~tory 
2500 Stagecoach Road 
Q.~nr-~1nf' r 6. '3•~?, ~ 

E:ie1Q_Otfi1;.11 
V1sal1a, California 



El 1vlh0Nr1El11~ 

ANALYTICAL CHEMISTS 
February 4, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sample Batch Sample 
ID Number ID Description 

1 19930202 TOC 201A QA/QC Blank 
2 SP 300441-01 201A MWS/B/18/1 
3 SP 300441-02 201A MWS/B/18/2 
4 SP 300441-03 201A MWS/B/18/3 
5 SP 300441-04 201A MWS/B/18/4 

Sal!1lle 
Type 

Lab. Blank Water 
Monitoring Well 
Monitoring Well 
Monitoring Well 
Monitoring Well 

RE: Organic Analyses Lab # SP 300441 

Sampling Site: Bermite 85-01.4 

ANALYTICAL RESULTS 

Grab or Sampled Date Samp. Container 
Comp. by Sampled Received Extracted Analyzed & Preservatives TDC 

--- ---- ---- N/A 02/02/93 ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 

'· 

Preservatives: (1) Cool 4°C (2) H2S04 pH·< 2 Containers: Ca) Allber. Glass TFE-Cap ND= Not Detected at a DLR of 0.5 ~/L by EPA Method 415.1 

If you have any questions Please call. 

JJ_,j A' -. ~ '(__7 
H~al Hutchison,rB.S. 
Organic Laboratory Manager 

~ate Offices & Laboratory 
P.O. Box 272 I 853 Corporation Street 

Santa Paula, CA 93061-0272 
TEL. (805) 659-0910 
FAX: (805) 525-4172 

F~~afJ)')~ 

Darrell H. Nelson, B.S. 
Laboratory Director 

Office & L<ib_orntQry 
2500 Stagecoach Road 
Stockton. CA 95215 
TEL (209) 942-0181 
FAX (20qJ n4;>.Q423 

f~l<l Office 
Visalia, Cahtornia 
TEL: (209) 734-9473 
Mobile: (209) 738-6273 



Eli lfll\\JN1~1El11~ 

ANALYTICAL Cl1EMISTS 
February 3, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sample Batch Sample 
ID Number ID Description 

1 19930202 TOX 201A QA/QC Blank 
2 SP 300441-01 201A MWS/C/18/1 
3 SP 300441-02 201A MWS/C/18/2 
4 SP 300441-03 201A MWS/C/18/3 
5 SP 300441-04 201A MWS/C/18/4 

Sample 
Type 

Lab. Blank Water 
Monitoring Well 
Monitoring Well 
Monitoring Well 
Monitoring Well 

RE: Organic Analyses Lab I SP 300441 

Sampling Site: Bermite 85-01.4 

ANALYTICAL RESULTS 

Grab or Sampled Date Samp. Container 
Comp. by Sampled Received Extracted Analyzed & Preservatives 

--- ---- ---- N/A 02/02/93 
Grab Abclun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a 
Grab Abclun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a 
Grab Abclun-nur/Bricker 01/27/93 01/27 /93 N/A 02/02/93 1,2,a 
Grab Abdun-nur /Bri cke_r 01/27/93 01/27/93 N/A 02/02/93 1,2,a 

Preservatives: Cl) Cool 4°C C2) H2S04 pH <~2 Containers: (a} Antler Glass TFE-Cap NO= Not Detected at a-DLR of S·ug/L by EPA Method 9020 

If you have any questions Please call. 

JI. ( J <2A</ l/;J.-1---' -ft!- r'F 
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

&!'QQLaJ_~!!~lL~J..iiborato.ry 
P.O. Box 272 I 853 Corporation Street 
>anta Paula, CA 93061-0272 
IEL: (805) 659-0910 
'AX: (805) 525-4172 

FGL Environmental 

~~ 
c, (Darrell H. Nelson, B.S. 
~Laboratory Director 

Grl!C..~ ~.L.c:h.J1.:ttJlY 
::~10~l Stai it'' . :.-1~;h Fina(! 
Sto1_;kton. { '/· .. ):)215 
I!.: .. (''0'.l) ~1.:c 011\ l 
f/\Y. !'.'O'l:"no1:.>:1 

TOX 

ND 
ND 
5 

ND 
ND 

fi~tJ Olii~ 
Vis3lia, Cahlorn!;; 
fE:L (209) 734 94n 
Mobile: (209) 7'.!6 6273 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MW5/D/18 
Sampled by : Abdun-nur/Bricker 
Container : Amber Glass TFE-Cap 
Preservatives: 

LAB No: SP 300441-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled 
Received 
Extracted 
Analyzed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 1, 1993 
February 4, 1993 
930201 608-202A 

EPA METHOD 608. 

SAMPLE SAMPLE LAB BLANK 
CONSTITUENT DLR RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 

Endrin 0.2 ND 0.2 ND 
Lindane 0.2 ND 0.2 ND 
Methoxychlor 5 ND 5 ND 
Toxaphene 5 ND 5 ND 

SAMPLE SAMPLE LAB BLANK 
SURROGATES AR % REC. AR % REC. 

Hexachlorobenzene 67- 94 88 26-116 85 
Dibutylchlorendate 89-146 96 44-125 98 

DLR• Detection Limit for Reportir--. Purposes. HCL =Maximum Contaminant Level (··· indicates none determined.) 
ug/L •Micrograms Per Liter (ppb) ND = Not Detected at or above the DLR. AR =Acceptable Range 

See attached report for QA/QC data. If you have any questions please call. 

FGL ENVIRONMENTAL 

f1 1 ,J~ I~ 
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

mlh 

CQmQ!'fil§_Qtfis;n & Laborato!'.¥ 
P.O. Box 272 I 853 Corporation Streel 

Santa Paula CA 93061-0272 

Darrell H. Nelson, B.S. 
Laboratory Director 

Qtf.L<;:e_j,_J,,,_ap_o r:.a to ry 
2500 Stagecoach Road 
S1ock1on. CA 9521 s 

fi~Jg_Q__tfi.G..!1 
V1sal1a, Cal1forn1a 
Tl=I 1?()0\ 7'1..d..0.17'1. 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 15, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MWS/D/18 
Sampled by : Abdun-nur/Bricker 
Container : Amber Glass TFE-Cap 
Preservatives: 

LAB No: SP 300441-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled 
Received 
Extracted 
Analyzed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 2, 1993 
February 5, 1993 
930202 615-205A 

EPA METHOD 615 

SAMPLE SAMPLE LAB BLANK 
CONSTITUENT DLR RESULTS DLR RESULTS 

mg/L mg/L mg/L mg/L 

2,4-D 0 .1 ND 0 .1 ND 
2,4,5-TP (Sil vex) 0.01 ND 0.01 ND 

SAMPLE SAMPLE 
SURROGATE AR % REC. AR % REC. 

2,4-DCAA 30-150 140% 30-150 116% 

DLR= Detection Limit for Reporting Purposes. MCL = Maxil1Llll Contaminant Level (--- indicates none determined.) 
rrg/L =Milligrams Per Liter (ppn) ND =Not Detected at or above the DLR. AR= Acceptable Range 

See attached report for QA/QC data. 

FGL ENVIRONMENTAL 

;J, ,/ __,_( //,-'-i ---
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

kdm 

Corporate Ottic!1_!i~ __ l.l!b-9!i!1ory 
P.O. Box 272; 853 Corporation Street 
~=int~ D:::11il:::1 r11 a'1:no::.1_n')7') 

If you ~ave any questions please call. 

Darrell H. Nelson, B.S. 
Laboratory Director 

O_t:fice_&_LabQr_atQry 
2500 Stagecoac11 Road 
<:::1 .............. 1'"'"' rt\ o'"."J, ~ 

fjelg Ott~ 
Visalia. Cal1forn1a 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300441-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW5/E/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 8, 1993 
930208 300441-201A 

CONSTITUENT 

Gross Alpha 
Gross Beta 
Total Radium 

Analytical Results 

EPA 
METHOD 

900.0 
900.0 
900.1 

UNITS 

pCi/L 
pCi/L 
pCi/L 

DLR RESULTS 

0.4 ± 1 
0.7 ± 2 
0.5 ± 1 

DLR =Detection Limit for Reporting Purposes. ND= Not Detected at or above the DLR. 
ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C (2) HN03 pH < 2 Containers: (a) Plastic 

If you have any questions please call. 

~~/_,£ ........... ~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Q.Qn2Q.ra~eJ;J_J&l;>.Q.r_ator:t. 

P.O Box 272 I 853 Corporation Street 
~~nt::::i P~1il::l rti.. 0'1.f'\&::.1~1"1?7? 

FGL ENVIRONMENTAL 

'4:1~+l Yl~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Qlfj_c?.k_La1Jg1ato1y 
2500 Stagecoach Road 
~t.--rl.lf'ln r11 ai=.:?1:::: 

MCL 

5-35 
50 

5 

V1sal1a, California 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 4, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampled by 
Date Started 
Date Finished 

Abdun-nur/Bricker 
January 27, 1993 
January 29, 1993 

LAB No: 300441-1 

Date Sampled 
Date Received 

TEST RESULTS RE: BACTERIOLOGICAL ANALYSIS 

Sample ID 

MWS/F/18 

Sample 
Type 

Time Time 
Sampled Start 

Coli form 
MPN/100 ml 

Source 9:51A 03:16P < 1.1 ABSENT 

January 27, 1993 
January 27, 1993 

Fecal 
MPN/100 ml 

The State Board of Public Health requires that bacteriological results must be 
"ABSENT" to meet drinking water requirements. Analyses were performed using 
Standard Methods 17th edition, APHA. 

rrh 

Corporate Offices & l.J!Q.Qr;i_tory 
P.O Box 272 I 853 Corporation Street 

Santa Piiul:-i r:A q'!On1 .n?7? 

Qttjce .fx Laboratory 
2500 Sragecoach Road 
C:tnrW:lnn r A. Qt;') 1.:::. 

Eielo_Q_~_e 

Visalia. California 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 9, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MW5/G,P/18 
Sampled by : Abdun-nur/Bricker 
Container : Amber Glass TFE-Cap 
Preservatives: 

CONSTITUENT 

Acenaphthene 
Acenaphthylene 
Aniline 
Anthracene 
Azobenzene 
Benzi dine 
Benzo(a)anthracene 
Benzo(a)pyrene 
Benzo(b)fluoranthene 
Benzo(k)fluoranthene 
Benzo{g,h,i)perylene 
Benzylalcohol 
bis(2-Chloroethoxy)methane 
bis(2-Chloroethyl)ether 
bis(2-Chloroisopropyl)ether 
bis(2-Ethylhexyl)phthalate 
4-Bromophenylphenylether 
Butylbenzylphthalate 
Ch l oroan il i ne 
Chloronaphthalene 
Chlorophenylphenylether 
Chrysene 
Dibenzo{a,h)anthracene 

!&rl'~fLc_e~l!b_QraJory 
P.O. Box 272 ! 853 Corporation Str.,et 

S;::int;::i P;::i.1d;::i r.A 0'1.n1~1-f"l?7? 

LAB No: SP 300441-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled January 27, 1993 
Received January 27, 1993 
Extracted February 1, 1993 
Analyzed February 4, 1993 
tlA/QC ID# 930201 625-201A 

EPA METHOD 625 

SAMPLE SAMPLE LAB BLANK 
DLR RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 

10 ND 10 ND 
10 ND 10 ND 
50 ND 50 ND 
10 ND 10 ND 
50 ND so ND 
so ND 50 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
20 ND 20 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 
10 ND 10 ND 

Table cont'd next page ... 

Office & \_aborator_y 
2500 Stagecoach Road 
C::;,..,,...;.,,,..,..., 01\ GC:.01 C:. 

fielq_Qffice 
V1sa11a, California 



February 9, 1993 
Bermite Division of Whittaker 

EPA METHOD 625 Analysis results Cont'd 

SAMPLE 
CONSTITUENT DLR 

ug/L 

Dibenzofuran 10 
1,2-Dichlorobenzene 10 
1,3-Dichlorobenzene 10 
1,4-Dichlorobenzene 10 
3,3'-Dichlorobenzidine 20 
Diethylphthalate 10 
Dimethylphthalate 10 
Di-n-butylphthalate 10 
2,4-Dinitrotoluene 10 
2,6-Dinitrotoluene 10 
Di-n-octylphthalate 10 
Fluoranthene 10 
Fluorene 10 
Hexachlorobenzene 10 
Hexachlorobutadiene 10 
Hexachlorocyclopentadiene 10 
Hexachloroethane 10 
Indeno(l,2,3-c,d)pyrene 10 
Isophorone 10 
2-Methylnaphthalene 10 
Naphthalene 10 
Nitrobenzene 10 
N-Nitrosodimethylamine 10 
N-Nitrosodi-N-propylamine 10 
N-Nitrosodiphenylamine 10 
2-Nitroanaline 50 
3-Nitroanaline 50 
4-Nitroanal ine 50 
Phenanthrene 10 
Pyrene 10 
1,2,4-Trichlorobenzene 10 
Benzoic Acid 50 
2-Chlorophenol 10 
2,4-Dichlorophenol 10 

Page 2 

LAB No: SP 300441-1 
Description: MW5/G,P/18 

SAMPLE LAB 
RESULTS DLR 
ug/L ug/L 

ND 10 
ND 10 
ND 10 
ND 10 
ND 20 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 50 
ND 50 
ND 50 
ND 10 
ND 10 
ND 10 
ND 50 
ND 10 
ND 10 

BLANK 
RESULTS 
ug/L 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

Table cont'd next page ... 



Page 3 

February 9, 1993 LAB No: SP 300441-1 
Bermite Division of Whittaker Description: MW5/G,P/18 

EPA METHOD 625 Analysis results Cont'd 

SAMPLE SAMPLE LAB BLANK 
CONSTITUENT DLR RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 

2,4-Dimethylphenol 10 ND 10 ND 
4,6-Dinitro-o-cresol 50 ND 50 ND 
2,4-Dinitrophenol 50 ND 50 ND 
2-Methylphenol 10 ND 10 ND 
4-Methylphenol 10 ND 10 ND 
2-Nitrophenol 10 ND 10 ND 
4-Nitrophenol 50 ND 50 ND 
p-Chloro-m-cresol 20 ND 20 ND 
Pentachlorophenol 50 ND 50 ND 
Phenol 10 ND 10 ND 
2,4,5-Trichlorophenol 10 ND 10 ND 
2,4,6-Trichlorophenol 10 ND 10 ND 

SAMPLE SAMPLE LAB BLANK 
SURROGATES AR % REC. AR % REC. 

2-Fluorobiphenyl 34- 99 75 34-99 61 
Nitrobenzene-d5 37- 94 70 37-94 74 
p-Terphenyl-dl4 57- 94 93 57-94 72 
2-Fluorophenol 12- 82 25 12-82 71 
Phenol-d6 23- 62 53 23-62 68* 
2,4,6-Tribromophenol 49-102 68 49-102 75 

DLR a Detection Limit for Reporting Purposes. MCL = MaxilllJTl Contaminant Level (··· indicates none detennined.) 
ug/L =Micrograms Per Liter Cppb) ND = Not Detected at or above the DLR. AR = Acceptable Range 

See attached report for QA/QC data. If you have any questions please call. 

FGL ENVIRONMENTAL 

H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

mlh 

Darrell H. Nelson, B.S. 
Laboratory Director 

*Surrogate recovery is above acceptance range; however, all other QC criteria 
were met. 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300441-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW5/H/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300449-201I 

Analytical Results 

EPA 
CONSTITUENT METHOD UNITS DLR RESULTS 

Chloride 300.0 mg/L 1 36 
Nitrate 300.0 mg/L 0.5 2.2 
Sodium 200.7 mg/L 1 50 
Sulfate 300.0 mg/L 1 33 
Iron 6010 mg/L 0.05 ND 
Manganese 6010 mg/L 0.03 ND 

DLR = Detection Limit for Reporting Purposes. ND = Not Detected at or above the DLR. 
ug/L =Micrograms Per Liter (ppb) mg/L = Milligral16 Per Liter (ppm) mg/kg= Milligr<WllS Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~~~~~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Coroorate Offices & L!!bJllillQn' 
P.O. Box 2721 853 Corporation Street 

Santa Paula. CA 93061-0272 

FGL ENVIRONMENTAL 

'<:::)~~)")~ 

Darrell H. Nelson, B.S. 
Laboratory Director 

Qf:!is:~§. Labora.tory 
2500 S•agecoach Road 
Stockton C:A gs;>1 s 

E~J.9~e 
Visalia, California 
Tt:'I • /".)('\Q\ 7"111 0.A7"l 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300441-1 

·RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW5/I/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300445-201I 

CONSTITUENT 

Phosphorous, Ortho 

Analytical Results 

EPA 
METHOD 

365.2 

UNITS 

mg/L _ 

DLR 

0 .1 

DLR = Detection Limit for Reporting Purposes. ND = Not Detected at or above the DLR. 

RESULTS 

ND 

ug/L =Micrograms Per Liter Cppb> mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4"C Containers: (a) Plastic 

If you have any questions please call. 

~e~e---e-~--~,)' 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Corporate Offices e._!,..@_QL<ttQn'. 
P.O. Box 272 i 853 Corporation Street 
~::1nt::1 P~1t!~ rt:i.. o~n~Ln.,7-=> 

FGL ENVIRONMENTAL 

c-u~ +l Yl~. 
Darrell H. Nelson, 8.S. 
Laboratory Director 

Qllic,;i:_u,.;t_i;J.Q@!QJY 
2500 Stagecoach Road 
C:1,-.,...L,1""" l"'t\ l"'IC:"l1 c 

Field Office 
Visalia, California 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 11, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300441-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW5/K,M/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 8, 1993 
930208 300423-201M 

Analrtical Results - Dissolved 

EPA 
CONSTITUENT METHOD UNITS DLR RESULTS 

Antimony 7041 ug/L 100 ND 
Arsenic 7060 ug/L 50 ND 
Barium 6010 ug/L 100 270 
Cadmium 7131 ug/L 10 ND 
Chromium 7191 ug/L 50 ND 
Copper 6010 ug/L 100 ND 
Lead 7421 ug/L 50 ND 
Mercury 7470 ug/L 1 ND 
Selenium 7740 ug/L 10 ND 
Silver 7761 ug/L 10 ND 
Thallium 7841 ug/l 1000 ND 

DLR =Detection Limit for Reporting Purposes. ND =Not Detected at or above the DLR. 
ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter. (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C (2) HN03 pH < 2 Containers: (a) Plastic 

If you have any questions please call. 

~~~~ 
Kurt Wilkinson, 8.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~~tfi~eJL~J.~_bQl'.!!_tQry 
P.O. Box 272 I 853 Corporation Street 

Santa Paula. CA 93061-0272 

FGL ENVIRONMENTAL 

<"U~tlYl~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Qlfic~_& _Laburator_y 
2500 Stagecoa-:n Road 
Stockton. CA 35215 

Ei~l_a Qtfi.c~ 
V1saila. Ca!1forn1a 
T~I 1?na1 7'1..J.0.17'1 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300441-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW5/N/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300445-201I 

CONSTITUENT 

Fluoride 

Analytical Results 

EPA 
METHOD 

340.2 

UNITS 

mg/L 

DLR 

0 .1 

DLR =Detection Limit for Reporting Purposes. ND = Not Detected at or above the DLR. 

RESULTS 

0.2 

ug/L •Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Coroorate Qflli;_e_tlj._al;)QLatory 
P.O. Box 272 I 853 Corporation Street 

Santa Paula, CA 93061-0272 

FGL ENVIRONMENTAL 

'UOAtv..U fi Y)~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Qtticg~ J,.ab..Q.rqlo_ry 
250C Stagecoach Road 
Stockton. CA 95215 

fl<:~ 
Visalia, California 
TFt · f?()Q\ 7'.l4-Q471 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 4, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MW5/0/18 
Sampled by : Abdun-nur/Bricker 
Container : Glass TFE-Lined Cap 
Preservatives: 

CONSTITUENT 

Acetone 
Benzene 
Bromodichloromethane 
Bromof orm 
Bromomethane 
Carbon Disulfide 
Carbon Tetrachloride 
Chlorobenzene 
Chloroethane 
Chloroform 
Chloromethane 
Dibromochloromethane 
1,2-Dichlorobenzene 
1,3-Dichlorobenzene 
1,4-Dichlorobenzene 
1,1-Dichloroethane 
1,2-Dichloroethane 
1,1-Dichloroethylene 
trans-1,2-Dichloroethylene 
1,2-Dichloropropane 
cis-1,3-Dichloropropene 
trans-1,3-Dichloropropene 
Ethanol 

Corporate __ Qffj,:_eL&J,,;!bfill!tQ!y 
P.O. Box 272-' 853 Corporation Street 

Santa Paula. CA 93061-0272 

LAB No: SP 300441-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled January 27, 1993 
Received January 27, 1993 
Extracted N/A 
Analyzed February 3' 1993 
QA/QC ID# 930203 624-202A 

EPA METHOD 624 

SAMPLE SAMPLE LAB BLANK 
DLR RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 

10 ND 10 ND 
0.5 ND 0.5 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
5 ND 5 ND 
0.5 ND 0.5 ND 
0.5 ND 0.5 ND 
1 ND 1 ND 
0.5 ND 0.5 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
1 ND 1 ND 
2 ND 2 ND 
1 ND 1 ND 

5,000 ND 5,000 ND 

Table cont'd next page ... 

QfficJL.,._L9b_o_rato_I)' 
2500 Stagecoach Road 
Stockton. CA 95215 

Ei~LcLQffice 
V1sai1a. California 
TFI · l::>OQ\ 714-Qd 71 



February 4, 1993 
Bermite Division of Whittaker 

EPA METHOD 624 Analysis results Cont'd 

SAMPLE 
CONSTITUENT DLR 

ug/L 

Ethyl Benzene 0.5 
2-Hexanone 5 
Methylene Chloride 0.5 
2-Butanone (MEK) 10 
4-Methyl-2-pentanone (MIBK) 5 
Styrene 1 
1,1,2,2-Tetrachloroethane 1 
Tetrachloroethylene 0.5 
Toluene 0.5 
1,1,1-Trichloroethane 0.5 
1,1,2-Trichloroethane 0.5 
Trichloroethylene 1 
Trichlorofluoromethane 1. 5 
Vinyl Acetate 100 
Vinyl Chloride 0.5 
Xylenes 1 

SAMPLE 
SURROGATES AR 

l,2-Dichloroethane-d4 61-164 
Toluene-dB 81-117 
BFB 62-124 

Page 2 

LAB No: SP 300441-1 
Description: MW5/0/18 

SAMPLE LAB 
RESULTS DLR 

ug/L ug/L 

ND 0.5 
ND 5 
ND 0.5 
ND 10 
ND 5 
ND 1 
ND 1 
ND 0.5 
ND 0.5 
ND 0.5 
ND 0.5 
ND 1 
ND 1. 5 
ND 100 
ND 0.5 
ND 1 

BLANK 
RESULTS 
ug/L 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

SAMPLE LAB BLANK 
% REC. AR % REC. 

85 61-164 86 
101 81-117 96 
105 62-124 98 

DLR= Detection Limit for Reporting Purposes. MCL = Maxirn.m Contaminant Level (··· indicates none determined.) 
ug/L = Micrograms Per Liter (ppb) ND = Not Detected at or above the DLR. AR =Acceptable Range 

I I 
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

kdm 

If you have any questions please call. 

Darrell H. Nelson, B.S. 
Laboratory Director 



Clayton 
ENVIRONMENTAL 
CONSULTANTS 

Page 2 of 2 

Results of Analysis 
for 

FGL Environmental 

Client Reference: SP300437 
Clayton Project No. 93012.62 

Sample Matrix/Media: WATER 
Preparation Method: EPA 8315(Draft) 
Analysis Method: EPA 8315 (Draft) 

Date Received: 
Date Prepared: 
Date Analyzed: 

Lab Sample 

01/29/93 
02/02/93 
02/03/93 

Number Identification 
Date 

Sampled Formaldehyde 
(ug/L) 

Detection 
Limit 
(ug/L) 

OlA 1 MWl 01/27/93 
.. 02A 2 MW2 01/27/93 
03A 3 MW3 01/27/93 
04A 4 MWS 01/27/93 
OSA 5 MW6 01/27/93 
06A 6 MW7 01/27/93 
07A 7 MW8 01/27/93 
OBA 8 MW9 01/27/93 
09A 9 MWlO 01/27/93 
lOA METHOD BLANK 

ND Not detected at or above limit of detection 
< Not detected at or above limit of detection 

Information not available or not applicable 

a Actual blank value; sample results have been blank corrected. 

<20 
<20 
<20 
<20 
<20 
<20 
<20 
<20 
<20 

15 a 

20 
20 
20 
20 
20 
20 
20 
20 
20 
20 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300442-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW6/A/18/l 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300442-2011 

CONSTITUENT 

Conductivity 
pH 

Analytical Results 

EPA 
METHOD 

120.l 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR =Detection Limit for Reporting Purposes. ND = Not Detected at or above the DLR. 

RESULTS 

542 
7.8 

ug/L =Micrograms Per Liter Cppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~~~~-~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Corporate Offic~J;t.b_Q!'_<l!Qry 
P.O. Box 272 I 853 Corporation Street 

S;int;:i P:::itd.::t r.A Q~f1~1-f1?7? 

FGL ENVIRONMENTAL 

CU~+J)')~ 
Darrell H. Nelson, 8.S. 
Laboratory Director 

O(fico?_ z, _l~_b9r~J9Ci 
2500 S1agecoach Road 

fiJ!!~LQtffil 
V•salia, Calitorn1a 



; ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300442-2 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW6/A/18/2 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300442-2011 

CONSTITUENT 

Conductivity 
pH 

Analytical Results 

EPA 
METHOD 

120.1 
150.l 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR= Detection Limit for Reporting Purposes. ND =Not Detected at or above the DLR. 

RESULTS 

545 
7.8 

ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Coroorate Q.tlii:~&_La_b_grnloIY. 
P.O. Box 2721 853 Corporation Street 

Santa Pa"I" r.A q1ni; 1 .n?7? 

FGL ENVIRONMENTAL 

cu~ +I)')~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Otfj~e_.LL.i!_Q9rnLQIY 
2500 Stagecoach Road 

El?ld..~ 
Visalia, California 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300442-3 

. RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW6/A/18/3 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300442-2011 

CONSTITUENT 

Conductivity 
pH 

Analytical Results 

EPA 
METHOD 

120 .1 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

I 

DLR= Detection Limit for Reporting Purposes. ND =Not Detected at or above the DLR. 

RESULTS 

544 
7.9 

ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: ~1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~~~~ .. ~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~k.Qffil~.!L~.L.l!.b.Q.rJ!!QIY. 
P.O. Box 272 I 853 Corporation Street 

FGL ENVIRONMENTAL 

C-U~f-l)')~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

OH ice .. ~. Labwatory 
2500 Stagecoach Road - -

Eie!.9 Office 
Visalia. California 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300442-4 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW6/A/18/4 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300442-201I 

CONSTITUENT 

Conductivity 
pH 

Analytical Results 

EPA 
METHOD 

120.1 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR= Detection Limit for Reporting Purposes. ND= Not Detected at or above the DLR. 

RESULTS 

546 
7.8 

ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter(~) mg/kg= Milligrams Per Kilo9r1¥11 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~k/~~ .. ",. . ...-?' 

Kurt Wilkinson, B.S. 
Inorganic lab Manager 

KW/DHN:mlh 

~mc_es .&J .. ab-9~itlQ_ry 
P.O. Box 272 I 853 Corporation Street 

C:!:iif"'lt!:ii 0':l11i.,. r11 l.'1'lf'\Ci "'°'"7"" 

FGL ENVIRONMENTAL 

<U~+IYl~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Ottice. a.. l.aboratory 
2500 St;igecoacn Road 

EJ~Ld O.ttice 
V1sa\1a. Caiiinrn1~ 



EI 1 v'lh.0Nr1El11~ 

ANALYTICAL CtIEMis~rs 
February 3, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sample Batch Sample 
ID Number ID Description 

1 19930202 TOC 201A QA/QC Blank 
2 SP 300442-01 201A MW6/B/18/l 
3 SP 300442-02 201A MW6/B/18/2 
4 SP 300442-03 201A MW6/B/18/3 
5 SP 300442-04 201A MW6/B/18/4 

Sample 
Type 

Lab. Blank Water 
Monitoring Well 
Monitoring Well 
Monitoring Well 
Monitoring Well 

RE: Organic Analyses Lab I SP 300442 

Sampling Site: Bermite 85-01.4 

ANALYTICAL RESULTS 

Grab or Sampled Date Samp. Container 
Comp. by Sampled Received Extracted Analyzed & Preservatives TOC 

--- ---- ---- N/A 02/02/93 ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A .02/02/9~ 1,2,a ND 

: 

Preserwtives: C1> Cool 4·0 c <2> H2S04 pH < 2 Containers: Ca> Alrbe~ Glass TFE-c'ap NO= Not Detected at a DLR of 0.5 mg/L by EPA Method 415.1 

If you have any questions Please call. 

~ . ,J_Lk If: .....J-i -

~Neal Hutchison, B.S. 
Organic Laboratory Manager 

QIQQI<1te_.Q~~JL1o<>QQift_IQQ' 
.0. Box 272 I 853 Corpuration Street 
mta Paula. CA 93051-0272 
OL: (805) 659-091 Q 

\X: (805) 525-4172 

FGL Environmental 

.... ~~ 
.c.iy- Darrell H. Nelson, B.S. 
~ Laboratory Director 

G!~!C~ -~J-~p_y_11~t9~ Y 
:>:,oo Stane(..oach Fil'ad 
Stucktcm. C.'\ 95215 
l i l.. 1:,09) 94-e-0181 
"1\';( !,!~JO) q4;> ()'121 

f i ~l<J Oftjc;.e 
Visalia. California 
Tt::L: (209) 734 94 "1::1 
Mooite: (20!'i) 738-5273 



EI I vrlhvN1yrEf 11AL 

ANALYTICAL CHEMISTS 
February 4, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sample Batch Sample 
ID Number ID Description 

1 19930203 TOX 201A QA/QC Blank 
2 SP 300442-01 201A MW6/C/18/l 
3 SP 300442-02 201A MW6/C/18/2 
4 SP 300442-03 201A MW6/C/18/3 
5 SP 300442-04 201A MW6/C/18/4 

Sample 
Type 

Lab. Blank Water 
Monitoring Well 
Monitoring Well 
Monitoring Well 
Monitoring We 11 

RE: Organic Analyses Lab # SP . 300442 

Sampling Site: Bermite 85-01.4 

ANALYTICAL RESULTS 

Grab or Sampled Date Samp. Container 
Comp. by Sampled Received Extracted Analyzed & Preservatives 

--- ---- ---- N/A 02/03/93 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/03/93 1,2,a 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/03/93 1,2,a 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/03/93 1,2,a 
Grab Abdun-nur/Bricker 01/27/93 01.f27 /93 N/A 02/03/93 1,2,a .. 

Preservatives: (1) Cool 4°C (2) H2S04 pH < 2 Containers: Ca) Anber'Glas~ TFE-Cap ND = Not Detected at a DLR of 5· ug/L by EPA Method 9020· 

If you have any questions Please call. 

It/ /V/-e0-1 /?- i -· 
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

!]lQr!!!!LQ!fices & Labor<!!Q!'¥ 
D. Box 272 I 853 Corporation Street 
~ta Paula. CA 93061-0272 
L: (805) 659-0910 
X: (805) 525-4172 

F~~alfiy)~ 

Darrell H. Nelson, B.S. 
Laboratory Director 

Otfic~~-hii!!.<>@tQ.r:y 
?500 Stagecoach Road 
Stockton. CA 95215 
ffl: (209) 942·0181 
r1\x vo~ 1 ' ·M:-7·04?:1 

TOX 

ND 
ND 
ND 

6.0 
ND 

fl~tQ.i>ffic~ 
Visalia, California 
TEL: (209) 734-9473 
Mobile. (209) 738·6273 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MW6/D/18 
Sampled by : Abdun-nur/Bricker 
Container : Amber Glass TFE-Cap 
Preservatives: 

LAB No: SP 300442-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled 
Received 
Extracted 
Analyzed 
QA/QC ID# 

January 27, 1993 
January 28, 1993 
February 1, 1993 
February 4, 1993 
930201 608-202A 

EPA METHOD 608 

SAMPLE SAMPLE LAB BLANK 
CONSTITUENT DLR RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 

Endrin 0.2 ND 0.2 ND 
Lindane 0.2 ND 0.2 ND 
Methoxychlor 5 ND 5 ND 
Toxaphene 5 ND. 5 ND 

SAMPLE SAMPLE LAB BLANK 
SURROGATES AR % REC. AR % REC. 

Hexachlorobenzene 67- 94 88 26-116 85 
Dibutylchlorendate 89-146 97 44-125 98 

DLR= Detection Limit for Reporting Purposes. HCL = Maxilll.Jll Contaminant Level (··· indicates none determined.) 
ug/L =Micrograms Per Liter (ppb) ND = Not Detected at or above the DLR. AR =Acceptable Range 

See attached report for QA/QC data. If you have any questions please call. 

FGL ENVIRONMENTAL 

.!/ . j ... 1. /./-:/ 
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

mlh 

~C!tjLQftlc;e.~&J .. 11.b9r<1t9_r:y: 
P.O. Box 272 1 853 Corporation Street 

Santa Paula. CA 93061.0:>7:> 

Darrell H. Nelson, B.S. 
Laboratory Director 

9J:tic.~ .&J .. aboratory 
2500 Stag8coi1ch Road 

Fie~Qf!.i~e 
Visalia. California 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 15, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MW6/D/18 
Sampled by : Abdun-nur/Bricker 
Container : Amber Glass TFE-Cap 
Preservatives: 

LAB No: SP 300442-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled 
Received 
Extracted 
Analyzed 
QA/QC ID# 

January 27, 1993 
January 28, 1993 
February 2, 1993 
February 5, 1993 
930202 615-205A 

EPA METHOD 615 

SAMPLE SAMPLE LAB BLANK 
CONSTITUENT DLR RESULTS DLR RESULTS 

mg/L mg/L mg/L mg/L 

2,4-0 0 .1 ND 0 .1 ND 
2,4,5-TP (Sil vex) 0.01 ND 0.01 ND 

SAMPLE SAMPLE 
SURROGATE AR % REC. AR % REC. 

2,4-DCAA 30-150 760% 30-150 116% 

DLR =Detection Limit for Reporting Purposes. MCL = MaxilllJ11 Contaminant Level (·-- indicates none detennined.) 
~/L =Milligrams Per Liter (ppn) ND =Not Detected at or above the DLR. AR= Acceptable Range 

Note: * Surrogate recovery is out of spec due to matrix interference. 

See attached report for QA/QC data. If you have any questions please call. 

FGL ENVIRONMENTAL 

H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

kdm 

C.QfQQI!!.lLO_fflctl &_ Lab.9r<tlQ!'.¥ 
f'.0. Box 272, 853 Corporation Street 

Santa Paula. CA 93061-0272 

Darrell H. Nelson, B.S. 
Laboratory Director 

Office & Laboratory 
::J(',. ::,·.;~-~-- ·::~::-' ?-·-E1.C 
c;, .,,,. ... ',, { .~ . .:; .. ,..._ -

Fiejq_Q_tfic11 
Visalia. Cal1forn1a 



, ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MW6/E/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

LAB No: SP 300442-1 

· RE: Inorganic Analysis 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 8, 1993 
930208 300442-201A 

Analytical Results 

CONSTITUENT 

Gross Alpha 
Gross Beta 
Total Radium 

EPA 
METHOD 

900.0 
900.0 
900.1 

UNITS 

pCi/L 
pCi/L 
pCi/L 

DLR RESULTS 

0.6 ± 1 
3 ± 2 
0.4 ± 1 

DLR= Detection limit for Reporting Purposes. ND= Not Detected at or above the DLR. 

MCL 

5-35 
50 

5 

ug/l =Micrograms Per liter (ppb) mg/L =Milligrams Per liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C (2) HN03 pH < 2 Containers: (a) Plastic 

If you have any questions please call. 

~cu/~~ ... ~~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

C.QrQQL~fll~~§._.a..!-at;JQra\Q.ry 
P.O. Box 272 i 853 Corporation Street 

Santa Paula. CA 93061 ·0272 

FGL ENVIRONMENTAL 

cu~ ii )')J...., 
Darrell H. Nelson, B.S. 
Laboratory Director 

OtfLce~_LabQfatory 
2500 Stag~coacr, Road 
Stor:rdnn (",A QC,J 1 r; 

f.i_eJQ_Q~ 
Visalia. California 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 4, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampled by 
Date Started 
Date Finished 

Abdun-nur/Bricker 
January 27, 1993 
January 29, 1993 

LAB No: 300442-1 

Date Sampled 
Date Received 

TEST RESULTS RE: BACTERIOLOGICAL ANALYSIS 

Sample ID 

MW6/F/18 

Sample 
Type 

Time Time 
Sampled Start 

Coli form 
MPN/100 ml 

Source 10:24A 03:17P < 1.1 ABSENT 

January 27, 1993 
January 28, 1993 

Fecal 
MPN/100 ml 

The State Board of Public Health requires that bacteriological results must be 
"ABSENT" to meet drinking water requirements. Analyses were performed using 
Standard Methods 17th edition, APHA. 

rrh 

C.QfllQ@t!LQtfices ~.hati_orntQJ:Y 
P.O. Box 272 I 853 Corporation Street 

Santa Paula. CA 93061 ·027:> 

Ottice & l..aboratory 
2500 S1agccoech Rocio 

BeLd-9J:!~~ 
Visalia, Cal1forn1a 



I ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 9, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MW6/G,P/18 
Sampled by : Abdun-nur/Bricker 
Container : Amber Glass TFE-Cap 
Preservatives: 

CONSTITUENT 

Acenaphthene 
Acenaphthylene 
Aniline 
Anthracene 
Azobenzene 
Benzi dine 
Benzo(a)anthracene 
Benzo(a)pyrene 
Benzo(b)fluoranthene 
Benzo{k)fluoranthene 
Benzo{g,h,i)perylene 
Benzylalcohol 
bis{2-Chloroethoxy)methane 
bis{2-Chloroethyl)ether 
bis(2-Chloroisopropyl)ether 
bis{2-Ethylhexyl)phthalate 
4-Bromophenylphenylether 
Butylbenzylphthalate 
Chloroaniline 
Chloronaphthalene 
Chlorophenylphenylether 
Chrysene 
Dibenzo{a,h)anthracene 

~~ttice.~ __ & __ Lab9_rnJol)'. 
P.O. Box 272 853 Corporation Street 

Santa Paula. CA 93061-0272 

LAB No: SP 300442-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled January 27, 1993 
Received January 27, 1993 
Extracted February 3' 1993 
Analyzed February 4' 1993 
QA/QC ID# 930203 625-201A 

EPA METHOD 62~ 

SAMPLE SAMP~E 
DLR RESULTS 

ug/L ug/L 

10 ND 
10 ND 
50 ND 
10 ND 
50 ND 
50 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
20 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 

OH)ce_ & Laboratc;ry 
2500 S1agecoucr· 1'102d 

LAB BLANK 
DLR RESULTS 

ug/L ug/L 

10 ND 
10 ND 
50 ND 
10 ND 
50 ND 
50 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
20 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 

Table cont'd next page ... 

f'i_eJg_Q.f:!lc~ 
V1sal1a, California 



February 9, 1993 
Bermite Division of Whittaker 

EPA METHOD 625 Analysis results Cont'd 

SAMPLE 
CONSTITUENT DLR 

ug/L 

Dibenzofuran 10 
1,2-Dichlorobenzene 10 
1,3-Dichlorobenzene 10 
1,4-Dichlorobenzene 10 
3,3'-Dichlorobenzidine 20 
Diethylphthalate 10 
Dimethylphthalate 10 
Di-n-butylphthalate 10 
2,4-Dinitrotoluene 10 
2,6-Dinitrotoluene 10 
Di-n-octylphthalate 10 
Fluoranthene 10 
Fluorene 10 
Hexachlorobenzene 10 
Hexachlorobutadiene 10 
Hexachlorocyclopentadiene 10 
Hexachloroethane 10 
Indeno(l,2,3-c,d)pyrene 10 
Isophorone 10 
2-Methylnaphthalene 10 
Naphthalene 10 
Nitrobenzene 10 
N-Nitrosodimethylamine 10 
N-Nitrosodi-N-propylamine 10 
N-Nitrosodiphenylamine 10 
2-Nitroanal ine 50 
3-Nitroana 1 i ne 50 
4-Nitroanal ine 50 
Phenanthrene 10 
Pyrene 10 
1,2,4-Trichlorobenzene 10 
Benzoic Acid 50 
2-Chlorophenol 10 
2,4-Dichlorophenol 10 

Page 2 

LAB No: SP 300442-1 
Description: MW6/G,P/18 

SAMPLE LAB 
RESULTS DLR 
ug/L ug/L 

ND 10 
ND 10 
ND 10 
ND 10 
ND 20 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 50 
ND 50 
ND 50 
ND 10 
ND 10 
ND 10 
ND 50 
ND 10 
ND 10 

BLANK 
RESULTS 
ug/L 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

Table cont'd next page ... 



Page 3 

February 9, 1993 LAB No: SP 300442-1 
Bermite Division of Whittaker Description: MW6/G,P/18 

EPA METHOD 625 Analysis results Cont'd 

SAMPLE SAMPLE LAB BLANK 
CONSTITUENT DLR RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 

2,4-Dimethylphenol 10 ND 10 ND 
4,6-Dinitro-o-cresol 50 ND 50 ND 
2,4-Dinitrophenol 50 NO 50 ND 
2-Methylphenol 10 ND 10 ND 
4-Methylphenol 10 ND 10 ND 
2-Nitrophenol 10 ND 10 ND 
4-Nitrophenol 50 ND 50 ND 
p-Chloro-m-cresol 20 ND 20 ND 
Pentachlorophenol 50 ND 50 ND 
Phenol 10 ND 10 ND 
2,4,5-Trichlorophenol 10 ND 10 ND 
2,4,6-Trichlorophenol 10 ND 10 ND 

SAMPLE SAMPLE LAB BLANK 
SURROGATES AR % REC. AR % REC. 

2-Fluorobiphenyl 34- 99 71 34-99 70 
Nitrobenzene-d5 37- 94 70 37-94 64 
p-Terphenyl-dl4 57- 94 96* 57-94 93 
2-Fluorophenol 12- 82 25 12-82 25 
Phenol-d6 23- 62 53 23-62 49 
2,4,6-Tribromophenol 49-102 65 49-102 68 

DLR •Detection Limit for Reporting Purposes. MCL = Maxi1TU11 Conteminant Level (··· indicates none determined.) 
ug/L •Micrograms Per Liter (ppb) ND = Not Detected at or above the DLR. AR = Acceptable Range 

Note: *Surrogate recovery is above acceptance range; however, all other 
QC criteria were met. 

See attached report for QA/QC data. If you have any questions please call. 

FGL ENVIRONMENTAL 

,1J. J~ IL-4-f-
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

mlh 

Darrell H. Nelson, B.S. 
Laboratory Director 



, ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300442-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW6/I/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 

· .QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300445-2011 

CONSTITUENT 

Phosphorous, Ortho 

Analytical Results 

EPA 
METHOD 

365.2 

UNITS 

mg/L 

DLR 

0. I 

DLR •Detection Limit for Reporting Purposes. ND = Not Detected at or above the DLR. 

RESULTS 

ND 

ug/L =Micrograms Per Liter (ppb) mg/L •Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~c:~_: ___ ..I~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~e_Qtti~~.&_L.llt;l.Qia!sm• 
P.O. Box 272 ' 853 Corporation Street 

Santa Paula, CA 93061 ·0272 

FGL ENVIRONMENTAL 

C-Uwvv..U +I )')~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

0Jti.ct;1.~J,.ai;>9!a!ory 
2500 Stagecoach Road 

Ei~ 
Vis.=1!i.::i r.~lifnrni<::1. 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300442-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW6/H/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300449-2011 

Analytical Results 

EPA 
CONSTITUENT METHOD UNITS DLR RESULTS 

Chloride 300.0 mg/L 1 57 
Nitrate 300.0 mg/L 0.5 2.4 
Sodium 200.7 mg/L 1 45 
Sulfate 300.0 mg/L 1 23 
Iron 6010 mg/L 0.05 ND 
Manganese 6010 mg/L 0.03 ND 

DLR= Detection Limit for Reporting Purposes. ND= Not Detected at or above the DLR. 
ug/L = Microgr1111S Per Liter Cppb> mg/L =Milligrams Per Liter (ppm) mg/kg= Milligr1111S Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~~-.?'-A--•-<t~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

CJ.l~e_Qtfice.~~l.ab_o@tQJY 
P.O. Box 272 I 853 Corporation Street 

Santa Paula. CA 93061-0272 

FGL ENVIRONMENTAL 

'U~-HYl~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

9Hice & Laboratory 
2500 Stagur,0ac;1 :lGacJ 

Fiel~J:tke 
Visalia. Calrfornr;, 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 11, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MW6/K,M/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

LAB No: SP 300442-1 

RE: Inorganic Analysis 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 8, 1993 
930208 300423-201M 

Analytical Results - Dissolved 

CONSTITUENT 

Antimony 
Arsenic 
Barium 
Cadmium 
Chromium 
Copper 
Lead 
Mercury 
Selenium 
Silver 
Thallium 

EPA 
METHOD 

7041 
7060 
6010 
7131 
7191 
6010 
7421 
7470 
7740 
7761 
7841 

UNITS 

ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 

DLR 

100 
50 

100 
10 
50 

100 
50 
1 

10 
10 

1000 

RESULTS 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

DLR =Detection Limit for Reporting Purposes. ND =Not Detected at or above the DLR. 
ug/L =Micrograms Per Liter <PIX>> mg/L =Milligrams Per Liter (ppm) mg/kg= Milligr1¥1lS Per Kilogram 
Preservatives: (1) Cool 4°C (2) HN03 pH < 2 Containers: (a) Plastic 

If you have any questions please call. 

~~.....?<'~--_,, . .-.Le: .. ,,., 

Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Q.Qm2rq_t_11_Qttic.~ -~_La!)_qrq_tory 

P.O. Box 272 I 853 Corporation Street 

FGL ENVIRONMENTAL 

C-0~-HY)~ 

Darrell H. Nelson, B.S. 
Laboratory Director 

Office_& cabora\p_ry 
250ii S1<1;;ccC'.JilC: Road 



i ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300442-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MW6/N/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 

·completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300445-201I 

CONSTITUENT 

Fluoride 

Analytical Results 

EPA 
METHOD 

340.2 

UNITS 

mg/L 

DLR 

0.1 

DLR= Detection Limit for Reporting Purposes. ND =Not Detected at or above the DLR. 

RESULTS 

0.2 

ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~r-~~~--_,, 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Q.Q!'Q.~_Q!ti!'.=es_ ~. Lab.QLJ!.12I:J' 
P 0 Box 272 I 853 Corporation Street 

Santa Paula, CA 93061-0272 

FGL ENVIRONMENTAL 

cu~+1)')~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Qttice_<t Laboratory 
250(; Stag8coac~1 RoacJ 

fjeLQ_Qtfli;_~ 

Visalia. Californi" 



, ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 4, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MW6/0/18 
Sampled by : Abdun-nur/Bricker 
Container : Glass TFE-Lined Cap 
Preservatives: 

CONSTITUENT 

Acetone 
Benzene 
Bromodichloromethane 
Bromoform 
Bromomethane 
Carbon Disulfide 
Carbon Tetrachloride 
Chlorobenzene 
Chloroethane 
Chloroform 
Chloromethane 
Dibromochloromethane 
1,2-Dichlorobenzene 
1,3-Dichlorobenzene 
1,4-Dichlorobenzene 
1,1-Dichloroethane 
1,2-Dichloroethane 
1,1-Dichloroethylene 
trans-1,2-Dichloroethylene 
1,2-Dichloropropane 
cis-1,3-Dichloropropene 
trans-1,3-Dichloropropene 
Ethanol 

CQrp_orat_f;!_9t!ices & _Laborn!ory 
P.O. Box 272 l 853 Corporation Stree1 

Santa Paula, CA 93061-0272 

LAB No: SP 300442-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled January 27, 1993 
Received January 27, 1993 
Extracted N/A 
Analyzed February 3' 1993 
QA/QC ID# 930203 624-202A 

EPA METHOD 624 

SAMPLE SAMPLE LAB BLANK 
DLR . RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 

10 ND 10 ND 
0.5 ND 0.5 ND 
1 ND l ND 
l ND 1 ND 
l ND l ND 
5 ND 5 ND 
0.5 ND 0.5 ND 
0.5 ND 0.5 ND 
l ND l ND 
0.5 ND 0.5 ND 
l ND 1 ND 
l ND l ND 
1 ND l ND 
l ND l ND 
l ND l ND 
l ND l ND 
l ND 1 ND 
l ND l ND 
l ND l ND 
l ND l ND 
2 ND 2 ND 
l ND 1 ND 

5,000 ND 5,000 ND 

Table cont'd next page ... 

Office & Laboratory 
2~00 S!J~Jcco:icn R•.)ad 
Stoci<lon. CA 95215 

Fiel.9~0.f!ice 
V1s~11a, California 
TEL l?OQ\ 7'.'l4-Q4 7'1 



February 4, 1993 
Bermite Division of Whittaker 

EPA METHOD 624 Analysis results Cont'd 

SAMPLE 
CONSTITUENT DLR 

ug/L 

Ethyl Benzene 0.5 
2-Hexanone 5 
Methylene Chloride 0.5 
2-Butanone {MEK) 10 
4-Methyl-2-pentanone (MIBK) 5 
Styrene 1 
1,1,2,2-Tetrachloroethane 1 
Tetrachloroethylene 0.5 
Toluene 0.5 
1,1,1-Trichloroethane 0.5 
1,1,2-Trichloroethane 0.5 
Trichloroethylene 1 
Trichlorofluoromethane 1.5 
Vinyl Acetate 100 
Vinyl Chloride 0.5 
Xylenes 1 

SAMPLE 
SURROGATES AR 

l,2-Dichloroethane-d4 61-164 
Toluene-d8 81-117 
BFB 62-124 

Page 2 

LAB No: SP 300442-1 
Description: MW6/0/18 

SAMPLE LAB 
RESULTS DLR 
ug/L ug/L 

ND 0.5 
ND 5 
ND 0.5 
ND 10 
ND 5 
ND 1 
ND 1 
ND 0.5 
ND 0.5 
ND 0.5 
ND 0.5 
ND 1 
ND 1.5 
ND 100 
ND 0.5 
ND 1 

BLANK 
RESULTS 
ug/L 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

SAMPLE LAB BLANK 
% REC. AR % REC. 

85 61-164 86 
99 81-117 96 

103 62-124 98 

DLR = Detection Limit for Reporting Purposes. MCL = Maxinun Contaminant Level (··· indicates none detennined.) 
ug/L s Micrograms Per Liter (ppb) ND = Not Detected at or above the DLR. AR =Acceptable Range 

See attached report for QA/QC data. 

FGL ENVIRONMENTAL 

,;f/. r4111'T-------
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

kdm 

If you have any questions please call. 

Darrell H. Nelson, B.S. 
Laboratory Director 



Clayton 
ENVIRONMENTAL 
CONSUL TAN TS 

Page 2 of 2 

Results of Analysis 
for 

FGL Environmental 

Client Reference: SP300437 
Clayton Project No. 93012.62 

Sample Matrix/Media: WATER 
Preparation Method: EPA 8315(Draft) 
Analysis Method: EPA 8315(Draft) 

Date Received: 
Date Prepared: 
Date Analyzed: 

Lab Sample 

01/29/93 
02/02/93 
02/03/93 

Number Identification 
Date 

Sampled Formaldehyde 
(ug/L) 

Detection 
Limit 
(ug/L) 

OlA 1 MWl 01/27/93 
02A 2 MW2 01/27/93 
03A 3 MW3 01/27/93 
04A 4 MWS 01/27/93 
OSA 5 MW6 01/27/93 
06A 6 MW7 01/27/93 
07A 7 MW8 01/27/93 
08A 8 MW9 01/27/93 
09A 9 MWlO 01/27/93 
lOA METHOD BLANK 

ND Not detected at or above limit of detection 
< Not detected at or above limit of detection 

Information not available or not applicable 

i Actual blank value; sample results have been blank corrected. 

<20 
<20 
<20 
<20 
<20 
<20 
<20 
<20 
<20 

15 a 

20 
20 
20 
20 
20 
20 
20 
20 
20 
20 



, ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 10, 1993 

8ermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300449-1 

RE: Inorganic Analysis 

Sampling Site: 8ermite 85-01.4 
Sample Description: MWlO/A/18/1 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300449-2011 

CONSTITUENT 

Conductivity 
pH 

Analytical Results 

EPA 
METHOD 

120.1 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR =Detection Limit for Reporting Purposes. ND =Not Detected at or above the DLR. 

RESULTS 

631 
8.0 

ug/L =Micrograms Per liter (ppb) mg/L =Milligrams Per liter (ppm) mg/kg= Milligrcwns Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic · 

If you have any questions please call. 

~~~---./~ 
Kurt Wilkinson, 8.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~te_Qf!Lces_& Labo.ratory 
P.O. Box 272 / 853 Corporation Street 

Santa Paula l.A q:-inn 1 -n?7? 

FGL ENVIRONMENTAL 
'U~-HY'l~ 

Darrell H. Nelson, 8.S. 
Laboratory Director 

OH1ce & Laboratory 
?~/)() St?.Jgeco?ich Ro.1cj 
.::::1nr:..1r.n ("6. QC.')1C.. 

field.0.tf.i~'l 
Visalia. Cahtorn1a 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300449-2 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MWlO/A/18/2 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
January 28, 1993 
930128 300449-201I 

CONSTITUENT 

Conductivity 
pH 

Analytical Results 

EPA 
METHOD 

120.1 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR= Detection Limit for Reporting Purposes. ND =Not Detected at or above the DLR. 

RESULTS 

635 
8.0 

ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

_ _...,, 

~~~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~te_QJ1ir;e$ __ &_.l,,aoorat.Qry 
P.O. Box 272 I 853 Corporation Street - - -

FGL ENVIRONMENTAL 

0~-H Y\~ 
Darrell H. Nelson, B.S. 
laboratory Director 

Ottice & Laboratory 
2500 St«gP.coach Road 

I" Lei~ Qffkg 
Visalia, Cal1forn1a 



i ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300449-3 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MWlO/A/18/3 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
January 28, 1993 
930128 300449-2011 

CONSTITUENT 

Conductivity 
pH 

Analrtical Results 

EPA 
METHOD 

120.1 
150.1 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR= Detection Limit for Reporting Purposes. ND= Not Detected at or above the DLR. 

RESULTS 

635 
8.0 

ug/L = Microgr1W11S Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~_;.;;:k/~~--- QI<.,;~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Corporate Office~ &J,.ab9r<it.oJy 
P.O. Box 272 I 853 Corporat!on Street 

FGL ENVIRONMENTAL 

'UOAl\i.U +l }' l ~ 

Darrell H. Nelson, B.S. 
Laboratory Director 

Otfice_ & .Labora_tory 
2500 Stayecoacr1 R0ad 

!:leJ_c_j_Qffice 
V1sa11a. California 



i ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300449-4 

.~RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MWlO/A/18/4 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
·QA/QC ID# 

January 27, 1993 
January 27, 1993 
January 28, 1993 
930128 300449-2011 

CONSTITUENT 

Conductivity 
pH 

Analytical Results 

EPA 
METHOD 

120.l 
150.l 

UNITS 

umhos/cm2 
units 

DLR 

1 

DLR= Detection Limit for Reporting Purposes. NO =Not Detected at or above the DLR. 

RESULTS 

635 
8.0 

ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

_) 

~~~~¥!""~.-c:-.t"-~,s:;~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~l.e_Qlli_c_e~&_ \.~J~oratm 
P.O. Box 272 I 853 Corporation Street 

C:::.'.:lnt!:!. C-:11 d,:i r l'J 0'1f'\t:: 1 _('\")7") 

FGL ENVIRONMENTAL 

0tV\l\LU -H Y'l ~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Qttice. iU.aboratory 
?500 Stager,0ac'' 'ioaa 

fLeld Offic~ 
Visalia. California 



Eli v'lh.0Nr1EI i 1~ 

ANALITICAL CtIEMIS'rS 
February 3, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sample Batch Sample 
ID Number ID Description 

1 19930202 TDC 201A QA/QC Blank 
2 SP 300449-01 201A M\110/B/18/1 
3 SP 300449-02 201A M\110/B/18/2 
4 SP 300449-03 201A M\110/B/18/3 
5 SP 300449-04 201A M\110/B/18/4 

Sample 
Type 

Lab. Blank Water 
Monitoring Well 
Monitoring We 11 
Monitoring lie 11 
Monitoring lie 11 

RE: Organic Analyses Lab # SP 300449 

Sampling Site: Bermite 85-01.4 

ANALYTICAL RESULTS 

Grab or Sampled Date Samp. Container 
Comp. by Sampled Received Extracted Analyzed & Preservatives TOC 

--- ---- ---- N/A 02/02/93 ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a NO 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND 
Grab Abdun-nur./Bri~ker 01/27/93 01/27/93 N/A 02/02/93 1,2,a ND ·• 

Preservatives: (1) Cool 4°C (2) H2S04 pH < 2 · Containers: .(~) Anber Glass TFE-Cap NO = Not'.Detected at a DLR of 0.5 ~/L by EPA Method·415.1' 

If you have any questions Please call. 

!:!-: ,J _,,_j Lb l 
J:Neal Hutchison, B.S. 
Organic Laboratory Manager 

:orQQia_l.!LQffice_s_~_LaboraJi,,'ry 
".0. Box 272 / 853 Corporation Street 
>anta Paule.. CA 93061-0272 
'EL (805) 6'.:>9-0910 
'AX (805) 5:>5-4 17? 

FGL Environmental 

~~ 
&ir Darrell H. Nelson, B.S. 

/ Laboratory Di rector 

()tll~~-·~· ~="::h_')i°i!Wry 
~~~.CJ() s:(!~Jt->.J.·:l~:h f~oacl 

S\ockton. C/\ 'd~121~ 
TEL. (:Cll~1 ) ''4<-0l!J I 
r AX 1:•; 1(n r1/,, r11~):~ 

FiE;ld _O(i!c;:e 
Vis<tlia. CaMn:Tua 
TEL (209) l:l4·9·17~ 
M0~1lt) (209) 718-6273 



EI1 v'lhvNr1.Ef11AL 

ANALYTICAL CHEMISTS 
February 4, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sample Batch Sa111>le 
ID Number ID Description 

1 19930203 TOX 201A QA/QC Blank 
2 SP 300449-01 201A MWlO/C/18/1 
3 SP 300449-02 201A MWlO/C/18/2 
4 SP 300449-03 201A MWlO/C/18/3 
5 SP 300449-04 201A MWlO/C/18/4 

Sample 
Type 

Lab. Blank Water 
Monitoring Well 
Monitoring Well 
Monitoring Well 
Monitoring Well 

RE: Organic Analyses Lab # SP 300449 

Sampling Site: Bermite 85-01.4 

ANALYTICAL RESULTS 

Grab or Sampled Date Samp. Container 
Comp. by Sampled Received Extracted Analyzed & Preservatives 

--- ---- ---- N/A 02/03/93 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/03/93 1,2,a 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/03/93 1,2,a 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/03/93 1,2,a 
Grab Abdun-nur/Bricker 01/27/93 01/27/93 N/A 02/03/93 1,2,a 

Preservatives: (1) Cool 4°C (2) H2S04 pH < 2 Containers: (a) Anber Glass r'FE-Cap NO = Not Oeteeted at a DLR 'ot 5 Ug/~ · by. EPA Me.thod 9020' 

If you have any questions Please call. 

. /j J---E 
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

:or99rate Offices & Labora!g.ry 
P.O. Box 272 I 853 Corporation Street 
:>anta Paula. CA 93061-0272 
rEL (805) 659-0910 
0 AX: (805) 525-4172 

0~ef:t)t\~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Qlf.i~!L<~Lh<!~Oratory 
2500 Stagecoach Road 
Stockton. CA 95215 
TEL: (209) 942-0181 
U\X 1?09) H4'.>-0-123 

TOX 

ND 
ND 
ND 
NO 
ND 

Fj«tl_q_Qtfj~ 

V1sal1a. California 
TEL (209) 734-94 73 
Mobile. (209) 738-6273 



, ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MWlO/D/18 
Sampled by : Abdun-nur/Bricker 
Container : Amber Glass TFE-Cap 
Preservatives: 

LAB No: SP 300449-1 

RE: Organic Analysis 
_ Matrix: Monitoring Well 

Sampled 
Received 
Extracted 
Analyzed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 1, 1993 
February 4, 1993 
930201 608-202A 

EPA METHOD 608. 

SAMPLE SAMPLE LAB BLANK 
CONSTITUENT DLR RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 

Endrin 0.2 ND 0.2 ND 
Lindane 0.2 ND 0.2 ND 
Methoxychlor 5 ND 5 ND 
Toxaphene 5 ND 5 ND 

SAMPLE SAMPLE LAB BLANK 
SURROGATES AR % REC. AR % REC. 

Hexachlorobenzene 67- 94 81 26-116 85 
Dibutylchlorendate 89-146 104 44-125 98 

DLR =Detection Limit for Reporting Purposes. MCL = Maxirrr..m Contaminant Level (··· indicates none determined.) 
ug/L •Micrograms Per Liter (ppb) NO = Not Detected at or above the DLR. AR s Acceptable Range 

See attached report for QA/QC data. If you have any questions please call. 

FGL ENVIRONMENTAL 

I/<(' /d==J ,!/·~t -
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

mlh 

Q.QmQLa~_QfJi~es _& Lab9r~_tQI'J 
P.O. Box 272 I 853 Corporation Street 

Darrell H. Nelson, B.S. 
Laboratory Director 

Office & Laboratory 
2501) Sugcc ~~c~ R·Jad 
- -

f'iet9_Qlli~~ 
Visalia. California 



, ENVIRONMENTAL 

. ANALYTICAL CHEMISTS 
February 15, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MWlO/D/18 
Sampled by : Abdun-nur/Bricker 
Container : Amber Glass TFE-Cap 
Preservatives: 

LAB No: SP 300449-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled 
Received 
Extracted 

· Analyzed 
.QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 2, 1993 
February 5, 1993 
930202 615-205A 

EPA METHOD 615 

SAMPLE SAMPLE LAB BLANK 
CONSTITUENT DLR RESULTS DLR RESULTS 

mg/L mg/L. mg/L mg/L 

2,4-0 0 .1 ND 0 .1 ND 2,4,5-TP (Sil vex) 0.01 ND 0.01 ND 

SAMPLE SAMPLE 
SURROGATE AR % REC. AR % REC. 

2,4-DCAA 30-150 149% 30-150 116% 
DLR= Detection Limit for Reporting Purposes. MCL = Maxi111.1T1 Contaminant Level (··· indicates none determined.) 
~/L =Milligrams Per Liter Cppn) ND =Not Detected at or above the DLR. AR =Acceptable Range 

See attached report for QA/QC data. 

FGL ENVIRONMENTAL 

11.b;rt 
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

kdm 

CQmQ.@Je_Qfjjces & .Labor~Jory 
P.O Box 272: 853 C'.JrporJl1on Street 

If you have any questions please call. 

Darrell H. Nelson, B.S. 
Laboratory Director 

0:-f:ce & Laboratory Ei<;!!!,:l __ Q.!fil.~ 
Visalia. California 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MWlO/E/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

LAB No: SP 300449-1 

RE: Inorganic Analysis 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 8, 1993 
930208 300449-201A 

Analytical Results 

CONSTITUENT 

Gross Alpha 
Gross Beta 
Total Radium 

EPA 
METHOD 

900.0 
900.0 
900.1 

UNITS 

pCi/L 
pCi/L 
pCi/L 

DLR RESULTS 

0.4 ± 1 
2 ± 2 
0 ± 1 

DLR =Detection Limit for Reporting Purposes. ND= Not Detected at or above the DLR. 

MCL 

5-35 
50 
5 

ug/L = Microgrll!IS Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C (2) HN03 pH < 2 Containers: (a) Plastic 

If you have any questions please call. 

~~?c""~~_.v-.,,.-,-Y 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

Q.Qr12Qrnte_Qt!ices. & Laboratory 
P.O. Box 272 I 853 Corporat,on Street 
~.:ant!l P::i1 d::i r.tJ. or~n~ ~ J'1?7? 

FGL ENVIRONMENTAL 
CU~-HYl~ 

Darrell H. Nelson, B.S. 
Laboratory Director 

Ottice & Laboratory 
2500 Stagccoacn Hoaa 
Q1r.,...L1t"'\n r't, OC:.0•1::. 

Field Ottice 
Visalia, Cal1torn1a 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 4, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampled by 
Date Started 
Date Finished 

Abdun-nur/Bricker 
January 27, 1993 
January 31, 1993 

LAB No: 300449-1 

Date Sampled 
Date Received 

TEST RESULTS RE: BACTERIOLOGICAL ANALYSIS 

Sample ID 
Sample 

Type 
Time Time 

Sampled Start 
Coliform 

MPN/100 ml 

January 27, 1993 
January 27, 1993 

Fecal 
MPN/100 ml 

MWlO/F/18 Source 9:24A 03:21P 24.0 PRESENT < 1.1 ABSENT 

The State Board of Public Health requires that bacteriological results must be 
"ABSENT'' to meet drinking water requirements. Analyses were performed using 
Standard Methods 17th edition, APHA. 

rrh 

QQo29.!lillLQ.tl~!1~&J-ll.b o_r._aJ9_ry_ 
P.O. Box 272 I 853 Corporation Street 

Ottice $.~Lal:JQrn.\Q!'.Y. 
2500 Stagecoach Road 

field Office 
Visalia, California 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 9, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MWlO/G,P/18 
Sampled by : Abdun-nur/Bricker 
Container : Amber Glass TFE-Cap 
Preservatives: 

CONSTITUENT 

Acenaphthene 
Acenaphthylene 
Aniline 
Anthracene 
Azobenzene 
Benzi dine 
Benzo(a)anthracene 
Benzo(a)pyrene 
Benzo(b)fluoranthene 
Benzo(k)fluoranthene 
Benzo(g,h,i)perylene 
Benzylalcohol 
bis(2-Chloroethoxy)methane 
bis(2-Chloroethyl)ether 
bis(2-Chloroisopropyl)ether 
bis(2-Ethylhexyl)phthalate 
4-Bromophenylphenylether 
Butylbenzylphthalate 
Ch 1 oroan il i ne 
Chloronaphthalene 
Chlorophenylphenylether 
Chrysene 
Dibenzo{a,h)anthracene 

C.QIP.2.Ulte..9.ttices &. L-abora.tory 
P.O. Box 272' 853 CorporJl1on Street 

LAB No: SP 300449-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled January 27, 1993 
Received January 27, 1993 
Extracted February 3' 1993 
Analyzed February 4' 1993 
QA/QC ID# 930203 625-201A 

EPA METHOD 625 

SAMPLE SAMPLE 
DLR RESULTS 

ug/L ug/L 

10 ND 
10 ND 
50 ND 
10 ND 
50 ND 
50 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
20 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 

Ottice & Laboratory 
2·snc St,1ger.0ac1' Hoad 

LAB BLANK 
DLR RESULTS 

ug/L ug/L 

10 ND 
10 ND 
50 ND 
10 ND 
50 ND 
50 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
20 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 
10 ND 

Table cont'd next page ... 

F j e [.9__Qffj_~e 
Visalia. California 



February 9, 1993 
Bermite Division of Whittaker 

EPA METHOD 625 Analysis results Cont'd 

SAMPLE 
CONSTITUENT DLR 

ug/L 

Dibenzofuran 10 
1,2-Dichlorobenzene 10 
1,3-Dichlorobenzene 10 
1,4-Dichlorobenzene 10 
3,3'-Dichlorobenzidine 20 
Diethylphthalate 10 
Dimethylphthalate 10 
Di-n-butylphthalate 10 
2,4-Dinitrotoluene 10 
2,6-Dinitrotoluene 10 
Di-n-octylphthalate 10 
Fl uoranthene 10 
Fl uorene 10 
Hexachlorobenzene 10 
Hexachlorobutadiene 10 
Hexachlorocyclopentadiene 10 
Hexachloroethane 10 
Indeno(l,2,3-c,d)pyrene 10 
Isophorone 10 
2-Methylnaphthalene 10 
Naphthalene 10 
Nitrobenzene 10 
N-Nitrosodimethylamine 10 
N-Nitrosodi-N-propylamine 10 
N-Nitrosodiphenylamine 10 
2-Nitroanaline 50 
3-Nitroanaline 50 
4-Nitroanaline 50 
Phenanthrene 10 
Pyrene 10 
1,2,4-Trichlorobenzene 10 
Benzoic Acid 50 
2-Chlorophenol 10 
2,4-Dichlorophenol 10 

Page 2 

LAB No: SP 300449-1 
Description: MWlO/G,P/18 

SAMPLE LAB 
RESULTS DLR 
ug/L ug/L 

ND 10 
ND 10 
ND 10 
ND 10 
ND 20 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 10 
ND 50 
ND 50 
ND 50 
ND 10 
ND 10 
ND 10 
ND 50 
ND 10 
ND 10 

BLANK 
RESULTS 
ug/L 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

Table cont'd next page .•. 



Page 3 

February 9, 1993 LAB No: SP 300449-1 
Bermite Division of Whittaker Description: MWlO/G,P/18 

EPA METHOD 625 Analysis results Cont'd 

SAMPLE SAMPLE LAB BLANK 
CONSTITUENT DLR RESULTS DLR RESULTS 

ug/L ug/L ug/L ug/L 

2,4-Dimethylphenol 10 ND 10 ND 
4,6-Dinitro-o-cresol 50 ND 50 ND 
2,4-Dinitrophenol 50 ND 50 ND 
2-Methylphenol 10 ND 10 ND 
4-Methylphenol 10 ND 10 ND 
2-Nitrophenol 10 ND 10 ND 
4-Nitrophenol 50 ND 50 ND 
p-Chloro-m-cresol 20 ND 20 ND 
Pentachlorophenol 50 ND 50 ND 
Phenol 10 ND 10 ND 
2,4,5-Trichlorophenol 10 ND 10 ND 
2,4,6-Trichlorophenol 10 ND 10 ND 

SAMPLE SAMPLE LAB BLANK 
SURROGATES AR % REC. AR % REC. 

2-Fluorobiphenyl 34- 99 64 34-99 70 
Nitrobenzene-d5 37- 94 63 37-94 64 
p-Terphenyl-d14 57- 94 59 57-94 93 
2-Fluorophenol 12- 82 47 12-82 25 
Phenol-d6 23- 62 29 23-62 49 
2,4,6-Tribromophenol 49-102 71 49-102 68 

DLR =Detection Limit for Reporting Purposes. HCL = Haxi1TUTI Contaminant Level (··· indicates none determined.) 
ug/L = Micrograms Per Liter (ppb) ND = Not Detected at or above the DLR. AR = Acceptable Range 

See attached report for QA/QC data. If you have any questions please call. 

FGL ENVIRONMENTAL 

H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

mlh 

Darrell H. Nelson, B.S. 
Laboratory Director 



i ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 

LAB No: SP 300449-1 

RE: Inorganic Analysis 

Sample Description: MWlO/H/18 Sampled January 27, 1993 
Sampled by : Abdun-nur/Bricker Received January 27, 1993 
Type of Sample: Monitoring Well Completed February 5, 1993 

QA/QC ID# 930205 300449-201I 

Analvtical Results 

EPA 
CONSTITUENT METHOD UNITS DLR RESULTS 

Chloride 300.0 mg/L 1 68 
Nitrate 300.0 mg/L 0.5 0.5 
Sodium 200.7 mg/L 1 82 
Sulfate 300.0 mg/L 1 41 
Iron 6010 mg/L 0.05 0.05 
Manganese 6010 mg/L 0.03 ND 

DLR =Detection Limit for Reporting Purposes. MD =Not Detecte<l at or above the DLR. 
ug/L •Micrograms Per Liter (ppb) mg/La Mi lligrarrs Per Liter (ppm) mg/kg a Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~~~~/~ . .,,~/ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~J'.lltlLQttic;es. & J.ab9r~t9ry 
P.O. Box 272 i 853 Corporation Street 
~;lnl::a P;;i1 il;:i r A O"'li1h 1 .n?7'J 

FGL ENVIRONMENTAL 

CUcvvu.u. +.J Yl ~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Ott ice_~ .Laborato.ry 
2500 Stageco3cn RCJad 
C::tl"'l!"L·tr""' r!I. n:::.'1,::: 

fu~ 
Visalia. California 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300449-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MWlO/I/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300445-201I 

CONSTITUENT 

Phosphorous, Ortho 

Analytical Results 

EPA 
METHOD 

365.2 

UNITS 

mg/L 

DLR 

0 .1 

DLR= Detection Limit for Reporting Purposes. ND =Not Detected at or above the DLR. 

RESULTS 

ND 

ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

~~~~-~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~i;?_Q{fice~ & Laboratory 
P.O. Box 272 i 853 Corporat:on Street 

FGL ENVIRONMENTAL 

'U~-HY\~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Office.& Laborator;.i 
250·J S!agocxiclo Road 

fi~ld~ 
V1sa11a. Cal1forn1a 



; ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 11, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300449-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MWlO/K,M/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 
QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 8, 1993 
930208 300423-201M 

CONSTITUENT 

Antimony 
Arsenic 
Barium 
Cadmium 
Chromium 
Copper 
Lead 
Mercury 
Selenium 
Silver 
Thallium 

Analytical Results -·Dissolved 

EPA 
METHOD 

7041 
7060 
6010 
7131 
7191 
6010 
7421 
7470 
7740 
7761 
7841 

UNITS 

ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 
ug/L 

DLR 

100 
50 

100 
10 
50 

100 
50 
1 

10 
10 

1000 

DLR =Detection Limit for Reporting Purposes. NO =Not Detected at or above the DLR. 

RESULTS 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C (2) HN03 pH < 2 Containers: (a) Plastic 

If you have any questions please call. 

) 
/ 

<-;zef:d26.-?~~~--~7~ 
Kurt Wilkinson, B.S. 
Inorganic Lab Manager 

KW/DHN:mlh 

~!LQtfiG~J;-~_l,,_<!b.Qr<:!19JY 
P.O. Box 272 853 Corpora11on Street 

FGL ENVIRONMENTAL 

«:)~+1YI~ 
Darrell H. Nelson, B.S. 
Laboratory Director 

Q(fi_c;El _& __ L_a_boratory 
2500 Stag•x0Jc11 Raad 

field QtliG!! 
V•'3al1a. Cal1forn1a 



ENVIRONMENTAL 

ANALYTICAL CHEMISTS 

February 10, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

LAB No: SP 300449-1 

RE: Inorganic Analysis 

Sampling Site: Bermite 85-01.4 
Sample Description: MWlO/N/18 
Sampled by : Abdun-nur/Bricker 
Type of Sample: Monitoring Well 

Sampled 
Received 
Completed 

· QA/QC ID# 

January 27, 1993 
January 27, 1993 
February 5, 1993 
930205 300445-201I 

CONSTITUENT 

Fluoride 

Analytical Results 

EPA 
METHOD 

340.2 

UNITS 

mg/l 

DLR 

0 .1 

DLR= Detection Limit for Reporting Purposes. ND =Not Detected at or above the DLR. 

RESULTS 

0.2 

ug/L =Micrograms Per Liter (ppb) mg/L =Milligrams Per Liter (ppm) mg/kg= Milligrams Per Kilogram 
Preservatives: (1) Cool 4°C Containers: (a) Plastic 

If you have any questions please call. 

__./ 
~-;,; /_ -
~~ ~~--e:;:'.·C'""--~ 

Kurt Wilkinson, B.S. 
Inorganic lab Manager 

KW/DHN:mlh 

~rn\!LOf!lc11s 1!<.LaQ9r.at9ry 
P.O. Box 272 I 853 Coroorat1on Stre01 

FGL ENVIRONMENTAL 
c-u~~y,~ 

Darrell H. Nelson, B.S. 
Laboratory Director 

OH1ce & Laboratory 
250C Stagncoacr: rlc:CirJ 

fi~lo.Qffu;e 
Visalia, California 



j ENVIRONMENTAL 

ANALYTICAL CHEMISTS 
February 4, 1993 

Bermite Division of Whittaker 
22116 W. Soledad Can. Rd. 
Saugus , CA 91350 

Sampling Site: Bermite 85-01.4 
Sample Description: MWl0/0/18 
Sampled by : Abdun-nur/Bricker 
Container : Glass TFE-Lined Cap 
Preservatives: 

CONSTITUENT 

Acetone 
Benzene 
Bromodichloromethane 
Bromoform 
Bromomethane 
Carbon Disulfide 
Carbon Tetrachloride 
Chlorobenzene 
Chloroethane 
Chloroform 
Chloromethane 
Dibromochloromethane 
1,2-Dichlorobenzene 
1,3-Dichlorobenzene 
1,4-Dichlorobenzene 
1,1-Dichloroethane 
1,2-Dichloroethane 
1,1-Dichloroethylene 
trans-1,2-Dichloroethylene 
1,2-Dichloropropane 
cis-1,3-Dichloropropene 
trans-1,3-Dichloropropene 
Ethanol 

Q.Qm.9Late_9ff1ces & Laborat_Qry 
P.O. Box 272 1853 Sorp.or<:il'on Street 

LAB No: SP 300449-1 

RE: Organic Analysis 
Matrix: Monitoring Well 

Sampled January 27, 1993 
Received January 27, 1993 
Extracted N/A 
Analyzed February 3, 1993 
QA/QC ID# 930203 624-202A 

EPA METHOD 624 

SAMPLE SAMPLE 
DLR RESULTS 

ug/L ug/L 

10 ND 
0.5 ND 
1 ND 
1 ND 
1 ND 
5 ND 
0.5 ND 
0.5 ND 
1 ND 
0.5 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
2 ND 
1 ND 

5,000 ND 

Office &_Laboratory 
2SOU Stcigt:CO.-icr R'J~d 
- -

LAB BLANK 
DLR RESULTS 

ug/L ug/L 

10 ND 
0.5 ND 
1 ND 
1 ND 
1 ND 
5 ND 
0.5 ND 
0.5 ND 
1 ND 
0.5 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
1 ND 
2 ND 
1 ND 

5,000 ND 

Table cont'd next page ... 

Field_ 9J:fi.Cll 
Visalia. California 



February 4, 1993 
Bermite Division of Whittaker 

EPA METHOD 624 Analysis results Cont'd 

SAMPLE 
CONSTITUENT DLR 

ug/L 

Ethyl Benzene 0.5 
2-Hexanone 5 
Methylene Chloride 0.5 
2-Butanone (MEK) 10 
4-Methyl-2-pentanone (MIBK) 5 
Styrene 1 
1,1,2,2-Tetrachloroethane 1 
Tetrachloroethylene 0.5 
Toluene 0.5 
1,1,1-Trichloroethane 0.5 
1,1,2-Trichloroethane 0.5 
Trichloroethylene 1 
Trichlorofluoromethane 1. 5 
Vinyl Acetate 100 
Vinyl Chloride 0.5 
Xylenes 1 

SAMPLE 
SURROGATES AR 

l,2-Dichloroethane-d4 61-164 
Toluene-dB 81-117 
BFB 62-124 

Page 2 

LAB No: SP 300449-1 
Description: MWl0/0/18 

SAMPLE LAB 
RESULTS DLR 
ug/L ug/L 

ND 0.5 
ND 5 
ND 0.5 
ND 10 
ND 5 
ND 1 
ND 1 
ND 0.5 
ND 0.5 
ND 0.5 
ND 0.5 
ND 1 
ND 1. 5 
ND 100 
ND 0.5 
ND 1 

BLANK 
RESULTS 
ug/L 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

SAMPLE LAB BLANK 
% REC. AR % REC. 

80 61-164 86 
98 81-117 96 
96 62-124 98 

DLR =Detection Limit for Reporting Purposes. HCL = Haxi1TL111 Contaminant Level (··· indicates none determined.) 
ug/L • Micrograms Per Liter Cppb) ND = Not Detected at or above the DLR. AR = Acceptable Range 

See attached report for QA/QC data. 

FGL ENVIRONMENTAL 

fl 1Ld/fat=--
H. Neal Hutchison, B.S. 
Organic Laboratory Manager 

kdm 

If you have any questions please call. 

Darrell H. Nelson, B.S. 
Laboratory Director 



Clayton 
ENVIRONMENTAL 
CONSULTANTS 

Page 2 of 2 

Results of Analysis 
for 

FGL Environmental 

Client Reference: . SP300437 
Clayton Project No. 93012.62 

Sample Matrix/Media: WATER 
Preparation Method: EPA 8315(Draft) 
Analysis Method: EPA 8315(Draft) 

Date Received: 
Date Prepared: 
Date Analyzed: 

Lab Sample 

01/29/93 
02/02/93 
02/03/93 

Number Identification 
Date 

Sampled Formaldehyde 
(ug/L) 

Detection 
Limit 
(ug/L) 

OlA 1 MWl 01/27/93 
.02A 2 MW2 01/27/93 
03A 3 MW3 01/27/93 
04A 4 MW5 01/27/93 
OSA 5 MW6 01/27/93 
06A 6 MW7 01/27/93 
07A 7 MW8 01/27/93 
08A 8 MW9 01/27/93 
09A 9 MWlO 01/27/93 
lOA METHOD BLANK 

ND Not detected at or above limit of detection 
< Not detected at or above limit of detection 

Information not available or not applicable 

i Actual blank value; sample results have been blank corrected. 

<20 
<20 
<20 
<20 
<20 
<20 
<20 
<20 
<20 

15 a 

20 
20 
20 
20 
20 
20 
20 
20 
20 
20 



APPENDIX H 

STATISTICAL ANALYSES 



Well Date 

Detection Limit 

MW-1 01/27/93 

MW-1 01/27/93 
MW-1 01/27/93 
MW-1 01/27/93 

Population Size 

Mean 
Standard Deviation 

Variance 

Coeff. Variance 

MW-3 01/27/93 
MW-3 01/27/93 
MW-3 01/27/93 
MW-3 01/27/93 

Population Size 
Mean 

Standard Deviation 
Variance 

Coeff. Variance 

TABLE H-1, Page 1 

REPLICATE STATISTICS FOR EIGHTEENTH QUARTER 

RCRA GROUNDWATER SAMPLING AND ANALYSIS 
Bermite Division, Whittaker Corporation 

pH 

7.6 

7.7 

7.7 

7.7 

4 
7.675 

0.050 
0.003 

0.651 

7.6 

7.6 
7.6 

7.6 

4 

7.600 

0.000 
0.000 

0.000 

Hydrogen Conductance 
Ion Cone (umhos/cm) 

2.SlE-08 706 
2.00E-08 708 

2.00E-08 706 
2.00E-08 707 

4 4 

2.12E-08 706.750 

2.58E-09 0.957 
6.67E-18 0.917 

l.22E+Ol 0.135 

2.SlE-08 637 
2.SlE-08 640 

2.SlE-08 643 
2.SlE-08 639 

4 4 
2.SlE-08 639.750 

O.OOE+OO 2.500 
O.OOE+OO 6.250 

O.OOE+OO 0.391 

TOC 
(mg/I) 

0.5 

0.25 

0.25 

0.25 
0.25 

4 

0.250 
0.000 
0.000 

0.000 

0.25 
0.25 

0.25 
0.25 

4 
0.250 

0.000 
0.000 
0.000 

TOX 
(ug/l) 

5 

2.5 

2.5 

2.5 
8.0 

4 

3.875 

2.750 
7.563 

70.968 

2.5 

2.5 

2.5 

2.5 

4 

2.500 

0.000 

0.000 
0.000 

--------- .. ------------------------------------------ .. ------------------------------------------------------------
MW-5 01/27/93 7.9 l.26E-08 532 0.25 2.5 
MW-5 01/27/93 7.8 l.58E-08 534 0.25 5.0 
MW-5 01/27/93 7.8 l.58E-08 536 0.25 2.5 
MW-5 01/27/93 7.9 l.26E-08 537 0.25 2.5 

Population Size 4 4 4 4 4 
Mean 7.850 1.42E-08 534.750 0.250 3.125 
Standard Deviation 0.058 l.88E-09 2.217 0.000 1.250 
Variance 0.003 3.54E-18 4.917 0.000 1.563 
Coeff. Variance 0.735 l.32E+Ol 0.415 0.000 40.000 

----------------------------------·------------------------------------------------------------------------------



Well Date 

Detection Limit 

TABLE H-1, Page 2 

REPLICATE STATISTICS FOR SIXTEENTH QUARTER 
RCRA GROUNDWATER SAMPLING AND ANALYSIS 
Bermite Division, Whittaker Corporation 

pH Hydrogen Conductance 
Ion Cone (umhos/cm) 

TOC 
(mg/l) 

0.5 

TOX 
(ug/l) 

5 
-----------------------------------------------------------------------------------------------------------------

MW-6 01/27/93 7.8 1.58E-08 542 0.25 
MW-6 01/27/93 7.8 1.58E-08 545 0.25 
MW-6 01/27/93 7.9 1.26E-08 544 0.25 
MW-6 01/27/93 7.8 1.58E-08 546 0.25 

Population Size 4 4 4 4 
Mean 7.825 1.50E-08 544.250 0.250 
Standard Deviation 0.050 1.63E-09 1.708 0.000 
Variance 0.003 2.66E-18 2.917 0.000 
Coeff. Variance 0.639 1.08E+Ol 0.314 0.000 

MW-10 01/27/93 8.0 1.00E-08 631 0.25 
MW-10 01/27/93 8.0 l.OOE-08 635 0.25 
MW-10 01/27/93 8.0 l.OOE-08 635 0.25 
MW-10 01/27/93 8.0 l.OOE-08 635 0.25 

Population Size 4 4 4 4 
Mean 8.000 1.00E-08 634.000 0.250 
Standard Deviation 0.000 2.83E-18 2.000 0.000 
Variance 0.000 8.02E-36 4.000 0.000 
Coeff. Variance 0.000 2.83E-08 0.315 0.000 

Note: All results reported as non-detected have been given a value 
equal to one-half the detection limit for purposes of 
statistical calculations, as recommended on page 122 of the 

2.5 
2.5 
6.0 
2.5 

4 
3.375 
1.750 
3.063 
51.852 

2.5 
2.5 
2.5 
2.5 

4 
2.500 
0.000 
0.000 
0.000 

RCRA Ground-Water Monitoring Technical Enforcement Guidance 
Document, September 1986. 



TABLE H-2, PAGE 2 

SUMMARY OF QUARTERLY REPLICATE STATISTICS FOR 
TOTAL ORGANIC CARBON (TOC) 

Bermite Division, Whittaker Corporation 

-.------------ ------------- ------------------- -------------- ------------------- --------------------- -------------------
Well Quarter Number of Mean Standard Variance Coeff. of 

Replicates Deviation Variance 

------------ ------------- ------------------- -------------- ------------------- --------------------- -------------------
MW-5 5 4 1.50 0.000 0.000 0.000 

6 4 6.90 3.130 9.797 45.527 
7 4 2.00 0.000 0.000 0.000 
8 4 2.00 0.000 0.000 0.000 
9 4 0.50 0.000 0.000 0.000 
10 4 2.28 0.206 0.043 9.062 
11 4 1.60 0.283 0.080 17.678 
12 4 1.40 0.082 0.007 5.832 
13 4 0.25 0.000 0.000 0.000 
14 4 0.25 0.000 0.000 0.000 
15 4 0.25 0.000 0.000 0.000 
16 4 0.323 0.145 0.021 44.961 
17 4 0.25 0.000 0.000 0.000 
18 4 0.25 0.000 0.000 0.000 

MW-6 5 4 1.50 0.000 0.000 0.000 
6 4 1.50 0.000 0.000 0.000 
7 4 2.00 0.000 0.000 0.000 
8 4 2.00 0.000 0.000 0.000 
9 4 0.50 0.000 0.000 0.000 
10 4 2.10 0.245 0.060 11.664 
11 4 1.48 0.236 0.056 16.020 
12 4 1.53 0.050 0.003 3.279 
13 4 0.25 0.000 0.000 0.000 
14 4 0.41 0.325 0.106 78.788 
15 4 0.25 0.000 0.000 0.000 
16 4 0.25 0.000 0.000 0.000 
17 4 0.25 0.000 0.000 0.000 
18 4 0.25 0.000 0.000 0.000 

MW-10 14 4 0.25 0.000 0.000 0.000 
15 4 0.25 0.000 0.000 0.000 
16 4 0.25 0.000 0.000 0.000 
17 4 0.25 0.000 0.000 0.000 
18 4 0.25 0.000 0.000 0.000 



TABLEH-2 

SUMMARY OF QUARTERLY REPLICATE STATISTICS FOR 
TOTAL ORGANIC CARBON (TOC) 

Bermite Division, Whittaker Corporation 

------------- ------------- ------------- ------------------- -------------- ------------------- --------------------- -------------------
Well Quarter Number of Mean Standard Variance Coeff. of 

Replicates Deviation Variance 

------------- ------------- ------------- ------------------- -------------- ------------------- --------------------- -------------------

MW-1 1 4 1.50 0.000 0.000 0.000 
2 4 2.40 1.516 2.297 63.812 
3 4 1.50 0.000 0.000 0.000 
4 4 2.40 1.516 2.297 63.812 
5 4 1.50 0.000 0.000 0.000 
6 4 1.50 0.000 0.000 0.000 
7 4 2.00 0.000 0.000 0.000 
8 4 2.00 0.000 0.000 0.000 
9 4 0.50 0.000 0.000 0.000 
10 4 1.35 0.058 0.003 4.277 
11 4 1.83 1.053 1.109 57.708 
12 4 1.23 0.096 0.009 7.816 
13 0 
14 4 0.36 0.210 0.044 59.155 
15 4 0.25 0.000 0.000 0.000 
16 4 0.25 0.000 0.000 0.000 
17 4 0.25 0.000 0.000 0.000 
18 4 0.25 0.000 0.000 0.000 

MW-3 1 4 1.50 0.000 0.000 0.000 
2 4 1.50 0.000 0.000 0.000 
3 4 1.50 0.000 0.000 0.000 
4 4 1.50 0.000 0.000 0.000 
5 4 1.50 0.000 0.000 0.000 
6 4 7.10 3.471 12.047 48.714 
7 4 2.00 0.000 0.000 0.000 
8 4 2.00 0.000 0.000 0.000 
9 4 0.68 0.350 0.122 51.852 
10 4 2.18 0.263 0.069 12.092 
11 4 2.03 1.053 1.109 52.008 
12 4 1.28 0.126 0.016 9.869 
13 4 0.25 0.000 0.000 0.000 
14 4 0.60 0.000 0.000 0.000 
15 4 0.25 0.000 0.000 0.000 
16 4 0.343 0.185 0.034 54.015 
17 4 0.25 0.000 0.000 0.000 
18 4 0.25 0.000 0.000 0.000 



TABLE H-2, PAGE 3 

SUMMARY OF QUARTERLY REPLICATE STATISTICS FOR 
TOTAL ORGANIC CARBON (TOC) 

Bermite Division, Whittaker Corporation 

Background Wells 1and3 

Number of Background Samples (nb) 35 
Background Mean 1.355 
Background Variance (Sb2) 1.547 

MW-5, Quarter 18 

Number of Samples (nm) 4 
Sample Mean (Xm) 0.250 
Sample Variance (Sm2) 0.000 
T-Statistic (tm) (Part 264, App. IV) 2.353 
T-Statistic (tb) (Part 264, App. IV) 1.684 
Special Weighting (Wm) 0.000 
Special Weighting (Wb) 0.044 
T-Statistic (t*) -5.256 
Comparison T-Statistic (tc) 1.684 

MW-6, Quarter 18 

Number of Samples (nm) 4 
Sample Mean (Xm) 0.250 
Sample Variance (Sm2) 0.000 
T-Statistic (tm) (Part 264, App. IV) 2.353 
T-Statistic (tb) (Part 264, App. IV) 1.684 
Special Weighting (Wm) 0.000 
Special Weighting (Wb) 0.044 
T-Statistic (t*) -5.256 
Comparison T-Statistic (tc) 1.684 



TABLE H-2, PAGE 4 

SUMMARY OF QUARTERLY REPLICATE STAT 
TOTAL ORGANIC CARBON (TOC) 

Bermite Division, Whittaker Corporation 

MW-10, Quarter 18 

Number of Samples (nm) 4 
Sample Mean (Xm) 0.250 
Sample Variance (Sm2) 0.000 
T-Statistic (tm) (Part 264, App. IV) 2.353 
T-Statistic (tb) (Part 264, App. IV) 1.684 
Special Weighting (Wm) 0.000 
Special Weighting (Wb) 0.044 
T-Statistic (t*) -5.256 
Comparison T-Statistic (tc) 1.684 

NOTES: 

The statistics in this table are defined in 40 CFR 
Part 264, App. IV--Cochran's Approximation to 
the Behrens-Fisher Students' T-Test. 

All values less than the detection limits have been 
given values equal to one-half the detection 
limits for purposes of calculation, as 
recommended on page 122 of the RCRA Ground-Water 
Monitoring Technical Enforcement Guidance 
Document, September 1986. 



TABLEH-3 

SUMMARY OF QUARTERLY REPLICATE STATISTICS FOR 
TOTAL ORGANIC HALOGENS (TOX) 

Bermite Division, Whittaker Corporation 

---··--------- ------------- ------------- ------------------- -------------- ------------------- --------------------- -------------------
Well Quarter Number of Mean Standard Variance Coeff. of 

Replicates Deviation Variance 

---·---------- ------------- ------------- ------------------- -------------- ------------------- --------------------- -------------------

MW-1 1 4 50.0 0.()()() 0.000 0.000 
2 4 50.0 0.000 0.000 0.000 
3 4 50.0 0.000 0.000 0.000 
4 4 50.0 0.000 0.000 0.000 
5 4 50.0 0.000 0.000 0.000 
6 4 50.0 0.000 0.000 0.000 
7 4 10.0 0.000 0.000 0.000 
8 4 10.0 0.000 0.000 0.000 
9 4 75.0 50.000 2500.000 66.667 
10 4 2.5 0.000 0.000 0.000 
11 4 2.5 0.000 0.000 0.000 
12 4 2.5 0.000 0.000 0.000 
13 0 
14 4 2.5 0.000 0.000 0.000 
15 4 2.5 0.000 0.000 0.000 
16 4 6.9 6.890 47.473 99.856 
17 4 2.5 0.000 0.000 0.000 
18 4 2.5 0.000 0.000 0.000 

MW-3 1 4 258.0 209.359 43831.250 81.305 
2 4 50.0 0.000 0.000 0.000 
3 4 50.0 0.000 0.000 0.000 
4 4 50.0 0.000 0.000 0.000 
5 4 50.0 0.000 0.000 0.000 
6 4 50.0 0.000 0.000 0.000 
7 4 10.0 0.000 0.000 0.000 
8 4 10.0 0.000 0.000 0.000 
9 4 50.0 0.000 0.000 0.000 
10 4 2.5 0.000 0.000 0.000 
11 4 2.5 0.000 0.000 0.000 
12 4 2.5 0.000 0.000 0.000 
13 4 2.5 0.000 0.000 0.000 
14 4 3.3 1.650 2.723 49.624 
15 4 2.5 0.000 0.000 0.000 
16 4 2.5 0.000 0.000 0.000 
17 4 2.5 0.000 0.000 0.000 
18 4 2.5 0.000 0.000 0.000 



TABLE H-3, PAGE 2 

SUMMARY OF QUARTERLY REPLICATE STATISTICS FOR 
TOTAL ORGANIC HALOGENS (TOX) 

Bermite Division, Whittaker Corporation 

~------------ ------------- ------------- ------------------- -------------- ------------------- --------------------- -------------------
Well Quarter Number of Mean Standard Variance Coeff. of 

Replicates Deviation Variance 

------------ ------------- ------------- ------------------- -------------- ------------------- --------------------- -------------------
MW-5 5 4 50.0 0.000 0.000 0.000 

6 4 50.0 0.000 0.000 0.000 
7 4 10.0 0.000 0.000 0.000 
8 4 10.0 0.000 0.000 0.000 
9 4 50.0 0.000 0.000 0.000 
10 4 2.5 0.000 0.000 0.000 
11 4 2.5 0.000 0.000 0.000 
12 4 2.5 0.000 0.000 0.000 
13 4 2.5 0.000 0.000 0.000 
14 4 2.5 0.000 0.000 0.000 
15 4 2.5 0.000 0.000 0.000 
16 4 3.7 2.400 5.760 64.865 
17 4 3.2 1.400 1.960 43.750 
18 4 3.1 1.250 1.563 40.000 

MW-6 5 4 50.0 0.000 0.000 0.000 
6 4 50.0 0.000 0.000 0.000 
7 4 10.0 0.000 0.000 0.000 
8 4 10.0 0.000 0.000 0.000 
9 4 50.0 0.000 0.000 0.000 
10 4 2.5 0.000 0.000 0.000 
11 4 2.5 0.000 0.000 0.000 
12 4 2.5 0.000 0.000 0.000 
13 4 2.5 0.000 0.000 0.000 
14 4 10.5 2.030 4.123 19.383 
15 4 2.5 0.000 0.000 0.000 
16 4 2.5 0.000 0.000 0.000 
17 4 2.5 0.000 0.000 0.000 
18 4 3.4 1.750 3.063 51.852 

1'1W-10 14 4 2.5 0.000 0.000 0.000 
15 4 2.5 0.000 0.000 0.000 
16 4 2.5 0.000 0.000 0.000 
17 4 6.6 8.250 68.063 124.528 
18 4 2.5 0.000 0.000 0.000 



TABLE H-3, PAGE 3 

SUMMARY OF QUARTERLY REPLICATE STATISTICS FOR 
TOTAL ORGANIC HALOGENS (TOX) 

Bermite Division, Whittaker Corporation 

Background Wells 1and3 

Number of Background Samples (nb) 
Background Mean 
Background Variance (Sb2) 

MW-5, Quarter 18 

Number of Samples (nm) 
Sample Mean (Xm) 
Sample Variance (Sm2) 
T-Statistic (tm) (Part 264, App. IV) 
T-Statistic (tb) (Part 264, App. IV) 
Special Weighting (Wm) 
Special Weighting (Wb) 
T-Statistic (t*) 
Comparison T-Statistic (tc) 

MW-6, Quarter 18 

Number of Samples (nm) 
Sample Mean (Xm) 
Sample Variance (Sm2) 
T-Statistic (tm) (Part 264, App. IV) 
T-Statistic (tb) (Part 264, App. IV) 
Special Weighting (Wm) 
Special Weighting (Wb) 
T-Statistic (t*) 
Comparison T-Statistic ( tc) 

35 
29.140 

2147.551 

4 
3.125 
1.563 
2.353 
1.684 
0.391 

61.359 
-3.311 
1.688 

4 
3.375 
3.063 
2.353 
1.684 
0.766 
61.359 
-3.269 
1.692 



TABLE H-3, PAGE 4 

SUMMARY OF QUARTERLY REPLICATE STATISTICS FOR 
TOTAL ORGANIC HALOGENS (TOX) 

Bermite Division, Whittaker Corporation 

MW-10, Quarter 18 

Number of Samples (nm) 
Sample Mean (Xm) 
Sample Variance (Sm2) 
T-Statistic (tm) (Part 264, App. IV) 
T-Statistic (tb) (Part 264, App. IV) 
Special Weighting (Wm) 
Special Weighting (Wb) 
T-Statistic (t*) 
Comparison T-Statistic (tc) 

NOTES: 

4 
2.500 
0.000 
2.353 
1.684 
0.000 
61.359 
-3.401 
1.684 

The statistics in this table are defined in 40 CFR 
Part 264, App. IV--Cochran's Approximation to 
the Behrens-Fisher Students' T-Test. 

All values less than the detection limits have been 
given values equal to one-half the detection 
limits for purposes of calculation, as 
recommended on page 122 of the RCRA Ground-Water 
Monitoring Technical Enforcement Guidance 
Document, September 1986. 



TABLEH-4 

SUMMARY OF QUARTERLY REPLICATE STATISTICS FOR 
SPECIFIC CONDUCTANCE 

Bermite Division, Whittaker Corporation 

----·--------- ------------- ------------- ------------------- -------------- ------------------- --------------------- -------------------
Well Quarter Number of Mean Standard Variance Coeff. of 

Replicates Deviation Variance 

----·--------- ------------- ------------- ------------------- -------------- ------------------- --------------------- -------------------

MW-1 1 4 598 13.519 182.750 2.263 
2 4 572 9.731 94.688 1.702 
3 4 554 6.292 39.583 1.136 
4 4 500 3.031 9.188 0.606 
5 4 524 10.986 120.688 2.096 
6 4 570 6.180 38.188 1.084 
7 4 504 2.500 6.250 0.497 
8 4 530 35.218 1240.333 6.651 
9 4 544 0.000 0.000 0.000 
10 4 573 11.121 123.667 1.942 
11 4 559 0.577 0.333 0.103 
12 4 575 0.957 0.917 0.167 
13 0 
14 4 639 1.500 2.250 0.235 
15 4 643 1.258 1.583 0.196 
16 4 660 0.000 0.000 0.000 
17 4 676 1.500 2.250 0.222 
18 4 707 0.957 0.917 0.135 

MW-3 1 4 699 19.447 378.188 2.783 
2 4 664 23.467 550.688 3.535 
3 4 622 12.121 146.917 1.948 
4 4 661 0.000 0.000 0.000 
5 4 617 1.785 3.188 0.289 
6 4 641 4.493 20.188 0.701 
7 4 590 3.742 14.000 0.634 
8 4 589 17.000 289.000 2.889 
9 4 642 0.000 0.000 0.000 
10 4 656 2.500 6.250 0.381 
11 4 629 0.957 0.917 0.152 
12 4 633 2.944 8.667 0.465 
13 4 642 1.258 1.583 0.196 
14 4 648 2.887 8.333 0.446 
15 4 643 0.577 0.333 0.090 
16 4 643 5.000 25.000 0.778 
17 4 641 0.957 0.917 0.149 
18 4 640 2.500 6.250 0.391 



TABLE H-4, PAGE 2 

SUMMARY OF QUARTERLY REPLICATE STATISTICS FOR 
SPECIFIC CONDUCTANCE 

Bermite Division, Whittaker Corporation 

------------- ------------- ------------- ------------------- -------------- ------------------- --------------------- -------------------
Well Quarter Number of Mean Standard Variance Coeff. of 

Replicates Deviation Variance 

, ____________ ------------- ------------- ------------------- -------------- ------------------- --------------------- -------------------
MW-5 5 4 543 1.299 1.688 0.239 

6 4 578 5.890 34.688 1.019 
7 4 512 3.345 11.188 0.654 
8 4 560 12.961 168.000 2.315 
9 4 544 0.000 0.000 0.000 
10 4 552 4.787 22.917 0.868 
11 4 543 0.816 0.667 0.150 
12 4 544 3.304 10.917 0.607 
13 4 548 1.414 2.000 0.258 
14 4 539 0.500 0.250 0.093 
15 4 538 0.000 0.000 0.000 
16 4 540 0.000 0.000 0.000 
17 4 535 0.500 0.250 0.930 
18 4 535 2.217 4.917 0.415 

n1W-6 5 4 528 6.418 41.188 1.216 
6 4 578 4.330 18.750 0.750 
7 4 503 4.603 21.188 0.915 
8 4 536 1.500 2.250 0.280 
9 4 541 0.000 0.000 0.000 
10 4 528 10.720 114.917 2.029 
11 4 518 0.500 0.250 0.096 
12 4 519 2.500 6.250 0.481 
13 4 527 1.500 2.250 0.284 
14 4 535 1.141 2.000 0.264 
15 4 531 0.577 0.333 0.109 
16 4 540 0.000 0.000 0.000 
17 4 541 0.957 0.917 0.177 
18 4 544 1.708 2.917 0.314 

:MW-10 14 4 625 2.062 4.250 0.330 
15 4 636 0.500 0.250 0.079 
16 4 640 0.000 0.000 0.000 
17 4 626 0.957 0.917 0.153 
18 4 634 2.000 4.000 0.315 



TABLE H-4, PAGE 3 

SUMMARY OF QUARTERLY REPLICATE STATISTICS FOR 
SPECIFIC CONDUCTANCE 

Bermite Division, Whittaker Corporation 

Background Wells 1and3 

Number of Background Samples ( nb) 
Background Mean 
Background Variance (Sb2) 

MW-5, Quarter 18 

Number of Samples (nm) 
Sample Mean (Xm) 
Sample Variance (Sm2) 
T-Statistic (tm) (Part 264, App. IV) 
T-Statistic (tb) (Part 264, App. IV) 
Special Weighting (Wm) 
Special Weighting (Wb) 
T-Statistic (t*) 
Comparison T-Statistic (tc) 

MW-6, Quarter 18 

Number of Samples (nm) 
Sample Mean (Xm) 
Sample Variance (Sm2) 
T-Statistic (tm) (Part 264, App. IV) 
T-Statistic (tb) (Part 264, App. IV) 
Special Weighting (Wm) 
Special Weighting (Wb) 
T-Statistic (t*) 
Comparison T-Statistic (tc) 

35 
612.129 

2853.292 

4 
534.750 

4.917 

2.353 
1.684 
1.229 

81.523 
-8.506 
1.694 

4 
544.250 

2.917 
2.353 
1.684 
0.729 
81.523 
-7.484 
1.690 



TABLE H-4, PAGE 4 

SUMMARY OF QUARTERLY REPLICATE STATISTICS FOR 

SPECIFIC CONDUCTANCE 
Bermite Division, Whittaker Corporation 

MW-10, Quarter 18 

Number of Samples (nm) 
Sample Mean (Xm) 
Sample Variance (Sm2) 
T-Statistic (tm) (Part 264, App. IV) 
T-Statistic (tb) (Part 264, App. IV) 
Special Weighting (Wm) 

Special Weighting (Wb) 
T-Statistic (t*) 
Comparison T-Statistic (tc) 

NOTES: 

4 
634.000 

4.000 
2.353 

1.684 
1.000 

81.523 
2.408 
1.692 

The statistics in this table are defined in 40 CFR 
Part 264, App. IV--Cochran's Approximation to 
the Behrens-Fisher Students' T-Test. 

All values less than the detection limits have been 
given values equal to one-half the detection 
limits for purposes of calculation, as 

recommended on page 122 of the RCRA Ground-Water 
Monitoring Technical Enforcement Guidance 
Document, September 1986. 



TABLEH-5 

SUM:MARY OF QUARTERLY REPLICATE STATISTICS FOR 
HYDROGEN ION CONCENTRATION ((10) "-pH) 
Bermite Division, Whittaker Corporation 

·------------ ------------- ------------- -------------------- --------------- -------------------- --------------------- --------------------
Well Quarter Number of Mean Standard Variance Coeff. of 

Replicates Deviation Variance 

------------- ------------- ------------- -------------------- --------------- -------------------- --------------------- --------------------
MW-1 1 4 3.16E-08 O.OOE+OO O.OOE+OO 0.00 

2 4 3.37E-08 3.55E-09 l.26E-17 10.53 
3 4 6.31E-08 O.OOE+OO 0.00E+OO 0.00 
4 4 3.37E-08 3.55E-09 l.26E-17 10.53 
5 4 2.51E-08 O.OOE+OO O.OOE+OO 0.00 
6 4 3.98E-08 O.OOE+OO O.OOE+OO 0.00 
7 4 2.84E-08 3.25E-09 l.06E-17 11.46 
8 4 5.34E-09 6.SOE-10 4.23E-19 12.18 
9 4 4.09E-08 l.07E-08 l.14E-16 26.10 
10 4 3.16E-08 O.OOE+OO O.OOE+OO 0.00 
11 4 2.12E-08 2.58E-09 6.67E-18 12.20 
12 4 4.82E-08 l.llE-08 l.22E-16 22.90 
13 0 
14 4 3.16E-08 O.OOE+OO O.OOE+OO 0.00 
15 4 3.16E-08 O.OOE+OO O.OOE+OO 0.00 
16 4 2.84E-08 3.76E-09 l.41E-17 13.2 
17 4 2.84E-08 3.76E-09 1.41E-17 13.2 
18 4 2.12E-08 2.58E-09 6.67E-18 12.2 

MW-3 1 4 3.37E-08 3.55E-09 l.26E-16 10.53 
2 4 1.97E-08 5.57E-09 3.lOE-17 28.32 
3 4 5.0lE-08 O.OOE+OO O.OOE+OO 0.00 
4 4 3.16E-08 O.OOE+OO O.OOE+OO 0.00 
5 4 3.00E-08 2.82E-09 7.93E-18 9.39 
6 4 6.72E-08 7.07E-09 5.00E-17 10.50 
7 4 4.75E-08 4.46E-09 l.99E-17 9.39 
8 4 6.07E-09 l.39E-09 l.93E-18 22.92 
9 4 2.38E-08 2.58E-09 6.67E-18 10.80 
10 4 5.43E-08 6.49E-09 4.21E-17 12.20 
11 4 2.84E-08 3.76E-09 l.41E-17 13.20 
12 4 6.07E-08 1.39E-08 l.94E-16 22.90 
13 4 2.25E-08 2.98E-09 8.9E-18 13.20 
14 4 3.57E-08 4.73E-09 2.23E-17 13.20 
15 4 3.16E-08 O.OOE+OO O.OOE+OO 0.00 
16 4 2.84E-08 3.76E-09 l.41E-17 13.2 
17 4 2.84E-08 3.76E-09 l.41E-17 13.2 
18 4 2.51E-08 0.00E+OO O.OOE+OO 0.00 



TABLE H-5, PAGE 2 

SUMMARYOFQUARTERLYREPLICATESTATISTICSFOR 
HYDROGEN ION CONCENTRATION ((10) "-pH) 
Bermite Division, Whittaker Corporation 

------------- ------------- ------------- ------------------- -------------- ------------------- --------------------- -------------------
Well Quarter Number of Mean Standard Variance Coeff. of 

Replicates Deviation Variance 

------------- ------------- ------------- ------------------- -------------- ------------------- --------------------- -------------------
MW-5 5 4 2.38E-08 2.24E-09 5.00E-18 9.39 

6 4 3.16E-08 O.OOE+OO O.OOE+OO 0.00 
7 4 2.51E-08 O.OOE+OO O.OOE+OO 0.00 
8 4 1.00E-08 2.83E-18 8.02E-36 0.00 
9 4 2.02E-08 3.80E-09 1.44E-17 18.80 
10 4 2.51E-08 O.OOE+OO O.OOE+OO 0.00 
11 4 1.24E-08 4.06E-09 1.65E-17 32.70 
12 4 2.00E-08 O.OOE+OO O.OOE+OO 0.00 
13 4 l.26E-08 O.OOE+OO O.OOE+OO 0.00 
14 4 1.58E-08 O.OOE+OO O.OOE+OO 0.00 
15 4 2.00E-08 O.OOE+OO 0.00E+OO 0.00 
16 4 2.00E-08 O.OOE+OO 0.00E+OO 0.00 
17 4 l.79E-08 2.37E-09 5.61E-18 13.2 
18 4 1.42E-08 l.88E-09 3.54E-18 13.2 

MW-6 5 4 2.00E-08 O.OOE+OO O.OOE+OO 0.00 
6 4 2.15E-08 3.89E-09 1.51E-17 18.10 
7 4 2.38E-08 2.24E-09 5.00E-18 9.39 
8 4 l.20E-08 l.30E-09 l.69E-18 0.00 
9 4 l.89E-08 2.0SE-09 4.21E-18 10.80 
10 4 2.51E-08 O.OOE+OO O.OOE+OO 0.00 
11 4 l.03E-08 2.68E-09 7.2E-18 26.10 
12 4 2.00E-08 O.OOE+OO O.OOE+OO 0.00 
13 4 l.19E-08 l.29E-09 l.68E-18 10.80 
14 4 2.51E-08 O.OOE+OO O.OOE+OO 0.00 
15 4 2.00E-08 0.00E+OO O.OOE+OO 0.00 
16 4 l.69E-08 2.05E-09 4.21E-18 12.2 
17 4 2.00E-08 O.OOE+OO O.OOE+OO 0.00 
18 4 1.5E-08 1.63E-09 2.66E-18 10.8 

~iW-10 14 4 l.69E-08 2.05E-09 4.21E-18 12.20 
15 4 l.58E-08 O.OOE+OO O.OOE+OO 0.00 
16 4 l.58E-08 O.OOE+OO O.OOE+OO 0.00 
17 4 1.34E-08 l.63E-09 2.66E-18 12.2 
18 4 lE-08 2.83E-18 8.02E-36 2.83E-08 



TABLE H-5, PAGE 3 

SUMMARY OF QUARTERLY REPLICATE STATISTICS FOR 
HYDROGEN ION CONCENTRATION 

Bermite Division, Whittaker Corporation 

Background Wells 1 and 3 

Number of Background Samples (nb) 
Background Mean 
Background Variance (Sb2) 

MW-5, Quarter 18 

Number of Samples (nm) 
Sample Mean (Xm) 
Sample Variance (Sm2) 

T-Statistic (tm) (Part 264, App. IV) 
T-Statistic (tb) (Part 264, App. IV) 

Special Weighting (Wm) 

Special Weighting (Wb) 
T-Statistic (t*) 

Comparison T-Statistic (tc) 

MW-6, Quarter 18 

Number of Samples (nm) 
Sample Mean (Xm) 
Sample Variance (Sm2) 
T-Statistic (tm) (Part 264, App. IV) 
T-Statistic (tb) (Part 264, App. IV) 
Special Weighting (Wm) 
Special Weighting (Wb) 
T-Statistic (t*) 
Corr: ;arison T-Statistic (tc) 

35 
3.34E-08 
l.93E-16 

4 
1.42E-08 
3.54E-18 

3.182 
2.021 
0.000 

0.000 
-7.589 
2.182 

4 
l.50E-08 
2.66E-18 

3.182 
2.021 
0.000 
0.000 

-7.401 
2.146 



TABLE H-5, PAGE 4 

SUMMARY OF QUARTERLY REPLICATE STATISTICS FOR 

HYDROGEN ION CONCEN1RATION 

Bermite Division, Whittaker Corporation 

MW-10, Quarter 18 

Number of Samples (nm) 

Sample Mean (Xm) 
Sample Variance (Sm2) 

T-Statistic (tm) (Part 264, App. IV) 

T-Statistic (tb) (Part 264, App. IV) 

Special Weighting (Wm) 

Special Weighting (Wb) 
T-Statistic (t*) 

Comparison T-Statistic (tc) 

NOTES: 

4 

l.OOE-08 
8.02E-36 

3.182 

2.021 

0.000 

0.000 

-9.965 

2.021 

The statistics in this table are defined in 40 CFR 

Part 264, App. IV--Cochran's Approximation to 

the Behrens-Fisher Students' T-Test. 

All values less than the detection limits have been 

given values equal to one-half the detection 

limits for purposes of calculation, as 

recommended on page 122 of the RCRA Ground-Water 
Monitoring Technical Enforcement Guidance 
Document, September 1986. 


